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<< Start of Changes >>
[bookmark: _Toc27410935][bookmark: _Toc36039448][bookmark: _Toc43838808][bookmark: _Toc51772965][bookmark: _Toc58245172][bookmark: _Toc68089625][bookmark: _Toc69067746][bookmark: _Toc75383294][bookmark: _Toc83706942][bookmark: _Toc90491647][bookmark: _Toc100147745][bookmark: _Toc106741017][bookmark: _Toc114916373][bookmark: _Toc155037898]A.4.3.5	MAC Implementation Capabilities
[bookmark: _Hlk99039710]Table A.4.3.5-1: UE MAC Implementation Capabilities
	Item
	UE MAC Implementation Capabilities
	Ref.
	Release
	Mnemonic
	M
	If indicated "Yes" the feature shall be implemented and successfully tested for the corresponding release
	Comments

	1
	Support long DRX cycle
	38.306, 4.2.6
	Rel-15
	pc_longDRX_Cycle
	Yes
	
	

	2
	Support short DRX cycle
	38.306, 4.2.6
	Rel-15
	pc_shortDRX_Cycle
	Yes
	
	

	3
	Support skipping of UL transmission for an uplink grant indicated on PDCCH if no data is available for transmission
	38.306, 4.2.6
	Rel-15
	pc_skipUplinkTxDynamic
	No
	
	

	4
	Supports the logicalChannelSR-DelayTimer
	38.306, 4.2.6
	Rel-15
	pc_logicalChannelSR_DelayTimer
	No
	
	

	5
	Supports DRX adaptation
	38.306, 4.2.6
	Rel-16
	pc_DRX_Adaptation
	No
	
	

	6
	Support LCH-based prioritization
	38.306, 4.2.6
	Rel-16
	pc_lch_PriorityBasedPrioritization_r16
	No
	
	

	7
	Supports autonomous transmission of the MAC PDU generated for a deprioritized configured uplink grant
	38.306, 4.2.6
	Rel-16
	[bookmark: OLE_LINK9]pc_autonomousTransmission_r16
	No
	
	

	8
	Supports the bit rate recommendation message from the gNB to the UE as specified in TS 38.321
	38.306, 4.2.6
	Rel-15
	pc_recommendedBitRate
	No
	
	

	9
	Supports the bit rate recommendation query message from the UE to the gNB as specified in TS 38.321.
	38.306, 4.2.6
	Rel-15
	pc_recommendedBitRateQuery
	No
	
	This field is only applicable if the UE supports pc_recommendedBitRate.

	10
	Support PUSCH transmissions on multiple configured uplink grants
	38.306, 4.2.6
	Rel-16
	pc_multipleConfiguredGrants_r16
	No
	
	

	11
	Support the selection of logical channels for each UL grant based on RRC configured restriction
	38.306, 4.2.6
	Rel-15
	pc_lcp_Restriction
	No
	
	

	12
	Support direct NR SCG SCell activation, as specified in TS 38.321, upon SCell addition and upon reconfiguration with sync of the SCG, both performed via an RRCReconfiguration message received via SRB3 or contained in an RRC(Connection)Reconfiguration message received via SRB1, as specified in TS 38.331 and TS 36.331
	38.306, 4.2.6
	Rel-16
	pc_directSCG_SCellActivation_r16
	No
	
	A UE indicating support of directSCG-SCellActivation-r16 shall indicate support of EN-DC or support of NGEN-DC as specified in TS 36.331 or support of NR-DC as specified in TS 38.331.

	13
	Support direct NR MCG SCell activation, as specified in TS 38.321, upon SCell addition, upon reconfiguration with sync of the MCG, as specified in TS 38.331.
	38.306, 4.2.6
	Rel-16
	pc_directMCG_SCellActivation_r16
	No
	
	

	14
	Support direct NR MCG SCell activation, as specified in TS 38.321, upon reception of an RRCResume message, as specified in TS 38.331.
	38.306, 4.2.6
	Rel-16
	pc_directMCG_SCellActivationResume_r16
	No
	
	

	15
	Support direct NR SCG SCell activation, as specified in TS 38.321:
-	upon reception of an RRCReconfiguration included in an RRCConnectionResume message, as specified in TS 38.331 and TS 36.331, if the UE indicates support of EN-DC or NGEN-DC, and support of resumeWithSCG-Config-r16 as specified in TS 36.331,
-	upon reception of an RRCReconfiguration included in an RRCResume message, as specified in TS 38.331, if the UE indicates support of NR-DC and of resumeWithSCG-Config-r16 as specified in TS 38.331.
	38.306, 4.2.6
	Rel-16
	pc_directSCG_SCellActivationResume_r16
	No
	
	A UE indicating support of directSCG-SCellActivationResume-r16 shall indicate support of EN-DC or NGEN-DC and support of resumeWithSCG-Config-r16 as specified in TS 36.331 or indicate support of NR-DC and of resumeWithSCG-Config-r16 as specified in TS 38.331.

	16
	Support services with survival time requirement using configured grant resource and PDCP duplication, as specified in TS 38.321.
	38.306, 4.2.6
	Rel-17
	pc_survivalTime_r17
	No
	
	A UE supporting this feature shall support pdcp-DuplicationMCG-orSCG-DRB or pdcp-DuplicationSplitDRB. A UE supporting this feature shall also support configuredUL-GrantType1-v1650 or configuredUL-GrantType2-v1650.

	XYZ
	Support of UL LBT Failure Detection and Recovery
	38.306, 4.2.6
	Rel-16
	pc_UL_LBT_FailureDetectionRecovery_r16
	No
	
	Applies to UEs supporting shared spectrum channel access (at least one of A.4.3.2-1/1 to A.4.3.2-2/5).
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