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	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	38.508-2
	0599
	-
	Rel-18
	Update to PICS for R17 FR1 enhancement
	F
	18.1.0
	RAN5#102
	R5-241029
	Huawei, HiSilicon
	NR_RF_FR1_enh-UEConTest
	A.4.3.2A.4, A.4.3.2C.2, A.4.3.2C.3
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.521-1
	2682
	1
	Rel-18
	Addition of 6.2H.1.3 AMPR for CA with UL-MIMO
	F
	18.1.0
	RAN5#102
	R5-241970
	Huawei, HiSilicon
	NR_RF_FR1_enh-UEConTest
	6.2H.1.3 (new)
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.521-1
	2683
	-
	Rel-18
	Addition of 6.3H.1.4 power control for CA with UL MIMO
	F
	18.1.0
	RAN5#102
	R5-241010
	Huawei, HiSilicon
	NR_RF_FR1_enh-UEConTest
	6.3H.1.4 (new)
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.521-1
	2684
	1
	Rel-18
	Addition of 6.4H.1.1 frequency error for CA with UL-MIMO
	F
	18.1.0
	RAN5#102
	R5-241971
	Huawei, HiSilicon
	NR_RF_FR1_enh-UEConTest
	6.4H.1.1 (new)
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.521-1
	2685
	1
	Rel-18
	Addition of 6.4H.1.2.1 EVM for CA with UL-MIMO
	F
	18.1.0
	RAN5#102
	R5-241972
	Huawei, HiSilicon
	NR_RF_FR1_enh-UEConTest
	6.4H.1.2.1 (new)
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.521-1
	2686
	1
	Rel-18
	Addition of 6.4H.1.2.2 Carrier leakage for CA with UL-MIMO
	F
	18.1.0
	RAN5#102
	R5-241973
	Huawei, HiSilicon
	NR_RF_FR1_enh-UEConTest
	6.4H.1.2.2 (new)
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.521-1
	2687
	1
	Rel-18
	Addition of 6.4H.1.2.3 In-band emission for CA with UL-MIMO
	F
	18.1.0
	RAN5#102
	R5-241974
	Huawei, HiSilicon
	NR_RF_FR1_enh-UEConTest
	6.4H.1.2.3 (new)
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.521-1
	2688
	1
	Rel-18
	Addition of 6.4H.1.3 time alignment error for CA with UL-MIMO
	F
	18.1.0
	RAN5#102
	R5-241975
	Huawei, HiSilicon
	NR_RF_FR1_enh-UEConTest
	6.4H.1.3 (new)
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.521-1
	2689
	1
	Rel-18
	Addition of 6.4H.1.4 Coherent requirement for CA with UL-MIMO
	F
	18.1.0
	RAN5#102
	R5-241976
	Huawei, HiSilicon
	NR_RF_FR1_enh-UEConTest
	6.4H.1.4 (new)
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.521-1
	2690
	1
	Rel-18
	Addition of 6.5H.1.1 Occupied bandwidth for CA with UL-MIMO
	F
	18.1.0
	RAN5#102
	R5-241977
	Huawei, HiSilicon
	NR_RF_FR1_enh-UEConTest
	6.5H.1.1 (new)
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.521-1
	2691
	1
	Rel-18
	Addition of 6.5H.1.2.2 ASEM for CA with UL-MIMO
	F
	18.1.0
	RAN5#102
	R5-241978
	Huawei, HiSilicon
	NR_RF_FR1_enh-UEConTest
	6.5H.1.2.2 (new), 6.5H.1.2.3
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.521-1
	2692
	1
	Rel-18
	Addition of 6.5H.1.3.1 General spurious emission for CA with UL-MIMO
	F
	18.1.0
	RAN5#102
	R5-241979
	Huawei, HiSilicon
	NR_RF_FR1_enh-UEConTest
	6.5H.1.3.1 (new)
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.521-1
	2693
	1
	Rel-18
	Addition of 6.5H.1.3.2 Spurious emission UE co-existence for CA with UL-MIMO
	F
	18.1.0
	RAN5#102
	R5-241980
	Huawei, HiSilicon
	NR_RF_FR1_enh-UEConTest
	6.5H.1.3.2 (new)
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.521-1
	2694
	1
	Rel-18
	Addition of 6.5H.1.3.3 Additional spurious emission for CA with UL-MIMO
	F
	18.1.0
	RAN5#102
	R5-241981
	Huawei, HiSilicon
	NR_RF_FR1_enh-UEConTest
	6.5H.1.3.3 (new)
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.521-1
	2695
	1
	Rel-18
	Addition of 6.5H.1.4 Transmit intermodulation for CA with UL-MIMO
	F
	18.1.0
	RAN5#102
	R5-241982
	Huawei, HiSilicon
	NR_RF_FR1_enh-UEConTest
	6.5H.1.4 (new)
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.521-1
	2696
	-
	Rel-18
	Update to minimum requirement of 6.4D.4 for UL switching
	F
	18.1.0
	RAN5#102
	R5-241023
	Huawei, HiSilicon
	NR_RF_FR1_enh-UEConTest
	6.4D.4
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.521-1
	2697
	1
	Rel-18
	Addition of 6.3A.3.4 1Tx-2Tx UL switching between two bands
	F
	18.1.0
	RAN5#102
	R5-241983
	Huawei, HiSilicon
	NR_RF_FR1_enh-UEConTest
	6.3A.3.4 (new)
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.521-1
	2698
	1
	Rel-18
	Addition of 6.3A.3.5 2Tx-2Tx UL switching between two bands
	F
	18.1.0
	RAN5#102
	R5-241984
	Huawei, HiSilicon
	NR_RF_FR1_enh-UEConTest
	6.3A.3.5 (new)
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.521-1
	2699
	1
	Rel-18
	Addition of 6.3C.3.3 2Tx-2Tx UL switching between two uplink carriers in SUL configuration
	F
	18.1.0
	RAN5#102
	R5-241985
	Huawei, HiSilicon
	NR_RF_FR1_enh-UEConTest
	6.3C.3.3 (new)
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.521-1
	2700
	1
	Rel-18
	Addition of 6.3C.3.4 1Tx-2Tx UL switching between two bands in SUL configuration
	F
	18.1.0
	RAN5#102
	R5-241986
	Huawei, HiSilicon
	NR_RF_FR1_enh-UEConTest
	6.3C.3.4 (new)
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.521-1
	2701
	1
	Rel-18
	Addition of 6.3C.3.5 2Tx-2Tx UL switching between two bands in SUL configuration
	F
	18.1.0
	RAN5#102
	R5-241987
	Huawei, HiSilicon
	NR_RF_FR1_enh-UEConTest
	6.3C.3.5 (new)
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.522
	0373
	-
	Rel-18
	Applicability statement for DL interruptions test cases 6.5.7A.1 and 6.5.7B.1
	F
	18.1.0
	RAN5#102
	R5-240368
	China Telecom
	NR_RF_FR1_enh-UEConTest
	4.2
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.522
	0387
	1
	Rel-18
	Update to test applicability for R17 FR1 enhancement
	F
	18.1.0
	RAN5#102
	R5-241988
	Huawei, HiSilicon
	NR_RF_FR1_enh-UEConTest
	4.0, 4.1.1
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.533
	2884
	-
	Rel-18
	Addition of NR SA FR1 DL interruptions at switching between two uplink carriers for 6.5.7A.1
	F
	18.1.0
	RAN5#102
	R5-240369
	China Telecom, Huawei, HiSilicon
	NR_RF_FR1_enh-UEConTest
	6.5.7A.1 (new), 6.5.7A.2
	TS/TR ... CR ...; TS 38.522 CR 0373TR 38.903 CR 0648; TS/TR ... CR ... 

	38.533
	2885
	1
	Rel-18
	Addition of NR SA FR1 DL interruptions at switching between two uplink bands for 6.5.7B.1
	F
	18.1.0
	RAN5#102
	R5-241896
	China Telecom, Huawei, HiSilicon
	NR_RF_FR1_enh-UEConTest
	6.5.7B.1 (new), 6.5.7B.2, 6.5.7C.1, 6.5.7C.2
	TS/TR ... CR ...; TS 38.522 CR 0373TR 38.903 CR 0649; TS/TR ... CR ... 

	38.533
	2886
	1
	Rel-18
	Cell configuration mapping for DL interruptions test cases 6.5.7A.1 and 6.5.7B.1
	F
	18.1.0
	RAN5#102
	R5-241832
	China Telecom, Huawei, HiSilicon
	NR_RF_FR1_enh-UEConTest
	E.4
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.533
	2887
	-
	Rel-18
	Test tolerances and measurement uncertainty for DL interruptions test cases 6.5.7A.1, 6.5.7B.1 and 6.5.7C.1
	F
	18.1.0
	RAN5#102
	R5-240372
	China Telecom, Huawei, HiSilicon
	NR_RF_FR1_enh-UEConTest
	F.1.1.2, F.1.3.2
	TS/TR ... CR ... ; TR 38.903 CR 0648, 0649; TS/TR ... CR ... 

	38.903
	0648
	-
	Rel-18
	Test Tolerances for NR SA FR1 DL interruptions at switching between two uplink carriers for 6.5.7A.1
	F
	18.1.0
	RAN5#102
	R5-240373
	China Telecom, Huawei, HiSilicon
	NR_RF_FR1_enh-UEConTest
	8
	TS/TR ... CR ... ; TS 38.533 CR 2884, 2887; TS/TR ... CR ... 

	38.903
	0649
	-
	Rel-18
	Test Tolerances for NR SA FR1 DL interruptions at switching between two uplink bands for 6.5.7B.1
	F
	18.1.0
	RAN5#102
	R5-240374
	China Telecom, Huawei, HiSilicon
	NR_RF_FR1_enh-UEConTest
	8
	TS/TR ... CR ... ; TS 38.533 CR 2885, 2887; TS/TR ... CR ... 

	38.905
	0872
	-
	Rel-18
	Addition of test point analysis for R17 FR1 enhancement test cases
	F
	18.1.0
	RAN5#102
	R5-241008
	Huawei, HiSilicon
	NR_RF_FR1_enh-UEConTest
	4.1.1.1, 4.1.1.2, 4.1.1.7
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 


