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[Start of change]
[bookmark: _Toc21353731][bookmark: _Toc27749348]4.6.1	Contents of RRC messages
[bookmark: _Toc21353732][bookmark: _Toc27749349]–	CounterCheck
[Skip unchanged text]
[bookmark: _Toc21353740][bookmark: _Toc27749358]–	RRCReestablishment
Table 4.6.1-10: RRCReestablishment
	 Derivation Path: TS 38.331 [6], clause 6.2.2

	Information Element
	Value/remark
	Comment
	Condition

	RRCReestablishment ::= SEQUENCE {
	
	
	

	  rrc-TransactionIdentifier
	RRC-TransactionIdentifier
	
	

	  criticalExtensions CHOICE {
	
	
	

	    rrcReestablishment SEQUENCE {
	
	
	

	      nextHopChainingCount
	NextHopChainingCount
	
	

	      lateNonCriticalExtension
	Not present
	
	

	      nonCriticalExtension
	Not present
	
	

	      nonCriticalExtension SEQUENCE {
	
	
	L2RemoteUE

	        sl-L2RemoteUE-Config-r17 CHOICE {
	
	
	

	          setup
	SL-L2RemoteUE-Config-r17
	
	

	        }
	
	
	

	         nonCriticalExtension
	Not present
	
	

	       }
	
	
	

	      }
	
	
	

	    }
	
	
	

	  }
	
	
	

	}
	
	
	



	Condition
	Explanation

	L2RemoteUE
	For L2 U2N Remote UE test cases.



[End of change]
