

	
[bookmark: _Hlk145691472]3GPP TSG-RAN5 Meeting #102	R5-241604
Athens, Greece, 26th Feb – 1st Mar 2024
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	38.523-2
	CR
	0435
	rev
	1
	Current version:
	17.5.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Addition of applicability for inter-SN conditional PSCell change

	
	

	Source to WG:
	Huawei, HiSilicon

	Source to TSG:
	R5

	
	

	Work item code:
	LTE_NR_DC_enh2-UEConTest
	
	Date:
	2024-02-01

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)	

	
	

	Reason for change:
	The applicability for inter-SN conditional PSCell change was missing.

	
	

	Summary of change:
	Adding the applicability for inter-SN conditional PSCell change.

	
	

	Consequences if not approved:
	The inter-SN conditional PSCell change cannot be tested properly.

	
	

	Clauses affected:
	4.1, 4.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	X
	
	 Test specifications
	TS 38.508-2 CR 0579 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	‘X1’, ‘X2’, ‘X3’ and ‘X4’ shall be resolved according to R5-240387 Table A.4.3.8-1 of TS 38.508-2

	
	

	This CR's revision history:
	Revised from R5-240386r1



Page 1


<Start of Changes>
[bookmark: _Toc27419191][bookmark: _Toc36040067][bookmark: _Toc43900799][bookmark: _Toc51768022][bookmark: _Toc58241945][bookmark: _Toc68076598][bookmark: _Toc75369788][bookmark: _Toc90490559][bookmark: _Toc100141932][bookmark: _Toc146804991]4.1	Protocol conformance test cases applicability
Table 4.1-1a: Applicability of Protocol conformance Idle mode test cases, ref. TS 38.523-1 [2]
	Clause
	TC Title
	Release
	Applicability Condition
	Applicability Comment

	6
	Idle mode operations
	
	
	

	6.1
	NR idle mode operations
	
	
	

	6.1.1
	NG-RAN Only PLMN Selection
	
	
	

	6.1.1.1
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode
	Rel-15
	C21
	UEs supporting 5G Core

	6.1.1.2
	PLMN selection of "Other PLMN/access technology combinations" / Automatic mode
	Rel-15
	C21
	UEs supporting 5G Core

	6.1.1.3
	Cell reselection of ePLMN in manual mode
	Rel-15
	C21
	UEs supporting 5G Core

	6.1.1.4
	PLMN selection in shared network environment / Automatic mode
	Rel-15
	C21
	UEs supporting 5G Core

	6.1.1.4a
	PLMN selection in shared network environment / Automatic mode / Cells broadcasting multiple PLMN IDs with unique TAC's, RAN areas, and cell identities
	Rel-15
	C21
	UEs supporting 5G Core

	6.1.1.5
	PLMN selection of RPLMN, HPLMN/EHPLMN, UPLMN and OPLMN / Automatic mode / User reselection
	Rel-15
	C36
	UEs supporting 5G Core and user initiated PLMN reselection in automatic mode on NR

	6.1.1.6
	PLMN selection / Periodic reselection / MinimumPeriodicSearchTimer
	Rel-15
	C34
	UEs supporting 5G Core and MinimumPeriodicSearchTimer

	6.1.1.7
	PLMN selection of RPLMN or (E)HPLMN; Automatic mode
	Rel-15
	C21
	UEs supporting 5G Core

	6.1.1.8
	PLMN selection of RPLMN or (E)HPLMN; Manual mode
	Rel-15
	C91
	UEs supporting 5G Core and ManualModeNetworkSelectionException

	6.1.2
	NG-RAN Only Cell Selection
	
	
	

	6.1.2.1
	Cell selection / Qrxlevmin & Cell reselection (Intra NR)
	Rel-15
	C21
	UEs supporting 5G Core

	6.1.2.2
	Cell selection / Qqualmin / Intra NR / Serving cell becomes non-suitable (Srxlev > 0, Squal < 0)
	Rel-15
	C21
	UEs supporting 5G Core

	6.1.2.3
	Cell selection / Intra NR / Serving cell becomes non-suitable (S<0, MIB Indicated barred)
	Rel-15
	C21
	UEs supporting 5G Core

	<<<Unchanged Text Skipped>>>

	8.2.3.18
	Conditional PSCell change
	
	
	

	8.2.3.18.1
	Conditional PSCell change / Success / EN-DC
	Rel-16
	C153
	UEs supporting EN-DC and Conditional PSCell change

	8.2.3.18.2
	Conditional PSCell change / Failure / EN-DC
	Rel-16
	C153
	UEs supporting EN-DC and Conditional PSCell change

	8.2.3.18.3
	Conditional PSCell change / PCell change / PSCell change / EN-DC
	Rel-16
	C153
	UEs supporting EN-DC and Conditional PSCell change

	8.2.3.18.4
	MN initiated inter-SN Conditional PSCell change / Success / EN-DC
	Rel-17
	C153A
	UEs supporting EN-DC and MN initiated conditional PSCell change

	8.2.3.18.5
	MN initiated inter-SN Conditional PSCell change / Success / NR-DC
	Rel-17
	C153B
	UEs supporting NR-DC and MN initiated conditional PSCell change

	<<<Unchanged Text Skipped>>>



<Unchanged Skipped>
[bookmark: _Toc146804992]4.2	Protocol conformance test cases Applicability Condition
Table 4.2-1: Applicability of Protocol conformance test cases Conditions
	Condition
	Test case Selection Expression
	Comment

	C01
	IF A.4.1-3/2 THEN R ELSE N/A
	UEs supporting EN-DC

	C02
	IF A.4.3.4-1/2 OR A.4.3.4-1/3 THEN R ELSE N/A
	UEs supporting 5GS and RLC UM Mode

	C03
	IF A.4.3.5-1/1 THEN R ELSE N/A
	UEs supporting 5GS and Long DRX Cycle

	C04
	IF A.4.3.5-1/2 THEN R ELSE N/A
	UEs supporting 5GS and short DRX cycle

	C05
	IF A.4.3.4-1/3 THEN R ELSE N/A
	UEs supporting 5GS and RLC UM with 6-bit length of RLC sequence number

	C06
	IF A.4.3.4-1/2 THEN R ELSE N/A
	UEs supporting 5GS and RLC UM with 12-bit length of RLC sequence number

	C07
	IF A.4.3.4-1/1 THEN R ELSE N/A
	UEs supporting 5GS and RLC AM with 12-bit length of RLC sequence number

	C07A
	IF A.4.3.4-1/1A THEN R ELSE N/A
	UEs supporting 5GS and RLC AM with 18-bit length of RLC sequence number

	C08
	IF A.4.3.3-1/1 THEN R ELSE N/A
	UEs supporting 5GS and 12-bit length of PDCP sequence number

	C08A
	IF A.4.3.3-1/1A THEN R ELSE N/A
	UEs supporting 5GS and 18-bit length of PDCP sequence number

	C09
	IF [10] A.4.4-1/99 THEN R ELSE N/A
	UEs supporting 5GS and ZUC Algorithm

	<<<Unchanged Text Skipped>>>

	C151
	IF A.4.1-3/2 AND (A.4.3.6-1/43 OR A.4.3.6-1/44) AND (A.4.3.6-1/46 OR A.4.3.6-1/47) THEN R ELSE N/A
	UEs supporting EN-DC and SFTD measurement between E-UTRA PCell and an NR neighbour cell, and SFTD measurement between E-UTRA PCell and NR PSCell

	C152
	IF A.4.1-4/6 AND (A.4.3.6-1/48 OR A.4.3.6-1/49) AND (A.4.3.6-1/50 OR A.4.3.6-1/51) THEN R ELSE N/A
	UEs supporting NR-DC and SFTD measurement between NR PCell and an NR neighbour cell, and SFTD measurement between NR PCell and NR PSCell

	C153
	IF A.4.1-3/2 AND A.4.3.8-1/19 THEN R ELSE N/A
	UEs supporting EN-DC and conditional PSCell change

	C153A
	IF A.4.1-3/2 AND (A.4.3.8-1/X2 OR A.4.3.8-1/X3 OR A.4.3.8-1/X4)
	UEs supporting EN-DC and MN initiated conditional PSCell change

	C153B
	IF A.4.1-3/1 AND A.4.3.8-1/X1
	UEs supporting NR-DC and MN initiated conditional PSCell change

	<<<Unchanged Text Skipped>>>
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