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1. [bookmark: _Toc295288959][bookmark: _Toc122434488][bookmark: _Toc151712246]Corrections required

[bookmark: _Toc151712247]2.1 Change 1
	Function name
	fl_TC_11_3_7_TestBody

	Reason for change
	In the current TTCN implementation, at Step 10a2, the timer of 5s is started, but is not stopped after receiving the De-registration REQ. 

This needs to be addressed.

	Summary of change
	Called t_WaitTime.stop after receiving the De-registration REQ at Step 10a3a1.
Please see below

	TTCN module
	UAC_NR5GC.ttcn



 Before Change:

	<<SKIPPED CODE>>
if(pc_SwitchOnOff){
      f_UT_SwitchOffUE(UT, true);

      //@siclog "Step 10a2" siclog@
      //SS starts timer1 = 5 sec to see if UE performs optional Step 10a3a1 (Note 5)
      t_WaitTime.start(5.0);

      //@siclog "Steps 10a3a1-10a3a2" siclog@
      //The UE transmits a DEREGISTRATION REQUEST message.
      //The SS transmits an RRCRelease message IF step 10a3a1 was performed ELSE SS implicitly releases the RRC connection.
      alt {
        [] SRB.receive(car_NR_SRB_NasPdu_IND(nr_Cell1,
                                             tsc_NR_RbId_SRB2,
                                             cr_NG_NAS_Ind(tsc_SHT_IntegrityProtected_Ciphered))) -> value v_ReceivedAsp{
          if (not f_Check_NG_DeregistrationReqMOMsg (v_ReceivedAsp.Signalling.Nas[0].Pdu.Msg, crs_DeregisterType('1'B, '0'B, '01'B))) {
            f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Deregistration Request Message Failed");
          }
          f_NR_RRCRelease(nr_Cell1);
        }
        [] t_WaitTime.timeout {
            v_TimingOfLocalRelease := f_NR_RRCRelease_Local(nr_Cell1, f_NR_GetNextSendOccasion_DL(nr_Cell1));
            f_Delay(f_SubFrameTimingDuration_CheckShortestDelay(f_NR_GetCurrentTiming(nr_Cell1), v_TimingOfLocalRelease)); //@sic R5s210839, R5s211474, R5s220024 sic@
        }
      }
    }
<<SKIPPED CODE>>
	



After Change:
	<<SKIPPED CODE>>
if(pc_SwitchOnOff){
      f_UT_SwitchOffUE(UT, true);

      //@siclog "Step 10a2" siclog@
      //SS starts timer1 = 5 sec to see if UE performs optional Step 10a3a1 (Note 5)
      t_WaitTime.start(5.0);

      //@siclog "Steps 10a3a1-10a3a2" siclog@
      //The UE transmits a DEREGISTRATION REQUEST message.
      //The SS transmits an RRCRelease message IF step 10a3a1 was performed ELSE SS implicitly releases the RRC connection.
      alt {
        [] SRB.receive(car_NR_SRB_NasPdu_IND(nr_Cell1,
                                             tsc_NR_RbId_SRB2,
                                             cr_NG_NAS_Ind(tsc_SHT_IntegrityProtected_Ciphered))) -> value v_ReceivedAsp{
          t_WaitTime.stop; //WA#11_3_7
          if (not f_Check_NG_DeregistrationReqMOMsg (v_ReceivedAsp.Signalling.Nas[0].Pdu.Msg, crs_DeregisterType('1'B, '0'B, '01'B))) {
            f_NR_SetVerdictFailOrInconc(__FILE__, __LINE__, "Deregistration Request Message Failed");
          }
          f_NR_RRCRelease(nr_Cell1);
        }
        [] t_WaitTime.timeout {
            v_TimingOfLocalRelease := f_NR_RRCRelease_Local(nr_Cell1, f_NR_GetNextSendOccasion_DL(nr_Cell1));
            f_Delay(f_SubFrameTimingDuration_CheckShortestDelay(f_NR_GetCurrentTiming(nr_Cell1), v_TimingOfLocalRelease)); //@sic R5s210839, R5s211474, R5s220024 sic@
        }
      }
    }
<<SKIPPED CODE>>




