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It is proposed to remove the redundant function call from f_EUTRA38_NR5GC_Preamble
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1. [bookmark: _Toc122434488][bookmark: _Toc295288959][bookmark: _Toc153513020]Corrections required
1.1 [bookmark: _Toc153513021]Change to the Function f_EUTRA38_NR5GC_Preamble
	Function name
	f_EUTRA38_NR5GC_Preamble

	Reason for change
	In the current TTCN implementation of function : f_EUTRA38_NR5GC_Preamble, call f_EUTRA_CloseUE_TestLoopModeB is redundant when the condition (p_RRC_State == RRC_CONNECTED) & TEST_LOOPModeB_ON is met.

Close UE TestLoopMode is already configured in the following function call 
f_EUTRA38_NR5GC_Preamble  f_EUTRA38_MultiPDN_InitialRegistration -> f_EUTRA38_MultiPDN_InitialRegistration_Step5_18b1 by default .

So in an IRAT case where EUTRA preamble is done with RRC_CONNECTED and TestLoopMode , TTCN will end up doing the redundant configurations . 

It is proposed to remove the redundant function call from f_EUTRA38_NR5GC_Preamble

This issue is coming as a result of the implementation of R5-237315

	Summary of change
	Removed the redundant configuration of call f_EUTRA_CloseUE_TestLoopModeB from the function f_EUTRA38_NR5GC_Preamble

	TTCN module
	ttcn\develop\NR5GC_IRAT\Common\EUTRA38_NR5GCProcedures.ttcn

	MCC160 Comment
	



Before Change:
	function f_EUTRA38_NR5GC_Preamble(EUTRA_CellId_Type p_CellId,
                                   NR_TESTMODE_STATE_Type p_TestModeState,
                                   EUTRA_RRC_STATE_Type p_RRC_State,
                                   RRCConnectionReleaseRequired_Type p_ReleaseConnection := rrcConnectionRelease,
                                   template (omit) EPS_NetworkFeatureSupport p_NtwkFeatSupport := cs_EPS_NwkFtSup_NR,
                                   template (omit) PLMN_List p_EquivalentPlmnList := omit,
                                   InterworkWithoutN26 p_IwkN26 := NOT_SUPPORTED) runs on EUTRA_Multi5GS_PTC
  {
    var NR_TESTMODE_STATE_Type v_IdleUpdatedState := p_TestModeState;
    var AbsoluteCellPower_Type v_AbsoluteCellPowerLevel := tsc_ServingCellRS_EPRE;
    var template (value) EPS_NetworkFeatureSupport v_NtwkFeatSupport := p_NtwkFeatSupport;

    select (p_TestModeState) { // @sic R5-204399 sic@
      case (PING_Or_TESTModeB_ON, PING_Or_TEST_LOOPModeB_ON){
        if (pc_IP_Ping) { // don't need to activate test mode if using Ping @sic R5s201654 sic@
          v_IdleUpdatedState := TESTMode_OFF;
        }
      }
    }
    
    if (p_IwkN26 == SUPPORTED) { // @sic R5-221406 sic@
      v_NtwkFeatSupport.iwkN26 := '1'B;
    }
    
    // Store the value of NetworkFeatureSupport to be used throughout the test
    f_EUTRA38_SetNetworkSupport(p_IwkN26);  // @sic R5-221406 sic@
    f_EUTRA_MobileInfo_SetNetworkFeatureSupport (v_NtwkFeatSupport);

    f_EUTRA38_MultiPDN_InitialRegistration(p_CellId, // @sic R5-204399 sic@
                                           v_IdleUpdatedState,
                                           p_ReleaseConnection,
                                           p_EquivalentPlmnList,
                                           v_AbsoluteCellPowerLevel);
    
    if (p_RRC_State == RRC_CONNECTED) {
      f_EUTRA38_MultiPDN_RbEst_Def(p_CellId);
      if (p_TestModeState == TEST_LOOPModeB_ON or (p_TestModeState == PING_Or_TEST_LOOPModeB_ON and not pc_IP_Ping)) { // @sic R5s200887, R5s201654 sic@
        f_EUTRA_CloseUE_TestLoopModeB (p_CellId, '00'O);
      }
    }
  }



After Change:
	  function f_EUTRA38_NR5GC_Preamble(EUTRA_CellId_Type p_CellId,
                                   NR_TESTMODE_STATE_Type p_TestModeState,
                                   EUTRA_RRC_STATE_Type p_RRC_State,
                                   RRCConnectionReleaseRequired_Type p_ReleaseConnection := rrcConnectionRelease,
                                   template (omit) EPS_NetworkFeatureSupport p_NtwkFeatSupport := cs_EPS_NwkFtSup_NR,
                                   template (omit) PLMN_List p_EquivalentPlmnList := omit,
                                   InterworkWithoutN26 p_IwkN26 := NOT_SUPPORTED) runs on EUTRA_Multi5GS_PTC
  {
    var NR_TESTMODE_STATE_Type v_IdleUpdatedState := p_TestModeState;
    var AbsoluteCellPower_Type v_AbsoluteCellPowerLevel := tsc_ServingCellRS_EPRE;
    var template (value) EPS_NetworkFeatureSupport v_NtwkFeatSupport := p_NtwkFeatSupport;

    select (p_TestModeState) { // @sic R5-204399 sic@
      case (PING_Or_TESTModeB_ON, PING_Or_TEST_LOOPModeB_ON){
        if (pc_IP_Ping) { // don't need to activate test mode if using Ping @sic R5s201654 sic@
          v_IdleUpdatedState := TESTMode_OFF;
        }
      }
    }
    
    if (p_IwkN26 == SUPPORTED) { // @sic R5-221406 sic@
      v_NtwkFeatSupport.iwkN26 := '1'B;
    }
    
    // Store the value of NetworkFeatureSupport to be used throughout the test
    f_EUTRA38_SetNetworkSupport(p_IwkN26);  // @sic R5-221406 sic@
    f_EUTRA_MobileInfo_SetNetworkFeatureSupport (v_NtwkFeatSupport);

    f_EUTRA38_MultiPDN_InitialRegistration(p_CellId, // @sic R5-204399 sic@
                                           v_IdleUpdatedState,
                                           p_ReleaseConnection,
                                           p_EquivalentPlmnList,
                                           v_AbsoluteCellPowerLevel);
    
    if (p_RRC_State == RRC_CONNECTED) {
      f_EUTRA38_MultiPDN_RbEst_Def(p_CellId);
      /* COMMENTED OUT if (p_TestModeState == TEST_LOOPModeB_ON or (p_TestModeState == PING_Or_TEST_LOOPModeB_ON and not pc_IP_Ping)) { // @sic R5s200887, R5s201654 sic@
        f_EUTRA_CloseUE_TestLoopModeB (p_CellId, '00'O);
      }*/ //WA#WI=1229713
    }
  }



