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<<Unchanged sections skipped>>
[bookmark: _Toc27475871][bookmark: _Toc29495379][bookmark: _Toc36116424][bookmark: _Toc36118473][bookmark: _Toc36560588][bookmark: _Toc43977105][bookmark: _Toc52213682][bookmark: _Toc60743147][bookmark: _Toc68206335][bookmark: _Toc75972138][bookmark: _Toc85051576][bookmark: _Toc90493598][bookmark: _Toc90494238][bookmark: _Toc100094279][bookmark: _Toc106872971][bookmark: _Toc155208947]7.3B.2.0.3	Inter-band EN-DC within FR1
Reference sensitivity exceptions are specified for the condition when there is uplink transmission only in the aggressor band.
[bookmark: _CR7_3B_2_0_3_1]<<Unchanged sections skipped>>
[bookmark: _CR7_3B_2_0_3_4]7.3B.2.0.3.4	Reference sensitivity exceptions due to cross band isolation for EN-DC in NR FR1
Sensitivity degradation is allowed for a band if it is impacted by UL of another band part of the same EN-DC configuration due to cross band isolation issues. Reference sensitivity exceptions for the victim band are specified in Table 7.3B.2.0.3.4-1, Table 7.3B.2.0.3.4-1a with uplink configuration of the aggressor band specified in Table 7.3B.2.0.3.4-2.
<<Unchanged tables skipped>>
[bookmark: _CRTable7_3B_2_0_3_42]Table 7.3B.2.0.3.4-2: Uplink configuration for reference sensitivity exceptions due to cross band isolation for PC3 EN-DC in NR FR1
	E-UTRA or NR Band / SCS / Channel bandwidth of the affected DL band / UL RB allocation of the aggressor band

	UL band
	DL band
	SCS of UL band (kHz)
	5 MHz (LCRB)
	10 MHz (LCRB)
	15 MHz (LCRB)
	20 MHz (LCRB)
	25 MHz (LCRB)
	30 MHz (LCRB)
	40 MHz (LCRB)
	50 MHz (LCRB)
	60 MHz (LCRB)
	80 MHz (LCRB)
	90 MHz (LCRB)
	100 MHz (LCRB)

	n1
	3
	15
	25
	25
	25
	25
	
	
	
	
	
	
	
	

	1
	n3
	15
	25
	25
	25
	25
	25
	25
	[25]
	
	
	
	
	

	1
	n40
	15
	25
	50
	75
	100
	100
	100
	100
	100
	100
	100
	
	

	1
	n41
	15
	
	100
	100
	100
	
	100
	100
	100
	100
	100
	100
	100

	3
	n41
	15
	
	50
	50
	50
	
	[50]
	50
	50
	50
	50
	50
	50

	n5
	28
	15
	25
	25
	20
	20
	
	
	
	
	
	
	
	

	n40
	1
	15
	25
	50
	75
	100
	
	
	
	
	
	
	
	

	n41
	1
	30
	128
	128
	128
	128
	
	
	
	
	
	
	
	

	n41
	2
	30
	160
	160
	160
	160
	
	
	
	
	
	
	
	

	n41
	3
	30
	160
	160
	160
	160
	
	
	
	
	
	
	
	

	n41
	25
	30
	160
	160
	160
	160
	
	
	
	
	
	
	
	

	n77
	41
	30
	270
	270
	270
	270
	
	
	
	
	
	
	
	

	n41
	66
	30
	128
	128
	128
	128
	
	
	
	
	
	
	
	

	41
	n77
	15
	
	100
	100
	100
	
	
	100
	100
	100
	100
	100
	100

	3
	n51
	15
	25
	
	
	
	
	
	
	
	
	
	
	

	30
	n66
	15
	25
	25
	25
	25
	
	
	25
	
	
	
	
	

	n78
	7
	30
	270
	270
	270
	270
	
	
	
	
	
	
	
	

	n78
	38
	30
	270
	270
	270
	270
	
	
	
	
	
	
	
	

	n78
	41
	30
	270
	270
	270
	270
	
	
	
	
	
	
	
	

	n78
	46
	30
	
	
	
	270
	
	
	
	
	
	
	
	

	41
	n78
	15
	
	100
	100
	100
	
	
	100
	100
	100
	100
	100
	100

	n79
	42
	30
	27045
	27045
	27045
	27045
	
	
	
	
	
	
	
	

	48
	n46
	15
	
	
	
	216
	
	
	216
	
	216
	216
	
	

	n46
	48
	30
	216
	216
	216
	216
	
	
	216
	216
	216
	216
	216
	216

	NOTE 1:	The UL configuration applies regardless of the channel bandwidth of the UL band. UL resource blocks allocation in the table shall be further limited to that specified in Table 7.3.1-2 in TS 36.101 [5] or Table 7.3.2-3 in TS 38.101-1 [2].
NOTE 2:	The UL resource blocks shall be located as close as possible to the downlink operating band but confined within the transmission bandwidth configuration for the channel bandwidth.
NOTE 3:	When the maximum UL RB allocation "LCRB" value is less than the maximum transmission bandwidth configuration “NRB” defined in Table 5.3.2-1 in 38.101-1 [2] for the specified UL band SCS, the UL band should be configured using the lowest CBW that is compatible with the maximum specified LCRB value.
NOTE 4:	If the aggressor band is NR band, the test SCS and UL RB can be adjusted according to supported BW and lowest SCS supported by the UE.
NOTE 5:	The requirements only apply for UEs supporting inter-band ENDC with simultaneous Rx/Tx capability. Simultaneous Rx/Tx capability does not apply for UEs supporting band 42 with a n77 implementation only. These restrictions are applicable to related higher order configurations.



<<End of change>>

