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[bookmark: _Toc156237180]7.4	Physical random access channel
*** Unchanged parts are omitted ***
If prior to a PRACH retransmission, a UE changes the spatial domain transmission filter, Layer 1 notifies higher layers to suspend the power ramping counter as described in [11, TS 38.321].
If due to power allocation to PUSCH/PUCCH/PRACH/SRS transmissions as described in clause 7.5, or due to power allocation in EN-DC or NE-DC or NR-DC operation, or due to slot format determination as described in clause 11.1, or due to the PUSCH/PUCCH/PRACH/SRS transmission occasions are in the same slot or the gap between a PRACH transmission and PUSCH/PUCCH/SRS transmission is small as described in clause 8.1, or due to DAPS operation as described in clause 15, or due to HD-UE operation in paired spectrum as described in clause 17.2, the UE does not transmit a PRACH in a transmission occasion, or does not transmit any of  preamble repetitions of a PRACH as described in Clause 8.1, Layer 1 notifies higher layers to suspend the corresponding power ramping counter. 
If due to power allocation to PUSCH/PUCCH/PRACH/SRS transmissions as described in clause 7.5, or due to power allocation in EN-DC or NE-DC or NR-DC operation, the UE transmits a PRACH with reduced power in a transmission occasion, or transmits one or more of  preamble repetitions of a PRACH with reduced power or transmits less than  preamble repetitions of a PRACH, Layer 1 may notify higher layers to suspend the corresponding power ramping counter.
*** Unchanged parts are omitted ***
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*** Unchanged parts are omitted ***
If a UE is provided, for active UL BWP  of carrier  of serving cell ,
-	twoPHRMode, 
-	two SRS resource sets in srs-ResourceSetToAddModList or srs-ResourceSetToAddModListDCI-0-2 with usage set to 'codebook' or 'nonCodebook',
-	dl-OrJointTCI-StateList or TCI-UL-State and is indicated a first TCI-State or TCI-UL-State and a second TCI-State or TCI-UL-State, and
-	multipanelScheme
the UE provides 
-	a Type 1 power headroom report and a configured maximum output power associated with the first TCI-State or TCI-UL-State for an actual PUSCH transmission using a spatial domain filter corresponding only to the first TCI-State or TCI-UL-State,
-	a Type 1 power headroom report and a configured maximum output power associated with the second TCI-State or TCI-UL-State for an actual PUSCH transmission using a spatial domain filter corresponding only to the second TCI-State or TCI-UL-State,
-	a first Type 1 power headroom report and a first configured maximum output power associated with the first TCI-State or TCI-UL-State, and a second Type 1 power headroom report and a second configured maximum output power associated with the second TCI-State or TCI-UL-State, for an actual PUSCH transmission using a spatial domain filter corresponding to the first TCI-State or TCI-UL-State and using a spatial domain filter corresponding to the second TCI-State or TCI-UL-State.
If a UE provides a Type 1 power headroom report for an activated serving cell based on an actual PUSCH transmission, is provided assumedPUSCHInfo, and dynamicTransformPrecoderIndicationDCI-0-1 or dynamicTransformPrecoderIndicationDCI-0-2 is set to enabled for the active UL BWP of the serving cell, the UE provides
-	 based on any applicable maximum output power reduction for an assumed PUSCH transmission with transform precoder enabled, if supported, if transform precoder is disabled for the actual PUSCH transmission, or
-	 based on any applicable maximum output power reduction for an assumed PUSCH transmission with transform precoder disabled, if supported, if the transform precoder is enabled for the actual PUSCH transmission, 
where all other parameters used for the calculation of  of the assumed PUSCH transmission are same as for the actual PUSCH transmission. 
*** Unchanged parts are omitted ***
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*** Unchanged parts are omitted ***
Within a time period, for set(s) of  valid PRACH occasions for a PRACH transmission with  preamble repetitions 
-	the first valid PRACH occasion of the first set is the first valid PRACH occasion 
-	the first valid PRACH occasion of subsequent sets, if any, is determined according to an ordering of valid PRACH occasions 
-	first, in increasing order of frequency resource indexes for frequency multiplexed PRACH occasions
-	second, in increasing order of time resource indexes for time multiplexed PRACH occasions 
where, for each frequency resource index for frequency multiplexed PRACH occasions
-	the first valid PRACH occasion of the first set is the first valid PRACH occasion 
-	the first valid PRACH occasion of subsequent sets, if any,  
-	is after msg1-RepetitionTimeOffsetROGroupTimeOffsetBetweenStartingRO consecutive valid PRACH occasions in time from the first valid PRACH occasion of the previous set, where each PRACH occasion is associated with same SS/PBCH block index(es) and each SS/PBCH block index is associated with same preambles, if msg1-RepetitionTimeOffsetROGroupTimeOffsetBetweenStartingRO is provided 
-	is after the PRACH occasions for the previous set, if msg1-RepetitionTimeOffsetROGroupTimeOffsetBetweenStartingRO is not provided
For a PRACH transmission triggered upon request by higher layers, a value of ra-OccasionList [12, TS 38.331], if csirs-ResourceList is provided, indicates a list of PRACH occasions for the PRACH transmission where the PRACH occasions are associated with the selected CSI-RS index indicated by csi-RS. The indexing of the PRACH occasions indicated by ra-OccasionList is reset per association pattern period.
*** Unchanged parts are omitted ***
For single cell operation or for operation with contiguous carrier aggregation in a same frequency band or for operation with non-contiguous carrier aggregation in a same frequency band if the UE is not provided with intraBandNC-PRACH-simulTx-r17, a UE 
-	does not transmit PRACH and PUSCH/PUCCH/SRS in a same slot with respect to the smallest SCS configuration between the SCS configuration for the UL BWP with the PRACH and the SCS configuration for the UL BWP with the PUSCH/PUCCH/SRS transmissions,
-	does not transmit PRACH and PUSCH/PUCCH/SRS when a first or last symbol of a PRACH transmission in a first slot is separated by less than  symbols from the last or first symbol, respectively, of a PUSCH/PUCCH/SRS transmission in a second slot; for a PRACH transmission with  preamble repetitions, this applies to each preamble repetition 
-	for a PRACH transmission with  preamble repetitions, if the UE does not indicate capability-XYZ, the UE does not transmit a first repetition of the PRACH and a second repetition of the PRACH when a first or last symbol of the first repetition of the PRACH in a first slot is separated by less than  symbols from the last or first symbol, respectively, of the second  repetition of the PRACH in a second slot; otherwise, the UE transmits the first repetition of the PRACH and the second repetition of the PRACH
where  for  or 1,  for  or ,  for ,  for , and  is the smallest SCS configuration between the SCS configuration for the UL BWP with the PRACH and the SCS configuration for the UL BWP with the PUSCH/PUCCH/SRS transmissions. For a PUSCH transmission with repetition Type B, this applies to each actual repetition for PUSCH transmission [6, TS 38.214].
*** Unchanged parts are omitted ***

