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*** Unchanged parts are omitted ***
[bookmark: _Toc156237275]17.1	First procedures for RedCap UE
In this clause, the term 'UE' refers to a RedCap UE that indicates supportOfRedCap or supportOfERedCap-r18.
*** Unchanged parts are omitted ***

[bookmark: _Toc156237276]17.1A	Second procedures for RedCap UE
In this clause, the term 'UE' refers to a RedCap UE that indicates supportOfERedCap-r18.
A UE that has not indicated eRedCapNotReducedBB-BWFG 48-2 does not expect to transmit a PUSCH over a bandwidth that is larger than 25 PRBs for 15 kHz SCS, or larger than 12 PRBs for 30 kHz SCS, per hop in a slot.
A UE that has not indicated eRedCapNotReducedBB-BWFG 48-2 does not expect to process a PDSCH reception that is scheduled by a DCI format with CRC scrambled by a C-RNTI, CS-RNTI, MCS-C-RNTI, G-RNTI for multicast, or G-CS-RNTI, or is associated with a SPS PDSCH configuration activated by a DCI format with CRC scrambled by CS-RNTI or G-CS-RNTI, over a number of PRBs that is larger than 25 PRBs for 15 kHz SCS, or larger than 12 PRBs for 30 kHz SCS, in a slot.
A UE that has not indicated eRedCapNotReducedBB-BWFG 48-2 is not required to process a PDSCH reception in slot  that is scheduled by a DCI format with CRC scrambled by a G-RNTI for broadcast or a MCCH-RNTI over a number of PRBs that is larger than 25 PRBs for 15 kHz SCS, or larger than 12 PRBs for 30 kHz SCS, when the PDSCH reception is with repetitions or when the UE receives another PDSCH in slot .
A UE is not required to process a PDSCH reception that is scheduled by a DCI format with CRC scrambled by a TC-RNTI over a number of PRBs that is larger than 25 PRBs for 15 kHz SCS, or larger than 12 PRBs for 30 kHz SCS, in a slot.
A UE does not expect to transmit a PUSCH over a bandwidth that is larger than 25 PRBs for 15 kHz SCS, or larger than 12 PRBs for 30 kHz SCS, per hop in a slot, where the PUSCH is scheduled by RAR UL grant or by a DCI scrambled by a TC-RNTI, or is configured for a Type-2 random access procedure.
*** Unchanged parts are omitted ***

