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	Reason for change:
	The parameters names mismatch in Clauses 5.2.3, 6.1, 6.1.2.3. 
1) RAN2 has chosen the parameter name nrofBitsInUTO-UCI in their latest version of 38.331, while the current version of TS 38.214 uses nrof_UTO_UCI.
2) RAN2 has chosen the parameter name nrofSlotsInCG-Period in their latest version of 38.331, while the current version of TS 38.214 uses nrofSlots_InCGperiod.
3) RAN1 #115 agreed that “a valid configured PUSCH grant is the configured PUSCH grant that is not collided with the DL symbol(s) ....., and is not collided with a symbol(s) of an SS/PBCH block ......”. 
In this agreement, both “is not collided with DL symbol” and “is not collided with SSB” are modifiers of “the configured PUSCH grant”, and therefore are both contained in definition of CG validation. In comparison, the current specification text in 38.214 says the following: 
“a valid configured PUSCH grant is the one not colliding with the DL symbol(s) ......, and is not colliding with a symbol(s) of an SS/PBCH block ......”, which can be interpreted in a different way: 
· On one hand, “not colliding with the DL symbol(s)” is the modifier of “the one [i.e., the valid CG]”.
· On the other hand, “is not colliding with SSB” does not read as the modifier of “the one [i.e., the valid CG]” (it is in parallel to “is the one” in English reading). This SSB-related description sounds more like a separate restriction that is applied to gNB configuration, rather than a part of definition of CG validation. 
The above text description does not exactly match RAN1#115-agreed TP, and may cause misaligned definition of “valid CG-PUSCH grant” between RAN1 and RAN2, given RAN2 specification refers to clause 6.1 for the definition of “valid grant/TO”. To be noted, RAN1 specifications (e.g., clause 9.3.1 in TS38.214) already take both semi-statically configured DL symbol and SSB symbol into the definition of valid CG-PUSCH grant/TO.     

	
	

	Summary of change:
	1) RRC parameter change from nrof_UTO_UCI to nrofBitsInUTO-UCI.
2) RRC parameter change from nrofSlots_InCGperiod to nrofSlotsInCG-Period
3) Remove “is” in “and is not colliding with a symbol(s) of an SS/PBCH block ...” so that “not colliding with SSB” becomes a part of definition of valid CG-PUSCH grant/TO.   

	
	

	Consequences if not approved:
	Different names for the same RRC parameters in TS 38.331 and TS 38.214.

The definition of valid CG-PUSCH grant/TO in TS38.214 does not match the RAN1 agreement as well as the existing spec description in TS38.213, and provides misaligned reference to RAN2 specification.
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[bookmark: _Toc11352132][bookmark: _Toc20318022][bookmark: _Toc27299920][bookmark: _Toc29673191][bookmark: _Toc29673332][bookmark: _Toc29674325][bookmark: _Toc36645555][bookmark: _Toc45810600][bookmark: _Toc155777389]5.2.3	CSI reporting using PUSCH
*** Unchanged parts are omitted ***

When the UE is scheduled to transmit a transport block on PUSCH not using repetition type B multiplexed with a CSI report(s) and if numberOfSlotsTBoMS is not present in the resource allocation table, or if numberOfSlotsTBoMS is present in the resource allocation table and the value of numberOfSlotsTBoMS in the row indicated by the Time domain resource assignment field in DCI is equal to 1, Part 2 CSI is omitted only when [image: ] is larger than  or when the higher layer parameter nrofBitsInUTO-UCI[nrof_UTO_UCI] is configured, where parameters [image: ], [image: ], [image: ], [image: ], [image: ], [image: ], [image: ], [image: ], , and [image: ]are defined in Clause 6.3.2.4 of [5, TS 38.212].
Part 2 CSI is omitted level by level, beginning with the lowest priority level until the lowest priority level is reached which causes the [image: ] to be less than or equal to  or  when the higher layer parameter nrofBitsInUTO-UCI[nrof_UTO_UCI] is configured.
When the UE is scheduled to transmit a transport block on PUSCH not using repetition type B multiplexed with a CSI report(s) and if numberOfSlotsTBoMS is present in the resource allocation table and the value of numberOfSlotsTBoMS in the row indicated by the Time domain resource assignment field in DCI is larger than 1, Part 2 CSI is omitted only when   is larger than  when the higher layer parameter  is configured, where parameters [image: ], [image: ], [image: ], [image: ], [image: ], [image: ], [image: ], ,[image: ], ,  and [image: ]are defined in Clause 6.3.2.4 of [5, TS 38.212].
Part 2 CSI is omitted level by level, beginning with the lowest priority level until the lowest priority level is reached which causes the  to be less than or equal to  or  when the higher layer parameter  is configured.
[bookmark: _Hlk508613421]When the UE is scheduled to transmit a transport block on PUSCH using repetition type B multiplexed with a CSI report(s), Part 2 CSI is omitted only when 

is larger than 
,
or
, 
when the higher layer parameter nrofBitsInUTO-UCI[nrof_UTO_UCI] is configured, where parameters [image: ], [image: ], [image: ], , , , , [image: ], [image: ], , [image: ], and [image: ]are defined in Clause 6.3.2.4 of [5, TS 38.212].
Part 2 CSI is omitted level by level, beginning with the lowest priority level until the lowest priority level is reached which causes 

to be less than or equal to 
,
or
, 
when the higher layer parameter nrofBitsInUTO-UCI[nrof_UTO_UCI] is configured.

When part 2 CSI is transmitted on PUSCH with no transport block, lower priority bits are omitted until Part 2 CSI code rate, which is given by  where , ,  are given in clause 6.3.2.4 of [5, 38.212] before HARQ-ACK puncturing part 2 CSI if any, is below a threshold code rate lower than one, where 

	

-	is the CSI offset value from Table 9.3-2 of [6, TS 38.213]
-	R is signaled code rate in DCI
[bookmark: _Hlk515473278]If the UE is in an active semi-persistent CSI reporting configuration on PUSCH, the CSI reporting is deactivated when either the downlink BWP or the uplink BWP is changed. Another activation command is required to enable the semi-persistent CSI reporting.

*** Unchanged parts are omitted ***
[bookmark: _Toc11352137][bookmark: _Toc20318027][bookmark: _Toc27299925][bookmark: _Toc29673198][bookmark: _Toc29673339][bookmark: _Toc29674332][bookmark: _Toc36645562][bookmark: _Toc45810607][bookmark: _Toc155777396]6	Physical uplink shared channel related procedure
[bookmark: _Toc11352138][bookmark: _Toc20318028][bookmark: _Toc27299926][bookmark: _Toc29673199][bookmark: _Toc29673340][bookmark: _Toc29674333][bookmark: _Toc36645563][bookmark: _Toc45810608][bookmark: _Toc155777397]6.1	UE procedure for transmitting the physical uplink shared channel
PUSCH transmission(s) can be dynamically scheduled by an UL grant in a DCI, or the transmission can correspond to a configured grant Type 1 or Type 2. The configured grant Type 1 PUSCH transmission is semi-statically configured to operate upon the reception of higher layer parameter of configuredGrantConfig including rrc-ConfiguredUplinkGrant without the detection of an UL grant in a DCI. The configured grant Type 2 PUSCH transmission is semi-persistently scheduled by an UL grant in a valid activation DCI according to clause 10.2 of [6, TS 38.213] after the reception of higher layer parameter configuredGrantConfig not including rrc-ConfiguredUplinkGrant. If configuredGrantConfigToAddModList is configured, more than one configured grant configuration of configured grant Type 1 and/or configured grant Type 2 may be active at the same time on an active BWP of a serving cell.
The UE can be configured with a list of up to 64 TCI-UL-State configurations within the higher layer parameter BWP-UplinkDedicated. Each TCI-UL-State configuration contains a parameter for configuring one reference signal, if applicable, for determining UL TX spatial filter for dynamic-grant and configured-grant based PUSCH and PUCCH resource in a CC, and SRS.
If a UE is configured by higher layer parameter PDCCH-Config that contains ControlResourceSets with two different values of coresetPoolIndex for the active BWP of a serving cell, or if a UE is configured with SSB-MTC-AddtionalPCI and with PDCCH-Config that contains two different values of coresetPoolIndex in ControlResourceSet, and if the UE is configured with [twoTAGs] and is configured with dl-OrJointTCI-StateList or TCI-UL-State for a serving cell, each TCI-State or TCI-UL-State is associated with a [TAG-ID] for determining timing adjustment for a corresponding UL transmission as described in Clause 4.2 of [6, TS 38.213]. The UE does not expect that TCI-states or TCI-UL-States associated with one coresetPoolIndex to correspond to two TAGs.
[bookmark: _Hlk48575656]For the PUSCH transmission corresponding to a Type 1 configured grant or a Type 2 configured grant activated by DCI format 0_0 or 0_1, the parameters applied for the transmission are provided by configuredGrantConfig except for dataScramblingIdentityPUSCH, txConfig, codebookSubset, maxRank, scaling of UCI-OnPUSCH, which are provided by pusch-Config. A configured grant PUSCH can be transmitted with at most 4 layers. For the PUSCH transmission corresponding to a Type 2 configured grant activated by DCI format 0_2, the parameters applied for the transmission are provided by configuredGrantConfig except for dataScramblingIdentityPUSCH, txConfig, codebookSubsetDCI-0-2, maxRankDCI-0-2, scaling of UCI-OnPUSCH, resourceAllocationType1GranularityDCI-0-2 provided by pusch-Config. If the UE is provided with transformPrecoder in configuredGrantConfig, the UE applies the higher layer parameter tp-pi2BPSK, if provided in pusch-Config, according to the procedure described in clause 6.1.4 for the PUSCH transmission corresponding to a configured grant. 
When the UE is configured dl-OrJointTCI-StateList or ul-TCI-StateList, the UE shall perform PUSCH transmission corresponding to a Type 1 configured grant or a Type 2 configured grant or a dynamic grant according to the spatial relation, if applicable, with a reference to the RS for determining UL Tx spatial filter. The RS is determined based on an RS configured with qcl-Type set to 'typeD' of the indicated TCI-State or an RS in the indicated TCI-UL-State. The reference RS in the indicated TCI-State can be a CSI-RS resource in a NZP-CSI-RS-ResourceSet configured with higher layer parameter repetition, or a CSI-RS resource in an NZP-CSI-RS-ResourceSet configured with higher layer parameter trs-Info. The reference RS in the indicated TCI-UL-State can be a CSI-RS resource in a NZP-CSI-RS-ResourceSet configured with higher layer parameter repetition, a CSI-RS resource in an NZP-CSI-RS-ResourceSet configured with higher layer parameter trs-Info, an SRS resource in an SRS resource set with the higher layer parameter usage set to 'beamManagement', or SS/PBCH block associated with the same or different PCI from the PCI of the serving cell. When nrofSlotsInCG-Period[nrofSlots_InCGperiod] is configured for Type 1 configured grant or Type 2 configured grant, HARQ process ID for the first configured PUSCH grant and each subsequent valid configured PUSCH grant within a periodicity of the configuration is determined as in clause 5.4.1 of [10, TS 38.321], where a valid configured PUSCH grant is the one not colliding with the DL symbol(s) indicated by tdd-UL-DL-ConfigurationCommon or tdd-UL-DL-ConfigurationDedicated if provided, and is not colliding with a symbol(s) of an SS/PBCH block with index provided by ssb-PositionsInBurst as described in clause 11.1 of [6, TS 38.213].
*** Unchanged parts are omitted ***


[bookmark: _Toc11352148][bookmark: _Toc20318038][bookmark: _Toc27299936][bookmark: _Toc29673210][bookmark: _Toc29673351][bookmark: _Toc29674344][bookmark: _Toc36645574][bookmark: _Toc45810619][bookmark: _Toc155777408]6.1.2.3	Resource allocation for uplink transmission with configured grant
[bookmark: _Hlk498078682]When PUSCH resource allocation is semi-statically configured by higher layer parameter configuredGrantConfig in BWP-UplinkDedicated information element, and the PUSCH transmission corresponding to a configured grant, the following higher layer parameters are applied in the transmission:
-	For Type 1 PUSCH transmissions with a configured grant, the following parameters are given in configuredGrantConfig unless mentioned otherwise:
-	For the determination of the PUSCH repetition type, if the higher layer parameter pusch-RepTypeIndicator in rrc-ConfiguredUplinkGrant is configured and set to 'pusch-RepTypeB', PUSCH repetition type B is applied; otherwise, PUSCH repetition type A is applied;  
-	For PUSCH repetition type A, the selection of the time domain resource allocation table follows the rules for DCI format 0_0 on UE specific search space, as defined in Clause 6.1.2.1.1.
-	For PUSCH repetition type B, the selection of the time domain resource allocation table is as follows:
-	If pusch-RepTypeIndicatorDCI-0-1 in pusch-Config is configured and set to 'pusch-RepTypeB', pusch-TimeDomainAllocationListDCI-0-1 in pusch-Config is used;
-	Otherwise, pusch-TimeDomainAllocationListDCI-0-2 in pusch-Config is used.
-	It is not expected that pusch-RepTypeIndicator in rrc-ConfiguredUplinkGrant is configured with 'pusch-RepTypeB' when none of pusch-RepTypeIndicatorDCI-0-1 and pusch-RepTypeIndicatorDCI-0-2 in pusch-Config is set to 'pusch-RepTypeB'.
-	The higher layer parameter timeDomainAllocation value m provides a row index m+1 pointing to the determined time domain resource allocation table, where the start symbol and length are determined following the procedure defined in Clause 6.1.2.1;
-	Frequency domain resource allocation is determined by the N LSB bits in the higher layer parameter frequencyDomainAllocation, forming a bit sequence , where  is the LSB, according to the procedure in Clause 6.1.2.2 and N is determined as the size of frequency domain resource assignment field in DCI format 0_1 for a given resource allocation type indicated by resourceAllocation, except if useInterlacePUCCH-PUSCH in BWP-UplinkDedicated is configured, in which case uplink type 2 resource allocation is used wherein the UE interprets the LSB bits in the higher layer parameter frequencyDomainAllocation as for the frequency domain resource assignment field of DCI 0_1 according to the procedure in Clause 6.1.2.2.3;
-	The IMCS is provided by higher layer parameter mcsAndTBS;
-	Number of DM-RS CDM groups, DM-RS ports, SRS resource indication and DM-RS sequence initialization are determined as in Clause 7.3.1.1.2 of [5, TS 38.212], and the antenna port value, the bit value for DM-RS sequence initialization, precoding information and number of layers, SRS resource indicator are provided by antennaPort, dmrs-SeqInitialization, precodingAndNumberOfLayers, and srs-ResourceIndicator respectively; When two SRS resource sets are configured in srs-ResourceSetToAddModList or srs-ResourceSetToAddModListDCI-0-2, precoding information and number of layers (applicable when higher layer parameter usage in SRS-ResourceSet set to 'codebook') associated with the first and second SRS resource set is provided by precodingAndNumberOfLayers and precodingAndNumberOfLayers2, respectively, and SRS resource indicators associated with the first and second SRS resource sets are provided by srs-ResourceIndicator and srs-ResourceIndicator2, respectively. When both srs-ResourceSetToAddModList and srs-ResourceSetToAddModListDCI-0-2 are configured with two SRS resource sets, the two SRS resource sets configured by srs-ResourceSetToAddModList is used to determine the SRS resource indications by srs-ResourceIndicator and srs-ResourceIndicator2.
-	If two SRS resource sets with usage set to 'codebook' or 'noncodebook' are configured in srs-ResourceSetToAddModList, the two SRS resource sets are used to determine the SRS resource indications by srs-ResourceIndicator and srs-ResourceIndicator2.
-	otherwise, the two SRS resource sets with usage set to 'codebook' or 'noncodebook' configured in srs-ResourceSetToAddModListDCI-0-2 are used to determine the SRS resource indications by srs-ResourceIndicator and srs-ResourceIndicator2.
-	When frequency hopping is enabled, the frequency offset between two frequency hops can be configured by higher layer parameter frequencyHoppingOffset.
-	For Type 2 PUSCH transmissions with a configured grant: the resource allocation follows the higher layer configuration according to [10, TS 38.321], and UL grant received on the DCI. 
-	The PUSCH repetition type and the time domain resource allocation table are determined by the PUSCH repetition type and the time domain resource allocation table associated with the UL grant received on the DCI, respectively, as defined in Clause 6.1.2.1. The value of Koffset, if configured, is applied when determining the first transmission opportunity.
For PUSCH transmissions with a Type 1 or Type 2 configured grant, the number of (nominal) repetitions K to be applied to the transmitted transport block is provided by the indexed row in the time domain resource allocation table if numberOfRepetitions is present in the table; otherwise K is provided by the higher layer configured parameters repK. For a configuredGrantConfig, if a UE is configured with higher layer parameter nrofSlotsInCG-Period[nrofSlots_InCGperiod], the UE does not support repetition nor the TB processing over multiple slots for the configuredGrantConfig.
For PUSCH transmissions with a Type 2 configured grant, when two SRS resource sets are configured in srs-ResourceSetToAddModList or srs-ResourceSetToAddModListDCI-0-2, the SRS resource set association to (nominal) repetitions follows MappingPattern in ConfiguredGrantConfig as defined in Clause 6.1.2.1 for PUSCH scheduled by DCI format 0_1 and 0_2. For PUSCH transmissions with a Type 1 configured grant, when two SRS resource sets with usage set to 'codebook' or 'noncodebook' are configured in srs-ResourceSetToAddModList or srs-ResourceSetToAddModListDCI-0-2, if p0-PUSCH-Alpha2 is provided, the SRS resource set association to (nominal) repetitions is determined as follows. When K = 2, the first and second SRS resource sets are applied to the first and second (nominal) repetitions, respectively.  
-	When K > 2 and cyclicMapping in ConfiguredGrantConfig is enabled, the first and second SRS resource sets are applied to the first and second (nominal) repetitions, respectively, and the same SRS resource set mapping pattern continues to the remaining (nominal) repetitions. 
-	When K > 2 and sequentialMapping in ConfiguredGrantConfig is enabled, first SRS resource set is applied to the first and second (nominal) repetitions, and the second SRS resource set is applied to the third and fourth (nominal) repetitions, and the same SRS resource set mapping pattern continues to the remaining (nominal) repetitions.
For PUSCH transmissions with a Type 1 configured grant, when two SRS resource sets are configured in srs-ResourceSetToAddModList or srs-ResourceSetToAddModListDCI-0-2, if configuredGrantConfig contains only one pathlossReferenceIndex, p0-PUSCH-Alpha, powerControlLoopToUse, srs-ResourceIndicator and precodingAndNumberOfLayers (applicable when higher layer parameter usage in SRS-ResourceSet set to 'codebook'), PUSCH repetitions are associated only with the first SRS resource set.
If the UE is provided two SRS resource sets in srs-ResourceSetToAddModList or srs-ResourceSetToAddModListDCI-0-2 with usage set to 'codebook' or 'nonCodebook', and the UE is not provided p0-PUSCH-Alpha2 and powerControlLoopToUse2, for a retransmission of a configured grant Type 1 PUSCH, or for activation or retransmission of a configured grant Type 2 PUSCH, scheduled by a DCI format that includes an SRS resource set indicator field, the UE expects the value of the SRS resource set indicator field to be set to '00', and PUSCH repetitions are associated only with the first SRS resource set.
The UE shall not transmit anything on the resources configured by configuredGrantConfig if the higher layers did not deliver a transport block to transmit on the resources allocated for uplink transmission without grant.
A set of allowed periodicities P are defined in [12, TS 38.331]. The higher layer parameter cg-nrofSlots, provides the number of consecutive slots allocated within a configured grant period. The higher layer parameter cg-nrofPUSCH-InSlot provides the number of consecutive PUSCH allocations within a slot, where the first PUSCH allocation follows the higher layer parameter timeDomainAllocation for Type 1 PUSCH transmission or the higher layer configuration according to [10, TS 38.321], and UL grant received on the DCI for Type 2 PUSCH transmissions, and the remaining PUSCH allocations have the same length and PUSCH mapping type, and are appended following the previous allocations without any gaps. The higher layer parameter nrofSlotsInCG-Period[nrofSlots_InCGperiod] provides the number of consecutive slots allocated within a configured grant period. The same combination of start symbol and length and PUSCH mapping type repeats over the consecutively allocated slots if cg-nrofSlots or nrofSlotsInCG-Period[nrofSlots_InCGperiod] is configured. If nrofSlotsInCG-Period[nrofSlots_InCGperiod] is configured, the PUSCH allocation in each consecutive slot follows the higher layer parameter timeDomainAllocation for Type 1 PUSCH transmission or the higher layer configuration according to [10, TS 38.321], and UL grant received in the DCI for Type 2 PUSCH transmissions. If a UE is configured with higher layer parameter nrofSlotsInCG-Period[nrofSlots_InCGperiod] in a configuredGrantConfig, the UE does not expect to be configured with cg-nrofSlots and cg-nrofPUSCH-InSlot in the configuredGrantConfig.
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