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	Capture the agreed TP on DCI format 4_0 from RAN1#116 meeting, to replace the placeholders with the correct referred clause.  

	
	

	Summary of change:
	Replace 5.x.1.3 with 5.10.1.3 per the agreed TP on DCI format 4_0 from RAN1#116 meeting.
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DCI format 4_0 is used for the scheduling of PDSCH for broadcast or for multicast in RRC_INACTIVE state in DL cell. 
The following information is transmitted by means of the DCI format 4_0 with CRC scrambled by MCCH-RNTI or G-RNTI for broadcast configured by MBS-SessionInfo, or by multicast-MCCH-RNTI for multicast configured by MBS-SessionInfoMulticast:
-	Frequency domain resource assignment -  bits where  equals to 
-	the size of CORESET 0 if CORESET 0 is configured for the cell; and 
-	the size of initial DL bandwidth part if CORESET 0 is not configured for the cell.
-	Time domain resource assignment - 4 bits as defined in Clause 5.1.2.1 of [6, TS38.214]
-	VRB-to-PRB mapping - 1 bit according to Table 7.3.1.2.2-5
-	Modulation and coding scheme - 5 bits as defined in Clause 5.1.3 of [6, TS38.214]
-	Redundancy version - 2 bits as defined in Table 7.3.1.1.1-2
-	MCCH change notification - 2 bits as defined in Clause 5.9.1.3 and Clause 5.10x.1.3 of [9, TS38.331] if the CRC of the DCI format 4_0 is scrambled by MCCH-RNTI and multicast-MCCH-RNTI respectively. Otherwise, this bit field is reserved. 
-	Reserved bits - 14bits

