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< START OF CHANGE>
[bookmark: _Toc138875354][bookmark: _Toc115198862][bookmark: _Toc130392153][bookmark: _Toc137474256][bookmark: _Toc138875524][bookmark: _Toc121932127]5.5	Additional Inter-band NR-DC configurations for NR frequency range 1
Requirements for a Rel-16 UE for additional NR-DC configurations within FR1 compared to TS 38.101-1 of Rel-16 [2] are introduced via this clause.
Table 5.5.1-1: NR-DC within FR1
	Feature
	DL/UL
	Maximum number of bands
	Maximum number of CCs
	CA BW Classes
	Duplex-mode
	Release
independent from
	requirements to be fulfilled
(see 38.307 of the REL in which the  DC configuration was introduced)

	NR-DC configurations within NR FR1
	DL
	42
	62
	A, B, C, D, E, N
	FDD, TDD, FDD and TDD
	Rel-16
	Table B.4.5a-1

	
	UL
	2
	3
	A, B
	FDD, TDD, FDD and TDD
	Rel-16
	



< Omit section >
[bookmark: _Toc156578540][bookmark: _Toc68702600][bookmark: _Toc121932137][bookmark: _Toc37269054][bookmark: _Toc115198872][bookmark: _Toc82415033][bookmark: _Toc61185379][bookmark: _Toc66390483][bookmark: _Toc61185331][bookmark: _Toc98752897][bookmark: _Toc66390585][bookmark: _Toc106132105][bookmark: _Toc60857181][bookmark: _Toc61185251][bookmark: _Toc68702482][bookmark: _Toc37142051][bookmark: _Toc37141999][bookmark: _Toc76540684][bookmark: _Toc89937936][bookmark: _Toc68702784][bookmark: _Toc45907620][bookmark: _Toc74643120][bookmark: _Toc21098353][bookmark: _Toc37141948][bookmark: _Toc37269097][bookmark: _Toc137474266][bookmark: _Toc68702705][bookmark: _Toc138875364][bookmark: _Toc68701995][bookmark: _Toc60857252][bookmark: _Toc130392163][bookmark: _Toc52564802][bookmark: _Toc29470580]7.2	Additional Inter-band NR-DC configurations between frequency range 1 and frequency range 2
Requirements for a Rel-16 UE for additional Inter-band NR-DC configurations between FR1 and FR2 compared to TS 38.101-3 of Rel-16 [4] are introduced via this clause.
Table 7.2-1: Inter-band NR-DC between FR1 and FR2
	Feature
	DL/UL
	maximum number of bands
	maximum number of CCs
	CA BW Classes
	Duplex-mode
	Release
independent from
	requirements to be fulfilled
(see 38.307 of the REL in which the CA configuration was introduced)

	Inter-band DC configurations for NR interworking between FR1 and FR2
	DL FR1
	3
	4
	A, B, C
	FDD, TDD, FDD and TDD
	Rel-15
	Table B.4.5-1

	
	DL FR2
	1
	8
	A, B, C, D, E, F, G, H, I, J, K, L, M, O, P, Q
	TDD
	Rel-15
	

	
	UL FR1
	1
	21
	A, B
	FDD, TDD
	Rel-15
	

	
	UL FR2
	1
	81
	A, D, E, F, G, H, I, J, K, L,M
	TDD
	Rel-15
	



< Omit section >
[bookmark: _Toc98752917][bookmark: _Toc61185270][bookmark: _Toc37141966][bookmark: _Toc68702016][bookmark: _Toc68702725][bookmark: _Toc121932162][bookmark: _Toc106132129][bookmark: _Toc89937956][bookmark: _Toc60857200][bookmark: _Toc82415053][bookmark: _Toc37142069][bookmark: _Toc61185398][bookmark: _Toc66390504][bookmark: _Toc137474291][bookmark: _Toc68702804][bookmark: _Toc52564820][bookmark: _Toc115198897][bookmark: _Toc76540704][bookmark: _Toc37269072][bookmark: _Toc130392188][bookmark: _Toc66390606][bookmark: _Toc68702620][bookmark: _Toc68702502][bookmark: _Toc45907638][bookmark: _Toc156578918][bookmark: _Toc61185350][bookmark: _Toc37142017][bookmark: _Toc138875389][bookmark: _Toc60857271][bookmark: _Toc29470598][bookmark: _Toc21098371][bookmark: _Toc37269115][bookmark: _Toc74643140]B.4.5	Common UE RF requirements for Inter-band NR-DC configurations between frequency range 1 and frequency range 2
The requirements and test cases listed in Table B.4.5-1 are specified in in REL-16 version of TS 38.101-3 [4].
Table B.4.5-1: Common UE RF requirements for a release independent Inter-band NR-DC configurations between frequency range 1 and frequency range 2
	Clause
	Description

	4.2
	Applicability of minimum requirements

	5.2B
	Operating bands for DC

	6.2B.5
	Configured output power for NR-DC



B.4.5a	Common UE RF requirements for Inter-band NR-DC configurations within frequency range 1
The requirements and test cases listed in Table B.4.5a-1 are specified in REL-17 version of TS 38.101-1 [2].
Table B.4.5a-1: Common UE RF requirements for release independent Inter-band NR-DC configurations within frequency range 1
	Clause
	Description

	5.2B
	Operating bands for DC

	5.5B
	Configurations for DC

	6.2B
	Transmitter power for NR-DC

	6.3B
	Output power dynamics for NR-DC

	6.4B
	Transmit signal quality for NR-DC

	6.5B
	Output RF spectrum emissions for NR-DC

	7.3B
	Reference sensitivity for NR-DC

	7.4B
	Maximum input level for NR-DC

	7.5B
	Adjacent channel selectivity for NR-DC

	7.6B
	Blocking characteristics for NR-DC

	7.7B
	Spurious response for NR-DC

	7.8B
	Intermodulation characteristics for NR-DC

	7.9B
	Spurious emissions for NR-DC



< END OF CHANGE>

