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Start of Change 1
SDR test for DC
[bookmark: _Toc21338351][bookmark: _Toc29808459][bookmark: _Toc37068378][bookmark: _Toc37083923][bookmark: _Toc37084265][bookmark: _Toc40209627][bookmark: _Toc40209969][bookmark: _Toc45892928][bookmark: _Toc53176793][bookmark: _Toc61121115][bookmark: _Toc67918311][bookmark: _Toc76298355][bookmark: _Toc76572367][bookmark: _Toc76652234][bookmark: _Toc76653072][bookmark: _Toc83742345][bookmark: _Toc91440835][bookmark: _Toc98849625][bookmark: _Toc106543479][bookmark: _Toc106737577][bookmark: _Toc107233344][bookmark: _Toc107234961][bookmark: _Toc107419931][bookmark: _Toc107477227][bookmark: _Toc114566085][bookmark: _Toc123936397][bookmark: _Toc124377412]9.4B.1	EN-DC
<Editor note: which NR SDR test case(s) will be selected for EN-DC test need FFS.>
[bookmark: _Toc21338352][bookmark: _Toc29808460][bookmark: _Toc37068379][bookmark: _Toc37083924][bookmark: _Toc37084266][bookmark: _Toc40209628][bookmark: _Toc40209970][bookmark: _Toc45892929][bookmark: _Toc53176794][bookmark: _Toc61121116][bookmark: _Toc67918312][bookmark: _Toc76298356][bookmark: _Toc76572368][bookmark: _Toc76652235][bookmark: _Toc76653073][bookmark: _Toc83742346][bookmark: _Toc91440836][bookmark: _Toc98849626][bookmark: _Toc106543480][bookmark: _Toc106737578][bookmark: _Toc107233345][bookmark: _Toc107234962][bookmark: _Toc107419932][bookmark: _Toc107477228][bookmark: _Toc114566086][bookmark: _Toc123936398][bookmark: _Toc124377413]9.4B.1.1	EN-DC within FR1
[bookmark: _Hlk11311706][bookmark: _Toc21338353][bookmark: _Toc29808461][bookmark: _Toc37068380][bookmark: _Toc37083925][bookmark: _Toc37084267][bookmark: _Toc40209629][bookmark: _Toc40209971][bookmark: _Toc45892930][bookmark: _Toc53176795][bookmark: _Toc61121117][bookmark: _Toc67918313][bookmark: _Toc76298357][bookmark: _Toc76572369][bookmark: _Toc76652236][bookmark: _Toc76653074][bookmark: _Toc83742347][bookmark: _Toc91440837][bookmark: _Toc98849627][bookmark: _Toc106543481][bookmark: _Toc106737579][bookmark: _Toc107233346][bookmark: _Toc107234963][bookmark: _Toc107419933][bookmark: _Toc107477229][bookmark: _Toc114566087][bookmark: _Toc123936399][bookmark: _Toc124377414]9.4B.1.1.1	SDR test
The Sustained Data Rate (SDR) requirements in this clause are applicable to the EN-DC within FR1.
The purpose of the test is to verify that the Layer 1 and Layer 2 correctly process in a sustained manner the received packets corresponding to the maximum data rate indicated by UE capabilities. The sustained downlink data rate shall be verified in terms of the success rate of delivered PDCP SDU(s) by Layer 2. The test case below specifies the RF conditions and the required success rate of delivered TB by Layer 1 to meet the sustained data rate requirement.
The test parameters are determined by the following procedure:
-	Select one EN-DC bandwidth combination among all supported EN-DC configurations and set of per component carrier (CC) UE capabilities among all supported UE capabilities that provides the largest data rate [in accordance with clause 4.1.2 of TS 38.306 [14]].
-	Set of per NR CC UE capabilities includes channel bandwidth, subcarrier spacing, number of PDSCH MIMO layers, modulation format and scaling factor in accordance with clause 4.1.2 of TS 38.306 [14].
-	Set of per E-UTRA CC UE capabilities includes channel bandwidth, number of PDSCH MIMO layers and modulation format in accordance with clause 4.1.2 of TS 38.306 [14].
-	When there are multiple sets of EN-DC bandwidth combinations and UE capabilities with same largest data rate, select one among sets with the smallest aggregated channel bandwidth.
-	For each NR FR1 CC in EN-DC bandwidth combination, use Table 5.5A-5 and Table 5.5A-6 in Clause 5.5A to determine MCS based on test parameters and indicated UE capabilities.
-	For each E-UTRA CC in EN-DC bandwidth combination, use Table 9.4B.1.1.1-2 and Table 9.4B.1.1.1-3 to determine FRC based on test parameters and indicated UE capabilities.
The test setup for E-UTRA Pcell is specified in Clause 9.1.2 and Table 9.4B.1.1.1-1. The NR SDR tests setup is specified in Clause 5.5A. During the test, the PDSCH performance on both the NR cell(s) and LTE cell(s) shall be verified.

End of Change 1

