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<< Start of changes 1>>
A.3.11.3	SMTC pattern 3: SMTC period = 160 ms with SMTC duration = 1 ms
Table A.3.11.3-1: SMTC.3: SMTC Pattern 3 for SMTC period = 20 160 ms and duration = 51 ms
	SMTC Parameters
	Values

	SMTC periodicity
	160 ms

	SMTC offset
	0 ms

	SMTC duration
	1 ms



<< End of changes 1>>

<< Start of changes 2>>
A.5.5.3.5.2	Test Requirements
During T2 the UE shall send the first CSI report for SCell in the first available uplink resource after slot (m+k). UE is allowed to postpone CSI report to next available UL resource if an available uplink resource is subject to interruption. Whether CSI report in a slot was interrupted is checked by monitoring ACK/NACK sent in PSCell in the slot.
[bookmark: _Hlk83209858]During T2 the UE shall start sending valid L1-RSRP report for the SCell in the configured slots for CSI reporting after slot (m+TL1-RSRP), where TL1-RSRP is no larger than 
3ms + TFirstSSB_MAX + 15*TSMTC_MAX + 8*Trs + TL1-RSRP, measure + TL1-RSRP, report
as defined in clause 8.3.2. For this test case, TFirstSSB_MAX=TSMTC_MAX=Trs=20ms; TL1-RSRP, measure=480ms and TL1-RSRP, measurereport=5ms, which allows TL1-RSRP 1000ms.
During T2 the UE shall start sending CSI reports for the SCell with non-zero CQI index in the configured slots for CSI reporting no later than slot , where 
- THARQ is defined in Table A.5.5.3.1.1-2
- Tactivation_time = 3ms + TFirstSSB_MAX + 15*TSMTC_MAX + 8*Trs + TL1-RSRP, measure + TL1-RSRP, report + max {(THARQ + Tuncertainty_MAC + 5ms + TFineTiming), (Tuncertainty_RRC + TRRC_delay)}, which allows 1030ms
- TCSI_Reporting = 10ms
- NR slot length is 0.125ms for this test case.
During T3 the UE shall stop sending CSI reports for both SCells no later than slot , as defined in clause 8.3.
During T2 interruption of PSCell during SCell activation shall not happen outside the slot   to , and interruption of E-UTRA PCell during SCell activation shall not happen outside the subframe  to subframe, as defined in clause 8.3, where TX =20ms, and  and  are the index of the first and last subframe of E-UTRA PCell which overlaps with slot m. 
During T3 the starting point of interruption of PSCell during SCell deactivation shall not happen outside the slot  to , as defined in clause 8.3 and the starting point of interruption of E-UTRA PCell during SCell deactivation shall not happen outside the subframe  to subframe , where  and  are the index of the first and last subframe of E-UTRA PCell which overlaps with slot n.
The interruption of PSCell due to activation of SCell1 and SCell2 shall not be more than the values specified for EN-DC in Clause 8.2.1.2.10.
The interruption of PCell due to activation of SCell1 and SCell2 shall not be more than the values specified for EN-DC in Clause 7.32.2.5 of TS 36.133 [50].

<<End of changes 2 >>
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