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<Start of Change 1>
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The following repeater manufacturer's declarations listed in table 4.6-1, when applicable to the repeaterBS under test, are required to be provided by the manufacturer for radiated requirements testing for repeater type 2-O. Declarations can be made independently for UL and DL.
Table 4.6-1: Manufacturers declarations for repeater type 2-O radiated test requirements
	Declaration identifier
	Declaration
	Description

	D.1
	Coordinate system reference point
	Location of coordinated system reference point in reference to an identifiable physical feature of the repeater enclosure.

	D.2
	Coordinate system orientation
	Orientation of the coordinate system in reference to an identifiable physical feature of the repeater enclosure.

	D.3
	Beam identifier
	A unique title to identify a beam, e.g. a, b, c or 1, 2, 3. The vendor may declare any number of beams with unique identifiers. The minimum set to declare for conformance, corresponds to the beams at the reference beam direction with the highest intended EIRP, and covering the properties listed below:
1)	A beam with the narrowest intended BeWθ and narrowest intended BeWϕ possible when narrowest intended BeWθ is used.
2)	A beam with the narrowest intended BeWϕ and narrowest intended BeWθ possible when narrowest intended BeWϕ is used.
3)	A beam with the widest intended BeWθ and widest intended BeWϕ possible when widest intended BeWθ is used.
4)	A beam with the widest intended BeWϕ and widest intended BeWθ possible when widest intended BeWϕ is used.
5)	A beam which provides the highest intended EIRP of all possible beams.
When selecting the above five beam widths for declaration, all beams that the repeater is intended to produce shall be considered, including beams that during operation may be identified by any kind of cell or UE specific reference signals, with the exception of any type of beam that is created from a group of transmitters that are not all phase synchronised.
(Note 1)

	D.4
	Operating bands and passband frequency ranges
	List of NR operating band(s) supported by the repeater and passband frequency range(s) within the operating band(s) that the repeater can operate in. 
Supported bands declared for every beam (D.3). (Note 2)

	D.5
	Repeater class
	Declared as Wide Area repeater, Medium Range repeater, or Local Area repeater.

	D.6
	OTA peak directions set reference beam direction pair
	The beam direction pair, describing the reference beam peak direction and the reference beam centre direction. Declared for every beam (D.3).

	D.7
	OTA peak directions set
	The OTA peak directions set for each beam. Declared for every beam (D.3).

	D.8
	OTA peak directions set maximum steering direction(s)
	The beam direction pair(s) corresponding to the following points:
1)	The beam peak direction corresponding to the maximum steering from the reference beam centre direction in the positive Φ direction, while the θ value being the closest possible to the reference beam centre direction.
2)	The beam peak direction corresponding to the maximum steering from the reference beam centre direction in the negative Φ direction, while the θ value being the closest possible to the reference beam centre direction.
3)	The beam peak direction corresponding to the maximum steering from the reference beam centre direction in the positive θ direction, while the Φ value being the closest possible to the reference beam centre direction.
4)	The beam peak direction corresponding to the maximum steering from the reference beam centre direction in the negative θ direction, while the Φ value being the closest possible to the reference beam centre direction.
The maximum steering direction(s) may coincide with the reference beam centre direction.
Declared for every beam (D.3).

	D.9
	Rated beam EIRP
	The rated EIRP level per passband (Prated,p,EIRP) at the beam peak direction associated with a particular beam direction pair for each of the declared maximum steering directions (D.8), as well as the reference beam direction pair (D.8). Declared for every beam (D.3).
(Note 5, 6, 7)

	D.10
	Beamwidth
	The beamwidth for the reference beam direction pair and the four maximum steering directions. Declared for every beam (D.3).

	D.11
	Equivalent beams
	List of beams which are declared to be equivalent.
Equivalent beams imply that the beams are expected to have identical OTA peak directions sets and intended to have identical spatial properties at all steering directions within the OTA peak directions set when presented with identical signals. All declarations (D.4 – D.10) made for the beams are identical and the transmitter unit, RDN and antenna array responsible for generating the beam are of identical design.

	D.12
	Parallel beams
	List of beams which have been declared equivalent (D.11) and can be generated in parallel using independent RF power resources.
Independent power resources mean that the beams are transmitted from mutually exclusive transmitter units.

	D.13
	OTA coverage range
	Declared as a single range of directions within which selected TX OTA requirements are intended to be met.
(Note 3)

	D.14
	OTA coverage range reference direction
	The direction describing the reference direction of the OTA coverage range (D.13).
(Note 4)

	D.15
	OTA coverage range maximum directions
	The directions corresponding to the following points:
1)	The direction determined by the maximum φ value achievable inside the OTA coverage range, while θ value being the closest possible to the OTA coverage range reference direction.
2)	The direction determined by the minimum φ value achievable inside the OTA coverage range, while θ value being the closest possible to the OTA coverage range reference direction.
3)	The direction determined by the maximum θ value achievable inside the OTA coverage range, while φ value being the closest possible to the OTA coverage range reference direction.
4)	The direction determined by the minimum θ value achievable inside the OTA coverage range, while φ value being the closest possible to the OTA coverage range reference direction.

	D.16
	The rated passband OTA repeater power, Prated,p,TRP
	Prated,p,TRP is declared as TRP OTA power per passband, declared per supported operating band.
(Note 5, 7)

	D.17
	Rated transmitter TRP, Prated,t,TRP
	Rated total radiated output power.
Declared per supported operating band.
(Note 5, 7)

	D.18
	Spurious emission category
	Declare the repeater spurious emission category as either category A or B with respect to the limits for spurious emissions, as defined in Recommendation ITU-R SM.329 [4].

	D.19
	Additional operating band unwanted emissions
	The manufacturer shall declare whether the repeater under test is intended to operate in geographic areas where the additional operating band unwanted emission limits defined in clause 6.7.4 apply.

	D.20
	Co-existence with other systems
	The manufacturer shall declare whether the repeater under test is intended to operate in geographic areas where one or more of the systems GSM850, GSM900, DCS1800, PCS1900, UTRA FDD, UTRA TDD, E-UTRA and/or PHS operating in another operating band are deployed.

	D.21
	Supported frequency range of the NR operating band
	List of supported frequency ranges representing fractional bandwidths (FBW) of operating bands with FBW larger than 6%.

	D.22
	Rated beam EIRP at lower end of the fractional bandwidth (Prated,out,FBWlow)
	The rated EIRP level per passband at lower frequency range of the fractional bandwidth (Prated,out,FBWlow), at the beam peak direction associated with a particular beam direction pair for each of the declared maximum steering directions (D.10), as well as the reference beam direction pair (D.6).
Declared per beam for all supported frequency ranges (D.21).
(Note 5, 6, 7)

	D.23
	Rated beam EIRP at higher frequency range of the fractional bandwidth (Prated,out,FBWhigh)
	The rated EIRP level per passband at higher frequency range of the fractional bandwidth (Prated,out,FBWhigh), at the beam peak direction associated with a particular beam direction pair for each of the declared maximum steering directions (D.10), as well as the reference beam direction pair (D.6).
Declared per beam for all supported frequency ranges in (D.21).
(Note 5, 6, 7)]

	D.24
	Long delay repeater
	Declared only if the repeater internal delay between the input and output for this repeater does not fit within the TDD transient time. The repeater is intended for situations in which it will not cause interference to other nodes. This is achieved by RF isolation or by reservation of longer guard periods, which degrades frame utilization. The length of repeaters internal delay is declared using this declaration.

	D.25
	Input signal EIRP for maximum output power
	Declaration of input signal EIRP required to reach maximum output power. Declared per passband.

	D.26
	Repeater radiating direction
	Declaration on whether the repeater is intended to radiate in DL, UL or both. Testing shall be performed only for the direction(s) in which the repeater radiates.

	D.27
	Maximum repeater RF Bandwidth
	Maximum repeater RF Bandwidth in the operating band for single-band operation. Declared per supported operating band. (Note 8)

	NOTE 1:	Depending on the capability of the system some of these beams may be the same. For those same beams, testing is not repeated.
NOTE 2:	These operating bands are related to their respective single‑band RIBs.
NOTE 3:	OTA coverage range is used for conformance testing of such TX OTA requirements as frequency error or EVM.
NOTE 4:	The OTA coverage range reference direction may be the same as the Reference beam direction pair (D.8) but does not have to be.
NOTE 5:	If a Repeater type 2-O is capable of 64QAM operation but not capable of 256QAM operation, then up to two rated output power declarations may be made. One declaration is applicable when configured for 64QAM operation and the other declaration is applicable when not configured for 64QAM operation.
NOTE 6:	If D.22 and D.23 are declared for certain frequency range (D.21), there shall be no "Rated beam EIRP" declaration (D.9) for the operating band containing that particular frequency range.
NOTE 7:	If a repeaterBS type 2-O is capable of 256QAM operation, then up to three rated output power declarations may be made. One declaration is applicable when configured for 256QAM operation, a different declaration is applicable when configured for 64QAM operation and the other declaration is applicable when not configured neither for 256QAM nor 64QAM operation.
NOTE 8:	Parameters for contiguous or non-contiguous spectrum operation in the operating band are assumed to be the same unless they are separately declared. When separately declared, they shall still use the same declaration identifier.
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<Start of Change 2>
[bookmark: _Toc6426][bookmark: _Toc5222][bookmark: _Toc8603][bookmark: _Toc3683][bookmark: _Toc121818428][bookmark: _Toc121818652][bookmark: _Toc124158407][bookmark: _Toc130558475][bookmark: _Toc137467200][bookmark: _Toc138884846][bookmark: _Toc138885070][bookmark: _Toc145511281][bookmark: _Toc155475758]6.6	OTA Repeater Error Vector Magnitude
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[bookmark: _Toc106094184][bookmark: _Toc19211][bookmark: _Toc1113][bookmark: _Toc11416][bookmark: _Toc121818430][bookmark: _Toc121818654][bookmark: _Toc124158409][bookmark: _Toc130558477][bookmark: _Toc137467202][bookmark: _Toc138884848][bookmark: _Toc138885072][bookmark: _Toc145511283][bookmark: _Toc155475760]6.6.1.1	General
The Repeater Error Vector Magnitude (EVM) is a measure of the difference between the symbols provided at the input of the repeater and the measured signal symbols at the output of the repeater after the equalization by the measurement equipment. This difference is called the error vector. Details about how the repeater EVM is determined are the same as specified in TS 38.104 [5] Annex [C] for FR2. The repeater EVM result is defined as the square root of the ratio of the mean error vector power to the mean reference power expressed in percent. The accuracy of the input symbols is counted in the measurement uncertainty.
OTA modulation quality requirement is defined as a directional requirement at the RIB and shall be met within the OTA coverage range on the transmit side and the AoA of the incident wave of the received signal is in the reference direction at the receive side.
The repeater EVM requirement is applicable when the repeater is operating with an input power level within the range from what is required to reach the rated beam EIRP output power (Prated,p,EIRP) to the minimum power levels in table 6.6.1.1-1.
Table 6.6.1.1-1: Minimum input power for repeater EVM
	repeaterBS class
	Minimum input power (dBm/MHz)

	
	24.25 – 33.4 GHz
	37 – 52.6 GHz

	
	Up to 16 QAM
	64QAM 1
	256QAM 2
	Up to 16 QAM
	64QAM 1
	256QAM  2

	WA, MR, LA
	-77- GRX_ANT
	-73- GRX_ANT
	-66- GRX_ANT
	-75- GRX_ANT
	-71- GRX_ANT
	-64- GRX_ANT

	Note 1: support of 64QAM is based on the declaration
Note 2: support of 256QAM is based on the declaration



<End of Change 2>

<Start of Change 3>
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The Repeater Error Vector Magnitude is a measure of the difference between the reference waveform provided at the input of the repeater and the measured waveform at the output of the repeater. This difference is called the error vector. Details about how the repeater EVM is determined are the same as specified in TS 38.101-2 [14] Annex F. Before calculating the repeater EVM, the measured waveform is corrected by the sample timing offset and RF frequency offset. Then the carrier leakage shall be removed from the measured waveform before calculating the repeater EVM.
The measured waveform is further equalised using the channel estimates subjected to the repeater EVM equaliser spectrum flatness requirement specified in TS 38.101-2 [14] sub-clauses 6.4.2.4 and 6.4.2.5. For DFT-s-OFDM waveforms, the repeater EVM result is defined after the front-end FFT and IDFT as the square root of the ratio of the mean error vector power to the mean reference power expressed as a %. For CP-OFDM waveforms, the repeater EVM result is defined after the front-end FFT as the square root of the ratio of the mean error vector power to the mean reference power expressed as a %. The accuracy of the input waveform is counted in the measurement uncertainty.
The basic repeater EVM measurement interval is one slot in the time domain. The repeater EVM measurement interval is reduced by any symbols that contains an allowable power transient in the measurement interval as defined in TS 38.101-2 clause 6.3.3 for EVM for UE.
All the parameters defined in clause 6.6.2 are defined using the measurement methodology specified in TS 38.101-2 [14] Annex F.
OTA modulation quality requirement is defined as a directional requirement at the RIB and shall be met within the OTA coverage range on the transmit side and the AoA of the incident wave of the received signal is in the reference direction at the receive side.
The repeater EVM requirement is applicable when the repeater is operating with an input power level within the range from what is required to reach the rated beam EIRP output power (Prated,p,EIRP) to the minimum input power levels in table 6.6.2.1-1.
Table 6.6.2.1-1: Minimum input power for repeater EVM
	repeaterBS class
	Minimum input power (dBm/MHz)

	
	24.25 – 33.4 GHz
	37 – 52.6 GHz

	
	Up to 16 QAM
	64QAM 1
	Up to 16 QAM
	64QAM1

	WA, MR, LA
	-77- GRX_ANT
	-73- GRX_ANT
	-75- GRX_ANT
	-71- GRX_ANT

	Note 1: support of 64QAM is based on the declaration



Where GRX_ANT is the gain of the receive side antennas and is calculated from EIRP and TRP declaration.
<End of Change 3>
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