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----------------------START OF CHANGE----------------------------
12.10.2	Selection / Reselection of relay UE
For a remote UE configured by upper layer for relay operation, the remote UE shall search for candidate relay UEs for selection and/or reselection every discovery period which is determined by resource reservation period or SPS transmission periodicity configured by network.
If the remote UE has a selected sidelink relay UE, then the remote UE shall measure the SD-RSRP or SL-RSRP of the selected relay once in every four discovery periods and evaluate if it meets the relay selection criterion as defined in TS 38.331[2] (clause 5.8.15.3 for U2N relay and clause TBD 5.8.17.3 for U2U relay).
The remote UE shall measure SD-RSRP or SL-RSRP of the candidate relay UEs every Tmeasure, SL_Relay_Intra for relay UEs that are detected and measured according to the measurement rules.
For intra-frequency relay UEs that are detected, but that has not been selected or reselected to, the remote UE shall be capable of evaluating that the intra-frequency relay UE has met selection or reselection criterion defined in TS 38.331[2] (clause 5.8.15.3 for U2N relay and clause TBD 5.8.17.3 for U2U relay) within Tevaluate, SL_Relay_Intra as specified in table 12.10.2-1.
The minimum requirements are required to meet when the selected and candidate relay UEs are transmitting relay discovery message every discovery period.
Table 12.10.2-1: Tmeasure, SL_Relay_Intra and Tevaluate, SL_Relay_Intra
	Discovery Period [s]
	Tmeasure,SL_Relay_Intra [s] (number of discovery periods)
	Tevaluate, SL_Relay_Intra [s] (number of discovery periods)

	0.04≤Discovery period≤10.24
	Note 1 (4)
	Note 1 (16)

	Note 1:	Time depends upon the discovery period which is resource reservation period (in mode 2) or SPS transmission periodicity (in mode 1).
Note 2:	SL-RSRP or SD-RSRP can be derived from PSCCH-DMRS and/or PSSCH-DMRS.
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