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<<< START OF CHANGES >>>
Table 5.5A.3.1-1d: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration or single uplink carrier10
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n5A-n7A
	CA_n5A-n7A
	n5
	5, 10, 15, 20
	0

	
	
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	

	CA_n5A-n7B
	CA_n5A-n7A
CA_n7B
	n5
	5, 10, 15, 20
	0

	
	
	n7
	CA_n7B_BCS0
	

	CA_n5A-n8A15
	-
	n5
	5, 10
	0

	
	
	n8
	5, 10
	

	CA_n5A-n12A
	CA_n5A-n12A
	n5
	5, 10, 15, 20
	0

	
	
	n12
	5, 10, 15
	

	CA_n5A-n14A
	CA_n5A-n14A
	n5
	5, 10, 15, 20
	0

	
	
	n14
	5, 10
	

	CA_n5A-n25A
	CA_n5A-n25A
	n5
	5, 10, 15, 20
	0

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	

	CA_n5A-n25(2A)
	CA_n5A-n25A
	n5
	5, 10, 15, 20
	0

	
	
	n25
	CA_n25(2A)_BCS0
	

	CA_n5A-n28A
	 CA_n5A-n28A
	n5
	5, 10, 15, 20
	0

	
	
	n28
	5, 10, 15, 20, 30
	

	CA_n5A-n29A
	-
	n5
	5, 10, 15, 20
	0

	
	
	n29
	5, 10
	

	CA_n5A-n30A
	CA_n5A-n30A
	n5
	5, 10, 15, 20
	0

	
	
	n30
	5, 10
	

	CA_n5A-n40A
	CA_n5A-n40A
	n5
	5, 10, 15, 20, 251
	0

	
	
	n40
	55, 10, 15, 20, 25, 30, 40, 50, 60, 70, 80,90,100
	

	CA_n5A-n41A
	CA_n5A-n41A
	n5
	5, 10, 15, 20
	0

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n5A-n48A
	CA_n5A-n48A
	n5
	5, 10, 15, 20
	0

	
	
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n5
	5, 10, 15, 20
	1

	
	
	n48
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n5A-n48(2A)
	CA_n5A-n48A
	n5
	5, 10, 15, 20
	0

	
	
	n48
	CA_n48(2A)_BCS0
	

	
	
	n5
	5, 10, 15, 20
	1

	
	
	n48
	CA_n48(2A)_BCS1
	

	CA_n5A-n48B
	CA_n48B
CA_n5A-n48A
	n5
	5, 10, 15, 20
	0

	
	
	n48
	CA_n48B_BCS0
	

	
	
	n5
	5, 10, 15, 20
	1

	
	
	n48
	CA_n48B_BCS2
	

	CA_n5A-n48C
	CA_n5A-n48A
	n5
	5, 10, 15, 20
	0

	
	
	n48
	CA_n48C_BCS0
	

	CA_n5A-n48(A-B)
	CA_n5A-n48A
	n5
	5, 10, 15, 20
	0

	
	
	n48
	CA_n48(A-B)_BCS0
	

	
	
	n5
	5, 10, 15, 20
	1

	
	
	n48
	CA_n48(A-B)_BCS1
	

	CA_n5A-n66A
	CA_n5A-n66A
	n5
	5, 10, 15, 20
	0

	
	
	n66
	5, 10, 15, 20, 40
	

	
	
	n5
	5, 10, 15, 20
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n5B-n66A
	CA_n5A-n66A
CA_n5B
	n5
	CA_n5B_BCS0
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n5A-n66(2A)
	CA_n5A-n66A
	n5
	5, 10, 15, 20
	0

	
	
	n66
	CA_n66(2A)_BCS0
	

	
	
	n5
	5, 10, 15, 20
	1

	
	
	n66
	CA_n66(2A)_BCS1
	

	CA_n5A-n66(3A)
	CA_n5A-n66A
	n5
	5, 10, 15, 20
	0

	
	
	n66
	CA_n66(3A)_BCS0
	

	CA_n5B-n66(2A)
	CA_n5A-n66A
CA_n5B
	n5
	CA_n5B_BCS0
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	CA_n5A-n71A
	-
	n5
	5, 10, 15, 20
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n5A-n77A
	n778,9
CA_n5A-n77A8,13,14
	n5
	5, 10, 15, 20
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n5
	n5 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	



<<< Unchanged sections omitted >>>
Table 5.5A.3.1-1e: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration or single uplink carrier10
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n7A-n8A
	CA_n7A-n8A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n8
	5, 10, 15, 20
	

	CA_n7A-n12A
	-
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n12
	5, 10, 15
	

	[bookmark: OLE_LINK20]CA_n7A-n20A
	CA_n7A-n20A
	n7
	See n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n20
	See n20 channel bandwidths in Table 5.3.5-1
	

	CA_n7A-n25A
	CA_n7A-n25A
	n7
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	

	CA_n7A-n25(2A)
	CA_n7A-n25A
	n7
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n25
	CA_n25(2A)_BCS0
	

	CA_n7(2A)-n25A
	CA_n7A-n25A
	n7
	CA_n7(2A)_BCS0
	0

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	

	CA_n7(2A)-n25(2A)
	CA_n7A-n25A
	n7
	CA_n7(2A)_BCS0
	0

	
	
	n25
	CA_n25(2A)_BCS0
	

	CA_n7A-n26A
	CA_n7A-n26A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n26
	5, 10, 15, 20
	

	CA_n7A-n26(2A)
	CA_n7A-n26A
	n7
	5, 10, 15, 20, 25, 30, 35, 40, 50
	0

	
	
	n26
	CA_n26(2A)_BCS0
	

	CA_n7B-n26A
	CA_n7A-n26A
CA_n7B
	n7
	CA_n7B_BCS0
	0

	
	
	n26
	5, 10, 15, 20
	

	CA_n7B-n26(2A)
	CA_n7A-n26A
	n7
	CA_n7B_BCS0
	0

	
	
	n26
	CA_n26(2A)_BCS0
	

	CA_n7A-n28A
	CA_n7A-n28A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n28
	5, 10, 15, 20
	

	CA_n7B-n28A
	CA_n7A-n28A
CA_n7B
	n7
	CA_n7B_BCS0
	0

	
	
	n28
	5, 10, 15, 20
	

	CA_n7A-n40A
	CA_n7A-n40A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n40
	5, 10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n7A-n46A
	CA_n7A-n46A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n46
	20, 40, 60, 80
	

	CA_n7A-n46C
	CA_n7A-n46A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n46
	CA_n46C_BCS0
	

	CA_n7A-n46D
	CA_n7A-n46A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n46
	CA_n46D_BCS0
	

	CA_n7A-n46(2A)
	CA_n7A-n46A
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n46
	CA_n46(2A)_BCS0
	

	CA_n7A-n66A
	CA_n7A-n66A
	n7
	5, 10, 15, 20
	0

	
	
	n66
	10, 15, 20, 40
	

	
	
	n7
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n7A-n66(2A)
	CA_n7A-n66A
	n7
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	CA_n7(2A)-n66A
	CA_n7A-n66A
	n7
	CA_n7(2A)_BCS0
	0

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	CA_n7(2A)-n66(2A)
	CA_n7A-n66A
	n7
	CA_n7(2A)_BCS0
	0

	
	
	n66
	CA_n66(2A)_BCS1
	

	CA_n7A-n67A
	-
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n67
	5, 10, 15, 20
	

	
	
	n7
	n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n67
	n67 channel bandwidths in Table 5.3.5-1
	

	CA_n7A-n71A
	-
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n71
	5, 10, 15, 20
	

	CA_n7A-n75A
	-
	n7
	10, 15, 20
	0

	
	
	n75
	5, 10, 15, 20
	

	
	
	n7
	n7 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n75
	n75 channel bandwidths in Table 5.3.5-1
	

	CA_n7A-n77A
	n778,9
CA_n7A-n77A8,13,14
	n7
	5, 10, 15, 20, 25, 30, 40, 50
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	



<<< Unchanged sections omitted >>>
Table 5.5A.3.1-1g: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration or single uplink carrier10
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n20A-n28A
	CA_n20A-n28A
	n20
	5, 10, 15, 20
	0

	
	
	n28
	5, 10, 15, 20
	

	
	
	n20
	5, 10, 15, 20
	1

	
	
	n28
	5, 10, 15, 20, 30
	

	
	
	n20
	5, 10, 15, 20
	2

	
	
	n28
	5, 10, 15, 20, 25, 30
	

	CA_n20A-n40A
	-
	n20
	5, 10, 15, 20
	0

	
	
	n40
	5, 10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n20A-n67A
	-
	n20
	5, 10, 15, 20
	0

	
	
	n67
	5, 10, 15, 20
	

	
	
	n20
	n20 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n67
	n67 channel bandwidths in Table 5.3.5-1
	

	CA_n20A-n75A
	-
	n20
	5, 10, 15, 20
	0

	
	
	n75
	5, 10, 15, 20
	

	
	
	n20
	5, 10,15, 20
	1

	
	
	n75
	5, 10,15, 20, 25, 30, 40, 50
	

	CA_n20A-n78A
	CA_n20A-n78A
	n20
	5, 10, 15, 20
	0

	
	
	n78
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n20
	See n20 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n78
	See n78 channel bandwidths in Table 5.3.5-1
	

	CA_n20A-n78C
	-
	n20
	5, 10, 15, 20
	0

	
	
	n78
	CA_n78C_BCS1
	

	[bookmark: OLE_LINK25]CA_n20A-n78(2A)
	CA_n20A-n78A
CA_n78(2A)
	n20
	See n20 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n78
	CA_n78(2A)_BCS4 and 5
	

	CA_n24A-n41A
	CA_n24A-n41A
	n24
	5, 10
	0

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 80, 90, 100
	

	
	
	n24
	See n24 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	

	CA_n24A-n41(2A)
	CA_n24A-n41A
	n24
	5, 10
	0

	
	
	n41
	CA_n41(2A)_BCS1
	

	
	
	n24
	See n24 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	CA_n41(2A)_BCS4 and 5
	

	CA_n24A-n48A
	CA_n24A-n48A
	n24
	5, 10
	0

	
	
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n24A-n48B
	CA_n24A-n48A
	n24
	5, 10
	0

	
	
	n48
	CA_n48B_BCS1
	

	CA_n24A-n48(2A)
	CA_n24A-n48A
	n24
	5, 10
	0

	
	
	n48
	CA_n48(2A)_BCS0
	

	CA_n24A-n48(3A)
	CA_n24A-n48A
	n24
	5, 10
	0

	
	
	n48
	CA_n48(3A)_BCS0
	

	CA_n24A-n77A
	CA_n24A-n77A
	n24
	5, 10
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n24
	See n24 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	See n77 channel bandwidths in Table 5.3.5-1
	

	CA_n24A-n77C
	CA_n24A-n77A
	n24
	5, 10
	0

	
	
	n77
	CA_n77C_BCS1
	

	CA_n24A-n77(2A)
	CA_n24A-n77A
	n24
	5, 10
	0

	
	
	n77
	CA_n77(2A)_BCS0
	

	
	
	n24
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	CA_n77(2A)_BCS4 and 5
	

	CA_n25A-n29A
	-
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n29
	5, 10
	

	CA_n25A-n38A
	CA_n25A-n38A
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	

	CA_n25(2A)-n38A
	CA_n25A-n38A
	n25
	CA_n25(2A)_BCS0
	0

	
	
	n38
	5, 10, 15, 20, 25, 30, 40
	

	CA_n25A-n41A13,14
	n418,9
CA_n25A-n41A8, 13,14
	n25
	5, 10, 15, 20
	0

	
	
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n25
	See n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1
	

	CA_n25(2A)-n41A
	n418,9
CA_n25A-n41A8
	n25
	CA_n25(2A)_BCS0
	0

	
	
	n41
	10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n25
	CA_n25(2A)_BCS1
	1

	
	
	n41
	10, 15, 20, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n25
	CA_n25(2A)_BCS 4 and 5
	4 and 5

	
	
	n41
	See n41 channel bandwidths in Table 5.3.5-1 
	

	CA_n25(2A)-n41C
	n418,9
CA_n25A-n41A8
CA_n41C8
	n25
	CA_n25(2A)_BCS1
	0

	
	
	n41
	CA_n41C_BCS2
	

	
	
	n25
	CA_n25(2A)_BCS 4 and 5
	4 and 5

	
	
	n41
	CA_n41C_BCS 4 and 5
	

	CA_n25(2A)-n41(2A)
	n418,9
CA_n25A-n41A 8
	n25
	CA_n25(2A)_BCS1
	0

	
	
	n41
	CA_n41(2A)_BCS3
	

	
	
	n25
	CA_n25(2A)_BCS 4 and 5
	4 and 5

	
	
	n41
	CA_n41(2A)_BCS 4 and 5
	

	CA_n25A-n41C
	n418,9
CA_n25A-n41A8
CA_n41C8
	n25
	5, 10, 15, 20
	0

	
	
	n41
	CA_n41C_BCS0
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n41
	CA_n41C_BCS1
	

	
	n418,9
CA_n25A-n41A8
CA_n41C8
CA_n25A-n41C
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	CA_n41C BCS 4 and 5
	

	CA_n25A-n41(2A)
	n418,9
CA_n25A-n41A8
	n25
	5, 10, 15, 20
	0

	
	
	n41
	CA_n41(2A)_BCS1
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n41
	CA_n41(2A)_BCS3
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	CA_n41(2A)_BCS 4 and 5
	

	CA_n25A-n41(3A)
	n418,9
CA_n25A-n41A8
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n41
	CA_n41(3A)_BCS0
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	CA_n41(3A)_BCS 4 and 5
	

	CA_n25A-n41(A-C)
	n418,9
CA_n25A-n41A8
CA_n41C8
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n41
	CA_n41(A-C)_BCS0
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n41
	CA_n41(A-C)_BCS 4 and 5
	

	CA_n25(2A)-n41(3A)
	n418,9
CA_n25A-n41A8
	n25
	CA_n25(2A)_BCS 4 and 5
	4 and 5

	
	
	n41
	CA_n41(3A)_BCS 4 and 5
	

	CA_n25(2A)-n41(A-C)
	n418,9
CA_n41C8
CA_n25A-n41A8
	n25
	CA_n25(2A)_BCS 4 and 5
	4 and 5

	
	
	n41
	CA_n41(A-C)_BCS 4 and 5
	

	CA_n25A-n46A
	-
	n25
	5, 10, 15, 20
	0

	
	
	n46
	20, 40, 60, 80
	

	CA_n25A-n48A
	CA_n25A-n48A
	n25
	5, 10, 15, 20
	0

	
	
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n48
	5, 10, 15, 20, 40, 50, 60, 80, 90, 100
	

	CA_n25A-n48(2A)
	CA_n25A-n48A
	n25
	5, 10, 15, 20
	0

	
	
	n48
	CA_n48(2A)_BCS0
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n48
	CA_n48(2A)_BCS0
	

	CA_n25A-n48C
	CA_n25A-n48A
	n25
	5, 10, 15, 20
	0

	
	
	n48
	CA_n48C_BCS0
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n48
	CA_n48C_BCS0
	

	CA_n25A-n66A
	CA_n25A-n66A
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n66
	5, 10, 15, 20, 30, 40
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n25A-n66(2A)
	CA_n25A-n66A
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n66
	CA_n66(2A)_BCS0
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	

	CA_n25(2A)-n66A
	CA_n25A-n66A
	n25
	CA_n25(2A)_BCS0
	0

	
	
	n66
	10, 15, 20, 30, 40
	

	
	
	n25
	CA_n25(2A)_BCS0
	1

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n25
	CA_n25(2A)_BCS1
	2

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	

	
	
	n25
	CA_n25(2A)_BCS 4 and 5
	4 and 5

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	

	CA_n25(2A)-n66(2A)
	CA_n25A-n66A
	n25
	CA_n25(2A)_BCS0
	0

	
	
	n66
	CA_n66(2A)_BCS0
	

	
	
	n25
	CA_n25(2A)_BCS0
	1

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n25
	CA_n25(2A)_BCS1
	2

	
	
	n66
	CA_n66(2A)_BCS1
	

	
	
	n25
	CA_n25(2A)_BCS 4 and 5
	4 and 5

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	

	CA_n25A-n71A
	CA_n25A-n71A
	n25
	5, 10, 15, 20
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n71
	5, 10, 15, 20
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n25A-n71B
	CA_n25A-n71A
	n25
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n71
	CA_n71B_BCS0
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n71
	CA_n71B_BCS2
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71B_BCS 4 and 5
	

	CA_n25A-n71(2A)
	CA_n25A-n71A
	n25
	5, 10, 15, 20
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	

	CA_n25(2A)-n71A
	CA_n25A-n71A
	n25
	CA_n25(2A)_BCS1
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n25
	CA_n25(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n25(2A)-n71(2A)
	CA_n25A-n71A
	n25
	CA_n25(2A)_BCS1
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n25
	CA_n25(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	

	CA_n25(2A)-n71B
	CA_n25A-n71A
	n25
	CA_n25(2A)_BCS1
	0

	
	
	n71
	CA_n71B_BCS2
	

	
	
	n25
	CA_n25(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71B_BCS 4 and 5
	

	CA_n25A-n77A
	n778,9
CA_n25A-n77A8,13,14
	n25
	5, 10, 15, 20
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n25
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n25
	n25 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	



<<< Unchanged sections omitted >>>
Table 5.5A.3.1-1m: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration or single uplink carrier10
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n66A-n70A
	-
	n66
	5, 10, 15, 20, 40
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	CA_n66B-n70A
	-
	n66
	CA_n66B_BCS0
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	CA_n66(2A)-n70A
	-
	n66
	CA_n66(2A)_BCS0
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	[bookmark: OLE_LINK41]CA_n66(3A)-n70A
	-
	n66
	CA_n66(3A)_BCS0
	0

	
	
	n70
	5, 10, 15, 201, 251
	

	CA_n66A-n71A
	CA_n66A-n71A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n71
	5, 10, 15, 20
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n66A-n71B
	CA_n66A-n71A
	n66
	5, 10, 15, 20, 25, 30, 40
	0

	
	
	n71
	CA_n71B_BCS0
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n71
	CA_n71B_BCS2
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71B_BCS 4 and 5
	

	CA_n66A-n71(2A)
	CA_n66A-n71A
	n66
	5, 10, 15, 20, 40
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	

	CA_n66(2A)-n71A
	CA_n66A-n71A
	n66
	CA_n66(2A)_BCS0
	0

	
	
	n71
	5, 10, 15, 20
	

	
	
	n66
	CA_n66(2A)_BCS1
	1

	
	
	n71
	5, 10, 15, 20
	

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	

	CA_n66(2A)-n71B
	CA_n66A-n71A
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n71
	CA_n71B_BCS2
	

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71B_BCS 4 and 5
	

	CA_n66(2A)-n71(2A)
	CA_n66A-n71A
	n66
	CA_n66(2A)_BCS1
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	
	
	n66
	CA_n66(2A)_BCS 4 and 5
	4 and 5

	
	
	n71
	CA_n71(2A)_BCS 4 and 5
	

	CA_n66(3A)-n71A
	CA_n66A-n71A
	n66
	CA_n66(3A)_BCS0
	0

	
	
	n71
	5, 10, 15, 20
	

	CA_n66B-n71A
	CA_n66A-n71A
	n66
	CA_n66B_BCS0
	0

	
	
	n71
	5, 10, 15, 20
	

	CA_n66A-n77A

	n778,9
CA_n66A-n77A8,13,14
	n66
	5, 10, 15, 20, 40
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n66
	5, 10, 15, 20, 25, 30, 40
	1

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n66
	n66 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	



<<< Unchanged sections omitted >>>

Table 5.5A.3.1-1n: NR CA configurations and bandwidth combinations sets defined for inter-band CA (two bands)
	NR CA configuration
	Uplink CA configuration or single uplink carrier10
	NR Band
	Channel bandwidth (MHz) (NOTE 3)
	Bandwidth combination set

	CA_n70A-n71A
	CA_n70A-n71A
	n70
	5, 10, 15, 201, 251
	0

	
	
	n71
	5, 10, 15, 20
	

	CA_n70A-n71(2A)
	CA_n70A-n71A
	n70
	5, 10, 15, 201, 251
	0

	
	
	n71
	CA_n71(2A)_BCS0
	

	CA_n70A-n77A
	CA_n70A-n77A
	n70
	5, 10, 15, 201, 251
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n70A-n78A
	CA_n70A-n78A
	n70
	5, 10, 15, 201, 251
	0

	
	
	n78
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	CA_n71A-n77A
	n778, 9
CA_n71A-n77A8,13
	n71
	5, 10, 15, 20
	0

	
	
	n77
	10, 15, 20, 25, 30, 40, 50, 60, 70, 80, 90, 100
	

	
	
	n71
	n71 channel bandwidths in Table 5.3.5-1
	4 and 5

	
	
	n77
	n77 channel bandwidths in Table 5.3.5-1
	



<<< Unchanged sections omitted >>>
The following notes are applied to the above tables:
NOTE 1:	This UE channel bandwidth is applicable only to downlink.
NOTE 2:	The minimum requirements for intra-band contiguous or non-contiguous CA apply.
NOTE 3:	The SCS of each channel bandwidth for NR band refers to Table 5.3.5-1.
NOTE 4:	This UE channel bandwidth is optional in this release of the specification.
NOTE 5:	For this bandwidth, the minimum requirements are restricted to operation when carrier is configured as an SCell part of DC or CA configuration.
NOTE 6:	For this bandwidth, the minimum requirements are restricted to operation when carrier is configured as an downlink SCell part of CA configuration
NOTE 7:	Limited to operation at 3450-3550 MHz and 3700–3980 MHz.
[bookmark: _Hlk156011157]NOTE 8:	Minimum requirements for Power Class 2 are applicable for this uplink combination with 1Tx antenna connector in each band or single uplink carrier with up to 2Tx antenna connectors in this downlink/uplink combination
NOTE 9:	Minimum requirements for Power Class 1.5 are applicable for this single uplink carrier with up to 2Tx antenna connectors in this downlink/uplink combination
NOTE 10: 	Only single uplink carriers with power class other than PC3 are listed.
NOTE 11: The CA configurations are given in Table 5.5A.1-1 or Table 5.5A.2-1 in this specification
NOTE 12: void.
NOTE 13: Minimum requirements for Power Class 2 are applicable for this uplink configuration with 1Tx antenna connector in one band and 2Tx antenna connectors in the other band.
NOTE 14 Minimum requirements for Power Class 1.5 are applicable for this uplink configuration with 1Tx antenna connector in one band and 2Tx antenna connectors in the other band..
NOTE 15: Uplink is only in n5 for CA_n5-n8.
NOTE 16: For UEs only supporting DL CA_n26-n28, uplink support in band n26 is optional, if the UE supports CA_n26-n28 UL configuration, it should also support UL in band n26 and n28.

<<< Unchanged sections omitted >>>
6.2H.3.1	UE maximum output power for inter-band UL CA with UL MIMO
For inter-band UL CA with UL MIMO in one of the two frequency bands, the maximum output power is defined as the sum of the maximum output power from all UE antenna connectors and all UL CCs, as specified in Table 6.2H.3.1-1. The period of measurement shall be at least one sub frame (1 ms). The requirements shall be met with the UL MIMO configurations specified in Table 6.2D.1-2 and 6.2D.1-3 for 2-layer configuration and ULFPTx configuration respectively for the component carrier configured with UL MIMO. 
[bookmark: _Hlk146199214]Table 6.2H.3.1-1: UE Power Class for inter-band UL CA with UL MIMO in one frequency band
	NR UL CA Configuration
	Class 1.5 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)

	CA_n2A-n77A
	293
	+2/-3
	262
	+2/-3
	23
	+2/-3

	CA_n5A-n77A
	293
	+2/-3
	262
	+2/-3
	23
	+2/-3

	CA_n7A-n77A
	293
	+2/-3
	262
	+2/-3
	23
	+2/-3

	CA_n8A-n78A
	
	
	262
	+2/-3
	23
	+2/-3

	CA_n25A-n41A
	293
	+2/-3
	262
	+2/-3
	23
	+2/-3

	CA_n25A-n77A
	293
	+2/-3
	262
	+2/-3
	23
	+2/-3

	CA_n26A-n78A
	
	
	262
	+2/-3
	23
	+2/-3

	CA_n28A-n41A
	
	
	262
	+2/-3
	23
	+2/-3

	CA_n28A-n78A
	
	
	262
	+2/-3
	23
	+2/-3

	CA_n41A-n66A
	293
	+2/-3
	262
	+2/-3
	23
	+2/-3

	CA_n41A-n71A
	293
	+2/-3
	262
	+2/-3
	23
	+2/-3

	CA_n41A-n77A
	
	
	264
	+2/-3
	23
	+2/-3

	CA_n66A-n77A
	293
	+2/-3
	262
	+2/-3
	23
	+2/-3

	CA_n71A-n77A
	293
	+2/-3
	262
	+2/-3
	23
	+2/-3

	NOTE 1:	An uplink CA configuration in which at least one of the bands has NOTE 3 in Table 6.2.1-1 is allowed to reduce the lower tolerance limit by 1.5 dB when the transmission bandwidths of at least one of the bands is confined within FUL_low and FUL_low + 4 MHz or FUL_high - 4 MHz and FUL_high.
NOTE 2:	The UE supports PC3 in FDD band and PC3 or PC2 with UL MIMO in TDD band.
NOTE 3:	The UE supports PC3 in FDD band and PC1.5 with UL MIMO in TDD band.
NOTE 4:	The UE supports PC2 with UL MIMO in either one of the TDD bands and PC2 in the other TDD band.
NOTE 5:	Power class 3 is default power class unless otherwise stated.
NOTE 6:	FWA form factor is targeted unless otherwise stated.



<<< Unchanged sections omitted >>>

6.2L.3.1	UE maximum output power for inter-band UL CA with Tx Diversity
For inter-band UL CA with Tx Diversity in one of the two frequency bands, the maximum output power is defined as the sum of the maximum output power from all UE antenna connectors and all UL CCs, as specified in Table 6.2L.3.1-1. The period of measurement shall be at least one sub frame (1 ms).
	NR UL CA Configuration
	Class 1.5 (dBm)
	Tolerance (dB)
	Class 2 (dBm)
	Tolerance (dB)
	Class 3 (dBm)
	Tolerance (dB)

	CA_n2A-n77A
	293
	+2/-3
	262
	+2/-3
	23
	+2/-3

	CA_n5A-n77A
	
	
	262
	+2/-3
	23
	+2/-3

	CA_n7A-n77A
	293
	+2/-3
	262
	+2/-3
	23
	+2/-3

	CA_n8A-n78A
	
	
	262
	+2/-3
	23
	+2/-3

	CA_n25A-n41A
	293
	+2/-3
	262
	+2/-3
	23
	+2/-3

	CA_n25A-n77A
	
	
	262
	+2/-3
	23
	+2/-3

	CA_n26A-n78A
	
	
	262
	+2/-3
	23
	+2/-3

	CA_n28A-n41A
	
	
	262
	+2/-3
	23
	+2/-3

	CA_n28A-n78A
	
	
	262
	+2/-3
	23
	+2/-3

	CA_n41A-n66A
	293
	+2/-3
	262
	+2/-3
	23
	+2/-3

	CA_n41A-n71A
	293
	+2/-3
	262
	+2/-3
	23
	+2/-3

	CA_n66A-n77A
	293
	+2/-3
	262
	+2/-3
	23
	+2/-3

	CA_n71A-n77A
	293
	+2/-3
	262
	+2/-3
	23
	+2/-3

	NOTE 1:	An uplink CA configuration in which at least one of the bands has NOTE 3 in Table 6.2.1-1 is allowed to reduce the lower tolerance limit by 1.5 dB when the transmission bandwidths of at least one of the bands is confined within FUL_low and FUL_low + 4 MHz or FUL_high - 4 MHz and FUL_high.
NOTE 2:	The UE supports PC3 in FDD band and PC2 with Tx Diversity in TDD band.
NOTE 3:	The UE supports PC3 in FDD band and PC1.5 with Tx Diversity in TDD band.
NOTE 4:	Power class 3 is the default power class unless otherwise stated.
NOTE 5:	FWA form factor is targeted unless otherwise stated.



<<< Unchanged sections omitted >>>

Table 7.3A.5-1b: 2DL/2UL inter-band Reference sensitivity QPSK PREFSENS and uplink/downlink configurations for PC1.5 CA
	Band / Channel bandwidth / NRB / Duplex mode
	Source of IMD

	NR CA
Configuration
	NR band
	UL Fc 
(MHz)
	UL/DL BW 
(MHz)
	UL 
CLRB
	DL Fc (MHz)
	MSD 
(dB)
	Duplex mode
	

	CA_n2-n77
	n2
	1855
	5
	25
	1935
	35.2
	FDD
	IMD2

	
	n77
	3790
	10
	50
	3790
	N/A
	TDD
	N/A

	
	n2
	1900
	5
	25
	1980
	26.4
	FDD
	IMD4

	
	n77
	3720
	10
	50
	3720
	N/A
	TDD
	N/A

	
	n2
	1885
	5
	25
	1965
	28.0
	FDD
	IMD5

	
	n77
	3810
	10
	50
	3810
	N/A
	TDD
	N/A

	CA_n5-n772
	n5
	844
	5
	25
	889
	25.5
	FDD
	IMD4

	
	n77
	3421
	10
	50
	3421
	N/A
	TDD
	N/A

	
	n5
	826.5
	5
	25
	871.5
	24.3
	FDD
	IMD5

	
	n77
	4177.5
	10
	50
	4177.5
	N/A
	TDD
	N/A

	CA_n7-n77
	n7
	2540
	5
	25
	2660
	29.7
	FDD
	IMD4

	
	n77
	3870
	10
	50
	3870
	N/A
	TDD
	N/A

	CA_n25-n77
	n25
	1855
	5
	25
	1935
	37.5
	FDD
	IMD2

	
	n77
	3790
	10
	50
	3790
	N/A
	TDD
	N/A

	
	n25
	1900
	5
	25
	1980
	25.8
	FDD
	IMD4

	
	n77
	3720
	10
	50
	3720
	N/A
	TDD
	N/A

	
	n25
	1885
	5
	25
	1965
	29.8
	FDD
	IMD5

	
	n77
	3790
	10
	50
	3790
	N/A
	TDD
	N/A

	CA_n41-n71
	n41
	2614
	5
	25
	2614
	N/A
	TDD
	N/A

	
	n71
	665
	5
	25
	619
	25.4
	FDD
	IMD4

	CA_n66-n77
	n66
	1775 
	5
	25
	2175 
	40.0
	FDD
	IMD2

	
	n77
	3950 
	10
	50
	3950 
	N/A
	TDD
	N/A

	
	n66
	1760
	5
	25
	2160
	26.0
	FDD
	IMD5

	
	n77
	3720
	10
	50
	3720
	N/A
	TDD
	N/A

	CA_n71-n77
	n71
	681.5
	5
	25
	635.5
	16.0
	FDD
	IMD53

	
	n77
	3361.5
	10
	50
	3361.5
	N/A
	TDD
	N/A

	NOTE 1:	This band combination is specified for inter-band UL CA with UL MIMO or Tx diversity capabilites, and the transmitter shall be set at min (+23 dBm, PCMAX_L,f,c) for the band with single Tx antenna connector as defined in clause 6.2A.4, and set at min (+27.8 dBm, PCMAX_L,f,c) for the band with two Tx antenna connectors as defined in clause 6.2H.3 or 6.2L.3.4.
NOTE 2:	For a UE which supports this band combination only when the Band n77 frequency range restriction defined in NOTE 12 of Table 5.2-1 applies, the MSD test point(s) cannot be verified for the band combination and the test point(s) can be skipped.
NOTE 3:   In current release the maximum separation bandwidth class is 600MHz, therefore, no IMD2 MSD requirement apply for this CA configuration when two uplink sub blocks are assigned within CA_77(2A).



<<< END OF CHANGES >>>

