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	TS
	CR
	Rev
	Rel
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	@ Mtg
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	Work Item
	Clauses affected
	Other Aff Specs

	38.101-1
	1998
	-
	Rel-18
	(NR_cov_enh2-Core) Correction on dpc-Reporting-FR1 related requirements
	F
	18.4.0
	RAN4#110
	R4-2400337
	Nokia, Nokia Shanghai Bell, Samsung
	NR_cov_enh2-Core
	6.2.4, 6.2A.4
	TS/TR ... CR ... ; TS38.521-1; TS/TR ... CR ... 

	38.101-1
	2078
	1
	Rel-18
	CR for Rel-18 38.101-1 is to modify the requirements for eRedCap
	F
	18.4.0
	RAN4#110
	R4-2403683
	Xiaomi
	NR_redcap_enh-Core
	5.3I, 7.3I.3, A.3.2.2, A.3.2.4, A.3.3.2
	TS/TR ... CR ... ; TS 38.521-1 ; TS/TR ... CR ... 

	38.101-1
	2124
	-
	Rel-18
	(NR_SL_enh2-Core) BigCR to TS38.101-1 for Sidelink enhancement
	F
	18.4.0
	RAN4#110
	R4-2401813
	OPPO
	NR_SL_enh2-Core
	
	

	38.101-1
	2178
	-
	Rel-18
	(NR_cov_enh2-Core) CR to TS38.101-1 on higher power limit for inter-band CA with an intra-band component
	F
	18.4.0
	RAN4#110
	R4-2402618
	MediaTek Inc.
	NR_cov_enh2-Core
	 6.2A.4.1.3
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.101-1
	2187
	-
	Rel-18
	Big CR for 38.101-1 on MC
	F
	18.4.0
	RAN4#110
	R4-2403900
	China Telecom, Huawei
	NR_MC_enh-Core
	6.3A.3.3.1, 6.3A.3.3.6, 6.3C.3.0, 6.3C.3.5
	TS 38.521-1

	38.101-2
	0715
	-
	Rel-18
	(NR_MIMO_evo_DL_UL-Core) CR for TS38.101-2: Remove redundant illustration from the statement of tolerance in configured transmitted power for STxMP
	F
	18.4.0
	RAN4#110
	R4-2401242
	ZTE Corporation
	NR_MIMO_evo_DL_UL-Core
	6.2K.4
	TS/TR ... CR ... ; TS 38.521-2; TS/TR ... CR ... 

	38.101-2
	0734
	-
	Rel-18
	CR to 38.101-2 on FR2 sTxMP
	F
	18.4.0
	RAN4#110
	R4-2403901
	vivo
	NR_MIMO_evo_DL_UL-Core
	6.2K.4
	TS/TR ... CR ... ; TS 38.521-2; TS/TR ... CR ... 

	38.101-3
	1124
	-
	Rel-18
	(NR_cov_enh2-Core) Correction on dpc-Reporting-FR1 related requirements
	F
	18.4.0
	RAN4#110
	R4-2400338
	Nokia, Nokia Shanghai Bell
	NR_cov_enh2-Core
	
	

	38.133
	4110
	-
	Rel-18
	Big CR on requirements maintenance for R18 NES
	F
	18.4.0
	RAN4#110
	R4-2401327
	Huawei, HiSilicon
	Netw_Energy_NR-Core
	6.1.4 and 8.3.2
	TS/TR ... CR ... ; TS38.533; TS/TR ... CR ... 

	38.133
	4111
	-
	Rel-18
	Modification on DL interruption for Tx switching across 3/4 bands
	F
	18.4.0
	RAN4#110
	R4-2401347
	Huawei, HiSilicon
	NR_MC_enh-Core
	8.2.2.2.10D
	TS/TR ... CR ... ; TS38.533; TS/TR ... CR ... 

	38.133
	4153
	-
	Rel-18
	Big CR for RRM requirements for NR sidelink evolution maintenance
	F
	18.4.0
	RAN4#110
	R4-2401608
	LG Electronics Inc., OPPO
	NR_SL_enh2-Core
	
	

	38.133
	4236
	-
	Rel-18
	Big CR to TS 38.133 on NR MIMO evolution for downlink and uplink
	F
	18.4.0
	RAN4#110
	R4-2402493
	Samsung
	NR_MIMO_evo_DL_UL-Core
	
	

	38.133
	4287
	-
	Rel-18
	Big CR on Core maintenance for Enhanced support of reduced capability NR devices
	F
	18.4.0
	RAN4#110
	R4-2403574
	Ericsson
	NR_redcap_enh-Core
	5.1.2.2, 5.1.2.3, 5.1.2.4, 5.1.2.5, 5.1.2.7, 5.1B.2.2, 5.1B.2.3, 5.1B.2.4
	TS/TR ... CR ... ; TS38.533; TS/TR ... CR ... 

	38.786
	0002
	-
	Rel-18
	(NR_SL_enh2-Core) Big CR to TR 38.786 UE NR sidelink evolution
	F
	18.0.0
	RAN4#110
	R4-2401812
	OPPO
	NR_SL_enh2-Core
	
	


