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	TS
	CR
	Rev
	Rel
	Title
	Cat
	Vsn
	@ Mtg
	TD#
	Source to WG
	Work Item
	Clauses affected
	Other Aff Specs

	38.101-1
	1999
	2
	Rel-18
	(NR_ENDC_RF_FR1_enh2-Core) Correction on delta TRxSRS related texts for 8Rx
	F
	18.4.0
	RAN4#110
	R4-2403856
	Nokia, Nokia Shanghai Bell, Ericsson, ZTE
	NR_ENDC_RF_FR1_enh2-Core
	6.2.4
	TS/TR ... CR ... ; TS38.521-1; TS/TR ... CR ... 

	38.101-1
	2049
	-
	Rel-18
	(NR_ENDC_RF_FR1_enh2-Core ) 4Tx RF issues
	F
	18.4.0
	RAN4#110
	R4-2400719
	Qualcomm
	NR_ENDC_RF_FR1_enh2-Core
	7.3D
	TS/TR ... CR ... ; TS 36.533; TS/TR ... CR ... 

	38.101-1
	2050
	1
	Rel-18
	(NR_ENDC_RF_FR1_enh2-Core ) Power class for Lower MSD verification – TS38.101-1
	F
	18.4.0
	RAN4#110
	R4-2403663
	Qualcomm, Nokia, Nokia Shanghai Bell
	NR_ENDC_RF_FR1_enh2-Core
	7.3A.7
	TS/TR ... CR ... ; TS 36.533; TS/TR ... CR ... 

	38.101-1
	2146
	-
	Rel-18
	(NR_ENDC_RF_FR1_enh2-Core) Correction of Lower-MSD requirements for NR CA
	F
	18.4.0
	RAN4#110
	R4-2402215
	Huawei, HiSilicon
	NR_ENDC_RF_FR1_enh2-Core
	
	

	38.101-1
	2160
	1
	Rel-18
	R18 Cat-F CR 38.101-1 correction CR for 4Tx requirements
	F
	18.4.0
	RAN4#110
	R4-2403667
	Huawei, HiSilicon, vivo, ZTE
	NR_ENDC_RF_FR1_enh2-Core
	4.2, 7.1, F.8
	TS/TR ... CR ... ; TS 38.521-1; TS/TR ... CR ... 

	38.101-1
	2176
	2
	Rel-18
	(NR_FR1_lessthan_5MHz_BW-Core) CR to TS 38.101-1 for sub 5MHz channel bandwidth
	F
	18.4.0
	RAN4#110
	R4-2403861
	MediaTek Inc.
	NR_FR1_lessthan_5MHz_BW-Core
	 5.3.1, 5.3I
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.101-1
	2185
	-
	Rel-18
	Big CR for lower MSD for inter-band CA/EN-DC/DC
	F
	18.4.0
	RAN4#110
	R4-2403893
	CHTTL
	NR_ENDC_RF_FR1_enh2-Core
	7.3A.7
	TS/TR ... CR ... ; 38.521-1 ; TS/TR ... CR ... 

	38.101-1
	2186
	-
	Rel-18
	Big CR for 38.101-1 on less than 5MHz
	F
	18.4.0
	RAN4#110
	R4-2403898
	Nokia
	NR_FR1_lessthan_5MHz_BW-Core
	5.4.3, Annex F.5.3 (Table F.5.3-1)
	TS/TR ... CR ...; TS/TR ... CR ...; TS/TR ... CR ... 

	38.101-2
	0732
	2
	Rel-18
	Beam correspondence requirement for power classes other than PC3 in initial access and RRC_INACTIVE
	F
	18.4.0
	RAN4#110
	R4-2403634
	Nokia, Nokia Shanghai Bell
	NR_RF_FR2_req_Ph3-Core
	6.2.1, 6.6.2, 6.6.6, 6.6.7, 6.6.8
	TS/TR ... CR ... ; TS 38.521-2 ; TS/TR ... CR ... 

	38.101-2
	0733
	-
	Rel-18
	CR to 38.101-2 on RMC for UL 256QAM
	F
	18.4.0
	RAN4#110
	R4-2403895
	vivo
	NR_RF_FR2_req_Ph3-Core
	Annex A.2.3
	TS/TR ... CR ... ; TS 38.521-2; TS/TR ... CR ... 

	38.101-2
	0735
	-
	Rel-18
	CR for TS 38.101-2 MultiRx PC3 RF requirement applicable frequency range
	F
	18.4.0
	RAN4#110
	R4-2403907
	Huawei, HiSilicon
	NR_FR2_multiRX_DL-Core
	4.3, 5.2K, 5.5K, 7.3K.0, 7.3K.3, 7.3K.6, J.2
	TS/TR ... CR ... ; TS 38.521-2; TS/TR ... CR ... 

	38.101-3
	1168
	-
	Rel-18
	(NR_ENDC_RF_FR1_enh2-Core) Correction of Lower-MSD requirements for EN-DC
	F
	18.4.0
	RAN4#110
	R4-2402216
	Huawei, HiSilicon
	NR_ENDC_RF_FR1_enh2-Core
	
	

	38.101-3
	1180
	-
	Rel-18
	Big CR for lower MSD for inter-band CA/EN-DC/DC
	F
	18.4.0
	RAN4#110
	R4-2403894
	CHTTL
	NR_ENDC_RF_FR1_enh2-Core
	7.3B.2.3.7
	TS/TR ... CR ... ; 38.521-3; TS/TR ... CR ... 

	38.104
	0556
	-
	Rel-18
	CR to TS 38.104 for editorial corrections
	D
	18.4.0
	RAN4#110
	R4-2400577
	Murata Manufacturing Co Ltd.
	NR_FR1_lessthan_5MHz_BW-Core
	
	

	38.104
	0599
	-
	Rel-18
	CR to TS 38.104 CR implementation correction
	F
	18.4.0
	RAN4#110
	R4-2403899
	Nokia
	NR_FR1_lessthan_5MHz_BW-Core
	5.4.3
	TS/TR ... CR ...; TS/TR ... CR ...; TS/TR ... CR ... 

	38.133
	4154
	-
	Rel-18
	Big CR to TS 38.133 for RRM requirements for NR FR2 multi-Rx chain DL reception
	F
	18.4.0
	RAN4#110
	R4-2401621
	vivo
	NR_FR2_multiRX_DL-Core
	7.6.1, 7.6.89.5.4
	TS/TR ... CR ... ; TS 38.533 ; TS/TR ... CR ... 

	38.133
	4162
	-
	Rel-18
	[NR_HST_FR2_enh-Core] CR on the scheduling restriction of R17 FR2 HST
	A
	18.4.0
	RAN4#110
	R4-2401657
	ZTE
	NR_HST_FR2_enh-Core
	9.5.6.3, 9.8.6.3
	TS/TR ... CR ... ; TS/TR ... CR ... ; TS/TR ... CR ... 

	38.133
	4237
	-
	Rel-18
	bigCR to TS 38.133 on Enhanced HST FR2 Core Requirements Maintenance
	F
	18.4.0
	RAN4#110
	R4-2402556
	Nokia, Nokia Shanghai Bell
	NR_HST_FR2_enh-Core
	
	

	38.133
	4244
	-
	Rel-18
	BigCR for 38.133 on RRM core requirements for NR support for dedicated spectrum less than 5MHz for FR1
	F
	18.4.0
	RAN4#110
	R4-2402624
	Nokia, Nokia Shanghai Bell
	NR_FR1_lessthan_5MHz_BW-Core
	
	

	38.751
	0001
	1
	Rel-18
	CR on reasoning of defining multi-RX RF requirements based on 28GHz simulation results
	F
	18.0.0
	RAN4#110
	R4-2403845
	Apple
	NR_FR2_multiRX_DL-Core
	7
	TS/TR ... CR ... ; TS/TR ... CR ...; TS/TR ... CR ... 

	38.751
	0005
	-
	Rel-18
	CR to 38.751 on update of UE orientation
	F
	18.0.0
	RAN4#110
	R4-2403897
	vivo
	NR_FR2_multiRX_DL-Core
	6.3.4
	TS/TR ... CR ... ; TS 38.521-2; TS/TR ... CR ... 

	38.891
	0001
	1
	Rel-18
	Correction of table references on MPR simulation results
	F
	18.0.0
	RAN4#110
	R4-2400701
	Nokia, Nokia Shanghai Bell
	NR_RF_FR2_req_Ph3-Core
	5.4.2.3
	TS/TR ... CR ...; TS/TR ... CR ...; TS/TR ... CR ... 


