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	Reason for change:
	An operator with satellite and terrestrial access should be able to restrict usage of satellite access for specific subscriptions; SA2 has identified some access restriction cases not currently covered. New codepoints need to be added.

	
	

	Summary of change:
	Add 4 new codepoints for E-UTRA-LEO/MEO/GEO/OTHERSAT in the Primary RAT Restriction IE.
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Impact assessment towards the previous version of the specification (same release):
This CR has an isolated impact towards the previous version of the specification (same release).

	
	

	Consequences if not approved:
	The operator cannot restrict the access from NR to E-UTRA NTN.
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	This CR's revision history:
	Rev 0: R3-240646
Rev 1: Update the CR cover page; Remove the change on the textual description of Mobility Restriction List IE; Remove the newly added IE; Add the 4 new codepoints in the existing IE Primary RAT Restriction. 
Rev 2: Update the title and WID.
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[bookmark: _Toc106109647][bookmark: _Toc105174810][bookmark: _Toc45108144][bookmark: _Toc97904411][bookmark: _Toc98868525][bookmark: _Toc51850845][bookmark: _Toc155960151][bookmark: _Toc45901764][bookmark: _Toc36556012][bookmark: _Toc44497757][bookmark: _Toc74151582][bookmark: _Toc64447393][bookmark: _Toc56693849][bookmark: _Toc88654055][bookmark: _Toc113825468][bookmark: _Toc66286887]9.2.3.99	Extended RAT Restriction Information
This element provides RAT restrictions as specified in TS 23.501 [7].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Primary RAT Restriction
	M
	
	BIT STRING {
e-UTRA (0),
nR (1), nR-unlicensed (2),
nR-LEO (3),
nR-MEO (4),
nR-GEO (5),
nR-OTHERSAT (6), e-UTRA-LEO (7), e-UTRA-MEO (8), e-UTRA-GEO (9), e-UTRA-OTHERSAT (10)}
(SIZE(8, …, 16))
	Each position in the bitmap represents a Primary RAT.
If a bit is set to "1", the respective RAT is restricted for the UE.
If a bit is set to "0", the respective RAT is not restricted for the UE.
Bits 711-15 reserved for future use.
The Primary RAT is the RAT used in the access cell, or target cell.

	Secondary RAT Restriction
	M
	
	BIT STRING {
e-UTRA (0),
nR (1), e-UTRA-unlicensed (2), nR-unlicensed (3)}
(SIZE(8, …))
	Each position in the bitmap represents a Secondary RAT.
If a bit is set to "1", the respective RAT is restricted for the UE.
If a bit is set to "0", the respective RAT is not restricted for the UE.
Bits 4-7 reserved for future use.
A Secondary RAT is a RAT, distinct from the UE’s primary RAT, used in any cell serving the UE excluding the PCell.
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[bookmark: _Toc98868600][bookmark: _Toc29991616][bookmark: _Toc45901811][bookmark: _Toc56693896][bookmark: _Toc36556019][bookmark: _Toc66286934][bookmark: _Toc155950925][bookmark: _Toc64447440][bookmark: _Toc113825545][bookmark: _Toc51850892][bookmark: _Toc44497804][bookmark: _Toc74151632][bookmark: _Toc45108191][bookmark: _Toc106109723][bookmark: _Toc88654106][bookmark: _Toc97904462][bookmark: _Toc20955408][bookmark: _Toc105174886]9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

XnAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


	id-CNTypeRestrictionsForEquivalent,
	id-CNTypeRestrictionsForServing,
	id-Additional-UL-NG-U-TNLatUPF-List,
[bookmark: _Hlk36619637]	id-ConfiguredTACIndication,
	id-AlternativeQoSParaSetList,
	id-CurrentQoSParaSetIndex,
	id-DefaultDRB-Allowed,

>>Unchanged Skipped<<

	
[bookmark: _Hlk98880553]ExtendedRATRestrictionInformation ::= SEQUENCE {
	primaryRATRestriction		BIT STRING (SIZE(8, ..., 16)),
	secondaryRATRestriction		BIT STRING (SIZE(8, ...)),
	iE-Extensions		ProtocolExtensionContainer { {ExtendedRATRestrictionInformation-ExtIEs} }	OPTIONAL,
	...
}

ExtendedRATRestrictionInformation-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}
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