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[bookmark: _Toc51763886][bookmark: _Toc64449056][bookmark: _Toc66289715][bookmark: _Toc74154828][bookmark: _Toc81383572][bookmark: _Toc88658205][bookmark: _Toc97911117][bookmark: _Toc99038877][bookmark: _Toc99731140][bookmark: _Toc105511271][bookmark: _Toc105927803][bookmark: _Toc106110343][bookmark: _Toc113835780][bookmark: _Toc120124628][bookmark: _Toc155978457][bookmark: _Hlk50122288]9.3.1.198	NR-PRS Beam Information
This IE contains spatial direction information of the DL-PRS Resources.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	NR-PRS Beam Information List
	
	1
	
	
	-
	

	>NR-PRS Beam Information Item
	
	[bookmark: _Hlk50122018]1 .. < maxnoofPRS-ResourceSets >
	
	
	-
	

	[bookmark: _Hlk50122317]>>PRS Resource Set ID
	M
	
	INTEGER (0..7)
	The resource set in which the resources are associated with the angle.
	-
	

	>>PRS Angle List
	
	1
	
	
	-
	

	>>>PRS Angle Item
	 
	1..< maxnoofPRS-ResourcesPerSet >
	 
	
	-
	

	>>>>NR PRS Azimuth
	M
	
	INTEGER (0..359)
	
	-
	

	>>>>NR PRS Azimuth fine
	O
	
	INTEGER (0..9)
	Fine angles
	-
	

	>>>>NR PRS Elevation
	O
	
	INTEGER (0..180)
	
	-
	

	>>>>NR PRS Elevation fine
	O
	
	INTEGER (0..9)
	Fine angles
	-
	

	>>>>PRS Resource ID
	O
	
	INTEGER(0..63)
	
	YES
	ignore

	LCS to GCS Translation List
	
	0..1
	
	If absent, the azimuth and elevation are provided in GCS.
	-
	

	>LCS to GCS Translation
	
	1 .. <maxnooflcs-gcs-translation>
	
	
	-
	

	>>Alpha
	M
	
	INTEGER (0..359)
	
	-
	

	>>Alpha-fine
	O
	
	INTEGER (0..9)
	Fine angles
	-
	

	>>Beta
	M
	
	INTEGER (0..359)
	
	-
	

	>>Beta-fine
	O
	
	INTEGER (0..9)
	Fine angles
	-
	

	>>Gamma
	M
	
	INTEGER (0..359)
	
	-
	

	>>Gamma-fine
	O
	
	INTEGER (0..9)
	Fine angles
	-
	



	Range bound
	Explanation

	maxnoofPRS-ResourceSets
	Maximum no of DL-PRS resource sets per TRP. Value is 2.

	maxnoofPRS-ResourcesPerSet
	Maximum no of DL-PRS resources of the DL-PRS resource set of the TRP. Value is 64.

	maxnooflcs-gcs-translation
	Maximum no. of LCS-GS-Translation-Parameters that can reported with one message. Value is 3. The current version of the specification supports 1.
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-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

	<<<<<<<<<<<<<<<<<<<< Unchanged Text Omitted >>>>>>>>>>>>>>>>>>>>
PRSAngleList ::= SEQUENCE (SIZE(1.. maxnoofPRS-ResourcesPerSet)) OF PRSAngleItem

PRSAngleItem ::= SEQUENCE {
	nR-PRS-Azimuth			INTEGER (0..359),
	nR-PRS-Azimuth-fine		INTEGER (0..9) OPTIONAL,
	nR-PRS-Elevation		INTEGER (0..180) OPTIONAL,
	nR-PRS-Elevation-fine	INTEGER (0..9) OPTIONAL,
	iE-Extensions			ProtocolExtensionContainer { { PRSAngleItem-ItemExtIEs } }	OPTIONAL
}

PRSAngleItem-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	{ ID id-PRS-Resource-ID		CRITICALITY ignore EXTENSION PRS-Resource-ID		PRESENCE optional },
	...
}

<<<<<<<<<<<<<<<<<<<< Changes End >>>>>>>>>>>>>>>>>>>>


