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B  (addition of feature), 
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	Reason for change:
(

	The reference to the “Ellipsoid point with altitude and uncertainty ellipsoid” IE is incorrect.

	
	

	Summary of change:
(

	The reference to section “10.3.8.e” is changed to “10.3.8.4c”, since section “10.3.8.e” does not exist in v3.6.0.

Backwards Compatability Analysis:

· Proposed changes are backward compatible.

1 and 2.  Correction to a function where rules were missing.

Would not affect implementations behaving like indicated in the CR, would affect implementations supporting the corrected functionality otherwise.
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not approved:
	If not approved, then a nonexisting section will be referenced.

	
	

	Clauses affected:
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Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.
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Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.
10.2.48.8.18
System Information Block type 15

The system information block type 15 contains information useful for UE-based or UE-assisted positioning methods. 

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description

	GPS Data ciphering info
	OP
	
	UE positioning Cipher info 10.3.7.86
	If this IE is present then the SIB types 15.1, 15.2 & 15.3 are ciphered in accordance with the Data Assistance Ciphering Algorithm specified in [18]

	Reference position
	MP
	
	Ellipsoid point with altitude and uncertainty ellipsoid 10.3.8.4c
	approximate position where the UE is located

	GPS Reference Time
	MP
	
	UE positioning GPS reference time 10.3.7.96
	

	Satellite information
	OP
	1 to <maxSat>
	
	This IE is present whenever bad (failed/failing) satellites are detected by UTRAN [18].

	>BadSatID
	MP
	
	Enumerated(0..63)
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