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7.5.0.2
1,28 Mcps TDD Option
Table 7.4A(a): Blocking requirements for operating bands defined in 5.2(a)

	Center Frequency of Interfering Signal
	Interfering Signal Level
	Wanted Signal Level
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	1900 – 1920 MHz,

2010 – 2025 MHz
	-40 dBm
	<REFSENS> + 6 dB
	3.2MHz
	Narrow band CDMA signal with one code

	1880 – 1900 MHz,

1990 – 2010 MHz,

2025 – 2045 MHz
	-40dBm
	<REFSENS> + 6 dB
	3.2MHz
	Narrow band CDMA signal with one code

	1920 – 1980 MHz
	-40dBm
	<REFSENS> + 6 dB
	3.2MHz
	Narrow band CDMA signal with one code

	1 – 1880 MHz,

1980 – 1990 MHz, 

2045 – 12750 MHz
	-15dBm
	<REFSENS> + 6 dB
	(
	CW carrier


Table 7.4A(b): Blocking requirements for operating bands defined in 5.2(b)

	Center Frequency of Interfering Signal
	Interfering Signal Level
	Wanted Signal Level
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	1850 – 1990 MHz
	-40dBm
	<REFSENS> + 6 dB
	3.2MHz
	Narrow band CDMA signal with one code

	1830 – 1850 MHz,

1990 – 2010 MHz
	-40 dBm
	<REFSENS> + 6 dB
	3.2MHz
	Narrow band CDMA signal with one code

	1 – 1830 MHz,

2010 – 12750 MHz
	-15 dBm
	<REFSENS> + 6 dB
	(
	CW carrier


Table 7.4A(c): Blocking requirements for operating bands defined in 5.2(c)

	Center Frequency of Interfering Signal
	Interfering Signal Level
	Wanted Signal Level
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	1910 – 1930 MHz
	-40dBm
	<REFSENS> + 6 dB
	3.2MHz
	Narrow band CDMA signal with one code

	1890 – 1910 MHz,

1930 – 1950 MHz
	-40dBm
	<REFSENS> + 6 dB
	3.2 MHz
	Narrow band CDMA signal with one code

	1 – 1890 MHz,

1950 – 12750 MHz
	-15dBm
	<REFSENS> + 6 dB
	(
	CW carrier


NEXT CHANGED SECTION

7.5.1.2
1,28 Mcps TDD Option


Table 7.4 (f): Additional blocking requirements for operating bands defined in 5.2(a) when co-located with GSM900

	Centre Frequency of Interfering Signal
	Interfering Signal Level
	Wanted Signal Level
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	921 – 960 MHz
	+16 dBm
	<REFSENS> + 6 dB
	(
	CW carrier


Table 7.4 (g): Additional blocking requirements for operating bands defined in 5.2(a) when co-located with DCS1800

	Center Frequency of Interfering Signal
	Interfering Signal Level
	Wanted Signal Level
	Minimum Offset of Interfering Signal
	Type of Interfering Signal

	1805 – 1880
	+16 dBm
	<REFSENS> + 6 dB
	(
	CW carrier
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