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13.4.32
VALUE_TAG

This variable contains information about the value tag for the last received system information block of a given type, for all system information blocks using value tags.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	MIB value tag
	MP
	
	MIB value tag 10.3.8.9
	Value tag for the master information block

	SB 1 value tag
	MP
	
	Cell value tag 10.3.8.4
	Value tag for the scheduling block type 1

	SB 2 value tag
	MP
	
	Cell value tag 10.3.8.4
	Value tag for the scheduling block type 2

	SIB 1 value tag
	CV-GSM
	
	PLMN value tag 10.3.8.10
	Value tag for the system information block type 1

	SIB 2 value tag
	MP
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 2

	SIB 3 value tag
	MP
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 3

	SIB 4 value tag
	MP
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 4

	SIB 5 value tag
	MP
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 5

	SIB 6 value tag
	MP
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 6

	CHOICE mode
	
	
	
	

	>FDD
	
	
	
	

	>>SIB 8 value tag
	MP
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 8

	>TDD
	
	
	
	(no data)

	SIB 11 value tag
	MP
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 11

	SIB 12 value tag
	MP
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 12

	SIB 13 value tag
	CV-ANSI
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 13

	SIB 13.1 value tag
	CV-ANSI
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 13.1

	SIB 13.2 value tag
	CV-ANSI
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 13.2

	SIB 13.3 value tag
	CV-ANSI
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 13.3

	SIB 13.4 value tag
	CV-ANSI
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 13.4

	SIB 15 value tag
	MP
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 15

	SIB 15.1 value tag
	MP
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 15.1

	SIB 15.2 value tag
	MP
	
	Cell value tag 10.3.8.4
	Value tag for the system information block type 15.2

	SIB 15.3 value tag
	MP
	
	PLMN value tag 10.3.8.10
	Value tag for the system information block type 15.3



	SIB 16 value tag
	MP
	
	PLMN value tag 10.3.8.10
	Value tag for the system information block type 16




	Condition
	Explanation

	GSM
	This information is only stored when the PLMN Type in the variable SELECTED_PLMN is "GSM-MAP".

	ANSI
	This information is only stored when the PLMN Type in the variable SELECTED_PLMN is "ANSI-41".
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