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	Conditions for reporting the SFN/GPS timing relationship info in 10.3.7.93 are incorrect.  The optional reporting of the “Reference SFN” in 10.3.7.93 makes sense when the UTRAN also requests reporting of “GPS TOW usec”.  Thus this “Reference SFN” is changed from optional to conditional upon request.
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	Tabular:  “UE positioning GPS measured results, 10.3.7.93” 
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10.3.7.93

UE positioning GPS measured results

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description

	Reference SFN
	CV-Capability and request
	
	Integer(0..4095)
	The SFN for which the location is valid

	GPS TOW msec
	MP
	
	Integer(0..6.048*108-1)
	GPS Time of Week in milliseconds (rounded down to the nearest millisecond unit). This time is the GPS TOW measured by the UE. If the Reference SFN field is present it is the ms flank closest to the beginning of that frame.

GPS Time of Week in microseconds = 1000 * GPS TOW msec + GPS TOW rem usec

	GPS TOW rem usec
	CV-capability and request
	
	Integer(0..999)
	GPS Time of Week in microseconds MOD 1000.

	Measurement Parameters
	MP
	1 to <maxSat>
	
	

	>Satellite ID
	MP
	
	Enumerated(0..63)
	

	>C/No
	MP
	
	Integer(0..63)
	the estimate of the carrier-to-noise ratio of the received signal from the particular satellite used in the measurement. It is given in whole dBs. Typical levels observed by UE-based GPS units will be in the range of 20 – 50 dB.



	>Doppler
	MP
	
	Integer(-32768..32768)
	Hz, scale factor 0.2.

	>Whole GPS Chips
	MP
	
	Integer(0..1023)
	Unit in GPS chips

	>Fractional GPS Chips
	MP
	
	Integer(0..(210-1))
	Scale factor 2-10

	>Multipath Indicator
	MP
	
	Enumerated(NM, low, medium, high)
	See note 1

	>Pseudorange RMS Error
	MP
	
	Enumerated(range index 0..range index 63)
	See note 2


	Condition
	Explanation

	Capability and request
	This field is included only if the UE has this capability and if it was requested in the UE positioning reporting quantity


NOTE 1:
The following table gives the mapping of the multipath indicator field.

	Value
	Multipath Indication

	NM
	Not measured

	Low
	MP error < 5m

	Medium
	5m < MP error < 43m

	High
	MP error > 43m


NOTE 2:
The following table gives the bitmapping of the Pseudorange RMS Error field.

	Range Index
	Mantissa
	Exponent
	Floating-Point value, xi
	Pseudorange value, P

	0
	000
	000
	0.5
	P < 0.5

	1
	001
	000
	0.5625
	0.5 <= P < 0.5625

	I
	X
	Y
	0.5 * (1 + x/8) * 2y
	xi-1 <= P < xi

	62
	110
	111
	112
	104 <= P < 112

	63
	111
	111
	--
	112 <= P
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