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8.3
Calculation of idle period position

In burst mode, burst #0 starts in the radio frame with SFN = 256(Burst_Start. Burst #k starts in the radio frame with SFN = 256(Burst_Start + k(256(Burst_Freq( k = 0,1,2 …). The sequence of bursts according to this formula continues up to and including the radio frame with SFN = 4095. At the start of the radio frame with SFN = 0, the burst sequence is terminated (no idle periods are generated) and at SFN = 256(Burst_Start the burst sequence is restarted with burst #0 followed by  burst #1 etc., as described above.

Continuous mode is equivalent to burst mode, with only one burst spanning the whole SFN cycle of 4096 radio frames, this burst starting in the radio frame with SFN = 0.

Assume that IP_Position(x) is the position of idle period number x within a burst, where x = 1, 2, …, and IP_Position(x) is measured in number of CPICH symbols from the start of the first radio frame of the burst.

The positions of the idle periods within each burst are then given by the following equation:


IP_Position(x) = (x ( IP_Spacing ( 150) + (rand(x modulo 64) modulo (150 – IP_Length)) + IP_Offset;

where rand(m) is a pseudo random generator defined as follows:


rand(0) = Seed;


rand(m) = (106(rand(m – 1) + 1283) modulo 6075, m = 1, 2, 3, ….

Note that x is reset to x = 1 for the first idle period in every burst.

Figure 6 below illustrates the idle periods for the burst mode case.
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Figure 6: Idle Period placement in the case of burst mode operation
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