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	R4-010868
	25.105
	66
	BS Performance Requirements (3.84Mcps TDD)
	F
	Rel99
	3.7.0
	3.8.0

	R4-011056
	25.105
	67
	BS Performance Requirements (3.84Mcps TDD)
	A
	Rel-4
	4.1.0
	4.2.0

	R4-010945
	25.105
	68
	Receiver spurious emissions for co-located base stations
	F
	Rel99
	3.7.0
	3.8.0

	R4-011057
	25.105
	69
	Receiver spurious emissions for co-located base stations
	A
	Rel-4
	4.1.0
	4.2.0

	R4-011134
	25.105
	70
	Power and ACLR definition corrections
	F
	Rel99
	3.7.0
	3.8.0

	R4-011058
	25.105
	71
	Power and ACLR definition corrections.
	A
	Rel-4
	4.1.0
	4.2.0

	R4-011163
	25.105
	72
	Clarification in Spectrum emission mask section
	F
	Rel99
	3.7.0
	3.8.0

	R4-011249
	25.105
	73
	Clarification in Spectrum emission mask section
	A
	Rel-4
	4.1.0
	4.2.0

	R4-011173
	25.105
	74
	PC dynamic range and minimum TP requirements correction.
	F
	Rel99
	3.7.0
	3.8.0

	R4-011251
	25.105
	75
	PC dynamic range and minimum TP requirements correction.
	A
	Rel-4
	4.1.0
	4.2.0

	R4-011268
	25.105
	76
	Correction of frequency range for receiver spurious emissions
	F
	Rel99
	3.7.0
	3.8.0

	R4-011270
	25.105
	77
	Correction of frequency range for receiver spurious emissions
	A
	Rel-4
	4.1.0
	4.2.0

	R4-011290
	25.105
	78
	Definition of "classical Doppler spectrum"
	F
	Rel99
	3.7.0
	3.8.0

	R4-011294
	25.105
	79
	Definition of "classical Doppler spectrum"
	A
	Rel-4
	4.1.0
	4.2.0

	R4-010840
	25.105
	80
	BS Performance Requirements for 12.2 kbps, 64 kbps, 144 kbps and 384 kbps, Case 1, addition of Figure Note for Table 8.4
	F
	Rel99
	3.7.0
	3.8.0


