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	To make sure that the procedure description works properly it is necessary that all IEs and UE variables used are spelled same and usage is described clearly, when they are used. In this document some inconsistencies are pointed out and necessary solutions are introduced. 

Furthermore (clause 8.2.10.3) the IE “Constant value” does not exist and according to tabular rather  IEs “PRACH Constant Value" and  "PUSCH Constant Value" should be taken into account by the UE for uplink open loop power control
In the clauses 8.6.4.1 and 8.6.4.3 both the IE "Signalling RB information to setup" and the IE "RB information to setup" contain a choice between the IE "RLC info" and the IE "Same as RB". However, only the dependency on the IE "RLC info" was described.
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	Aligning names throughout the specification and minor corrections:


Name:
is replaced by:

IE "U-RNTI"                                                   IE "New U-RNTI"
IE "Activation time for DPCH"
IE "Ciphering activation time for DPCH"

IE "aditional measurements”
IE "Additional measurements list"

IE "Autonomous Set Update"
IE "UE autonomous update mode"

IE "BCCH modification information"
IE "BCCH modification info"

IE "BCCH Modification Information"
IE "BCCH modification info"

IE "Cell for measurements"
IE "Cells for measurement"
Cell_selection_and_reselection_quality_measure


Cell selection and reselection quality measure

IE "Code Word Length"
IE "Code Word Set"

IE "Downlink DPCH info common for all radio links "


IE "Downlink DPCH info common for all RL"

IE "Downlink DPCH info common for all RL"


IE "Downlink DPCH info common for all radio links"

IE "FACH Measurement occasion length coefficient"


IE "FACH Measurement occasion cycle length coefficient""

IE "Intra-Frequency measurement reporting quantity"


IE "Intra-Frequency reporting quantity"

New Intra-frequency cell
New Intra-frequency cells

IE "OTDOA ciphering info"
IE "OTDOA Data ciphering info"

IE "Primary CPICH DL TX power"
IE "Primary CPICH TX power"

Primary CPICH DL TX power
Primary CPICH TX power

IE "Reporting information for CELL_DCH"


IE "Reporting information for state CELL_DCH"

IE "RLC re-establish indicator (RB>4)"
IE "RLC re-establish indicator (RB5 and upwards)"

IE "RLC size index list"
IE "Explicit list"

IE "Target cell info"
IE "Target cell description"

IE "TFCI combining set"
IE "TFCI(field2) combining set"

IE "Timing indicator"
IE "Timing indication"

IE "Traffic volume measurements system information"


IE "Traffic volume measurement system information"

IE "UE autonomous update set"
IE "UE autonomous update mode"

IE "UE positioning GPS real time integrity"


IE "UE positioning GPS real-time integrity"

IE "UE positioning OTDOA neighbouring cell list"


IE "UE positioning OTDOA neighbour cell list"

IE "UE positioning reference time"
IE "UE positioning GPS reference time"

IE "UL DPCH Info"
IE "Uplink DPCH Info"

IE "UL DPCH Power Control Info"
IE "Uplink DPCH Power Control Info"

IE "UTRAN estimated quantity"
IE "UTRAN estimated quality"

SECURITY MODE CONTROL
SECURITY MODE COMMAND
INTEGRITY_PROTECTION_STATUS
INTEGRITY_PROTECTION_INFO

IE "Intra-frequency/Inter-frequency/Inter-RAT cell info list"


IE "Intra-frequency cell info list"/"Inter-frequency cell info list"/"Inter-RAT cell info list"
"Integrity protection activation info"
"Uplink integrity protection activation info"

UL Special Burst generation period
„Special Burst Generation Period"
Inter-RAT change failure
Inter-RAT handover failure

failure cause 
Inter-RAT change failure

inter system measurements 
inter-RAT measurements

In the clause 8.6.2.1 missing “if” is added into the text:

the IE "RRC State Indicator" is included and set to " URA_PCH":

- if the IE "RRC State Indicator" is included  and set to "URA_PCH":
In procedure description in clause 8.2.10.3, the name of IE “Constant value” was replaced with relevant IE "PRACH Constant Value" and IE  "PUSCH Constant Value" according to tabular.

In clauses 8.6.4.1, 8.6.4.3 the description for IE "Same as RB” is added:
-
if the IE "Uplink RLC mode" or the IE "Downlink RLC mode" either in the IE "RLC info" or referenced by the RB identity in the IE "Same as RB" is set to "AM RLC" or "UM RLC":
-
if the IE "Downlink RLC mode" either in the IE "RLC info" or referenced by the RB identity in the IE "Same as RB" is set to "TM RLC":
-
if the IE "Uplink RLC mode" or the IE "Downlink RLC mode" either in the IE "RLC info" or referenced by the RB identity in the IE "Same as RB" is set to "AM RLC" or "UM RLC":
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8.1.1.6.11
System Information Block type 11

The UE should store all relevant IEs included in this system information block. The UE shall:

-
if IE "FACH measurement occasion info" is included:

-
act as specified in subclause 8.6.7.

-
else:

-
may perform inter-frequency/inter-RAT measurements or inter-frequency/inter-RAT cell re-selection evaluation, if the UE capabilities permit such measurements while simultaneously receiving the S-CCPCH of the serving cell;

-
if in connected mode, and System Information Block type 12 is indicated as used in the cell:

-
read and act on information sent in System Information Block type 12;

-
for each measurement type:

-
start a measurement using the set of IEs specified for that measurement type;

-
associate each measurement with the identity number given by the IE "Measurement identity";

-
clear the variable CELL_INFO_LIST;

-
act upon the received IE "Intra-frequency cell info list" / "Inter-frequency cell info list" / "Inter-RAT cell info list" as described in subclause 8.6.7.3;

-
if included, store the IE "Intra-frequency reporting quantity" and the IE "Intra-frequency measurement reporting criteria" or "Periodical reporting criteria" in order to activate reporting when state CELL_DCH is entered;

-
if IE "Use of HCS" is set to "used", indicating that HCS is used, do the following:

-
if IE "HCS neighbouring cell information" is not included in the first occurrence of IE "Intra-frequency cell info list":

-
use the default values specified for the IE "HCS neighbouring cell information" for that cell;

-
if IE "HCS neighbouring cell information" is not included in other occurrence of IE "Intra-frequency cell info list":

-
for that cell use the same parameter values as used for the preceding IE "Intra-frequency cell info list";

-
if IE "HCS neighbouring cell information" is not included in the first occurrence of IE "Inter-frequency cell info list":

-
use the default values specified for the IE "HCS neighbouring cell information" for that cell;

-
if IE "HCS neighbouring cell information" is not included in other occurrence of IE "Inter-frequency cell info list":

-
for that cell use the same parameter values as used for the preceding IE "Inter-frequency cell info list";

-
if IE "HCS neighbouring cell information" is not included in the first occurrence of IE "Inter-RAT Cell info list":

-
use the default values specified for the IE "HCS neighbouring cell information" for that cell;

-
if IE "HCS neighbouring cell information" is not included in other occurrence of IE "Inter-RAT cell info list":

-
for that cell use the same parameter values as used for the preceding IE "Inter-RAT cell info list";

-
if the value of the IE "Cell selection and reselection quality measure" is different from the value of the IE "Cell selection and reselection quality measure" obtained from System Information Block type 3 or System Information Block type 4:

-
use the value of the IE from this System Information Block and ignore the value obtained from System Information Block type 3 or System Information Block type 4.
8.1.1.6.12
System Information Block type 12

If in connected mode, the UE should store all relevant IEs included in this system information block. The UE shall:

-
if IE "FACH measurement occasion info" is included:

-
act as specified in subclause 8.6.7.

-
else:

-
perform neither inter-frequency/inter-RAT measurements nor inter-frequency/inter-RAT cell re-selection evaluation, independent of UE measurement capabilities;

-
for each measurement type:

-
start (or continue) a measurement using the set of IEs specified for that measurement type;

-
act upon the received IE "Intra-frequency cell info list" / "Inter-frequency cell info list" / "Inter-RAT cell info list" as described in subclause 8.6.7.3;

-
if any of the IEs "Intra-frequency measurement quantity", "Intra-frequency reporting quantity for RACH reporting", "Maximum number of reported cells on RACH" or "Reporting information for state CELL_DCH" are not included in the system information block:

-
read the corresponding IE(s) in system information block type 11 and use that information for the intra-frequency measurement;

-
if included in this system information block or in System Information Block type 11

-
store the IE "Intra-frequency reporting quantity" and the IE "Intra-frequency measurement reporting criteria" or "Periodical reporting criteria" in order to activate reporting when state CELL_DCH is entered;

-
if the IE "Inter-frequency measurement quantity" is not included in the system information block:

-
read the corresponding IE in System Information Block type 11 and use that information for the inter-frequency measurement;

-
if the IE "Inter-RAT measurement quantity" is not included in the system information block:

-
read the corresponding IE in System Information Block type 11 and use that information for the inter-RAT measurement;

-
if in state CELL_FACH:

-
start traffic volume measurement reporting as specified in the IE "Traffic volume reporting quantity";

-
associate each measurement with the identity number given by the IE "Measurement identity";

-
if IE "Use of HCS" is set to "used", indicating that HCS is used, do the following:

-
if IE "HCS neighbouring cell information" is not included in the first occurrence of IE "Intra-frequency cell info list":

-
use the default values specified for the IE "HCS neighbouring cell information" for that cell;

-
if IE "HCS neighbouring cell information" is not included in other occurrence of IE "Intra-frequency cell info list":

-
for that cell use the same parameter values as used for the preceding IE "Intra-frequency cell info list";

-
if IE "HCS neighbouring cell information" is not included in the first occurrence of IE "Inter-frequency cell info list":

-
use the default values specified for the IE "HCS neighbouring cell information" for that cell;

-
if IE "HCS neighbouring cell information" is not included in other occurrence of IE "Inter-frequency cell info list":

-
for that cell use the same parameter values as used for the preceding IE "Inter-frequency cell info list";

-
if IE "HCS neighbouring cell information" is not included in the first occurrence of IE "Inter-RAT cell info list":

-
use the default values specified for the IE "HCS neighbouring cell information" for that cell;

-
if IE "HCS neighbouring cell information" is not included in other occurrence of IE "Inter-RAT cell info list":

-
for that cell use the same parameter values as used for the preceding IE "Inter-RAT cell info list".

-
if the value of the IE "Cell selection and reselection quality measure" is different from the value of the IE "Cell selection and reselection quality measure" obtained from System Information Block type 3 or System Information Block type 4:

-
use the value of the IE from this System Information Block and ignore the value obtained from System Information Block type 3 or System Information Block type 4.
If in idle mode, the UE shall not use the values of the IEs in this system information block.

--------------------- omitted ------------------------
8.1.1.6.15.4
System Information Block type 15.4

If the UE is in idle or connected mode, and supports the UE-based OTDOA UE positioning method the UE shall:

-
act as specified in subclause 8.6.7.19.3.2;

-
store IE "OTDOA Data ciphering info" in OTDOA Data ciphering info in variable UE_POSITIONING_OTDOA_DATA if it is included.

---------------------  omitted ------------------------
8.1.1.7.2
Synchronised modification of system information blocks

For modification of some system information elements, e.g. reconfiguration of the channels, it is important for the UE to know exactly when a change occurs. In such cases, the UTRAN should notify the SFN when the change will occur as well as the new value tag for the master information block in the IE "BCCH modification info" transmitted in the following way:

-
To reach UEs in idle mode, CELL_PCH state and URA_PCH state, the IE "BCCH modification info" is contained in a PAGING TYPE 1 message transmitted on the PCCH in all paging occasions in the cell;

-
To reach UEs in CELL_FACH state, the IE "BCCH modification info" is contained in a SYSTEM INFORMATION CHANGE INDICATION message transmitted on the BCCH mapped on at least one FACH on every Secondary CCPCH in the cell.

Upon reception of a PAGING TYPE 1 message or a SYSTEM INFORMATION CHANGE INDICATION message containing the IE "BCCH modification info" containing the IE "MIB value tag" and containing the "IE BCCH modification time", the UE shall:

-
perform the actions as specified in subclause 8.1.1.7.3 at the time, indicated in the  IE "BCCH modification info".
---------------------  omitted ------------------------
8.1.2.2
Initiation

UTRAN initiates the paging procedure by transmitting a PAGING TYPE 1 message on an appropriate paging occasion on the PCCH.

UTRAN may repeat transmission of a PAGING TYPE 1 message to a UE in several paging occasions to increase the probability of proper reception of a page.

UTRAN may page several UEs in the same paging occasion by including one IE "Paging record" for each UE in the PAGING TYPE 1 message.

For CN originated paging, UTRAN should set the IE "Paging cause" to the cause for paging received from upper layers. If no cause for paging is received from upper layers, UTRAN should set the value "Terminating – cause unknown".

UTRAN may also indicate that system information has been updated, by including the value tag of the master information block in the IE "BCCH modification info" in the PAGING TYPE 1 message. In this case, UTRAN may omit the IEs "Paging record".

---------------------  omitted ------------------------
8.1.12.3
Reception of SECURITY MODE COMMAND message by the UE

Upon reception of the SECURITY MODE COMMAND message, the UE shall perform the actions for the received information elements according to subclause 8.6.

If the IE "Ciphering mode info" and the IE "Integrity protection mode info" are both not included in the SECURITY MODE COMMAND, the UE shall:

-
set the variable INVALID_CONFIGURATION to TRUE.

If the IE "Security capability" is the same as indicated by variable UE_CAPABILITY_TRANSFERRED, and the IE "GSM security capability" (if included in the SECURITY MODE COMMAND) is the same as indicated by the variable UE_CAPABILITY_TRANSFERRED, the UE shall:

-
set the variable LATEST_CONFIGURED_CN_DOMAIN equal to the IE "CN domain identity";
-
if prior to the reception of SECURITY MODE COMMAND, the value of the IE "Status" in the variable "CIPHERING_STATUS" of the CN domain stored in the variable LATEST_CONFIGURED_CN_DOMAIN is "Not started" and the value of the IE "Historical status" in the variable "INTEGRITY_PROTECTION_INFO" is "Never been active":

-
use the value "START" in the most recently sent IE "START list" that belongs to the CN domain as indicated in the IE "CN domain identity" to initialise all hyper frame numbers for all the signalling radio bearers; while

-
setting the 20 most significant bits of the hyper frame numbers for all signalling radio bearers to the START for that CN domain;

-
setting the remaining bits of the hyper frame numbers equal to zero;
-
suspend all radio bearers and signalling radio bearers (except the signalling radio bearer used to transmit the SECURITY MODE COMPLETE message on the uplink DCCH in RLC-AM) using RLC-AM or RLC-UM that belong to the CN domain indicated in the IE "CN domain identity"; and

-
set the "RLC send sequence number" in IE "Radio bearer uplink ciphering activation time info", at which time the new ciphering configuration shall be applied;

-
set the IE "RRC transaction identifier" in the SECURITY MODE COMPLETE message to the value of "RRC transaction identifier" in the entry for the SECURITY MODE COMMAND message in the table "Accepted transactions" in the variable TRANSACTIONS; and

-
clear that entry;

-
if the SECURITY MODE COMMAND message contained the IE "Ciphering mode info":

-
include and set the IE "Radio bearer uplink ciphering activation time info" to the value of the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO, for the respective radio bearer and signalling radio bearer;

-
if the SECURITY MODE COMMAND message contained the IE "Integrity protection mode info" with the IE "Integrity protection mode command" set to "Modify":

-
include and set the IE "Uplink integrity protection activation info" to the value of the variable INTEGRITY_PROTECTION_ACTIVATION_INFO;

-
for radio bearers using RLC-TM:

-
apply the old ciphering configuration for the receiving and transmission of RLC TrD PDUs with CFN less than the number indicated in the IE "Ciphering activation time for DPCH", as sent by the UTRAN;

-
apply the new ciphering configuration for the receiving and transmission of RLC TrD PDUs with CFN greater than or equal to the number indicated in IE "Ciphering activation time for DPCH", as sent by the UTRAN;
-
when the radio bearers and signalling radio bearers using RLC-AM or RLC-UM have been suspended:

-
send a SECURITY MODE COMPLETE message on the uplink DCCH in AM RLC, using the old ciphering configurations;

-
if the IE "Integrity protection mode info" was present in the SECURITY MODE COMMAND message:

-
start applying the new integrity protection configuration in the uplink for signalling radio bearer RB2 from and including the transmitted SECURITY MODE COMPLETE message;

-
when the successful delivery of the SECURITY MODE COMPLETE message has been confirmed by RLC:

-
resume data transmission on any suspended radio bearer and signalling radio bearer mapped on RLC-AM or RLC-UM;

-
if the SECURITY MODE COMMAND message contained the IE "Ciphering mode info":

-
set the IE "Reconfiguration" in the variable CIPHERING_STATUS to FALSE; and

-
clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO;

-
if the SECURITY MODE COMMAND message contained the IE "Integrity protection mode info":

-
set the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO to FALSE; and

-
clear the variable INTEGRITY_PROTECTION_ACTIVATION_INFO;

-
the procedure ends. If a RLC reset or re-establishment occurs after the SECURITY MODE COMPLETE message has been confirmed by RLC, but before the activation time for the new ciphering configuration has been reached, then the activation time shall be ignored and the new ciphering configuration shall be applied immediately after the RLC reset or RLC re-establishment;

-
notify upper layers upon change of the security configuration;

-
if a new security key set has been received for the CN domain as indicated in the variable LATEST_CONFIGURED_CN_DOMAIN:

-
set the START value for this CN domain to 0.

For radio bearers and signalling radio bearers used by the CN indicated in the IE "CN domain identity", the UE shall:

-
if a new integrity protection key has been received:

-
in the downlink:

-
use the new key;

-
set the IE "Downlink RRC HFN" for all signalling radio bearers in the variable INTEGRITY_PROTECTION_INFO of the downlink COUNT-I to zero when the RRC sequence number in a received RRC message on the particular signalling radio bearer reaches the value for that signalling radio bearer indicated in IE "Downlink integrity protection activation info" included in the IE "Integrity protection mode info";


in the uplink:

-
use the new key;

-
set the IE "Uplink RRC HFN" for all signalling radio bearers in the variable INTEGRITY_PROTECTION_INFO of the uplink COUNT-I to zero when the RRC sequence number in a transmitted RRC message on the particular signalling radio bearer reaches the value for that signalling radio bearer indicated in IE "Uplink integrity protection activation info";

-
if a new ciphering key is available:

-
for radio bearers using RLC-TM:

-
use the new key in uplink and downlink;

-
set the HFN component of the COUNT-C to zero at the CFN as indicated in the IE "Ciphering activation time for DPCH" in the IE "Ciphering mode info";

-
for radio bearers using RLC-AM and RLC-UM:

-
in the downlink, at and after the RLC sequence number indicated in IE "Radio bearer downlink ciphering activation time info" in the IE "Ciphering mode info":

-
use the new key;

-
set the HFN component of the downlink COUNT-C to zero;

-
in the uplink, at and after the RLC sequence number indicated in IE "Radio bearer uplink ciphering activation time info":

-
use the new key;

-
set the HFN component of the uplink COUNT-C to zero.

If the IE "Security capability" is not the same as indicated by the variable UE_CAPABILITY_TRANSFERRED, or the IE "GSM security capability" (if included in the SECURITY MODE COMMAND) is not the same as indicated by the variable UE_CAPABILITY_TRANSFERRED, or if the IE "GSM security capability" is not included in the SECURITY MODE COMMAND and is included in the variable UE_CAPABILITY_TRANSFERRED, the UE shall:

-
release all its radio resources;

-
indicate the release of the established signalling connections (as stored in the variable ESTABLISHED_SIGNALLING_CONNECTIONS) and established radio access bearers (as stored in the variable ESTABLISHED_RABS) to upper layers;

-
clear the variable ESTABLISHED_SIGNALLING_CONNECTIONS;

-
clear the variable ESTABLISHED_RABS;

-
enter idle mode;

-
perform actions when entering idle mode as specified in subclause 8.5.2;

· and the procedure ends.

---------------------  omitted ------------------------
8.2.2.3
Reception of RADIO BEARER SETUP or RADIO BEARER RECONFIGURATION or RADIO BEARER RELEASE or TRANSPORT CHANNEL RECONFIGURATION or PHYSICAL CHANNEL RECONFIGURATION message by the UE

The UE shall be able to receive any of the following messages:

-
RADIO BEARER SETUP message; or

-
RADIO BEARER RECONFIGURATION message; or

-
RADIO BEARER RELEASE message; or

-
TRANSPORT CHANNEL RECONFIGURATION message; or

-
PHYSICAL CHANNEL RECONFIGURATION message

and perform a hard handover, even if no prior UE measurements have been performed on the target cell and/or frequency.

If the UE receives:

-
a RADIO BEARER SETUP message; or

-
a RADIO BEARER RECONFIGURATION message; or

-
a RADIO BEARER RELEASE message; or

-
a TRANSPORT CHANNEL RECONFIGURATION message; or

-
a PHYSICAL CHANNEL RECONFIGURATION message

it shall:

-
set the variable ORDERED_RECONFIGURATION to TRUE;

-
perform the physical layer synchronisation procedure as specified in [29];

-
act upon all received information elements as specified in subclause 8.6, unless specified in the following and perform the actions below.

The UE may first release the physical channel configuration used at reception of the reconfiguration message. The UE shall then:

-
in FDD, if the IE "PDSCH code mapping" is included but the IE "PDSCH with SHO DCH Info" is not included and if the DCH has only one link in its active set:

-
act upon the IE "PDSCH code mapping" as specified in subclause 8.6 and:

-
infer that the PDSCH will be transmitted from the cell from which the downlink DPCH is transmitted;

-
enter a state according to subclause 8.6.3.3.

In case the UE receives a RADIO BEARER RECONFIGURATION message including the IE "RB information to reconfigure" that only includes the IE "RB identity", the UE shall:

-
handle the message as if IE "RB information to reconfigure" was absent.

NOTE:

The RADIO BEARER RECONFIGURATION message always includes the IE "RB information to reconfigure". UTRAN has to include it even if it does not require the reconfiguration of any RB.

If after state transition the UE enters CELL_DCH state, the UE shall, after the state transition:

-
remove any C-RNTI from MAC;

-
clear the variable C_RNTI.

If the UE was in CELL_DCH state upon reception of the reconfiguration message and remains in CELL_DCH state, the UE shall:

-
if the IE "Uplink DPCH Info" is absent, not change its current UL Physical channel configuration;

-
if the IE "Downlink information for each radio link" is absent, not change its current DL Physical channel configuration.

If after state transition the UE enters CELL_FACH state, the UE shall, after the state transition:

-
if the IE "Frequency info" is included in the received reconfiguration message:

-
select a suitable UTRA cell according to [4] on that frequency;

-
if the IE "Frequency info" is not included in the received reconfiguration message:

-
select a suitable UTRA cell according to [4];

-
if the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selects another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD):

-
initiate a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

-
when the cell update procedure completed successfully:

-
if the UE is in CELL_PCH or URA_PCH state:

-
initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission";

-
proceed as below;

-
start timer T305 using its initial value if timer T305 is not running and if periodical update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity" in system information block type 1;

-
select PRACH according to subclause 8.5.17;

-
select Secondary CCPCH according to subclause 8.5.19;

-
use the transport format set given in system information;

-
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

-
ignore that IE and stop using DRX;

-
if the contents of the variable C_RNTI is empty:

-
perform a cell update procedure according to subclause 8.3.1 using the cause "Cell reselection";

-
when the cell update procedure completed successfully:

-
if the UE is in CELL_PCH or URA_PCH state:

-
initiate a cell update procedure according to subclause 8.3.1 using the cause "Uplink data transmission";

-
proceed as below;

The UE shall transmit a response message as specified in subclause 8.2.2.4, setting the information elements as specified below. The UE shall:

-
if the received reconfiguration message included the IE "Downlink counter synchronisation info":

-
re-establish RB2;

-
increment by one the downlink and uplink HFN values for RB2;

-
calculate the START value according to subclause 8.5.9;

-
include the calculated START values for each CN domain in the IE "START list" in the IE "Uplink counter synchronisation info";

-
if the received reconfiguration message did not include the IE "Downlink counter synchronisation info":

-
if the variable START_VALUE_TO_TRANSMIT is set:

-
include and set the IE "START" to the value of that variable;

-
if the variable START_VALUE_TO_TRANSMIT is not set and the IE "New U-RNTI" is included:

-
calculate the START value according to subclause 8.5.9;

-
include the calculated START values for each CN domain in the IE "START list" in the IE "Uplink counter synchronisation info";

-
if the received reconfiguration message contained the IE "Ciphering mode info":

-
include and set the IE "Radio bearer uplink ciphering activation time info" to the value of the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO;

-
if the received reconfiguration message contained the IE "Integrity protection mode info" with the IE "Integrity protection mode command" set to "Modify":

-
include and set the IE "Uplink integrity protection activation info" to the value of the variable INTEGRITY_PROTECTION_ACTIVATION_INFO;

-
if the received reconfiguration message did not contain the IE "Ciphering activation time for DPCH" in IE "Ciphering mode info":

-
if prior to this procedure there exist no transparent mode RLC radio bearers:

-
if, at the conclusion of this procedure, the UE will be in CELL_DCH state; and

-
if, at the conclusion of this procedure, at least one transparent mode RLC radio bearer exists:

-
include the IE "COUNT-C activation time" and specify a CFN value other than the default, "Now", for this IE;

-
if prior to this procedure there exists at least one transparent mode RLC radio bearer:

-
if, at the conclusion of this procedure, no transparent mode RLC radio bearers exist:

-
include the IE "COUNT-C activation time" in the response message and specify a CFN value other than the default, "Now", for this IE;
-
set the IE "RRC transaction identifier" to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

-
clear that entry;

-
if the variable PDCP_SN_INFO is not empty:

-
include the IE "RB with PDCP information list" and set it to the value of the variable PDCP_SN_INFO;

-
in TDD, if the procedure is used to perform a handover to a cell where timing advance is enabled, and the UE can calculate the timing advance value in the new cell (i.e. in a synchronous TDD network):

-
set the IE "Uplink Timing Advance" according to subclause 8.6.6.26;

-
if the IE "Integrity protection mode info" was present in the received reconfiguration message:

-
start applying the new integrity protection configuration in the uplink for signalling radio bearer RB2 from and including the transmitted response message;

If after state transition the UE enters CELL_PCH or URA_PCH state, the UE shall, after the state transition and transmission of the response message:

-
if the IE "Frequency info" is included in the received reconfiguration message:

-
select a suitable UTRA cell according to [4] on that frequency;

-
if the IE "Frequency info" is not included in the received reconfiguration message:

-
select a suitable UTRA cell according to [4];

-
prohibit periodical status transmission in RLC;

-
remove any C-RNTI from MAC;

-
clear the variable C_RNTI;

-
start timer T305 using its initial value if timer T305 is not running and if periodical update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity" in system information block type 1;

-
select Secondary CCPCH according to subclause 8.5.19;

-
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

-
use the value in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging occasion and PICH Monitoring Occasion as specified in subclause 8.6.3.2;

-
if the UE enters CELL_PCH state from CELL_DCH state, and the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selected another cell than indicated by this IE or the received reconfiguration message did not include the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD):

-
initiate a cell update procedure according to subclause 8.3.1 using the cause "cell reselection";

-
when the cell update procedure completed successfully:

-
the procedure ends;

-
if the UE enters CELL_PCH state from CELL_FACH state, and the received reconfiguration message included the IE "Primary CPICH info" (for FDD) or "Primary CCPCH info" (for TDD), and the UE selected another cell than indicated by this IE:
-
initiate a cell update procedure according to subclause 8.3.1 using the cause "cell reselection";
-
when the cell update procedure is successfully completed:
-
the procedure ends;
-
if the UE enters URA_PCH state, and after cell selection the criteria for URA update caused by "URA reselection" according to subclause 8.3.1 is fulfilled:

-
initiate a URA update procedure according to subclause 8.3.1 using the cause "URA reselection";

-
when the URA update procedure is successfully completed:

-
the procedure ends.

------------------------------omitted ---------------------------------
8.2.2.7
Physical channel failure

A physical channel failure occurs in case the criteria defined in subclause 8.5.4 are not fulfilled.

If the received message caused the UE to be in CELL_DCH state and the UE failed to establish the dedicated physical channel(s) indicated in the received message the UE shall:

-
revert to the configuration prior to the reception of the message (old configuration);

-
if the old configuration includes dedicated physical channels (CELL_DCH state) and the UE is unable to revert to the old configuration:

-
select a suitable UTRA cell according to [4];

-
initiate a cell update procedure according to subclause 8.3.1, using the cause "radio link failure";

-
after the cell update procedure has completed successfully:

-
proceed as below;

-
if the old configuration does not include dedicated physical channels (CELL_FACH state):

-
select a suitable UTRA cell according to [4];

-
if the UE selects another cell than the cell the UE camped on upon reception of the reconfiguration message:

-
initiate a cell update procedure according to subclause 8.3.1, using the cause "Cell reselection";

-
after the cell update procedure has completed successfully:

-
proceed as below;

-
transmit a failure response message as specified in subclause 8.2.2.9, setting the information elements as specified below:

-
include the IE "RRC transaction identifier"; and

-
set it to the value of "RRC transaction identifier" in the entry for the received message in the table "Accepted transactions" in the variable TRANSACTIONS; and

-
clear that entry;

-
set the IE "failure cause" to "physical channel failure";

-
set the variable ORDERED_RECONFIGURATION to FALSE;

-
continue with any ongoing processes and procedures as if the reconfiguration message was not received;

The procedure ends.

---------------------  omitted ------------------------
8.2.10.3
Reception of UPLINK PHYSICAL CHANNEL CONTROL message by the UE

Upon reception of the UPLINK PHYSICAL CHANNEL CONTROL message, the UE shall:

-
act upon all received information elements as specified in subclause 8.6.

If the IEs "Uplink DPCH Power Control Info", "PRACH Constant Value", "PUSCH Constant Value", "Alpha" or IE group "list of UL Timeslot Interference" are transmitted, this information shall be taken into account by the UE for uplink open loop power control as specified in subclause 8.5.7.

If the IE Special Burst Scheduling" is transmitted the UE shall:

-
use the new value for the "Special Burst Generation Period".

The UE shall:

-
clear the entry for the UPLINK PHYSICAL CHANNEL CONTROL message in the table "Accepted transactions" in the variable TRANSACTIONS;

-
and the procedure ends.

---------------------  omitted ------------------------
8.3.1.6
Reception of the CELL UPDATE CONFIRM/URA UPDATE CONFIRM message by the UE

When the UE receives a CELL UPDATE CONFIRM/URA UPDATE CONFIRM message; and

-
if the message is received on the CCCH, and IE "U-RNTI" is present and has the same value as the variable U_RNTI, or;

-
if the message is received on DCCH;

the UE shall:

-
stop timer T302;

-
in case of a cell update procedure and the CELL UPDATE CONFIRM message:

-
includes "RB information elements"; and/or

-
includes "Transport channel information elements"; and/or

-
includes "Physical channel information elements"; and

-
if the variable ORDERED_RECONFIGURATION is set to FALSE:

-
set the variable ORDERED_RECONFIGURATION to TRUE;

-
act upon all received information elements as specified in subclause 8.6, unless specified otherwise in the following:

-
use the transport channel(s) applicable for the physical channel types that is used; and

-
if the IE "TFS" is neither included nor previously stored in the UE for that transport channel(s):

-
use the TFS given in system information.

-
if none of the TFS stored is compatible with the physical channel:

-
delete the stored TFS;

-
use the TFS given in system information.

-
perform the physical layer synchronisation procedure as specified in [29];

-
if the CELL UPDATE CONFIRM message includes the IE "RLC re-establish indicator (RB2, RB3 and RB4)":

-
re-establish the RLC entities for signalling radio bearer RB2, signalling radio bearer RB3 and signalling radio bearer RB4 (if established);
-
if the value of the IE "Status" in the variable CIPHERING_STATUS of the CN domain stored in the variable LATEST_CONFIGURED_CN_DOMAIN is set to "Started":

-
set the HFN values for AM RLC entities with RB identity 2,RB identity 3 and RB identity 4 (if established) equal to the START value included in the latest transmitted CELL UPDATE message for the CN domain stored in the variable LATEST_CONFIGURED_CN_DOMAIN;

-
if the CELL UPDATE CONFIRM message includes the IE "RLC re-establish indicator (RB5 and upwards)":

-
for radio bearers with RB identity 5 and upwards:

-
re-establish the AM RLC entities;
-
if the value of the IE "Status" in the variable CIPHERING_STATUS of the CN domain as indicated in the IE "CN domain identity" in the IE "RAB info" in the variable ESTABLISHED_RABS is set to "Started":

-
set the HFN values for AM RLC entities equal to the START value included in this CELL UPDATE message for the CN domain as indicated in the IE "CN domain identity" in the IE "RAB info" in the variable ESTABLISHED_RABS;
-
enter a state according to subclause 8.6.3.3 applied on the CELL UPDATE CONFIRM / URA UPDATE CONFIRM message.

If the UE after state transition enters CELL_DCH state, it shall:

-
not prohibit periodical status transmission in RLC.

If the UE after state transition remains in CELL_FACH state, it shall

-
start the timer T305 using its initial value if timer T305 is not running and periodical cell update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity";

-
select PRACH according to subclause 8.5.17;

-
select Secondary CCPCH according to subclause 8.5.19;

-
not prohibit periodical status transmission in RLC;

-
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

-
ignore that IE and stop using DRX;

If the UE after state transition enters URA_PCH or CELL_PCH state, it shall

-
prohibit periodical status transmission in RLC;

-
clear the variable C_RNTI;

-
stop using that C_RNTI just cleared from the variable C_RNTI in MAC;

-
start the timer T305 using its initial value if timer T305 is not running and periodical update has been configured by T305 in the IE "UE Timers and constants in connected mode" set to any other value than "infinity";

-
select Secondary CCPCH according to subclause 8.5.19;

-
if the IE "UTRAN DRX cycle length coefficient" is included in the same message:

-
use the value in the IE "UTRAN DRX Cycle length coefficient" for calculating Paging Occasion and PICH Monitoring Occasion as specified in subclause 8.6.3.2 in CELL_PCH state.

If the UE after the state transition remains in CELL_FACH state and;

-
the contents of the variable C_RNTI are empty;

it shall check the value of V302 and

-
If V302 is equal to or smaller than N302:

-
if, caused by the received CELL UPDATE CONFIRM or URA UPDATE CONFIRM message,

-
the IE "Reconfiguration" in the variable CIPHERING_STATUS is set to TRUE; and/or

-
the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO is set to TRUE:

-
abort the ongoing integrity and/or ciphering reconfiguration;

-
if the received CELL UPDATE CONFIRM or URA UPDATE CONFIRM message contained the IE "Ciphering mode info":

-
set the IE "Reconfiguration" in the variable CIPHERING_STATUS to FALSE; and

-
clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO;

-
if the received CELL UPDATE CONFIRM or URA UPDATE CONFIRM message contained the IE "Integrity protection mode info":

-
set the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO to FALSE; and

-
clear the variable INTEGRITY_PROTECTION_ACTIVATION_INFO;

-
in case of a URA update procedure:

-
stop the URA update procedure; and

-
continue with a cell update procedure;

-
set the contents of the CELL UPDATE message according to subclause 8.3.1.3, except for the IE "Cell update cause" which shall be set to "cell reselection";

-
submit the CELL UPDATE message for transmission on the uplink CCCH;

-
increment counter V302;

-
restart timer T302 when the MAC layer indicates success or failure to transmit the message;

-
If V302 is greater than N302:

-
clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO;

-
clear the variable INTEGRITY_PROTECTION_ACTIVATION_INFO;

-
in case of a cell update procedure:

-
clear the entry for the CELL UPDATE CONFIRM message in the table "Rejected transactions" in the variable TRANSACTIONS;

-
in case of a URA update procedure:

-
clear the entry for the URA UPDATE CONFIRM message in the table "Rejected transactions" in the variable TRANSACTIONS;

-
release all its radio resources;

-
indicate release (abort) of the established signalling connections (as stored in the variable ESTABLISHED_SIGNALLING_CONNECTIONS) and established radio access bearers (as stored in the variable ESTABLISHED_RABS) to upper layers;

-
clear the variable ESTABLISHED_SIGNALLING_CONNECTIONS;

-
clear the variable ESTABLISHED_RABS;

-
enter idle mode;

-
other actions the UE shall perform when entering idle mode from connected mode are specified in subclause 8.5.2;

-
and the procedure ends.

If the UE after the state transition remains in CELL_FACH state and

-
a C-RNTI is stored in the variable C_RNTI;

or

the UE after the state transition moves to another state than the CELL_FACH state;

the UE shall:

-
if the CELL UPDATE CONFIRM / URA UPDATE CONFIRM message contained the IE "Ciphering mode info":

-
include and set the IE "Radio bearer uplink ciphering activation time info" in any response message transmitted below to the value of the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO.

-
if the CELL UPDATE CONFIRM / URA UPDATE CONFIRM message contained the IE "Integrity protection mode info" with the IE "Integrity protection mode command" set to "Modify":

-
include and set the IE "Uplink integrity protection activation info" in any response message transmitted below to the value of the variable INTEGRITY_PROTECTION_ACTIVATION_INFO;

-
in case of a cell update procedure:

-
set the IE "RRC transaction identifier" in any response message transmitted below to the value of "RRC transaction identifier" in the entry for the CELL UPDATE CONFIRM message in the table "Accepted transactions" in the variable TRANSACTIONS; and

-
clear that entry.

-
in case of a URA update procedure:

-
set the IE "RRC transaction identifier" in any response message transmitted below to the value of "RRC transaction identifier" in the entry for the URA UPDATE CONFIRM message in the table "Accepted transactions" in the variable TRANSACTIONS; and

-
clear that entry;

-
if the variable PDCP_SN_INFO is non-empty:

-
include the IE "RB with PDCP information list" in any response message transmitted below and set it to the value of the variable PDCP_SN_INFO;

-
if the received CELL UPDATE CONFIRM or URA UPDATE CONFIRM message included the IE "Downlink counter synchronisation info":

-
calculate the START value according to subclause 8.5.9;

-
include the calculated START values for each CN domain in the IE "START list" in the IE "Uplink counter synchronisation info" in any response message transmitted below;

-
transmit a response message as specified in subclause 8.3.1.7;

-
if the IE "Integrity protection mode info" was present in the CELL UPDATE CONFIRM or URA UPDATE CONFIRM message:

-
start applying the new integrity protection configuration in the uplink for signalling radio bearer RB2 from and including the transmitted response message;

-
if the variable ORDERED_RECONFIGURATION is set to TRUE caused by the received CELL UPDATE CONFIRM message in case of a cell update procedure:

-
set the variable ORDERED_RECONFIGURATION to FALSE;

-
clear the variable PDCP_SN_INFO;

-
if the CELL UPDATE CONFIRM / URA UPDATE CONFIRM message contained the IE "Ciphering mode info":

-
set the IE "Reconfiguration" in the variable CIPHERING_STATUS to FALSE; and

-
clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO;

-
if the CELL UPDATE CONFIRM / URA UPDATE CONFIRM message contained the IE "Integrity protection mode info":

-
set the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO to FALSE; and

-
clear the variable INTEGRITY_PROTECTION_ACTIVATION_INFO;

-
in case of a cell update procedure:

-
clear the entry for the CELL UPDATE CONFIRM message in the table "Rejected transactions" in the variable TRANSACTIONS;

-
in case of a URA update procedure:

-
clear the entry for the URA UPDATE CONFIRM message in the table "Rejected transactions" in the variable TRANSACTIONS;

-
set the variable CELL_UPDATE_STARTED to FALSE;

The procedure ends.

---------------------  omitted ------------------------
8.3.3.3
Reception of UTRAN MOBILITY INFORMATION message by the UE

When the UE receives a UTRAN MOBILITY INFORMATION message, it shall:

-
act on received information elements as specified in subclause 8.6;

-
if the IE "UE Timers and constants in connected mode" is present:

-
store the values of the IE "UE Timers and constants in connected mode" in the variable TIMERS_AND_CONSTANTS, replacing any previously stored value for each timer and constant; and

-
for each updated timer value:

-
start using the new value next time the timer is started;

-
for each updated constant value:

-
start using the new value directly;

-
set the IE "RRC transaction identifier" in the UTRAN MOBILITY INFORMATION CONFIRM message to the value of "RRC transaction identifier" in the entry for the UTRAN MOBILITY INFORMATION message in the table "Accepted transactions" in the variable TRANSACTIONS; and

-
clear that entry;

-
if the UTRAN MOBILITY INFORMATION message contained the IE "Ciphering mode info":

-
include and set the IE "Radio bearer uplink ciphering activation time info" to the value of the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO;

-
if the UTRAN MOBILITY INFORMATION message contained the IE "Integrity protection mode info" with the IE "Integrity protection mode command" set to "Modify":

-
include and set the IE "Uplink integrity protection activation info" to the value of the variable INTEGRITY_PROTECTION_ACTIVATION_INFO;

-
if the variable PDCP_SN_INFO is non-empty:

-
include the IE "RB with PDCP information list" in the UTRAN MOBILITY INFORMATION CONFIRM message and set it to the value of the variable PDCP_SN_INFO;

-
if the received UTRAN MOBILITY INFORMATION message included the IE "Downlink counter synchronisation info":

-
calculate the START value according to subclause 8.5.9;

-
include the calculated START values for each CN domain in the IE "START list" in the IE "Uplink counter synchronisation info" in the UTRAN MOBILITY INFORMATION CONFIRM message;

-
transmit a UTRAN MOBILITY INFORMATION CONFIRM message on the uplink DCCH using AM RLC;

-
if the IE "Integrity protection mode info" was present in the UTRAN MOBILITY INFORMATION message:

-
start applying the new integrity protection configuration in the uplink for signalling radio bearer RB2 from and including the transmitted UTRAN MOBILITY INFORMATION CONFIRM message;

-
if the variable PDCP_SN_INFO is empty; and

-
if the UTRAN MOBILITY INFORMATION message contained the IE "Ciphering mode info":

-
when RLC has confirmed the successful transmission of the UTRAN MOBILITY INFORMATION CONFIRM message, perform the actions below;

-
if the UTRAN MOBILITY INFORMATION message did not contain the IE "Ciphering mode info":

-
when RLC has been requested to transmit the UTRAN MOBILITY INFORMATION CONFIRM message, perform the actions below;

-
if the variable PDCP_SN_INFO is non-empty:

-
when RLC has confirmed the successful transmission of the UTRAN MOBILITY INFORMATION CONFIRM message:

-
for each radio bearer in the variable PDCP_SN_INFO:

-
if the IE "RB started" in the variable ESTABLISHED_RABS is set to "started":

-
configure the RLC entity for that radio bearer to "continue";

-
clear the variable PDCP_SN_INFO;

-
if the UTRAN MOBILITY INFORMATION message contained the IE "Ciphering mode info":

-
set the IE "Reconfiguration" in the variable CIPHERING_STATUS to FALSE; and

-
clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO;

-
if the UTRAN MOBILITY INFORMATION message contained the IE "Integrity protection mode info":

-
set the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO to FALSE; and

-
clear the variable INTEGRITY_PROTECTION_ACTIVATION_INFO;

The procedure ends.

---------------------  omitted ------------------------
8.3.4.3
Reception of an ACTIVE SET UPDATE message by the UE

Upon reception of an ACTIVE SET UPDATE message the UE shall act upon all received information elements as specified in 8.6, unless specified otherwise in the following. The UE shall:

-
first add the RLs indicated in the IE "Radio Link Addition Information";

-
remove the RLs indicated in the IE "Radio Link Removal Information". If the UE active set is full or becomes full, an RL, which is included in the IE "Radio Link Removal Information" for removal, shall be removed before adding RL, which is included in the IE "Radio Link Addition Information" for addition;

-
perform the physical layer synchronisation procedure as specified in [29];

-
if the ACTIVE SET UPDATE message contained the IE "Ciphering mode info":

-
include and set the IE "Radio bearer uplink ciphering activation time info" to the value of the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO;

-
if the ACTIVE SET UPDATE message contained the IE "Integrity protection mode info" with the IE "Integrity protection mode command" set to "Modify":

-
include and set the IE "Uplink integrity protection activation info" to the value of the variable INTEGRITY_PROTECTION_ACTIVATION_INFO;

-
if the variable PDCP_SN_INFO is non-empty:

-
include the IE "RB with PDCP information list" in the ACTIVE SET UPDATE COMPLETE message; and

-
set it to the value of the variable PDCP_SN_INFO;

-
if the IE "TFCI combining indicator" associated with a radio link to be added is set to TRUE:

-
if a DSCH transport channel is assigned and there is a 'hard' split in the TFCI field:

-
configure Layer 1 to soft-combine TFCI (field 2) of this new link with those links already in the TFCI (field 2) combining set;

-
if the received ACTIVE SET UPDATE message included the IE "Downlink counter synchronisation info":

-
calculate the START value according to subclause 8.5.9;

-
include the calculated START values for each CN domain in the IE "START list" in the IE "Uplink counter synchronisation info" in the ACTIVE SET UPDATE COMPLETE message;

-
set the IE "RRC transaction identifier" in the ACTIVE SET UPDATE COMPLETE message to the value of "RRC transaction identifier" in the entry for the ACTIVE SET UPDATE message in the table "Accepted transactions" in the variable TRANSACTIONS; and

-
clear that entry;

-
transmit an ACTIVE SET UPDATE COMPLETE message on the uplink DCCH using AM RLC without waiting for the Physical Layer synchronization;

-
if the IE "Integrity protection mode info" was present in the ACTIVE SET UPDATE message:

-
start applying the new integrity protection configuration in the uplink for signalling radio bearer RB2 from and including the transmitted ACTIVE SET UPDATE COMPLETE message;

-
if the variable PDCP_SN_INFO is empty:

-
if the ACTIVE SET UPDATE message contained the IE "Ciphering mode info":

-
when RLC has confirmed the successful transmission of the ACTIVE SET UPDATE COMPLETE message:

-
perform the actions below;

-
if the ACTIVE SET UPDATE message did not contain the IE "Ciphering mode info":

-
when RLC has been requested to transmit the ACTIVE SET UPDATE COMPLETE message:

-
perform the actions below;

-
if the variable PDCP_SN_INFO is non-empty:

-
when RLC has confirmed the successful transmission of the ACTIVE SET UPDATE COMPLETE message:

-
for each radio bearer in the variable PDCP_SN_INFO:

-
if the IE "RB started" in the variable ESTABLISHED_RABS is set to "started":

-
configure the RLC entity for that radio bearer to "continue";

-
clear the variable PDCP_SN_INFO;

-
if the ACTIVE SET UPDATE message contained the IE "Ciphering mode info":

-
set the IE "Reconfiguration" in the variable CIPHERING_STATUS to FALSE; and

-
clear the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO;

-
if the ACTIVE SET UPDATE message contained the IE "Integrity protection mode info":

-
set the IE "Reconfiguration" in the variable INTEGRITY_PROTECTION_INFO to FALSE; and

-
clear the variable INTEGRITY_PROTECTION_ACTIVATION_INFO;

-
the procedure ends on the UE side.

---------------------  omitted ------------------------
8.3.6.2
Initiation

The procedure is initiated when a radio access technology other than UTRAN, e.g. GSM, using radio access technology-specific procedures, orders the UE to make a handover to UTRAN.

A Handover to UTRAN command message is sent to the UE via the radio access technology from which inter- RAT handover is performed.

In case UTRAN decides to uses a predefined or default radio configuration that is stored in the UE, it should include the following information in the Handover to UTRAN command message.

-
the IE "New U-RNTI" to be assigned;

-
the IE "Predefined configuration identity", to indicate which pre-defined configuration of RB, transport channel and physical channel parameters shall be used; or

-
the IE "Default configuration mode" and IE "Default configuration identity", to indicate which default configuration of RB, transport channel and physical channel parameters shall be used;

-
PhyCH information elements.

NOTE 1:
When using a predefined or default configuration during handover to UTRAN, UTRAN can only assign values of IEs "New U-RNTI" and "scrambling code" that are within the special subranges defined exclusively for this procedure. UTRAN may re- assign other values after completion of the handover procedure.

NOTE 2:
When using a predefined or default configuration during handover to UTRAN, fewer IEs are signalled; when using this signalling option some parameters e.g. concerning compressed mode, DSCH, SSDT can not be configured. In this case, the corresponding functionality can not be activated immediately.

In case UTRAN does not use a predefined radio configuration that is stored in the UE, it should include the following information in the Handover to UTRAN command message.

-
the IE "New U-RNTI" to be assigned;

-
the complete set of RB, TrCH and PhyCH information elements to be used.

---------------------  omitted ------------------------
8.3.7.5
UE fails to complete requested handover

If the UE does not succeed in establishing the connection to the target radio access technology, it shall:

-
revert back to the UTRA configuration;

-
establish the UTRA physical channel(s) used at the time for reception of HANDOVER FROM UTRAN COMMAND;

-
if the UE does not succeed to establish the UTRA physical channel(s):

-
select a suitable UTRA cell according to [4];

-
perform a cell update procedure according to subclause 8.3.1 with cause "Radio link failure";

-
when the cell update procedure has completed successfully:

-
proceed as below;

-
transmit the HANDOVER FROM UTRAN FAILURE message setting the information elements as specified below:

-
include the IE "RRC transaction identifier"; and

-
set it to the value of "RRC transaction identifier" in the entry for the HANDOVER FROM UTRAN COMMAND message in the table "Accepted transactions" in the variable TRANSACTIONS; and

-
clear that entry;

-
set the IE "Inter-RAT handover failure" to "physical channel failure";

-
When the HANDOVER FROM UTRAN FAILURE message has been submitted to lower layer for transmission:

-
the procedure ends.

---------------------  omitted ------------------------
8.3.7.8
Unsupported configuration in HANDOVER FROM UTRAN COMMAND message

If the UTRAN instructs the UE to perform a non-supported handover scenario, e.g. multiple RAB or to use a non-supported configuration, the UE shall:

-
transmit a HANDOVER FROM UTRAN FAILURE message, setting the information elements as specified below:

-
include the IE "RRC transaction identifier"; and

-
set it to the value of "RRC transaction identifier" in the entry for the HANDOVER FROM UTRAN COMMAND message in the table "Accepted transactions" in the variable TRANSACTIONS; and

-
clear that entry;

-
set the IE "Inter-RAT handover failure" to "configuration unacceptable";

-
when the HANDOVER FROM UTRAN FAILURE message has been submitted to lower layers for transmission:

-
resume normal operation as if the invalid HANDOVER FROM UTRAN COMMAND message has not been received;

-
and the procedure ends.

8.3.7.8a
Reception of HANDOVER FROM UTRAN COMMAND message by UE in CELL_FACH

If the UE receives HANDOVER FROM UTRAN COMMAND while in CELL_FACH, the UE shall:

-
transmit a HANDOVER FROM UTRAN FAILURE message, setting the information elements as specified below:

-
include the IE "RRC transaction identifier"; and

-
set it to the value of "RRC transaction identifier" in the entry for the HANDOVER FROM UTRAN COMMAND message in the table "Accepted transactions" in the variable TRANSACTIONS; and

-
clear that entry;

-
set the IE "Inter-RAT handover failure" to "protocol error", include IE "Protocol error information"; and

-
set the value of IE "Protocol error cause" to "Message not compatible with receiver state";

-
when the HANDOVER FROM UTRAN FAILURE message has been submitted to lower layers for transmission:

-
resume normal operation as if the invalid HANDOVER FROM UTRAN COMMAND message has not been received;

-
and the procedure ends.

---------------------  omitted ------------------------
8.3.11.3
Reception of an CELL CHANGE ORDER FROM UTRAN message by the UE

The UE shall be able to receive a CELL CHANGE ORDER FROM UTRAN message and perform a cell change order to another RAT, even if no prior UE measurements have been performed on the target cell.
The UE shall:

-
start timer T309; and

-
establish the connection to the other radio access technology, as specified within IE "Target cell description". This IE specifies the target cell identity, in accordance with the specifications for that other RAT. In case the target cell is a GSM/ GPRS cell, IE "Target cell description" may also include IE "NC mode", which specifies the cell selection mode to be applied in the target cell; and

-
if IE "NC mode" is not included in the CELL CHANGE ORDER FROM UTRAN:

-
retrieve it from the target cell as specified in [43];

-
act upon IE "NC mode" as specified in [43].

-
if one or more IEs "RAB info" are included in the CELL CHANGE ORDER FROM UTRAN message:

-
connect the upper layer entities corresponding to indicated RABs to the radio resources offered by the target RAT;

NOTE:
Requirements concerning the establishment of the radio connection towards the other radio access technology and the signalling procedure are outside the scope of this specification. In case of GSM/GPRS proceed according to the procedure Network control cell reselection procedure as specified in [44].

---------------------  omitted ------------------------
8.3.11.7
Invalid CELL CHANGE ORDER FROM UTRAN message

If the CELL CHANGE ORDER FROM UTRAN message contains a protocol error causing the variable PROTOCOL_ERROR_REJECT to be set to TRUE according to clause 9, the UE shall perform procedure specific error handling as follows. The UE shall:

-
set the IE "RRC transaction identifier" in the CELL CHANGE ORDER FROM UTRAN FAILURE message to the value of "RRC transaction identifier" in the entry for the CELL CHANGE ORDER FROM UTRAN message in the table "Rejected transactions" in the variable TRANSACTIONS; and

-
clear that entry;

-
set the IE "Inter-RAT change failure" to the cause value "protocol error";

-
include the IE "Protocol error information" with contents set to the value of the variable PROTOCOL_ERROR_INFORMATION;

-
transmit a CELL CHANGE ORDER FROM UTRAN FAILURE message on the uplink DCCH using AM RLC;
-
when the CELL CHANGE ORDER FROM UTRAN FAILURE message has been submitted to lower layers for transmission:

-
resume normal operation as if the invalid CELL CHANGE ORDER FROM UTRAN message has not been received;

-
and the procedure ends.

---------------------  omitted ------------------------
8.4.1.7.1
Intra-frequency measurement

Upon transition from CELL_FACH to CELL_DCH state, the UE shall:

-
retrieve each set of measurement control information of measurement type "intra-frequency" stored in the variable MEASUREMENT_IDENTITY;

-
if the IE "measurement validity" for a measurement has been assigned the value "CELL_DCH:

-
resume the measurement reporting;

-
if no intra-frequency measurements applicable to CELL_DCH state are stored in the variable MEASUREMENT_IDENTITY:

-
continue monitoring the list of neighbouring cells assigned in the IE "intra-frequency cell info list" in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11);

-
if the IE "intra-frequency measurement reporting criteria" was included in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11):

-
send the MEASUREMENT REPORT message when reporting criteria in IE "Reporting information for state CELL_DCH" are fulfilled;

---------------------  omitted ------------------------
8.4.1.9.4
Traffic volume measurement

Upon transition from idle mode to CELL_FACH state, the UE shall:

-
store the measurement control information from the IE "Traffic volume measurement system information" received in System Information Block type 12 (or System Information Block type 11, according to subclause 8.1.1.6.11) in the variable MEASUREMENT_IDENTITY;

-
begin traffic volume measurement reporting according to the assigned information.

8.4.1.9a
Measurements after transition from connected mode to idle mode

Upon transition from connected mode to idle mode the UE shall:

-
stop measurement reporting for all measurements stored in the variable MEASUREMENT_IDENTITY;

-
clear the variable MEASUREMENT_IDENTITY;

-
apply the following rules for different measurement types.

---------------------  omitted ------------------------
8.4.2.2
Initiation

In CELL_DCH state, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH when the reporting criteria stored in variable MEASUREMENT_IDENTITY are met for any ongoing measurements that are being performed in the UE.

In CELL_FACH state, the UE shall transmit a MEASUREMENT REPORT message on the uplink DCCH when the reporting criteria stored in variable MEASUREMENT_IDENTITY are met for any ongoing traffic volume measurement that is being performed in the UE.

In TDD, if the Radio Bearer associated with the MEASUREMENT_IDENTITY fulfilling the reporting criteria for an ongoing traffic volume measurement is mapped on transport channel of type USCH, the UE shall initiate the "PUSCH CAPACITY REQUEST" procedure instead of transmitting a MEASUREMENT REPORT (TDD Only).

In CELL_PCH or URA_PCH state, the UE shall first perform the cell update procedure according to subclause 8.3.1, using the cause "uplink data transmission", in order to transit to CELL_FACH state and then transmit a MEASUREMENT REPORT message on the uplink DCCH when the reporting criteria stored in variable MEASUREMENT_IDENTITY are fulfilled for any ongoing traffic volume measurement which is being performed in the UE.

The reporting criteria are fulfilled if either:

-
the first measurement has been completed according to the requirements set in [19] or [20] for a newly initiated measurement with periodic reporting; or

-
the time period indicated in the stored IE "Periodical reporting criteria" has elapsed since the last measurement report was submitted to lower layers for a given measurement; or

-
an event in stored IE "Measurement reporting criteria" was triggered. Events and triggering of reports for different measurement types are described in detail in clause 14.

For the measurement, which triggered the MEASUREMENT REPORT message, the UE shall:

-
set the IE "measurement identity" to the measurement identity, which is associated with that measurement in variable MEASUREMENT_IDENTITY;

-
set the IE "measured results" to include measurements according to the IE "reporting quantity" of that measurement stored in variable MEASUREMENT_IDENTITY; and

-
if all the reporting quantities are set to "false":

-
not set the IE "measured results";

-
set the IE "Measured results" in the IE "Additional measured results" according to the IE "reporting quantity" for all measurements associated with the measurement identities included in the "Additional measurements list" stored in variable MEASUREMENT_IDENTITY of the measurement that triggered the measurement report; and

-
if more than one additional measured results are to be included:

-
sort them in ascending order according to their IE "measurement identity" in the MEASUREMENT REPORT message;

-
if the MEASUREMENT REPORT message was triggered by an event (i.e. not a periodical report):

-
set the IE "Event results" according to the event that triggered the report.

The UE shall:

-
transmit the MEASUREMENT REPORT message on the uplink DCCH using either AM or UM RLC according to the stored IE "measurement reporting mode" associated with the measurement identity that triggered the report.

When the MEASUREMENT REPORT message has been submitted to lower layers for transmission:

-
the procedure ends.

---------------------  omitted ------------------------
8.5.7
Open loop power control

For FDD and prior to PRACH or PCPCH transmission the UE shall:

-
read the IEs "Primary CPICH Tx power" and "Constant value" in System Information Block type 6 (or System Information Block type 5, if system information block type 6 is not being broadcast) and the IE "UL interference" in System Information Block type 7;

-
measure the value for the CPICH_RSCP;

-
calculate the power for the first preamble as:

Preamble_Initial_Power = Primary CPICH TX power – CPICH_RSCP + UL interference + Constant Value

Where,


Primary CPICH TX power shall have the value of IE "Primary CPICH Tx power",


UL interference shall have the value of IE "UL interference"; and


Constant Value shall have the value of IE "Constant value".

-
as long as the physical layer is configured for PRACH or PCPCH transmission:

-
continuously recalculate the Preamble_Initial_Power when any of the broadcast parameters used in the above formula changes; and

-
resubmit to the physical layer the new calculated Preamble_Initial_Power.

For TDD the UE shall:

-
if in the IE "Uplink DPCH Power Control info" the "CHOICE UL OL PC info" has the value "Broadcast UL OL PC info":

-
acquire Reference Power, Constant Values from System Information Block type 6 (or System Information Block type 5, according to subclause 8.1.1.6.5), and IBTS for all active UL timeslots from System Information Block type 14 on the BCH;

-
otherwise:

-
acquire Reference Power, Constant Values and IBTS for all active UL timeslots from the IE "Uplink DPCH Power Control info".
-
for PUSCH and PRACH power control:

-
acquire Reference Power, Constant Values and IBTS for all active UL timeslots from System Information Block type 6 (or System Information Block type 5, according to subclause 8.1.1.6.5) and System Information Block type 14 on the BCH,

calculate the UL transmit power according to the following formula for the PRACH continuously while the physical channel is active:


PPRACH = LPCCPCH + IBTS + RACH Constant value,

-
3dB shall be added to RACH Constant Value in the above equation for the case where RACH Spreading Factor = 8

-
calculate the UL transmit power according to the following formula for the DPCH continuously while the physical channel is active:

PDPCH = (LPCCPCH+(1-()L0 + IBTS + SIRTARGET+ DPCH Constant value
-
calculate the UL transmit power according to the following formula for the PUSCH continuously while the physical channel is active:

PUSCH = (LPCCPCH+(1-()L0 + IBTS + SIRTARGET+ USCH Constant value
Where, for all the above equations for TDD the following apply:

-
PPRACH, PDPCH, & PUSCH:
Transmitter power level in dBm;

-
Pathloss values:

-
LPCCPCH: Measurement representing path loss in dB based on beacon channels (the reference transmit power is signalled as the value of the IE "Primary CCPCH Tx Power" on BCH in System Information Block type 6 (or System Information Block type 5, according to subclause 8.1.1.6.5), or individually signalled in the IE" Uplink DPCH Power Control info").

-
L0: Long term average of path loss in dB;

-
If the midamble is used in the evaluation of LPCCPCH and L0, and the Tx diversity scheme used for the P-CCPCH involves the transmission of different midambles from the diversity antennas, the received power of the different midambles from the different antennas shall be combined prior to evaluation of the variables.

-
IBTS: Interference signal power level at cell's receiver in dBm. IBTS shall have the value of the IE "UL Timeslot Interference" (IE "UL Timeslot Interference" is broadcast on BCH in System Information Block type 14 or individually signalled to each UE in the IE "Uplink DPCH Power Control info" for each active uplink timeslot).

-
(:
( is a weighting parameter, which represents the quality of path loss measurements. ( may be a function of the time delay between the uplink time slot and the most recent down link PCCPCH time slot. ( is calculated at the UE. ( shall be smaller or equal to the value of the IE "Alpha". If the IE "Alpha" is not explicitly signalled to the UE ( shall be set to 1.

-
SIRTARGET: Target SNR in dB. This value is individually signalled to UEs in IE "UL target SIR" in IE "Uplink DPCH Power Control Info" or in IE "PUSCH Power Control Info" respectively.

-
RACH Constant value: RACH Constant value shall have the value of the IE "RACH Constant value".

-
DPCH Constant value: DPCH Constant value shall have the value of the IE "DPCH Constant value".

-
USCH Constant value: USCH Constant value shall have the value of the IE "USCH Constant value".

-
Values received by dedicated signalling shall take precedence over broadcast values.
---------------------  omitted ------------------------
8.5.11
FACH measurement occasion calculation

When in CELL_FACH state and when the variable C_RNTI is non-empty the UE in FDD mode shall perform inter-frequency and inter-RAT measurements during the frame(s) with the SFN value fulfilling the following equation:


SFN div N = C_RNTI mod M_REP + n * M_REP

where

-
N is the TTI (in number of 10ms frames) of the FACH having the largest TTI on the SCCPCH monitored by UE

-
C_RNTI is the C-RNTI value of the UE stored in the variable C_RNTI

-
M_REP is the Measurement Occasion cycle length. According to the equation above, a FACH Measurement Occasion of N frames will be repeated every N * M_REP frame, and M_REP = 2k.

where,

-
k is the FACH Measurement occasion cycle length coefficient.
The value of the FACH Measurement occasion cycle length coefficient is read in system information in "System Information Block type 11" or "System Information Block type 12" in the IE "FACH measurement occasion info".
-
n = 0,1,2… as long as SFN is below its maximum value
The UE is allowed to measure on other occasions in case the UE moves "out of service" area or in case it can simultaneously perform the ordered measurements.

A UE in TDD mode shall use the frame(s) with the SFN value fulfilling the above equation for neighbour cells measurements.
---------------------  omitted ------------------------
8.6.2
UTRAN mobility information elements

8.6.2.1
URA identity

The UE shall:

-
if the IE "URA identity" is included in a received message:

-
if the IE "RRC State Indicator" is included and set to "URA_PCH":

-
store this URA identity in the variable URA_IDENTITY;

-
after sending a possible message to UTRAN and entering URA_PCH state as specified elsewhere, read system information block type 2 in the selected cell;

-
if the stored URA identity in the variable URA_IDENTITY is not included in the list of URA identities in System Information Block type 2 in the selected cell, the list of URA identities in system information block type 2 is empty or if the system information block type 2 can not be found, a confirmation error of URA identity list has occurred:

-
if no URA update procedure is ongoing:

-
initiate a URA update procedure after entering URA_PCH state; see subclause 8.3.1.2;

-
if a URA update procedure is ongoing:

-
take actions as specified in subclause 8.3.1.10;

-
if the IE "URA identity" is not included in a received message:

-
if the IE "RRC State Indicator" is included and set to " URA_PCH":

-
after sending a possible message to UTRAN and entering URA_PCH state as specified elsewhere, read System Information Block type 2 in the selected cell;

-
if System Information Block type 2 in the selected cell contains a single URA identity:

-
store this URA identity in the variable URA_IDENTITY;

-
if System Information Block type 2 of the selected cell contains more than one URA identity, the list of URA identities in system information block type 2 is empty or if the system information block type 2 can not be found, a confirmation error of URA identity list has occurred:

-
if no URA update procedure is ongoing:

-
initiate a URA update procedure after entering URA_PCH state, see subclause 8.3.1.2;

-
if a URA update procedure is ongoing:

-
take actions as specified in subclause 8.3.1.10.

---------------------  omitted ------------------------
8.6.3.4
Ciphering mode info

The IE "Ciphering mode info" defines the new ciphering configuration. At any given time, the UE needs to store at most two different ciphering configurations at any given time for all signalling radio bearers and radio bearers, the old and latest ciphering configurations, per CN domain. If the IE "Ciphering mode info" is present and if the IE "Reconfiguration" in the variable CIPHERING_STATUS is set to FALSE, the UE shall check the IE "Ciphering mode command" as part of the IE "Ciphering mode info", and perform the following. The UE shall:

-
if the IE "Status" in the variable CIPHERING_STATUS of the CN domain

-
as indicated in the variable LATEST_CONFIGURED_CN_DOMAIN, if the variable LATEST_CONFIGURED_CN_DOMAIN has been initialised; or

-
as indicated in the IE "CN domain identity", if the variable LATEST_CONFIGURED_CN_DOMAIN is not initialised


has the value "Not Started", and if the IE "Ciphering mode command" has the value "stop":

-
ignore this attempt to change the ciphering configuration; and

-
set the variable INVALID_CONFIGURATION to TRUE;

-
else:

-
set the IE "Reconfiguration" in the variable CIPHERING_STATUS to TRUE;

-
if IE "Ciphering mode command" has the value "start/restart":

-
start or restart ciphering in lower layers for all established radio bearers in the variable ESTABLISHED_RABS, using the ciphering algorithm (UEA [40]) indicated by the IE "Ciphering algorithm" as part of the new ciphering configuration. For each radio bearer, the value of the IE "RB identity" in the variable ESTABLISHED_RABS minus one shall be used as the value of BEARER in the ciphering algorithm. The new ciphering configuration shall be applied as specified below;

-
set the IE "Status" in the variable CIPHERING_STATUS of the CN domain

-
as indicated in the variable LATEST_CONFIGURED_CN_DOMAIN, if the variable LATEST_CONFIGURED_CN_DOMAIN has been initialised; or

-
as indicated in the IE "CN domain identity", if the variable LATEST_CONFIGURED_CN_DOMAIN is not initialised


to "Started";

-
if the IE "Ciphering mode command" has the value "stop", the UE shall:

-
stop ciphering and stop incrementing COUNT-C values for all UL and DL signalling radio bearers and also for UL and DL transparent RLC mode radio bearers, only at the new ciphering configuration that shall be applied as specified below;

-
set the IE "Status" in the variable CIPHERING_STATUS of the CN domain

-
as indicated in the variable LATEST_CONFIGURED_CN_DOMAIN, if the variable LATEST_CONFIGURED_CN_DOMAIN has been initialised; or

-
as indicated in the IE "CN domain identity", if the variable LATEST_CONFIGURED_CN_DOMAIN is not initialised


to "Not started";

-
in case the IE "Ciphering mode command" has the value "start/restart" or "stop", the new ciphering configuration shall be applied as follows:

-
store the (oldest currently used) ciphering configuration until activation times have elapsed for the new ciphering configuration to be applied on all signalling radio bearers and radio bearers;

-
if there are pending activation times set for ciphering by a previous procedure changing the ciphering configuration:

-
apply the ciphering configuration at this pending activation time as indicated in this procedure;

-
if the IE "Ciphering activation time for DPCH" is present in the IE "Ciphering mode info":

-
apply the new configuration at that time for radio bearers using RLC-TM. If the IE "Ciphering mode info" is present in a message reconfiguring RB, transport channel or physical channel, the indicated time in IE "Ciphering activation time for DPCH" corresponds to a CFN after that reconfiguration;

-
if the IE "Radio bearer downlink ciphering activation time info" is present in the IE "Ciphering mode info":

-
apply the following procedure for each radio bearer using RLC-AM and RLC-UM indicated by the IE "RB identity":

-
suspend data transmission on the radio bearer;

-
select an "RLC send sequence number" at which (activation) time the new ciphering configuration shall be applied in uplink for that radio bearer according to the following:

-
for each radio bearer and signalling radio bearer that has no pending ciphering activation time as set by a previous procedure changing the security configuration:

-
set a suitable value that would ensure a minimised delay in the change to the latest security configuration;

-
for each radio bearer and signalling radio bearer that has a pending ciphering activation time as set by a previous procedure changing the security configuration:

-
set the same value as the pending ciphering activation time;
-
consider this activation time to be elapsed when the selected activation time (as above) is equal to the "RLC send sequence number";

-
store the selected "RLC send sequence number" for that radio bearer in the entry for the radio bearer in the variable RB_UPLINK_CIPHERING_ACTIVATION_TIME_INFO;

-
when the data transmission of that radio bearer is resumed:

-
switch to the new ciphering configuration according to the following:

-
use the old ciphering configuration for the transmitted and received RLC PDUs with RLC sequence numbers smaller than the corresponding RLC sequence numbers indicated in the IE "Radio bearer uplink ciphering activation time info" sent to UTRAN and in the received IE "Radio bearer downlink ciphering activation time info" received from UTRAN, respectively;

-
use the new ciphering configuration for the transmitted and received RLC PDUs with RLC sequence numbers greater than or equal to the corresponding RLC sequence numbers indicated in the IE "Radio bearer uplink ciphering activation time info" sent to UTRAN and in the received IE "Radio bearer downlink ciphering activation time info" received from UTRAN, respectively;

-
for a radio bearer using RLC-AM, when the RLC sequence number indicated in the IE "Radio bearer downlink ciphering activation time info" falls below the RLC receiving window and the RLC sequence number indicated in the IE "Radio bearer uplink ciphering activation time info" falls below the RLC transmission window, the UE may release the old ciphering configuration for that radio bearer;

-
if an RLC reset or re-establishment occurs before the activation time for the new ciphering configuration has been reached, ignore the activation time and apply the new ciphering configuration immediately after the RLC reset or RLC re-establishment.

If the IE "Ciphering mode info" is present and if the IE "Reconfiguration" in the variable CIPHERING_STATUS is set to TRUE, the UE shall:

-
ignore this second attempt to change the ciphering configuration; and

-
set the variable INCOMPATIBLE_SECURITY_RECONFIGURATION to TRUE.

If the IE "Ciphering mode info" is not present, the UE shall not change the ciphering configuration.

8.6.3.5
Integrity protection mode info

The IE "Integrity protection mode info" defines the new integrity protection configuration. At any given time, the UE needs to store at most two different integrity protection configurations for all signalling radio bearers, the old and newest integrity protection configurations, per CN domain. If the IE "Integrity protection mode info" is present and if the IE "Reconfiguration" in the variable  INTEGRITY_PROTECTION_INFO is set to FALSE, the UE shall check the IE "Integrity protection mode command" as part of the IE "Integrity protection mode info", and perform the following. The UE shall:

-
if the IE "Integrity protection mode command" has the value "Modify" and the IE "Status" in the variable INTEGRITY_PROTECTION_INFO has the value "Not Started":

-
ignore this attempt to change the integrity protection configuration; and

-
set the variable INVALID_CONFIGURATION to TRUE;

-
else:

-
set the IE "Reconfiguration" in the variable  INTEGRITY_PROTECTION_INFO to TRUE;

-
if IE "Integrity protection mode command" has the value "start" and the IE "Status" in the variable INTEGRITY_PROTECTION_INFO has the value "Not started":

-
if the IE "Historical status" in the variable INTEGRITY_PROTECTION_INFO has the value "Never been active":

-
initialise the information for all signalling radio bearers in the variable INTEGRITY_PROTECTION_INFO according to the following:

-
initialise the 20 MSB of the "Uplink RRC HFN" and "Downlink RRC HFN" of COUNT-I for this signalling radio bearer with the START value included in the most recently transmitted IE "START list" for the CN domain:
-
as indicated in the variable LATEST_CONFIGURED_CN_DOMAIN, if the variable LATEST_CONFIGURED_CN_DOMAIN has been initialised; or

-
as indicated in the IE "CN domain identity", if the variable LATEST_CONFIGURED_CN_DOMAIN has not been initialised;

-
set the remaining LSB of the "Uplink RRC HFN" and "Downlink RRC HFN" to zero;

-
set the IE "Uplink RRC Message sequence number" to zero;

-
do not include the IE "Downlink RRC Message sequence number";

-
set the IE "Historical status" in the variable INTEGRITY_PROTECTION_INFO to the value "Has been active";

-
set the IE "Status" in the variable INTEGRITY_PROTECTION_INFO to the value "Started";

-
perform integrity protection on the received message as described in subclause 8.5.10.1;

-
use the algorithm (UIA [40]) indicated by the IE "Integrity protection algorithm" contained in the IE "Integrity protection mode info";

-
use the IE "Integrity protection initialisation number", contained in the IE "Integrity protection mode info" as the value of FRESH [40];

-
if IE "Integrity protection mode command" has the value "start" and the IE "Status" in the variable INTEGRITY_PROTECTION_INFO has the value "Started":

NOTE:
This case is used in SRNS relocation

-
perform integrity protection on the received message as described in subclause 8.5.10.1;

-
use the algorithm (UIA [40]) indicated by the IE "Integrity protection algorithm" contained in the IE "Integrity protection mode info";

-
use the IE "Integrity protection initialisation number", contained in the IE "Integrity protection mode info" as the value of FRESH [40];

-
if IE "Integrity protection mode command" has the value "modify" and the IE "Status" in the variable INTEGRITY_PROTECTION_INFO has the value "Started":

-
store the (oldest currently used) integrity protection configuration until activation times have elapsed for the new integrity protection configuration to be applied on all signalling radio bearers;

-
if there are pending activation times set for integrity protection by a previous procedure changing the integrity protection configuration:

-
apply the integrity protection configuration at this pending activation time as indicated in this procedure;

-
start applying the new integrity protection configuration in the downlink at the RRC sequence number, for each signalling radio bearer n, indicated by the entry for signalling radio bearer n in the "RRC message sequence number list" in the IE "Downlink integrity protection activation info", included in the IE "Integrity protection mode info";

-
perform integrity protection on the received message as described in subclause 8.5.10.1;

-
if present, use the algorithm indicated by the IE "Integrity protection algorithm" (UIA [40]);

-
set the content of the variable INTEGRITY_PROTECTION_ACTIVATION_INFO according to the following:

-
for each established signalling radio bearer, stored in the variable ESTABLISHED_RABS:

-
select a value of the RRC sequence number at which (activation) time the new integrity protection configuration shall be applied in uplink for that signalling radio bearer according to the following:

-
for each signalling radio bearer that has no pending activation time as set for integrity protection by a previous procedure changing the integrity protection configuration:

-
set a suitable value that would ensure a minimised delay in the change to the latest integrity protection configuration;

-
for signalling radio bearer that has a pending activation time as set for integrity protection by a previous procedure changing the integrity protection configuration:

-
set the same value as the pending activation time for integrity protection;
-
consider this activation time to be elapsed when the selected activation time (as above) is equal to the next RRC sequence number to be used;

-
for signalling radio bearer RB0:

-
set the value of the included RRC sequence number to greater than or equal to the current value of the RRC sequence number for signalling radio bearer RB0 in the variable INTEGRITY_PROTECTION_INFO, plus the value of the constant N302 plus one;

-
let RBm be the signalling radio bearer on which the message containing the IE "integrity protection mode info" was received;

-
start applying the new integrity protection configuration in the uplink at the RRC sequence number, for each RBn, except for signalling radio bearer RBm, indicated by the entry for signalling radio bearer n in the "RRC message sequence number list" in the IE "Uplink integrity protection activation info", included in the variable INTEGRITY_PROTECTION_ACTIVATION_INFO;

-
start applying the new integrity protection configuration in the uplink at the RRC sequence number for signalling radio bearer RBm, as specified for the procedure initiating the integrity protection reconfiguration;

If the IE "Integrity protection mode info" is present and if the IE "Reconfiguration" in the variable  INTEGRITY_PROTECTION_INFO is set to TRUE, the UE shall:

-
ignore this second attempt to change the integrity protection configuration; and

-
set the variable INCOMPATIBLE_SECURITY_RECONFIGURATION to TRUE.

If the IE "Integrity protection mode info" is not present, the UE shall not change the integrity protection configuration.

---------------------  omitted ------------------------
8.6.4.1
Signalling RB information to setup list

If the IE "Signalling RB information to setup list" is included the UE shall:

-
use the same START value to initialise the COUNT-C and COUNT-I variables for all the signalling radio bearers in the list;

-
for each occurrence of the IE "Signalling RB information to setup":

-
use the value of the IE "RB identity" as the identity of the signalling radio bearer to setup;

-
if the variable LATEST_CONFIGURED_CN_DOMAIN has been initialised and the value "STATUS" of the variable "CIPHERING_STATUS" of the CN domain stored in this variable is "Started":

-
if the IE "Uplink RLC mode" or the IE "Downlink RLC mode" either in the IE "RLC info" or referenced by the RB identity in the IE "Same as RB" is set to "AM RLC" or "UM RLC":

-
initialise the 20 MSB of the hyper frame number component of COUNT-C for this signalling radio bearer with the START value for the CN domain as indicated in the variable "LATEST_CONFIGURED_CN_DOMAIN";

-
set the remaining LSB of the hyper frame number component of COUNT-C for this signalling radio bearer to zero;
-
if the IE "Uplink RLC mode" and the IE "Downlink RLC mode" either in the IE "RLC info" or referenced by the RB identity in the IE "Same as RB" is set to "TM RLC":

-
if no other transparent mode RLC radio bearers or signalling radio bearers in the variable "ESTABLISHED_RABS" exist:

-
initialise the 20 MSB of the hyper frame number component of COUNT-C for this signalling radio bearer with the START value for the CN domain as indicated in the variable LATEST_CONFIGURED_CN_DOMAIN;

-
set the remaining LSB of the hyper frame number component of COUNT-C for this signalling radio bearer to zero;

-
if at least one transparent mode RLC radio bearers or signalling radio bearers in the variable "ESTABLISHED_RABS" exist:


use, for this signalling radio bearer, the COUNT-C for transparent mode radio bearers and signalling radio bearers that is common (refer to subclause 8.5.8), for the CN domain as indicated in the variable LATEST_CONFIGURED_CN_DOMAIN;

-
if the variable LATEST_CONFIGURED_CN_DOMAIN has been initialised and the value "Status" of the variable "INTEGRITY_PROTECTION_INFO" of the CN domain stored in this variable is "Started":

-
initialise the 20 MSB of the hyper frame number component of COUNT-I for this signalling radio bearer with the START value for the CN domain as indicated in the variable LATEST_CONFIGURED_CN_DOMAIN;

-
set the remaining LSB of the hyper frame number component of COUNT-I for this signalling radio bearer to zero;

-
perform the actions for the IE "RLC info" as specified in subclause 8.6.4.9, applied for that signalling radio bearer;

-
perform the actions for the IE "RB mapping info" as specified in subclause 8.6.4.8, applied for that signalling radio bearer;

-
apply a default value of the IE "RB identity" equal to 1 for the first IE "Signalling RB information to setup"; and

-
increase the default value by 1 for each occurrence.

---------------------  omitted ------------------------
8.6.4.3
RB information to setup

If the IE "RB information to setup" is included, the UE shall apply the following actions on the radio bearer identified with the value of the IE "RB identity". The UE shall:

-
use the same START value to initialise the hyper frame number components of COUNT-C and COUNT-I variables for all the new UL and DL radio bearers to setup;

-
perform the actions for the IE "PDCP info", if present, according to subclause 8.6.4.10, applied for the radio bearer;

-
perform the actions for the IE "RLC info", according to subclause 8.6.4.9, applied for the radio bearer;

-
perform the actions for the IE "RB mapping info", according to subclause 8.6.4.8, applied for the radio bearer;

-
if the IE "Downlink RLC mode" either in the IE "RLC info" or referenced by the RB identity in the IE "Same as RB" is set to "TM RLC":
-
configure delivery of erroneous SDUs in lower layers according to indication from upper layer [5].
-
if the IE "Uplink RLC mode" or the IE "Downlink RLC mode" either in the IE "RLC info" or referenced by the RB identity in the IE "Same as RB" is set to "AM RLC" or "UM RLC":

-
initialise the 20 MSB of the hyper frame number component of COUNT-C for this radio bearer with the START value for the CN domain as indicated in the IE "CN domain identity" in the IE "RAB info" part of the IE "RAB information for setup";

-
set the remaining LSB of the hyper frame number component of COUNT-C for this radio bearer to zero;

-
if the IE "Uplink RLC mode" and the IE "Downlink RLC mode" either in the IE "RLC info" or referenced by the RB identity in the IE "Same as RB" is set to "TM RLC":

-
if no other transparent mode RLC radio bearers and signalling radio bearers exist in the variable ESTABLISHED_RABS:

-
initialise the 20 MSB of the hyper frame number component of COUNT-C for this radio bearer with the START value for the CN domain as indicated in the IE "CN domain identity" in the IE "RAB info" part of the IE "RAB information for setup";

-
set the remaining LSB of the hyper frame number component of COUNT-C for this radio bearer to zero;

-
if at least one transparent mode RLC radio bearers or signalling radio bearers exist in the variable ESTABLISHED_RABS:

-
set the MAC-d HFN component of the COUNT-C for this radio bearer with the MAC-d HFN that is common (refer to subclause 8.5.8) for the CN domain as indicated in the IE "CN domain identity" in the IE "RAB info" part of the IE "RAB information for setup";
-
if the IE "Status" in the variable CIPHERING_STATUS of the CN domain as indicated in the IE "CN domain identity" in the IE "RAB info" in the variable ESTABLISHED_RABS is set to "Started":

-
start to perform ciphering on the radio bearer in lower layers, using the value of the IE "RB identity" minus one as the value of BEARER in the ciphering algorithm.

NOTE:
UTRAN should not use the IE "RB information to setup" to setup radio bearers with RB identity in the range 1-4.

---------------------  omitted ------------------------
8.6.4.8
RB mapping info

If the IE "RB mapping info" is included, the UE shall:

-
for each multiplexing option of the RB:
-
if a transport channel that would not exist as a result of the message (i.e. removed in the same message in IE "Deleted DL TrCH information" and IE "Deleted UL TrCH information") is referred to:

-
set the variable INVALID_CONFIGURATION to TRUE;

-
if a multiplexing option that maps a logical channel corresponding to a TM-RLC entity onto RACH, CPCH, FACH or DSCH is included:

-
set the variable INVALID_CONFIGURATION to TRUE;

-
if the multiplexing option realises the radio bearer on the uplink (resp. on the downlink) using two logical channels with different values of the IE "Uplink transport channel type" (resp. of the IE "Downlink transport channel type"):

-
set the variable INVALID_CONFIGURATION to TRUE;

-
if that RB is using TM and the IE "Segmentation indication" is set to TRUE and, based on the multiplexing configuration resulting from this message, the logical channel corresponding to it is mapped onto the same transport channel as another logical channel:

-
set the variable INVALID_CONFIGURATION to TRUE;

-
if the transport channel considered in that multiplexing option is different from RACH and if that RB is using AM and the set of RLC sizes applicable to the logical channel transferring data PDUs has more than one element:

-
set the variable INVALID_CONFIGURATION to TRUE;

-
if that RB is using UM or TM and the multiplexing option realises it using two logical channels:

-
set the variable INVALID_CONFIGURATION to TRUE;

-
for each logical channel in that multiplexing option:

-
if the value of the IE "RLC size list" is set to "Explicit list":

-
if a "Transport format set" for the transport channel this logical channel is mapped on in this multiplexing option is included in the same message, and the value (index) of any IE "RLC size index" in the IE "Explicit list" does not correspond to an "RLC size" in the IE transport format set of that transport channel given in the message; or

-
if the transport channel this logical channel is mapped on in this multiplexing option is different from RACH, and if a "Transport format set" for that transport channel is not included in the same message, and the value (index) of any IE "RLC size index" in the IE "Explicit list" does not correspond to an "RLC size" in the stored transport format set of that transport channel; or

-
if a "Transport format set" for the transport channel this logical channel is mapped on in this multiplexing option is included in the same message, and the value of any IE "Logical channel list" in the transport format set is not set to "Configured"; or

-
if a "Transport format set" for the transport channel this logical channel is mapped on in this multiplexing option is not included in the same message, and the value of any IE "Logical channel list" in the stored transport format set of that transport channel is not set to "Configured":

-
set the variable INVALID_CONFIGURATION to TRUE;

-
if the value of the IE "RLC size list" is set to "All":

-
if a "Transport format set" for the transport channel this logical channel is mapped on in this multiplexing option is included in the same message, and the value of any IE "Logical channel list" in the transport format set is not set to "Configured"; or

-
if a "Transport format set" for the transport channel this logical channel is mapped on in this multiplexing option is not included in the same message, and the value of any IE "Logical channel list" in the stored transport format set of that transport channel is not set to "Configured":

-
set the variable INVALID_CONFIGURATION to TRUE;

-
if the value of the IE "RLC size list" is set to "Configured":

-
if a "Transport format set" for the transport channel this logical channel is mapped on in this multiplexing option is included in the same message, and for none of the RLC sizes defined for that transport channel in the "Transport format set", the "Logical Channel List" is set to "All" or given as an "Explicit List" which contains this logical channel; or

-
if a "Transport format set" for the transport channel this logical channel is mapped on in this multiplexing option is not included in the same message, and for none of the RLC sizes defined in the transport format set stored for that transport channel, the "Logical Channel List" is set to "All" or given as an "Explicit List" which contains this logical channel:

-
set the variable INVALID_CONFIGURATION to TRUE;

-
if, as a result of the message this IE is included in, several radio bearers can be mapped onto the same transport channel, and the IE "Logical Channel Identity" was not included in the RB mapping info of any of those radio bearers for a multiplexing option on that transport channel or the same "Logical Channel Identity" was used more than once in the RB mapping info of those radio bearers for the multiplexing options on that transport channel:

-
set the variable INVALID_CONFIGURATION to TRUE;

-
delete all previously stored multiplexing options for that radio bearer;

-
store each new multiplexing option for that radio bearer;

-
select and configure the multiplexing options applicable for the transport channels to be used;

-
if the IE "Uplink transport channel type" is set to the value "RACH":

-
refer the IE "RLC size index" to the RACH Transport Format Set of the first PRACH received in the IE "PRACH system information list" received in SIB5 or SIB6;
-
determine the sets of RLC sizes that apply to the logical channels used by that RB, based on the IEs "RLC size list" and/or the IEs "Logical Channel List" included in the applicable "Transport format set" (either the ones received in the same message or the ones stored if none were received); and

-
in case the selected multiplexing option is a multiplexing option on RACH:

-
ignore the RLC size indexes that do not correspond to any RLC size within the Transport Format Set stored for RACH;

-
if RACH is the transport channel to be used on the uplink, if that RB has a multiplexing option on RACH and if it is using AM:

-
apply the largest size amongst the ones derived according to the previous bullet for the RLC size (or RLC sizes in case the RB is realised using two logical channels) for the corresponding RLC entity;

-
if that RB is using AM and the RLC size applicable to the logical channel transporting data PDUs is different from the one derived from the previously stored configuration:

-
re-establish the corresponding RLC entity;
-
configure the corresponding RLC entity with the new RLC size;

-
if the IE "Status" in the variable CIPHERING_STATUS of the CN domain as indicated in the IE "CN domain identity" in the IE "RAB info" in the variable ESTABLISHED_RABS is set to "Started":

-
if this IE was included in system information:

-
set the HFN values for the corresponding RLC entity equal to the value of the IE "START" for the CN domain stored in the variable LATEST_CONFIGURED_CN_DOMAIN that will be included in the CELL UPDATE message that will be sent before the next transmission;

-
if this IE was included in CELL UPDATE CONFIRM:

-
set the HFN values for the corresponding RLC entity equal to the value of the IE "START" included in the latest transmitted CELL UPDATE message for the CN domain stored in the variable LATEST_CONFIGURED_CN_DOMAIN;

-
if this IE was included in a reconfiguration message:

-
set the HFN values for the corresponding RLC entity equal to the value of the IE "START" that will be included in the reconfiguration complete message for the CN domain stored in the variable LATEST_CONFIGURED_CN_DOMAIN;

-
if that RB is using UM:

-
indicate the largest applicable RLC size to the corresponding RLC entity;

-
configure MAC multiplexing according to the selected multiplexing option (MAC multiplexing shall only be configured for a logical channel if the transport channel it is mapped on according to the selected multiplexing option is the same as the transport channel another logical channel is mapped on according to the multiplexing option selected for it);

-
configure the MAC with the logical channel priorities according to selected multiplexing option;

-
configure the MAC with the set of applicable RLC Sizes for each of the logical channels used for that RB;
-
if there is no multiplexing option applicable for the transport channels to be used:

-
set the variable INVALID_CONFIGURATION to TRUE;

-
if there is more than one multiplexing option applicable for the transport channels to be used:

-
set the variable INVALID_CONFIGURATION to TRUE.

In case IE "RB mapping info" includes IE "Downlink RLC logical channel info" but IE "Number of downlink RLC logical channels" is absent, the parameter values are exactly the same as for the corresponding UL logical channels. In case two multiplexing options are specified for the UL, the first options shall be used as default for the DL. As regards the IE "Channel type", the following rule should be applied to derive the DL channel type from the UL channel included in the IE:

	Channel used in UL
	DL channel type implied by "same as"

	DCH
	DCH

	RACH
	FACH

	CPCH
	FACH

	USCH
	DSCH


---------------------  omitted ------------------------
8.6.5.10
DL Transport channel information common for all transport channels

If the IE "DL Transport channel information common for all transport channels" is included the UE shall:

-
if the IE "SCCPCH TFCS" is included:

-
set the variable INVALID_CONFIGURATION to TRUE;

-
if the IE choice "mode" is set to FDD:

-
if the choice "DL parameters" is set to 'Independent':

-
if the IE "DL DCH TFCS" is included:

-
if the IE "SCCPCH TFCS" is included and the state the UE enters after handling the received information is other than CELL_DCH:

-
ignore the received IE "DL DCH TFCS";

NOTE:
the IE "DL Transport channel information common for all transport channels" always includes a DL DCH TFCS configuration, either by including the IE "DL DCH TFCS " or by specifying that the TFCS is the same as in UL. If UTRAN does not require the reconfiguration of the concerned parameters, UTRAN may replace one TFC with the value that is already assigned for this IE.

-
else:

-
perform actions as specified in subclause 8.6.5.2;

-
if the IE choice "mode" is set to TDD:

-
if the IE "Individual DL CCTRCH information" is included:

-
for each DL TFCS identified by the IE "DL TFCS identity":

-
if the IE choice "DL parameters" is set to 'independent':

-
perform actions for the IE "DL TFCS" as specified in subclause 8.6.5.2;

-
if the IE choice "DL parameters" is set to 'same as UL':

-
if the IE "UL DCH TFCS identity" indicates an existing or a new UL TFCS:

-
store for that DL TFCS the TFCS identified by the IE "UL DCH TFCS identity";

-
else:

-
set the variable INVALID_CONFIGURATION to TRUE.

---------------------  omitted ------------------------
8.6.6.9
PDSCH with SHO DCH Info (FDD only)

If the IE "PDSCH with SHO DCH Info" is included, the UE shall:

-
configure itself to receive the PDSCH from the specified radio link within the active set identified by the IE "DSCH radio link identifier";

-
if the TFCI has a 'hard' split:

-
if the IE "TFCI(field2) combining set" is included:

-
configure the Layer 1 to combine soft only the DPCCH TFCI(field 2) of the radio links within the active set which are identified by the IE "Radio link identifier" in the IE "TFCI(field2) Combining set";

-
if the IE "TFCI(field2) combining set" is not included:

-
configure the L1 to combine soft the DPCCH TFCI(field 2) of all radio links within the active set.

---------------------  omitted ------------------------
8.6.6.25
SSDT Information

If the IE "SSDT Information" is included the UE shall:

-
configure the size of the S-field in the FBI field on the uplink DPCCH to the value indicated in the IE "S-field";

-
use the length of the temporary cell ID code for SSDT indicated in the IE "Code Word Set".

---------------------  omitted ------------------------
8.6.6.27
Downlink information common for all radio links

If the IE "Downlink information common for all radio links " is included the UE shall:

-
if the IE "Downlink DPCH info common for all RL" is included:

-
perform actions as specified in subclause 8.6.6.28;

-
if the IE choice "mode" is set to 'FDD':

-
perform actions for the IE "DPCH compressed mode info" as specified in subclause 8.6.6.15;

-
perform actions for the IE "Tx Diversity mode" as specified in subclause 8.6.6.24;

-
if the IE "SSDT information" is included:

-
perform actions as specified in subclause 8.6.6.25;

-
if the IE "Default DPCH Offset value" is included:

-
perform actions as specified in the subclause 8.6.6.21.

8.6.6.28
Downlink DPCH info common for all radio links

If the IE "Downlink DPCH info common for all RL" is included the UE shall:

-
perform actions for the IE "Timingindication" as specified in subclause 8.5.15.2;

-
ignore the value received in IE "CFN-targetSFN frame offset";

-
if the IE "Downlink DPCH power control information" is included:

-
perform actions for the IE "DPC Mode" according to [29];

-
if the IE choice "mode" is set to 'FDD':

-
if the IE "Downlink rate matching restriction information" is included:

-
perform downlink rate matching based on the TFCs composed of 'all the TFIs of the non-restricted Transport channel' and 'allowed TFIs in the restricted Transport channel' within given TFCS;
-
if the IE "Downlink rate matching restriction information" is not included:

-
cancel all the transport format restrictions if any and initiate the downlink rate matching based on all the TFCs in given TFCS;
-
perform actions for the IE "spreading factor";

-
perform actions for the IE "Fixed or Flexible position";

-
perform actions for the IE "TFCI existence";

-
if the IE choice "SF" is set to 256:

-
store the value of the IE "Number of bits for pilot bits";

-
if the IE choice "SF" set to 128:

-
store the value of the IE "Number of bits for pilot bits";

-
if the IE choice "mode" is set to 'TDD':

-
perform actions for the IE "Common timeslot info".

If the IE "Downlink DPCH info common for all RL" is included in a message used to perform a Timing re-initialised hard handover, and ciphering is active for any radio bearer using RLC-TM, the UE shall, after having activated the dedicated physical channels indicated by that IE:

-
increment HFN for RLC-TM by '1'.

---------------------  omitted ------------------------
8.6.7.6
Inter-RAT reporting quantity

If the IE "Inter-RAT reporting quantity" is received by the UE, the UE shall:

-
store the content of the IE to the variable MEASUREMENT_IDENTITY.

If the IE "Inter-RAT measurement quantity" is received and CHOICE system is GSM, the UE shall check each quantity in the GSM choice. The UE shall include measured results in MEASUREMENT REPORT as specified in the IE "Inter-RAT reporting quantity" with the following restrictions:

-
if the UE has not confirmed the BSIC of the measured cell:

-
if no compressed mode pattern sequence specified with measurement purpose "Initial BSIC identification" is active, the UE is not required to include the "inter-RAT cell id" nor "Observed time difference to GSM cell" in the IE "Inter-RAT measured results list", when a MEASUREMENT REPORT is triggered.

-
if the UE has confirmed the BSIC of the measured cell, then:

-
if no compressed mode pattern sequence specified with measurement purpose "Initial BSIC identification" nor "BSIC re-confirmation" is active, the UE is not required to include the "inter-RAT cell id" nor "Observed time difference to GSM cell" in the IE "Inter-RAT measured results", when a MEASUREMENT REPORT is triggered. If no compressed mode pattern sequence with measurement purpose "GSM carrier RSSI measurements" is active, the UE may include "inter-RAT cell id" or "Observed time difference to GSM cell" in MEASUMENT REPORT without "GSM carrier RSSI" even if it is defined in the IE "Inter-RAT reporting quantity".
-
if the IE "UTRAN estimated quality" is set to "TRUE":

-
ignore that IE;

-
if IE "Observed time difference to GSM cell" is set to "TRUE":

-
include optional IE "Observed time difference to GSM cell" with the value set to the time difference to that GSM cell for the GSM cells that have a BSIC that is "verified", and that match any of the BCCH ARFCN and BSIC combinations in the list of inter-RAT cells that the UE has received in IE "Inter-RAT cell info list". Observed time difference to GSM cells with "non-verified" BSIC shall not be included;

-
if IE "GSM Carrier RSSI" is set to "TRUE":

-
include optional IE "GSM Carrier RSSI" with a value set to the measured RXLEV to that GSM cell in IE "Inter-RAT measured results list". If no compressed mode pattern sequence specified with measurement purpose "GSM carrier RSSI measurements" is active, the UE is not required to include the "GSM carrier RSSI" in the IE " Inter-RAT measured results list ", when a MEASUREMENT REPORT is triggered;

-
if the BSIC of reported GSM cell is "verified":

-
set the CHOICE BSIC to "Verified BSIC" and IE "inter-RAT cell id" to the value that GSM cell had in the IE "Inter-RAT cell info list";

-
if the BSIC of reported GSM cell is "non-verified":

-
set the CHOICE BSIC to "Non verified BSIC" and the IE "BCCH ARFCN" to the value of that GSM cells ARFCN;

The requirements for a cell to be considered "verified" or "non-verified" can be found in [19].
---------------------  omitted ------------------------
8.6.7.12
FACH measurement occasion info

IE "FACH measurement occasion info" is used to control UE measurement activities in inter-frequency and inter-RAT cells in CELL_FACH state.

If IE "FACH measurement occasion info" is received, UE shall, when in CELL_FACH state:

-
if IE "FACH Measurement occasion cycle length coefficient" is included:

-
if, according to its measurement capabilities, UE is not able to perform some of the indicated measurements in this IE simultaneously as receiving the SCCPCH of serving cell:

-
perform those measurements during FACH measurement occasions, see subclause 8.5.11;

-
if, according to its measurement capabilities, UE is able to perform some of the indicated measurements in this IE simultaneously as receiving the SCCPCH of serving cell:

-
UE may perform measurements also on other occasions;

-
if, according to its measurement capabilities, UE is able to perform the measurements and indicated in this IE simultaneously as receiving the SCCPCH of serving cell:

-
perform the measurements simultaneously as receiving the SCCPCH of serving cell;

-
if IE "FACH Measurement occasion cycle length coefficient" is not included:

-
perform those indicated measurements indicated in this IE that UE, according to its measurement capabilities, is able to perform simultaneously as receiving the SCCPCH of serving cell;

-
if IE "Inter-frequency FDD measurement indicator" is set to TRUE:

-
perform measurements and evaluate cell re-selection criteria according to [4] on inter-frequency FDD cells listed in IE "Measurement control system information" in "System Information Block type 11" or "System Information Block type 12";

-
if IE "Inter-frequency FDD measurement indicator" is set to FALSE:

-
neither perform measurements nor evaluate cell re-selection criteria on inter-frequency FDD cells;
-
if IE "Inter-frequency TDD measurement indicator" is set to TRUE:

-
perform measurements and evaluate cell re-selection criteria according to [4] on inter-frequency TDD cells listed in IE "Measurement control system information" in "System Information Block type 11" or "System Information Block type 12";

-
if IE "Inter-frequency TDD measurement indicator" is set to FALSE:

-
neither perform measurements nor evaluate cell re-selection criteria on inter-frequency TDD cells;

-
if IE "Inter-RAT measurement indicators" is included:

-
perform measurements and evaluate cell re-selection criteria according to [4] on those cells of listed Inter-RAT types that are present in IE "Measurement control system information" in "System Information Block type 11" or "System Information Block type 12".

---------------------  omitted ------------------------
8.6.7.14
Inter-frequency measurement

If IE "Inter-frequency measurement" is received by the UE in a MEASUREMENT CONTROL message, where IE "measurement command" has the value "setup", but IE "Inter-frequency measurement quantity", IE "Inter-frequency reporting quantity" or "CHOICE Report criteria" is not received, the UE shall:

-
clear all stored measurement control information related associated to this measurement identity in variable MEASUREMENT_IDENTITY;

-
set the variable CONFIGURATION_INCOMPLETE to TRUE;
-
in the case of an inter-frequency measurement for FDD:

-
if IE "Inter-frequency measurement" is received by the UE in a MEASUREMENT CONTROL message, where IE "measurement command" has the value "setup", if an inter-frequency event is configured that is different from event 2d or 2f, and if the IE "Inter-frequency SET UPDATE" is not received in that same message:

-
set the variable CONFIGURATION_INCOMPLETE to TRUE;

-
if the IE "Inter-frequency SET UPDATE" is received:

-
if the value of the IE "UE autonomous update mode" set to "Off" or "On":

-
if more than one frequency is included in the list of cells pointed at in the IE "cells for measurement" if also included in the same IE "Inter-frequency measurement", or otherwise included in the "Inter-frequency cell info" part of the variable CELL_INFO_LIST:

-
set the variable INVALID_CONFIGURATION to TRUE.

If the variable CONFIGURATION_INCOMPLETE is set to TRUE, the UE shall:

-
act as described in subclause 8.4.1.4a.

---------------------  omitted ------------------------
8.6.7.19.2
UE positioning OTDOA assistance data

If IE "UE positioning OTDOA reference cell info" is received in System Information Block type 15.4 or in the MEASUREMENT CONTROL message, the UE shall update the variable UE_POSITIONING_OTDOA_DATA accordingly. The UE shall:

-
store received cell information in the UE positioning reference cell info in the variable UE_POSITIONING_OTDOA_DATA, overwriting any existing information.

If IE "UE positioning OTDOA neighbour cell list" is received in System Information Block type 15.4 or in the MEASUREMENT CONTROL message, the UE shall update the variable UE_POSITIONING_OTDOA_DATA accordingly. The UE shall:

-
store received cell information in the neighbour cell info list in the variable CELL_INFO_LIST, overwriting any existing information.

If, according to its capabilities, UE does not support IPDLs and if IE "IPDL parameters" is received for the reference or any of the neighbour cells, the UE shall:

-
ignore this IE.

If IE "UE positioning measurement" is received in the MEASUREMENT CONTROL message, the UE shall also perform the following consistency checks:

-
if IE "Positioning Methods" is set to "OTDOA" or "Cell ID":

-
if IE "UE positioning OTDOA reference cell info" is not included and if UE positioning OTDOA reference cell info in variable UE_POSITIONING_OTDOA_DATA is empty:

-
set the variable CONFIGURATION_INCOMPLETE to TRUE;

-
if IE "Positioning Methods" is set to "OTDOA":

-
if IE "UE positioning OTDOA neighbour cell list" is not included and if less than two neighbour cells are stored in UE positioning OTDOA neighbour cell info list in variable UE_POSITIONING_OTDOA_DATA:

-
set the variable CONFIGURATION_INCOMPLETE to TRUE;

-
if IE "Method Type" is set to "UE based":

-
if IE "UE positioning OTDOA reference cell info" is included and if IE "Cell Position" for the reference cell is not included:

-
set the variable CONFIGURATION_INCOMPLETE to TRUE;

-
if the IE "UE positioning OTDOA neighbour cell list" is included and if cell position of less than two neighbour cells of the cells included in this IE and stored in variable UE_POSITIONING_OTDOA_DATA are different and if those cell positions are not different to the one of the reference cell stored in variable UE_POSITIONING_OTDOA_DATA:

-
set the variable CONFIGURATION_INCOMPLETE to TRUE;
-
if the IE "UE positioning OTDOA neighbour cell list" is included and only two neighbour cells are included or stored in variable UE_POSITIONING_OTDOA_DATA and if the IE "Round Trip Time" is neither included for the neighbour cells nor for the reference cell info:

-
set the variable CONFIGURATION_INCOMPLETE to TRUE.

8.6.7.19.3
UE positioning GPS assistance data

8.6.7.19.3.1
UE positioning GPS acquisition assistance

If the IE "UE positioning GPS acquisition assistance" is included, the UE shall:

-
store IE "GPS reference time" in the IE "UE positioning GPS reference time" in UE_POSITIONING_GPS_DATA;

-
for each satellite:

-
update the variable UE_POSITIONING_GPS_DATA as follows:

-
store received GPS acquisition assistance at the position indicated by the IE "Sat ID" in the IE "UE positioning GPS acquisition assistance" in the variable UE_POSITIONING_GPS_DATA, possibly overwriting any existing information in this position.

8.6.7.19.3.2
UE positioning GPS Almanac

If the IE "UE positioning GPS Almanac" is included, for each satellite, the UE shall:

-
update the variable UE_POSITIONING_GPS_DATA as follows:

-
store received GPS almanac information at the position indicated by the IE "Sat ID" in the IE "UE positioning GPS Almanac" in the variable UE_POSITIONING_GPS_DATA, possibly overwriting any existing information in this position.

8.6.7.19.3.3
UE positioning D-GPS Corrections

If the IE "UE positioning GPS DGPS corrections" is included, the UE shall:

-
delete all information currently stored in the IE "UE positioning GPS DGPS corrections" in the variable UE_POSITIONING_GPS_DATA;

-
store the received DGPS corrections in the IE "UE positioning GPS DGPS corrections" in the variable UE_POSITIONING_GPS_DATA.

8.6.7.19.3.4
UE positioning GPS Ephemeris and Clock Correction Parameters

If the IE "UE positioning GPS Ephemeris and Clock Correction parameters" is included, for each satellite, the UE shall:

-
update the variable UE_POSITIONING_GPS_DATA as follows:

-
store received GPS ephemeris information at the position indicated by the IE "Sat ID" in the IE "UE positioning GPS Navigation Model" in the variable UE_POSITIONING_GPS_DATA, possibly overwriting any existing information in this position.

8.6.7.19.3.5
UE positioning GPS ionospheric model

If IE "UE positioning GPS ionospheric model" is included, the UE shall:

-
store this IE in the IE "UE positioning GPS ionospheric model" in variable UE_POSITIONING_GPS_DATA.

8.6.7.19.3.6
UE positioning GPS real-time integrity

The GPS real-time integrity information element specified in subclause 10.3.7.95 is primarily intended for non-differential applications. The real-time integrity of the satellite constellation is of importance as there is no differential correction data by which the UE can determine the soundness of each satellite signal. The Real-Time GPS Satellite Integrity data communicates the health of the constellation to the mobile via a list of bad satellites. The UE shall consider the data associated with the satellites identified in this IE as invalid.

If this is included, for each satellite, the UE shall:

-
add the Sat IDs that are not yet included in the list of satellites in the IE "UE positioning GPS real time integrity" in the variable UE_POSITIONING_GPS_DATA;

-
remove all Sat IDs in the list of satellites in the IE "UE positioning GPS real time integrity" in the variable UE_POSITIONING_GPS_DATA that are not included in IE UE positioning GPS real time integrity.
8.6.7.19.3.7
UE positioning GPS reference time

If the IE "UE positioning GPS reference time" is included, the UE shall:

-
store this IE in "UE positioning GPS reference time" in variable UE_POSITIONING_GPS_DATA;

-
for each satellite:

-
store received GPS TOW assist at the position indicated by the IE "Sat ID" in the IE "UE positioning GPS reference time" in the variable UE_POSITIONING_GPS_DATA, possibly overwriting any existing information in this position.

---------------------  omitted ------------------------
10.2.45
SECURITY MODE FAILURE

This message is sent to indicate a failure to act on a received SECURITY MODE COMMAND message.


RLC-SAP: AM


Logical channel: DCCH


Direction: UE(UTRAN

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Message Type
	MP
	
	Message Type
	

	UE information elements
	
	
	
	

	RRC transaction identifier
	MP
	
	RRC transaction identifier 10.3.3.36
	

	Integrity check info
	CH
	
	Integrity check info 10.3.3.16
	

	Failure cause
	MP
	
	Failure cause and error information 10.3.3.14
	


---------------------  omitted ------------------------
10.3.2.3
Cell selection and re-selection info for SIB3/4

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Mapping Info
	OP
	
	Mapping info 10.3.2.5
	This IE should not be sent.

	Cell selection and reselection quality measure
	MP
	
	Enumerated (CPICH Ec/N0, CPICH RSCP)
	Choice of measurement (CPICH Ec/N0 or CPICH RSCP) to use as quality measure Q for FDD cells.

This IE is also sent to the UE in SIB11/12. Both occurrences of the IE should be set to the same value.

	CHOICE mode
	MP
	
	
	

	>FDD
	
	
	
	

	>>Sintrasearch
	OP
	
	Integer (-32..20 by step of 2)
	If a negative value is received the UE shall consider the value to be 0.

[4]

[dB]

	>>Sintersearch
	OP
	
	Integer (-32..20 by step of 2)
	If a negative value is received the UE shall consider the value to be 0.

[4]

[dB]

	>>SsearchHCS
	OP
	
	Integer (-105..91 by step of 2)
	If a negative value is received the UE shall consider the value to be 0.

[4]

[dB]

	>>RAT List
	OP
	1 to <maxOtherRAT>
	
	

	>>>RAT identifier
	MP
	
	Enumerated (GSM, cdma2000)
	

	>>>Ssearch,RAT
	MP
	
	Integer (-32..20 by step of 2)
	In case the value 20 is received the UE shall consider this IE as if it was absent according to [4]

If a negative value is received the UE shall consider the value to be 0.

[dB]

	>>>SHCS,RAT
	OP
	
	Integer (-105..91 by step of 2)
	If a negative value is received the UE shall consider the value to be 0.

[4]

[dB]

	>>>Slimit,SearchRAT
	MP
	
	Integer (-32..20 by step of 2)
	If a negative value is received the UE shall consider the value to be 0.

[4]

[dB]

	>>Qqualmin
	MP
	
	Integer (-24..0)
	Ec/N0, [dB]



	>>Qrxlevmin
	MP
	
	Integer (-115..-25 by step of 2)
	RSCP, [dBm]



	>TDD
	
	
	
	

	>>Sintrasearch
	OP
	
	Integer (-105..91 by step of 2)
	If a negative value is received the UE shall consider the value to be 0.

[4]

[dB]

	>>Sintersearch
	OP
	
	Integer (-105..91 by step of 2)
	If a negative value is received the UE shall consider the value to be 0.

[4]

[dB]

	>>SsearchHCS
	OP
	
	Integer (-105..91 by step of 2)
	If a negative value is received the UE shall consider the value to be 0.

[4]

[dB]

	>>RAT List
	OP
	1 to <maxOtherRAT>
	
	

	>>>RAT identifier
	MP
	
	Enumerated (GSM, cdma2000)
	

	>>>Ssearch,RAT
	MP
	
	Integer (-105..91 by step of 2)
	In case the value 91 is received the UE shall consider this IE as if it was absent according to [4]

If a negative value is received the UE shall consider the value to be 0.

[dB]

	>>>SHCS,RAT
	OP
	
	Integer (-105..91 by step of 2)
	If a negative value is received the UE shall consider the value to be 0.

[4]

[dB]

	>>>Slimit,SearchRAT
	MP
	
	Integer (-105..91 by step of 2)
	If a negative value is received the UE shall consider the value to be 0.

[4]

[dB]

	>>Qrxlevmin
	MP
	
	Integer (-115..-25 by step of 2)
	RSCP, [dBm]



	Qhyst1s
	MP
	
	Integer (0..40 by step of 2)
	[4]

[dB]

	Qhyst2s
	CV-FDD-Quality-Measure
	
	Integer (0..40 by step of 2)
	Default value is Qhyst1s

[4]

[dB]

	Treselections
	MP
	
	Integer (0..31)
	[s]

	HCS Serving cell Information
	OP
	
	HCS Serving cell information 10.3.7.12
	

	Maximum allowed UL TX power
	MP
	
	Maximum allowed UL TX power 10.3.6.39
	[dBm] UE_TXPWR_MAX_RACH in [4].


	Condition
	Explanation

	FDD-Quality-Measure
	The IE is not needed if the IE "Cell selection and reselection quality measure" has the value CPICH RSCP, otherwise the IE is mandatory and has a default value.


10.3.2.4
Cell selection and re-selection info for SIB11/12

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Qoffset1s,n
	MD
	
	Integer(-50..50)
	Default value is 0.

[dB]

	Qoffset2s,n
	CV-FDD-Quality-Measure
	
	Integer(-50..50)
	Default value is 0.

[dB]

	Maximum allowed UL TX power
	MD
	
	Maximum allowed UL TX power 10.3.6.39
	[dBm] UE_TXPWR_MAX_RACH in [4].

Default is the Maximum allowed UL TX power for the serving cell

	HCS neighbouring cell information
	OP
	
	HCS Neighbouring cell information 10.3.7.11
	

	CHOICE mode
	MP
	
	
	

	>FDD
	
	
	
	

	>>Qqualmin
	CV-FDD-Serving-Cell
	
	Integer (-24..0)
	Ec/N0, [dB]

Default value is Qqualmin for the serving cell

	>>Qrxlevmin
	MD
	
	Integer (-115..-25 by step of 2)
	RSCP, [dBm]

Default value is Qrxlevmin for the serving cell

	>TDD
	
	
	
	

	>>Qrxlevmin
	MD
	
	Integer (-115..-25 by step of 2)
	RSCP, [dBm]

Default value is Qrxlevmin for the serving cell

	>GSM
	
	
	
	

	>>Qrxlevmin
	MD
	
	Integer (-115..-25 by step of 2)
	GSM RSSI, [dBm]

Default value is Qrxlevmin for the serving cell


	Condition
	Explanation

	FDD-Quality-Measure
	This IE is mandatory and has a default value for Intra/Inter Frequency Cells if the IE "Cell selection and reselection quality measure" has the value CPICH Ec/No. Otherwise the IE is optional

	FDD-Serving-Cell
	This IE is mandatory and has a default value if the serving cell is an FDD cell. Otherwise the IE is mandatory present.


---------------------  omitted ------------------------
10.3.6.11
Constant value

This constant value is used by the UE to calculate the initial output power on PRACH according to the Open loop power control procedure. In TDD constant values are used for open loop power control of PRACH, USCH and UL DPCH as defined in subclause 8.5.7.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Constant value
	MP
	
	Integer (-35..-10)
	In dB


10.3.7.10
HCS Cell re-selection information

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Penalty_time
	MD
	
	Integer(0, 10, 20, 30, 40, 50, 60)
	Default value is 0 which means = not used

In seconds

	Temporary_offsets
	CV-Penalty used
	
	
	

	>Temporary_offset1
	MP
	
	Integer(3, 6, 9, 12, 15, 18, 21, inf)
	[dB]

	>Temporary_offset2
	CV-FDD-Quality-Measure
	
	Integer(2, 3, 4, 6, 8, 10, 12, inf)
	[dB]


	Condition
	Explanation

	Penalty used
	This IE is not needed if the IE "Penalty time" equals "not used", else it is mandatory present.

	FDD-Quality-Measure
	This IE is not needed if the IE "Cell selection and reselection quality measure" has the value CPICH RSCP, otherwise the IE is mandatory present. This conditional presence is implemented in ASN.1 by the use of a specific RSCP and EcN0 variant of 10.3.7.10.


---------------------  omitted ------------------------
10.3.7.33
Intra-frequency cell info list

Contains the information for the list of measurement objects for an intra-frequency measurement.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	CHOICE Intra-frequency cell removal
	OP
	
	
	Absence of this IE is equivalent to choice "Remove no intra-frequency cells".

	>Remove all intra-frequency cells
	
	
	
	No data

	>Remove some intra-frequency cells
	
	
	
	

	>>Removed intra-frequency cells
	MP
	1 to <maxCellMeas>
	
	

	>>>Intra-frequency cell id
	MP
	
	Integer(0 .. <maxCellMeas> - 1)
	

	>Remove no intra-frequency cells
	
	
	
	

	New intra-frequency cells 
	OP
	1 to <maxCellMeas>
	
	This information element must be present when "Intra-frequency cell info list" is included in the system information

	>Intra-frequency cell id
	OP
	
	Integer(0 .. <maxCellMeas> - 1)
	

	>Cell info
	MP
	
	Cell info 10.3.7.2
	

	Cells for measurement
	CV-BCHopt
	1 to <maxCellMeas>
	
	

	>Intra-frequency cell id
	MP
	
	Integer(0 .. <maxCellMeas>-1)
	


	Condition
	Explanation

	BCHopt
	This IE is not needed when sent in SYSTEM INFORMATION. Otherwise, the IE is Optional


---------------------  omitted ------------------------
10.3.7.47
Measurement control system information

	Information element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Use of HCS
	MP
	
	Enumerated (Not used, used)
	Indicates if the serving cell belongs to a HCS structure

	Cell selection and reselection quality measure
	MP
	
	Enumerated (CPICH Ec/N0, CPICH RSCP)
	Choice of measurement (CPICH Ec/N0 or CPICH RSCP) to use as quality measure Q.

	Intra-frequency measurement system information
	OP
	
	Intra-frequency measurement system information 10.3.7.40
	

	Inter-frequency measurement system information
	OP
	
	Inter-frequency measurement system information

10.3.7.20
	

	Inter-RAT measurement system information
	OP
	
	Inter-RAT measurement system information 10.3.7.31
	

	Traffic volume measurement system information
	OP
	
	Traffic volume measurement system information 10.3.7.73
	

	UE Internal measurement system information
	OP
	
	UE Internal measurement system information 10.3.7.81
	


---------------------  omitted ------------------------
14.3.1
Inter-RAT reporting events

Within the measurement reporting criteria field in the MEASUREMENT CONTROL message the UTRAN notifies the UE which events should trigger the UE to send a MEASUREMENT REPORT message. The listed events are the toolbox from which the UTRAN can choose the reporting events that are needed for the implemented handover evaluation function, or other radio network functions.

All events are measured with respect to one of the measurement quantities given in subclause 14.3.0a, and of the frequency quality estimate given in subclause 14.3.0b. For UTRAN the measurement quantities are measured on the monitored primary common pilot channels (CPICH) in FDD mode and the monitored primary common control channels (PCCPCH) in TDD mode of the cell defined in the measurement object. For other RATs the measurement quantities are system-specific. A "used UTRAN frequency" is a frequency that the UE have been ordered to measure upon and is also currently used for the connection to UTRAN. "Other system" is e.g. GSM.

In the text below describing the events:

-
"The BCCH ARFCN and BSIC combinations considered in that inter-RAT measurement" shall be understood as the BCCH ARFCN and BSIC combinations of the inter-RAT cells pointed at in the IE "Cells for measurement" if it has been received for that inter-RAT measurement, or otherwise of the cells included in the "inter-RAT cell info" part of the variable CELL_INFO LIST.

-
"The BCCH ARFCNs considered in that inter-RAT measurement" shall be understood as the BCCH ARFCNs of the inter-RAT cells pointed at in the IE "Cells for measurement" if it has been received for that inter-RAT measurement, or otherwise of the cells included in the "inter-RAT cell info" part of the variable CELL_INFO LIST.

---------------------  omitted ------------------------
14.5
Quality Measurements

14.5.1
Quality reporting measurement quantities

For quality measurements, the following measurement quantities are used:

1.
Downlink transport channel BLER

2.
Timeslot SIR (TDD only)

---------------------  omitted ------------------------
14.11.1
Initial virtual active set
The way the UE shall act when a MEASUREMENT CONTROL message is received that sets up or modifies an inter-frequency measurement, and that includes the IE "Inter-frequency set update" and/or the IE "Intra-Frequency reporting quantity" is described below. The UE shall:

-
if the IE "Intra-Frequency measurement reporting criteria" is included in the MEASUREMENT CONTROL message, or if it was previously stored and if the IE "Inter-frequency set update" was included in the MEASUREMENT CONTROL message:

-
if the IE "UE autonomous update mode" received or previously stored is set to "on" or "on with no reporting":

-
for each non-used frequency Fi considered in the measurement:

-
include in the initial virtual active set the Ni cells that have either the greatest downlink Ec/N0, the greatest downlink RSCP after despreading, or the lowest pathloss (depending on what is indicated in the IE "inter-frequency measurement quantity"), among the cells on frequency Fi considered in that inter-frequency measurement, where:

-
if event 1a is configured in the "Intra-Frequency measurement reporting criteria":
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where:


N1a is the "Reporting deactivation threshold" included in the "Intra-Frequency measurement" IE received for that inter-frequency measurement for event 1a.


NCells Fi is the number of cells on frequency Fi considered in that inter-frequency measurement.

-
else, if event 1c is configured in the "Intra-Frequency measurement reporting criteria":
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where:


N1c is the "Replacement activation threshold" included in the "Intra-Frequency measurement" IE received for that inter-frequency measurement for event 1c.


NCells Fi is the number of cells on frequency Fi considered in that inter-frequency measurement.

-
else:
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where:


NCells Fi is the number of cells on frequency Fi considered in that inter-frequency measurement;

-
if the IE "UE autonomous update mode" received or previously stored is set to "on":

-
if event 1a is configured in the "Intra-Frequency measurement reporting criteria":

-
send a MEASUREMENT REPORT with IEs set as follows:

-
set the Measurement identity to the identity of the inter-frequency measurement;

-
set the CHOICE event result in the IE Event results to Intra-frequency measurement event results, Intra-frequency event identity to 1a, and in "Cell measurement event results" the CPICH info of all the cells included in a virtual active set of the non-used frequency considered in the inter-frequency measurement;

-
do not include the IE "measured results".

-
else, if event 1c is configured in the "Intra-Frequency measurement reporting criteria":

-
send a measurement report with IEs set as follows:

-
set the Measurement identity to the identity of the inter-frequency measurement;

-
set the CHOICE event result in the IE Event results to Intra-frequency measurement event results, Intra-frequency event identity to 1c, and in "Cell measurement event results" the CPICH info of all the cells included in the virtual active set of the frequency considered in the inter-frequency measurement;

-
do not include the IE "measured results";

-
if the IE "Inter-frequency set update" is included in the message and if the IE "UE autonomous update mode" is set to "Off":

-
if the IE "Measurement command" is set to "Modify", if the value previously stored for the  IE "UE autonomous update mode" was also "Off" and if the IE "Intra-frequency measurement reporting criteria" was not included in the message:

-
apply the modifications indicated in the "Inter-frequency set update" to the virtual active set that was valid before the message was received for the non-used frequency considered in that inter-frequency measurement.

-
otherwise:

-
remove the possibly existing virtual active set of the non-used frequency considered in that measurement; and

-
set the initial virtual active set for it according to the "Inter-frequency set update" included in the message;

-
if the IE "Inter-frequency set update" is not included in the message and if the IE "UE autonomous update mode" stored for the inter-frequency measurement is set to "Off":

-
remove the possibly existing virtual active set of the non-used frequency considered in that measurement; and

-
consider the virtual active set for it as empty.

-
if the IE "Intra-Frequency measurement reporting criteria" was not included in the MEASUREMENT CONTROL message:

-
if the IE "UE autonomous update mode" is set to "on" or "on with no reporting":

-
for each non-used frequency Fi considered in the measurement:

-
include in the initial virtual active set the Ni cells that have either the greatest downlink Ec/N0 or the greatest downlink RSCP after despreading or the lowest pathloss (depending on what is indicated in the IE "inter-frequency measurement quantity"), among the cells on frequency Fi considered in that inter-frequency measurement, where:

-
if event 1a is configured for the used frequency in an intra-frequency measurement; and

-
if the "Reporting deactivation threshold" is included:
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where:


N1a is the "Reporting deactivation threshold" included in the intra-frequency measurement for the first event 1a defined in the intra-frequency measurement with the lowest identity.


NCells Fi is the number of cells on frequency Fi considered in that inter-frequency measurement.

-
else, if event 1c is configured for the used frequency in an intra-frequency measurement:
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where:


N1c is the "Replacement activation threshold" included in the "Intra-Frequency measurement" for the first event 1c defined in the intra-frequency measurement with the lowest identity.


NCells Fi is the number of cells on frequency Fi considered in that inter-frequency measurement.

-
else:
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where:


NCells Fi is the number of cells on frequency Fi considered in that inter-frequency measurement.

-
if the IE "UE autonomous update mode" is set to "on":

-
if event 1a is configured for the used frequency in an intra-frequency measurement:

-
send a measurement report with IEs set as follows:

-
set the Measurement identity to the identity of the inter-frequency measurement;

-
set the CHOICE event result in the IE Event results to Intra-frequency measurement event results, Intra-frequency event identity to 1a, and in "Cell measurement event results" the CPICH info of all the cells included in the initial virtual active set of the non-used frequency considered in that measurement;

-
do not include the IE "measured results".

-
else, if event 1c is configured for the used frequency in an intra-frequency measurement:

-
send a measurement report with IEs set as follows:

-
set the Measurement identity to the identity of the inter-frequency measurement;

-
set the CHOICE event result in the IE Event results to Intra-frequency measurement event results, Intra-frequency event identity to 1c, and in "Cell measurement event results" the CPICH info of all the cells included in the initial virtual active set of the non-used frequency considered in that measurement;

-
do not include the IE "measured results".

-
if the IE "UE autonomous update mode" is set to "off":

-
set the initial virtual active set of the non-used frequency considered in that inter-frequency measurement according to what is included in the IE "Inter-frequency set update" included in the message; and

-
if the IE "Inter-frequency set update" was not received:

-
set the initial virtual active set for the frequencies considered in that measurement to be empty.
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