Page 3



3GPP TSG RAN WG4 Meeting #20                                      R4-011486

East Brunswick, NJ, USA 12th - 16th November 2001

	CR-Form-v4

	CHANGE REQUEST

	

	(

	25.101
	CR
	135
	(

rev
	-
	(

Current version:
	5.0.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	

	Proposed change affects:
(

	(U)SIM
	
	ME/UE
	X
	Radio Access Network
	
	Core Network
	

	

	Title:
(

	Clarification on averaging method for power control initial convergence test

	
	

	Source:
(

	RAN WG4

	
	

	Work item code:
(

	
	
	Date: (

	2001-11-12

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-5

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)

	
	

	Reason for change:
(

	It is unclear how the downlink DPCH_Ec/Ior power measured values must be averaged for power control initial convergence test

	
	

	Summary of change:
(

	This CR clarifies that :

· A sliding rectangular window filter is assumed with a window size of 50 ms.

· First 10 ms shall not be used for averaging and thus shall be discarded.

· The window size of the filter is linearly increased between 0 and 50 ms during the next 50 ms (following the first 10 ms) so that filter does not have to be initialised.
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8.8.2 Power control in the downlink, initial convergence

This requirement verifies that DL power control works properly during the first seconds after DPCH connection is established

8.8.2.1
Minimum requirements

For the parameters specified in Table 8.31 the downlink DPCH_Ec/Ior power measured values, which are averaged over 50 ms, shall be within the range specified in Table 8.32 more than 90% of the time. T1 equals to 500 ms and it starts 10 ms after the DPDCH connection is initiated. T2 equals to 500 ms and it starts when T1 has expired. Power control is ON during the test.

The first 10 ms shall not be used for averaging, ie the first sample to be input to the averaging filter is at the beginning of T1. The averaging shall be performed with a sliding rectangular window averaging filter. The window size of the averaging filter is linearly increased from 0 up to 50 ms during the first 50 ms of T1, and then kept equal to 50ms.

Table 8.31: Test parameters for downlink power control 

	Parameter
	Unit
	Test 1
	Test 2
	Test 3
	Test 4

	Target quality value on DTCH
	BLER
	0.01
	0.01
	0.1
	0.1

	Initial DPCH_Ec/Ior
	dB
	-5.9
	-25.9
	-2.1
	-22.1

	Information Data Rate
	kbps
	12.2
	12.2
	64
	64
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	dBm/3.84 MHz
	-60

	Propagation condition
	
	Static

	Maximum_DL_Power
	dB
	7

	Minimum_DL_Power
	dB
	-18

	DL Power Control step size, TPC
	dB
	1

	Limited Power Increase
	-
	"Not used"


Table 8.32: Requirements in downlink power control

	Parameter
	Unit
	Test 1 and Test 2
	Test 3 and Test 4
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