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5
Physical layer procedures for the 1.28 Mcps option

5.1
Transmitter Power Control

The basic purpose of power control is to limit the interference level within the system thus reducing the intercell interference level and to reduce the power consumption in the UE.

The main characteristics of power control are summarized in the following table.

Table 2: Transmit Power Control characteristics

	
	Uplink
	Downlink

	Power control rate
	Variable

Closed loop: 0-200 cycles/sec.

Open loop: (about 200us – 3575us delay ) 
	Variable

Closed loop: 0-200 cycles/sec. 

	Step size
	 1,2,3 dB (closed loop)
	 1,2,3 dB (closed loop)

	Remarks
	All figures are without processing and measurement times
	


Note: All codes within one timeslot allocated to the same CCTrCH use the same transmission power in case they have the same Spreading Factor. 

5.1.1
Uplink Control

5.1.1.1
General limits

By means of higher layer signalling, the Maximum_Allowed_UL_TX_ power for uplink may be set to a value lower than what the terminal power class is capable of. The total transmit power shall not exceed the allowed maximum. If this would be the case, then the transmit power of all uplink physical channels in a timeslot is reduced by the same amount in dB.

5.1.1.2
UpPCH
The transmit power for the UpPCH is set by higher layers on open loop power control as described in [15].






5.1.1.3
PRACH

In 1.28 Mcps TDD, the FPACH is the response of a node B to the SYNC-UL burst of the UE. The response, a one burst long message, shall bring besides the acknowledgement to the received SYNC-UL burst, the timing and power level indications to prepare the transmission of the PRACH.

The transmit power level on the PRACH is calculated by the following equation:


PPRACH= LP-CCPCH + PRXPRACH,des
Where, PPRACH is the UE transmit power level on the PRACH;

PRXPRACH,des is the desired receive power level on the PRACH, which is signalled by the higher layer signalling on the FPACH.

5.1.1.4
DPCH and PUSCH

The closed loop power control makes use of layer 1 symbols in the DPCH and PUSCH. The power control step can take the values 1,2,3 dB within the overall dynamic range 80dB. The initial transmission power for uplink DPCH and PUSCH is signalled by higher layers.

Closed-loop TPC is based on SIR and the TPC processing procedures are described in this section. 

The node B should estimate signal-to-interference ratio SIRest of the received uplink DPCH or PUSCH, respectively. The node B should then generate TPC commands and transmit the commands according to the following rule: if SIRest > SIRtarget then the TPC command to transmit is "down", while if SIRest < SIRtarget then the TPC command to transmit is "up".

At the UE, soft decision on the TPC bits is performed, and when it is judged as ‘down’, the mobile transmit power shall be reduced by one power control step, whereas if it is judged as ‘up’, the mobile transmit power shall be raised by one power control step. A higher layer outer loop adjusts the target SIR. This scheme allows quality based power control.  
The closed loop power control procedure for UL DPCH and PUSCH is not affected by the use of TSTD.

An example of UL power control procedure for DPCH is given in Annex A.3.
5.1.1.4.1 Gain Factors

Same as that of 3.84 Mcps TDD, cf. [4.2.2.3.1   Gain Factors].
5.1.1.4.2
Out of synchronization handling

Same as that of 3.84 Mcps TDD, cf.[4.2.2.3.3 
Out of synchronisation handling].

5.1.2
Downlink Control

5.1.2.1
P-CCPCH

Same as that of 3.84 Mcps TDD, cf.[4.2.3.1
P-CCPCH].

5.1.2.2
The power of the FPACH
The transmit power for the FPACH is set by the higher layer signalling [16].

5.1.2.3
S-CCPCH, PICH

Same as that of 3.84 Mcps TDD, cf.[4.2.3.2
S-CCPCH , PICH].
5.1.2.4
DPCH, PDSCH

The initial transmission power of the downlink Dedicated Physical Channel is set by the higher layer signalling until the first UL DPCH or PUSCH arrives. After the initial transmission, the node B transits into SIR-based closed-loop TPC.

The UE should estimate signal-to-interference ratio SIRest of the received downlink DPCH or PDSCH, respectively. The UE should then generate TPC commands and transmit the commands according to the following rule: if SIRest > SIRtarget then the TPC command to transmit is "down", while if SIRest < SIRtarget then the TPC command to transmit is "up".

At the Node B, soft decision on the TPC bits is performed, and when it is judged as ‘down’, the transmission power may be reduced by one power control step, whereas if judged as ‘up’, the transmission power shall be raised by one power control step.
When TSTD is applied, the UE can use two consecutive measurements of the received SIR in two consecutive sub-frames to generate the power control command. An example implementation of DL power control procedure for 1.28 Mcps TDD when TSTD is applied is given in Annex A.3.

The transmission power of one DPCH or PDSCH shall not exceed the limits set by higher layer signalling by means of Maximum_DL_Power (dB) and Minimum_DL_Power (dB). The transmission power is defined as the average power over one timeslot of the complex QPSK (or 8PSK respectively)  symbols of a single DPCH or PDSCH before spreading relative to the power of the P-CCPCH.

During a downlink transmission pause, both UE and Node B shall use the same TPC step size, which is signalled by higher layers. The UTRAN may accumulate the TPC commands received during the pause. TPC commands that shall be regarded as identical may only be counted once. The initial UTRAN transmission power for the first data transmission after the pause may then be set to the sum of transmission power before the pause and a power offset according to the accumulated TPC commands. Additionally this sum may include a constant set by the operator and a correction term due to uncertainties in the reception of the TPC bits. The total downlink transmission power at the Node B within one timeslot shall not exceed Maximum Transmission Power set by higher layer signalling. If the total transmit power of all channels in a timeslot exceeds this limit, then the transmission power of all downlink DPCHs and PDSCHs shall be reduced by the same amount in dB. The value for this power reduction is determined, so that the total transmit power of all channels in this timeslot is equal to the maximum transmission power.
5.1.2.4.1
Out of synchronisation handling

Same as that of 3.84 Mcps TDD, cf.[4.2.3.5.1
Out of synchronisation handling].

5.5
Downlink Transmit Diversity

Downlink transmit diversity for PDSCH, DPCH, P-CCPCH, and DwPCH is optional in UTRAN. Its support is mandatory at the UE.

5.5.1
Transmit Diversity for PDSCH and DPCH

Closed loop Transmit Diversity or Time Switched Transmit Diversity (TSTD) may be employed as transmit diversity scheme for downlink DPCH and PDSCH.

5.5.1.1
TSTD for PDSCH and DPCH

TSTD can be employed as transmit diversity scheme for PDSCH and downlink DPCH. An example for the transmitter structure of the TSTD transmitter is shown in figure 7. Channel coding, rate matching, interleaving, bit-to-symbol mapping, spreading, and scrambling are performed as in the non-diversity mode. Then the data is time multiplexed with the midamble sequence. Then, after pulse shaping, modulation and amplification, DPCH and/or PDSCH is transmitted from antenna 1 and antenna 2 alternately every sub-frame. Not all DPCHs and/or PDSCHs in the sub-frame need to be transmitted on the same antenna and not all DPCHs and/or PDSCHs within a sub-frame have to use TSTD. Figure 8 shows an example for the antenna switching pattern for the transmission of DPCH/PDSCH for the case that all physical channels are transmitted with TSTD and are using the same antenna in the sub-frame.
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Figure 7: Example for TSTD Transmitter structure for DPCH/PDSCH and P-CCPCH.
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Figure 8: Example for the antenna swithing pattern for TSTD transmission of DPCH/PDSCH and P-CCPCH: all physical channels are transmitted with TSTD and are using the same antenna in the sub-frame.

5.5.1.2
Closed Loop Tx Diversity for PDSCH and DPCH
The transmitter structure to support transmit diversity for DPCH and/or PDSCH transmission is shown in figure 9. Channel coding, interleaving and spreading are done as in non-diversity mode. The spread complex valued signal is fed to both TX antenna branches, and weighted with antenna specific weight factors w1 and w2. The weight factors are complex valued signals (i.e., wi = ai + jbi ), in general. These weight factors are calculated on a per slot and per user basis.

The weight factors are determined by the UTRAN. 
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Figure 9: Downlink transmitter structure to support Transmit Diversity
for DPCH and/or PDSCH transmission (UTRAN Access Point) in 1.28 Mcps TDD

5.5.2
Transmit Diversity for DwPCH
The transmitter structure to support transmit diversity for DwPCH transmission is shown in figure 10. DwPCH is transmitted from antenna 1 and antenna 2 alternatively. 
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Figure 10: Downlink transmitter structure to support Transmit Diversity
for DwPCH transmission (UTRAN Access Point) in 1.28 Mcps TDD
�PAGE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.


�PAGE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.


�PAGE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".


�PAGE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the latest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��� � HYPERLINK "http://www.3gpp.org/specs/specs.htm" ��http://www.3gpp.org/specs/specs.htm�.


�PAGE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.


�PAGE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.


�PAGE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.


�PAGE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.


�PAGE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. A list of work item acronyms can be found in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/� .�The list is also included in a MS Excel file included in the zip file containing the CR cover sheet template.


�PAGE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.  Format to be interpretable by MS Windows ®:�			2002�02�19�			19/02/2002�			19 Feb 2002�			19 February, 2002


�PAGE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report � HYPERLINK "http://www.3gpp.org/ftp/Specs/archive/21_series/21.900/" ��21.900� "TSG working methods".


�PAGE \# "'Page: '#'�'"  �� Enter a single release code from the list below.


�PAGE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.


�PAGE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.


�PAGE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. correction).


�PAGE \# "'Page: '#'�'"  �� Enter the number of each clause which contains changes.


�PAGE \# "'Page: '#'�'"  �� Enter an X in the box if any other specifications are affected by this change.


�PAGE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.


�PAGE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.





