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	Reason for change:
(

	The IE “Transparent mode signalling info” will not be used in future and therefore is best removed completely from 25.331. This will ease referring to 25.331 messages in other specifications e.g. the test specifications (e.g. default messages contents). Moreover, this approach is in accordance with the guidelines for removal of IEs, as specified in TR 25.921.



	
	

	Summary of change:
(

	The original version of this CR included the following changes:

· The IE “Transparent mode signalling info” is best removed from the tabular and the procedure specifications. (Note that the definitions & the dummy in the ASN.1 are kept for backwards compatibility)

Impact analysis:

Impacted functionality: None; currently it is stated that this IE is not used in this version of the protocol


Impact on test specifications: Currently T1 specifications specify for several messages that the IE is not present. Removal of the IE from T1 specifications is covered by another CR
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	Potential problems in other specifications referring to 25.331 messages
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8.6.5.6
Added or Reconfigured DL TrCH information

If the IE "Added or Reconfigured DL TrCH information" is included then for the transport channel identified by the IE "DL Transport Channel Identity" the UE shall:

1>
if the choice "DL parameters" is set to 'explicit':

2>
perform the actions for the IE "Transport Format Set" as specified in subclause 8.6.5.1.

1>
if the choice "DL parameters" is set to 'same as uplink':

2>
if the IE "UL Transport Channel Identity" indicates an existing or a new UL Transport Channel:

3>
store as transport format for this transport channel the transport format associated with the transport channel identified by the IE "UL Transport Channel Identity".

2>
else:

3>
set the variable INVALID_CONFIGURATION to TRUE.

1>
if the IE "DCH quality target" is included:

2>
perform the actions specified in subclause 8.6.5.4.



10.3.5.1
Added or Reconfigured DL TrCH information

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Downlink transport channel type
	MP
	
	Enumerated(DCH,DSCH)
	

	DL Transport channel identity
	MP
	
	Transport channel identity 10.3.5.18
	

	CHOICE DL parameters
	
	
	
	

	>Explicit
	
	
	
	

	>>TFS
	MP
	
	Transport Format Set 10.3.5.23
	

	>SameAsUL
	
	
	
	

	>>Uplink transport channel type
	MP
	
	Enumerated(DCH,USCH)
	USCH is TDD only

	>>UL TrCH identity
	MP
	
	Transport channel identity 10.3.5.18
	Same TFS applies as specified for indicated UL TrCH

	DCH quality target
	OP
	
	Quality target 10.3.5.10
	

	
	
	
	
	


10.3.5.17
Void
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