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8.1.2.2
FDD intra frequency measurements

During the CELL_DCH state the UE shall continuously measure identified intra frequency cells and search for new intra frequency cells in the monitoring set. In case the network requests the UE to report detected set cells, the UE shall also search for intra frequency cells outside the monitored and active set. Cells, which are neither included in the active set nor in the monitored set, and are identified by the UE belong to the detected set according to TS 25.331. If compressed mode pattern sequences are activated, intra frequency measurements can be performed between the transmission gaps simultaneously for data reception from the active set cell/s.

8.1.2.2.1
Identification of a new cell

The UE shall be able to identify and decode the SFN of a new detectable cell belonging to the monitored set within 
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A cell shall be considered detectable when 
· CPICH Ec/Io > -20 dB, 
· SCH_Ec/Io > -20 dB for at least one channel tap and SCH_Ec/Ior is equally divided between primary synchronisation code and secondary synchronisation code. 
When L3 filtering is used an additional delay can be expected.

In case of conflict when a compressed gap sequence is activated the UE may choose to prioritise the SFN decoding
The UE shall be able to identify a new detectable cell not belonging to the monitored set within
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when CPICH Ec/Io > -20 dB, SCH_Ec/Io > -17 dB and SCH_Ec/Ior is equally divided between primary synchronisation code and secondary synchronisation code. When L3 filtering is used an additional delay can be expected.

8.1.2.2.2
UE CPICH measurement capability 

In the CELL_DCH state the measurement period for intra frequency measurements is 200 ms. When no transmission gap pattern sequence is activated, the UE shall be capable of performing CPICH measurements for 8 identified-intra-frequency cells of the monitored set and/or the active set, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of 200 ms. When one or more transmission gap pattern sequences are activated, the UE shall be capable of performing CPICH measurements for at least Ymeasurement intra cells , where Ymeasurement intra is defined in the following equation. The measurement accuracy for all measured cells shall be as specified in the sub-clause 9.1.1 and 9.1.2. If the UE has identified more than Ymeasurement intra cells, the UE shall perform measurements of all identified cells but the reporting rate of CPICH measurements of cells from UE physical layer to higher layers may be decreased.
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where


Xbasic measurement FDD = 8 (cells)


TMeasurement_Period Intra = 200 ms. The measurement period for Intra frequency CPICH measurements.


TIntra : This is the minimum time that is available for intra frequency measurements, during the measurement period with an arbitrarily chosen timing.


Tbasic_identify_FDD, intra = 800 ms. This is the time period used in the intra frequency equation where the maximum allowed time for the UE to identify a new FDD cell is defined.

The UE shall furthermore be capable of performing CPICH measurements for at least 1 detected intra-frequency cell, in the detected set, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of 10 s. The measurement accuracy for all measured cells shall be as specified in the sub-clause 9.1.1 and 9.1.2.

8.1.2.2.3
Periodic Reporting

Reported measurements contained in periodically triggered measurement reports shall meet the requirements in section 9.

8.1.2.2.4
Event-triggered Periodic Reporting

Reported measurements contained in event triggered periodic measurement reports shall meet the requirements in section 9.

The first report in event triggered periodic measurement reporting shall meet the requirements specified in section 8.1.2.2.3 Event Triggered Reporting.

8.1.2.2.5
Event Triggered Reporting

Reported measurements contained in event triggered measurement reports shall meet the requirements in section 9.

The UE shall not send event triggered measurement reports, as long as the reporting criteria are not fulfilled.

The measurement reporting delay is defined as the time between any event that will trigger a measurement report until the UE starts to transmit over the Uu interface. This requirement assumes that the measurement report is not delayed by other RRC signalling on the DCCH. This measurement reporting delay excludes a delay uncertainty resulted when inserting the measurement report to the TTI of the uplink DCCH . The delay uncertainty is twice the TTI of the uplink DCCH.

Editors Note:
The test cases in section A.8 will need revisions to reflect the general requirements.

The event triggered measurement reporting delay, on cells belonging to monitored set, measured without L3 filtering, shall be less than  the above defined  T identify intra.. . defined in Section 8.1.2.2.1

 If a cell, belonging to monitored set, which the UE has identified and measured at least once over the measurement period, becomes undetectable  for a period < 5 seconds and then the cell becomes detectable again and triggers an event, the measurement reporting delay shall be less than  TMeasurement_Period Intra  ms provided the  timing to that cell has not changed more than +/-32 chips, the UE CPICH measurement capabilities of section 8.1.2.2.2 are valid and L3 filtering has not been used. When L3 filtering is used an additional delay can be expected. 

If a cell belonging to monitored set has been detectable at least for the time period Tidentify_intra and then enters or leaves the reporting range, the event triggered measurement reporting delay shall be less than TMeasurement_Period Intra when the L3 filter has not been used and the UE CPICH measurement capabilities of Section 8.1.2.2.2 are valid.

The event triggered measurement reporting delay on cells not belonging to monitored set, measured without L3 filtering, shall be less than  the above defined  T identify detected set . defined in Section 8.1.2.2.1.

8.1.2.3
FDD inter frequency measurements

In the CELL_DCH state when a transmission gap pattern sequence with the "FDD measurements" purpose is provided by the network the UE shall continuously measure identified inter frequency cells and search for new inter frequency cells indicated in the measurement control information. 

In order for the requirements in the following subsections to apply the UTRAN must provide a transmission gap pattern sequence with measurement purpose FDD measurement using the following combinations for TGL1, TGL2 and TGD:

Table 8.1

	TGL1 [slots]
	TGL2 [slots]
	TGD [slots]

	7
	-
	undefined

	14
	-
	undefined

	10
	-
	undefined

	7
	7
	15…269

	14
	14
	15…269

	10
	5
	15…269


8.1.2.3.1
Identification of a new cell

The UE shall be able to identify  a new detectable cell belonging to the monitored set within 
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A cell shall be considered detectable when 
· CPICH Ec/Io > -20 dB, 
· SCH_Ec/Io > -17 dB for at least one channel tap and SCH_Ec/Ior is equally divided between primary synchronisation code and secondary synchronisation code. 
When L3 filtering is used an additional delay can be expected.

8.1.2.3.2
UE CPICH measurement capability
When transmission gaps are scheduled for FDD inter frequency measurements the UE physical layer shall be capable of reporting measurements to higher layers with measurement accuracy as specified in sub-clause 9.1.1 and 9.1.2 with measurement period given by
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If the UE does not need compressed mode to perform inter-frequency measurements, the measurement period for inter frequency measurements is 480 ms.

The UE shall be capable of performing CPICH measurements for Xbasic measurement FDD inter   inter-frequency cells per FDD frequency of  the monitored set or the virtual active set, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of TMeasurement_ Inter. 


Xbasic measurement FDDinter = 6

TMeasurement_Period Inter = 480 ms. The period used for calculating the measurement period Tmeasurement_inter for inter frequency CPICH measurements.


TInter:: This is the minimum time that is available for inter frequency measurements , during the period TMeasurement_Period inter with an arbitrarily chosen timing. The minimum time per transmission gap is calculated by using the actual idle length within the transmission gap as given in the table 11 of Annex B in TS 25.212 and by assuming 2*0.5 ms for implementation margin and after that taking only full slots into account in the calculation.


Tbasic_identify_FDD,inter = 800 ms. This is the time period used in the inter frequency equation where the maximum allowed time for the UE to identify a new FDD cell is defined.


Tbasic_measurement_FDD inter = 50 ms. This is the time period used in the equation for defining  the measurement period for inter frequency CPICH measurements.


NFreq: Number of FDD frequencies indicated in the inter frequency measurement control information.

8.4.2.2
FDD intra frequency measurements

During the CELL_FACH state the UE shall continuously measure identified intra frequency cells and search for new intra frequency cells in the monitoring set. If a measurement occasion is activated, intra frequency measurements can be performed between the measurement occasions.

8.4.2.2.1
Identification of a new cell

The UE shall be able to identify a new detectable cell belonging to the monitored set within 
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where


Tbasic_identify_FDD, intra is specified in section 8.1.2.2.2, 


NTTI and M_REP is specified in section 8.4.2.1.

A cell shall be considered detectable when 
· CPICH Ec/Io > -20 dB, 
· SCH_Ec/Io > -20 dB for at least one channel tap and SCH_Ec/Ior is equally divided between primary synchronisation code and secondary synchronisation code.

In case of conflict when a measurement occasion is activated the UE may choose to prioritise the SFN decoding
8.4.2.2.2
UE CPICH measurement capability 

In the CELL_FACH state the measurement period for intra frequency measurements is 200 ms. When no measurement occasion cycle is activated, the UE shall be capable of performing CPICH measurements for 8 identified intra-frequency cells of the monitored set and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of 200 ms. When a measurement occasion cycle is activated, the UE shall be capable of performing CPICH measurements for the Ymeasurement intra strongest cells , where Ymeasurement intra is defined in the following equation. The measurement accuracy for all measured cells shall be as specified in the sub-clause 9.1.1 and 9.1.2. If the UE has identified more than Ymeasurement intra cells, the UE shall perform measurements of all identified cells but the reporting rate of CPICH measurements of cells from UE physical layer to higher layers may be decreased.
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where

Xbasic measurement FDD is specified in section 8.1.2.2.2,


TMeasurement_Period Intra is specified in section 8.1.2.2.2,


M_REP and NTTI is specified in section 8.4.2.1.

8.4.2.2.3
RACH reporting

Reporting measurements in the measurement reports sent on the RACH shall meet the requirements in section 9.

8.4.2.3
FDD inter frequency measurements

In the CELL_FACH state when a measurement occasion cycle is provided by the network the UE shall continuously measure identified inter frequency cells and search for new inter frequency cells indicated in the measurement control information. 

8.4.2.3.1
Identification of a new cell

The UE shall be able to identify  a new detectable cell belonging to the monitored set within
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where


Tbasic_identify_FDD,inter is specified in 8.1.2.3.2. 


NFreq,FDD: Number of FDD frequencies in the Inter-frequency cell info list


TMeas and M_REP are specified in 8.4.2.1.


TInter FACH = (NTTI*10 - 2*0.5) ms

A cell shall be considered detectable when 
· CPICH Ec/Io > -20 dB,
·  SCH_Ec/Io > -17 dB for at least one channel tap and SCH_Ec/Ior is equally divided between primary synchronisation code and secondary synchronisation code. 

8.4.2.3.2
UE CPICH measurement capability
When a measurement occasion cycle is scheduled for FDD inter frequency measurements the UE physical layer shall be capable of reporting measurements to higher layers with measurement accuracy as specified in sub-clause 9.1.2 with measurement period is given by
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where


Tbasic_measurement_FDD,inter is specified in section 8.1.2.3.2. 


TMeasurement_Period Inter is specified in section 8.1.2.3.2.


TMeas is specified in section 8.4.2.1.


NFreq,FDD and TInter FACH are specified in section 8.4.2.3.1

If the UE does not need measurement occasions to perform inter-frequency measurements, the measurement period for inter frequency measurements is 480 ms.

The UE shall be capable of performing CPICH measurements for Xbasic measurement FDD inter   inter-frequency cells per FDD frequency of  the monitored set, and the UE physical layer shall be capable of reporting measurements to higher layers with the measurement period of TMeasurement_ Inter. 


Xbasic measurement FDDinter  is defined in section 8.1.2.3.2
A.5.2.2
Handover to inter-frequency cell 

A.5.2.2.1
Test Purpose and Environment

The purpose of this test is to verify the requirement for the inter frequency hard handover delay in CELL_DCH state as specified in section 5.2.2.1.

The test consists of three successive time periods, with a time duration T1, T2 and T3. The test parameters are given in tables A.5.0B and A.5.0C below. In the measurement control information it is indicated to the UE that event-triggered reporting with Event 1A and 2C shall be used. The CPICH Ec/I0 of the best cell on the unused frequency shall be reported together with Event 2C reporting. At the start of time duration T1, the UE may not have any timing information of cell 2.

UTRAN shall send a Physical Channel reconfiguration with activation time at beginning of  T3 with one active cell, cell 2. The Physical Channel reconfiguration message shall be sent to the UE so that the whole message is available at the UE the RRC procedure delay prior to the beginning of T3. The RRC procedure delay is defined [16].
Table A.5.0B: General test parameters for Handover to inter-frequency cell
	Parameter
	Unit
	Value
	Comment

	DCH parameters
	
	DL Reference Measurement Channel 12.2 kbps
	As specified in TS 25.101 section A.3.1

	Power Control
	
	On
	

	Target quality value on DTCH
	BLER
	0.01
	

	Compressed mode
	
	A.22 set 1
	As specified in TS 25.101 section A.5.

	Initial conditions
	Active cell
	
	Cell 1
	

	
	Neighbour cell
	
	Cell 2
	

	Final conditions
	Active cell
	
	Cell 2
	

	Threshold non used frequency
	dB
	-18
	Absolute Ec/I0 threshold for event 2C

	Reporting range
	dB
	4
	Applicable for event 1A

	Hysteresis
	dB
	0
	

	W
	
	1
	Applicable for event 1A 

	W non-used frequency
	
	1
	Applicable for event 2C

	Reporting deactivation threshold
	
	0
	Applicable for event 1A

	Time to Trigger
	ms
	0
	

	Filter coefficient
	
	0
	

	T1
	s
	5
	

	T2
	s
	10
	

	T3
	s
	5
	


TableA.5.0C: Cell Specific parameters for Handover to inter-frequency cell
	Parameter
	Unit
	Cell 1
	Cell 2

	
	
	T1
	T2
	T3
	T1
	T2
	T3

	UTRA RF Channel Number
	
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15

	DPCH_Ec/Ior
	dB
	Note 1
	Note 1
	Note3
	N/A
	N/A
	Note 1

	OCNS
	
	Note 2
	-0.941
	-0.941
	Note 2
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	dB
	0
	-Infinity
	-1.8
	-1.8
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	dBm/3.84 MHz
	-70

	CPICH_Ec/Io
	dB
	-13
	-Intifinty
	-14
	-14

	Propagation Condition 
	
	AWGN

	Note 1: The DPCH level is controlled by the power control loop 

Note 2: The power of the OCNS channel that is added shall make the total power from the cell to be equal to Ior .

Note 3: The DPCH may not be power controlled by the power control loop.


A.5.2.2.2
Test Requirements

The UE shall start to transmit the UL DPCCH to Cell 2 less than 100 ms from the beginning of time period T3.

The rate of correct handovers observed during repeated tests shall be at least 90%.

A.9
Measurement Performance Requirements

Unless explicitly stated:

-
Reported measurements shall be within defined range in 90 % of the cases.

-
Measurement channel is 12.2 kbps as defined in TS 25.101 annex A, sub-clause A.3.1. This measurement channel is used both in active cell and cells to be measured.

-
Physical channels used as defined in TS 25.101 annex C.

-
Cell 1 is the active cell.

-
Single task reporting.

-
Power control is active.

A.9.1
Measurement Performance for UE

A.9.1.1
CPICH RSCP

A.9.1.1.1
Test Purpose and Environment

The purpose of this test is to verify that the CPICH RSCP measurement accuracy is within the specified limits. This test will verify the requirements in section 9.1.1.

A.9.1.1.1.1
Intra frequency test parameters

In this case all cells are on the same frequency. Both CPICH RSCP intra frequency absolute and relative accuracy requirements are tested by using test parameters in Table A.9.1.
Table A.9.1: CPICH RSCP Intra frequency test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-15
	-
	-15
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-1.11
	-0.94
	-1.11
	-0.94

	Ioc
	dBm/ 3.84 MHz
	-75.54
	-59.98
	-97.52

	Îor/Ioc
	dB
	4
	0
	9
	0
	0
	-6.53

	CPICH RSCP, Note 1
	dBm
	-81.5
	-85.5
	-60.98
	-69.88
	-107.5
	-114.0

	Io, Note 1
	dBm/3.84 MHz
	-69
	-50
	-94

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH RSCP and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


A.9.1.1.1.2
Inter frequency test parameters

In this case both cells are on different frequencies and compressed mode is applied. The gap length is 7, detailed definition is in TS 25.101 annex A.5, Set 1 of Table A.22 . CPICH RSCP inter frequency relative accuracy requirements are tested by using test parameters in Table A.9.2.
Table A.9.2: CPICH RSCP Inter frequency tests parameters

	Parameter
	Unit
	Test 1
	Test 2

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 2
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-15
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-1.11
	-0.94

	Ioc
	dBm/3.84 MHz
	-60.00
	-60.00
	-84.00
	-94.46

	Îor/Ioc
	dB
	9.54
	9.54
	0
	-9.54

	CPICH RSCP, Note 1
	dBm
	-60.46
	-60.46
	-94.0
	-114.0

	Io, Note 1
	dBm/3.84 MHz
	-50.00
	-50.00
	-81.0
	-94.0

	Propagation condition
	-
	AWGN
	AWGN

	NOTE 1:
CPICH RSCP and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for test 2 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


A.9.1.1.2
Test Requirements

The CPICH RSCP measurement accuracy shall meet the requirements in section 9.1.1.

A.9.1.2
CPICH Ec/Io

A.9.1.2.1
Test Purpose and Environment

The purpose of this test is to verify that the CPICH Ec/Io measurement accuracy is within the specified limits. This test will verify the requirements in section 9.1.2.
A.9.1.2.1.1
Intra frequency test parameters

In this case all cells are in the same frequency. Both CPICH Ec/Io absolute and relative accuracy requirements are tested by using test parameters in Table A.9.3

Table A.9.3: CPICH Ec/Io Intra frequency test parameters 

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 1
	Channel 1

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-15
	-
	-6
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-1.11
	-0.94
	.2.56
	-0.94

	Ioc
	dBm/ 3.84 MHz
	-56.98
	-89.07
	-94.98

	Îor/Ioc
	dB
	3.0
	3.0
	-2.9
	-2.9
	-9.0
	-9.0

	CPICH Ec/Io, Note 1
	dBm
	-14.0
	-14.0
	-16.0
	-16.0
	-20.0
	-20.0

	Io, Note 1
	dBm/3.84 MHz
	-50
	-86
	-94

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH Ec/Io and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


A.9.1.2.1.2
Inter frequency test parameters

In this case both cells are in different frequency and compressed mode is applied. The gap length is 7, detailed definition is in TS 25.101 annex A.5, Set 1 of Table A.22 . CPICH Ec/Io inter frequency relative accuracy requirements are tested by using test parameters in Table A.9.4.
Table A.9.4: CPICH Ec/Io Inter frequency tests parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 2
	Channel 1
	Channel 2
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-6
	-
	-6
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-2.56
	-0.94
	-2.56
	-0.94

	Ioc
	dBm/ 3.84 MHz
	-52.22
	-52.22
	-87.27
	-87.27
	-94.46
	-94.46

	Îor/Ioc
	dB
	-1.75
	-1.75
	-4.7
	-4.7
	-9.54
	-9.54

	CPICH Ec/Io, Note 1
	dBm
	-14.0
	-14.0
	-16.0
	-16.0
	-20.0
	-20.0

	Io, Note 1
	dBm/3.84 MHz
	-50
	-50
	-86
	-86
	-94
	-94

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH Ec/Io and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


A.9.1.2.2
Test Requirements

The CPICH Ec/Io measurement accuracy shall meet the requirements in section 9.1.2. In case of the relative inter-frequency CPICH_Ec/Io measurement accuracy test cases the effect of assumed thermal noise and noise generated in the receiver (–99 dBm) shall be added into the required accuracy defined in Section 9.1.2 as shown in Table A.9.4A.

Table A.9.4A: CPICH_Ec/Io Intra absolute accuracy and CPICH_Ec/Io Inter frequency relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84 MHz]

	CPICH_Ec/Io
	dB
	-2.7…1.5  for ‑14 ( CPICH Ec/Io
–3.2…2 for ‑16 ( CPICH Ec/Io < -14
–4.2…3 for ‑20 ( CPICH Ec/Io < -16
	-4.2…3
	-94...-87

	
	
	( 1.5 for ‑14 ( CPICH Ec/Io
( 2 for ‑16 ( CPICH Ec/Io < -14
( 3 for ‑20 ( CPICH Ec/Io < -16
	( 3
	-87...-50


A.9.1.3
UTRA Carrier RSSI

A.9.1.3.1
Test Purpose and Environment

The purpose of this test is to verify that the UTRA Carrier RSSI measurement accuracy is within the specified limits. This test will verify the requirements in section 9.1.3. In this case both cells are in different frequency and compressed mode is applied. The gap length is 7, detailed definition is in TS 25.101 annex A.5, Set 1 of Table A.22. UTRA Carrier RSSI accuracy requirements are tested by using test parameters in Table A.9.5.
Table A.9.5: UTRA Carrier RSSI Inter frequency test parameters

	Parameter
	Unit
	Test 1
	Test 2
	Test 3

	
	
	Cell 1
	Cell 2
	Cell 1
	Cell 2
	Cell 1
	Cell 2

	UTRA RF Channel number
	
	Channel 1
	Channel 2
	Channel 1
	Channel 2
	Channel 1
	Channel 2

	CPICH_Ec/Ior
	dB
	-10
	-10
	-10

	PCCPCH_Ec/Ior
	dB
	-12
	-12
	-12

	SCH_Ec/Ior
	dB
	-12
	-12
	-12

	PICH_Ec/Ior
	dB
	-15
	-15
	-15

	DPCH_Ec/Ior
	dB
	-15
	-
	-6
	-
	-6
	-

	OCNS_Ec/Ior
	dB
	-1.11
	-0.94
	-2.56
	-0.94
	-2.56
	-0.94

	Ioc
	dBm/ 3.84 MHz
	-52.22
	-52.22
	-70.27
	-70.27
	-94.46
	-94.46

	Îor/Ioc
	dB
	-1.75
	-1.75
	-4.7
	-4.7
	-9.54
	-9.54

	CPICH Ec/Io, Note 1
	dBm
	-14.0
	-14.0
	-16.0
	-16.0
	-20.0
	-20.0

	Io, Note 1
	dBm/3.84 MHz
	-50
	-50
	-69
	-69
	-94
	-94

	Propagation condition
	-
	AWGN
	AWGN
	AWGN

	NOTE 1:
CPICH Ec/Io and Io levels have been calculated from other parameters for information purposes. They are not settable parameters themselves.

	Tests shall be done sequentially. Test 1 shall be done first. After test 1 has been executed test parameters for tests 2 and 3 shall be set within 5 seconds so that UE does not loose the Cell 2 in between the tests.


A.9.1.3.2
Test Requirements

The UTRA Carrier RSSI measurement accuracy shall meet the requirements in section 9.1.3. The effect of assumed thermal noise and noise generated in the receiver (–99 dBm) shall be added into the required accuracy defined in Section 9.1.2 as shown in Table A.9.5A.

Table A.9.5A: UTRA Carrier RSSI absolute and relative accuracy

	Parameter
	Unit
	Accuracy [dB]
	Conditions

	
	
	Normal condition
	Extreme condition
	Io [dBm/3.84 MHz]

	UTRA Carrier RSSI
	dBm
	-4…5.2
	-7…8.2
	-94…-87

	
	dBm
	( 4
	( 7
	-87...-70

	
	dBm
	( 6 
	( 9
	-70...-50
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