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8.1A
Measurements in CELL_DCH State (1.28 Mcps option)

8.1A.1
Introduction

This section contains requirements on the UE regarding measurement reporting in CELL_DCH state. The requirements are split in TDD intra frequency, TDD inter frequency, FDD and GSM measurements. These measurements may be used by the UTRAN, e.g. for handover decisions. The measurements are defined in TS 25.225, the measurement model is defined in TS 25.302 and measurement accuracies are specified in section 9. Control of measurement reporting is specified in TS 25.331 and parallel measurements are specified in section 8.2A. For the description of the idle intervals see TS 25.225, Annex A.

8.1A.2
Requirements

8.1A.2.1
UE Measurement Capability

The UE shall be able to monitor up to

-
32 intra frequency TDD cells, and

-
32 inter frequency cells, including

-
TDD cells distributed on up to 3 additional TDD carriers and

-
Depending on UE capability, FDD cells, distributed on up to 3 FDD carriers, and

-
Depending on UE capability,  32 GSM cells distributed on up to 32 GSM carriers.

Performance requirements for different types of measurements and different number of cells are defined in the following sections.

The requirements in section 9 are applicable for a UE performing measurements according to this section.

The received P-CCPCH Ec/Io is defined as



[image: image1.wmf](

)

dB

in

or

o

dB

in

or

c

dB

in

o

c

I

I

I

E

CCPCH

P

I

E

CCPCH

P

ˆ

_

_

-

÷

÷

ø

ö

ç

ç

è

æ

-

=

÷

÷

ø

ö

ç

ç

è

æ

-


The received DwPTS Ec/Io is defined as
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<next changed section>
8.4A
Measurements in CELL_FACH State (1.28 Mcps option)

8.4A.1
Introduction

This section contains requirements on the UE regarding measurement reporting in CELL_FACH state. The measurements are defined in TS 25.225, the measurement model is defined in TS 25.302 and measurement accuracies are specified in section 9. Control of measurement reporting is specified in TS 25.331 and parallel measurements are specified in section 8.2. For the description of the idle intervals see TS 25.225, Annex A.

8.4A.2
Requirements

8.4A.2.1
UE Measurement Capability

The UE shall be able to monitor up to

-
32 intra frequency TDD cells, and

-
32 inter frequency cells, including

-
TDD cells distributed on up to 3 additional TDD carriers and

-
Depending on UE capability, FDD cells, distributed on up to 3 FDD carriers.

-
Depending on UE capability, 32 GSM cells distributed on up to 32 GSM carriers.

The requirements in section 9 on P-CCPCH RSCP measurements are applicable for a UE performing measurements according to this section. For inter-frequency FDD, TDD and GSM  cell re-selection, measurement occasions as specified in TS 25.331 and, in addition, idle intervals as described in TS 25.225 are used to find and measure on these cells.

It is defined below how the measurements on different systems and modes are performed given the time allocated to that system. The time during the measurement occasions and idle intervals that is allocated to each of the different modes and systems shall be equally shared by the modes which the UE has capability for and that are in the monitored set signalled by the network.

The UE is required to measure periodically once every time period Tmeas on each of the modes and systems,  FDD interfrequency cells, TDD interfrequency cells and GSM carriers, for which the corresponding parameter NFDD, NTDD  and NGSM is set to 1, within the measurement time Tmeas
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where the following parameters are defined:

NTDD 
= 0 or 1. If there are inter-frequency TDD cells in the neighbour list NTDD=1, otherwise NTDD=0.

NFDD 
= 0 or 1.  If the UE is capable of FDD and there are FDD cells in the neighbour list NFDD=1 otherwise NFDD =0.

NGSM 
= 0 or 1. If the UE is capable of GSM and there are GSM cells in the neighbour list, NGSM=1, otherwise NGSM =0.

M_REP 
is the Measurement Occasion cycle length in number of frames as specified in TS 25.331.

NTTI 
is the number of frames in each measurement occasion, equal to the length of the largest TTI on the SCCPCH monitored by the UE.
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