Page 1



3GPP TSG-RAN WG2 meeting #30















R2-021705
Torino, Italy, 24th - 27th June 2002
	CR-Form-v7

	CHANGE REQUEST

	

	(

	25.331
	CR
	 1516
	(

rev
	-
	(

Current version:
	5.1.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Correction to the variable TGPS_IDENTITY

	
	

	Source:
(

	TSG-RAN WG2

	
	

	Work item code:
(

	TEI
	
	Date: (

	25/06/2002

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-5

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	1. According to how the variable TGPS_IDENTITY is used in the corresponding procedure, all the transmission gap pattern sequences should be included in this variable. Besides, the IE “Current TGPS Status Flag” should be included within each TGPS.
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	1. IEs in the variable TGPS_IDENTITY are redefined.
Isolated Impact Change Analysis.
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13.4.25
TGPS_IDENTITY

This variable contains the configuration parameters of all the configured compressed mode transmission gap pattern sequences.
	
	
	
	
	

	
	
	
	

	


	
	
	
	
	


	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Transmission gap pattern sequence
	OP
	1 to <maxTGPS>
	
	Cleared when entering UTRA RRC connected mode. Cleared when leaving UTRA RRC connected mode.

	>TGPSI
	MP
	
	TGPSI 10.3.6.82
	

	>TGPS Status Flag
	MP


	
	Enumerated(activate, deactivate)
	This flag indicates whether the Transmission Gap Pattern Sequence shall be activated or deactivated.

	> Current TGPS Status Flag
	MP
	
	Enumerated(active, inactive)
	This flag indicates the current status of the Transmission Gap Pattern Sequence, whether it is active or inactive

	>TGCFN
	CV-Active
	
	Integer (0..255)
	Connection Frame Number of the first frame of the first pattern within the Transmission Gap Pattern Sequence.

	>Transmission gap pattern sequence configuration parameters
	MP
	
	
	Information as contained in the IE group "Transmission gap pattern sequence configuration parameters" in IE “DPCH compressed mode info”
10.3.6.33.




	Condition
	Explanation

	Active
	This IE is mandatory present when the value of the IE "TGPS Status Flag" is "Activate" and not needed otherwise.
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