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10.3.7.47
Measurement control system information

	Information element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	Use of HCS
	MP
	
	Enumerated (Not used, used)
	Indicates if the serving cell belongs to a HCS structure

	Cell selection and reselection quality measure
	MP
	
	Enumerated (CPICH Ec/N0, CPICH RSCP)
	Choice of measurement (CPICH Ec/N0 or CPICH RSCP) to use as quality measure Q.

	Intra-frequency measurement system information
	OP
	
	Intra-frequency measurement system information 10.3.7.40
	

	Inter-frequency measurement system information
	OP
	
	Inter-frequency measurement system information

10.3.7.20
	

	Inter-RAT measurement system information
	OP
	
	Inter-RAT measurement system information 10.3.7.31
	

	Traffic volume measurement system information
	OP
	
	Traffic volume measurement system information 10.3.7.73
	

	
	
	
	
	


10.3.7.81
Void
	
	
	
	
	

	
	
	
	
	

	

	
	
	
	


11.3
Information element definitions

// some parts are ommitted.

MeasurementControlSysInfo ::=

SEQUENCE {


use-of-HCS






CHOICE
{



hcs-not-used




SEQUENCE
{




cellSelectQualityMeasure
CHOICE
{





cpich-RSCP



SEQUENCE
{






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-RSCP
OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-RSCP
OPTIONAL





},





cpich-Ec-N0



SEQUENCE
{






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-ECN0

OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-ECN0
OPTIONAL





}




},




interRATMeasurementSysInfo

InterRATMeasurementSysInfo-B

OPTIONAL



},



hcs-used





SEQUENCE
{




cellSelectQualityMeasure
CHOICE
{





cpich-RSCP



SEQUENCE
{






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-HCS-RSCP


OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-HCS-RSCP


OPTIONAL





},





cpich-Ec-N0



SEQUENCE
{






intraFreqMeasurementSysInfo


IntraFreqMeasurementSysInfo-HCS-ECN0


OPTIONAL,






interFreqMeasurementSysInfo


InterFreqMeasurementSysInfo-HCS-ECN0


OPTIONAL



}




},




interRATMeasurementSysInfo

InterRATMeasurementSysInfo

OPTIONAL



}


},


trafficVolumeMeasSysInfo


TrafficVolumeMeasSysInfo


OPTIONAL,


-- dummy is not used in this version of specification and it shall be ignored by the UE.

dummy 

UE-InternalMeasurementSysInfo

OPTIONAL

}
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