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	Reason for change:
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	There are only 13 bits available for addressing the HSDPA timeslots, corresponding to the maximum number that can be used for HSDPA  DL transmissions. Therefore a rule is required to define which 13 of the 15 slots in a frame are candidates slots, or equivalently, which 2 are excluded. 
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	The need for slot assignment by higher layer signaling is eliminated. The order of the timeslots assignment is clearly stated and the 2 excluded slots are identified as it was done for LCR TDD.
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4.6.1.2
Timeslot information mapping

4.6.1.2.1
1.28 Mcps TDD

For 1.28 Mcps, the timeslots to be used for HS-PDSCH resources are signalled by the bits xts,1, xts,2, …, xts,5, where bit xts,n carries the information for timeslot n+1. Timeslots 0 and 1 cannot be used for HS-DSCH resources. If the signalling bit is set (i.e. equal to 1), then the corresponding timeslot shall be used for HS-PDSCH resources. Otherwise, the timeslot shall not be used. All used timeslots shall use the same channelisation code set, as signalled by the channelisation code set information bits.

4.6.1.2.2
3.84 Mcps TDD

For 3.84 Mcps, the timeslots to be used for HS-PDSCH resources are signalled by the bits xts,1, xts,2, …, xts,13, where bit xts,n carries the information for the nth available timeslot for HS-PDSCH resources, where the order of the timeslots available for HS-PDSCH resources shall be the same as the order of the 15 time slots within each frame with the following two slots removed:
· The slot containing the P-CCPCH

· The first slot in a frame containing the PRACH

If the P-CCPCH and/or PRACH are assigned to some, but not all frames, then the corresponding time slots shall remain unavailable for these frames as well.
If the bit is set (i.e. equal to 1), then the corresponding timeslot shall be used for HS-PDSCH resources. Otherwise, the timeslot shall not be used. All used timeslots shall use the same channelisation code set, as signalled by the channelisation code set information bits.
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