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9.2.1.4
Cause

The purpose of the Cause IE is to indicate the reason for a particular event for the RANAP protocol.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Choice Cause
	
	
	
	

	>Radio Network Layer Cause 
	
	
	INTEGER
(RAB pre-empted(1),

Trelocoverall Expiry(2),

Trelocprep Expiry(3),

Treloccomplete Expiry(4), 
Tqueing Expiry(5),

 Relocation Triggered(6),

Unable to Establish During Relocation(8),

Unknown Target RNC(9),

Relocation Cancelled(10),

Successful Relocation(11),

Requested Ciphering and/or Integrity Protection Algorithms not Supported(12),

Conflict with already existing Integrity protection and/or Ciphering information (13),

Failure in the Radio Interface Procedure(14),

Release due to UTRAN Generated Reason(15),

User Inactivity(16),

Time Critical Relocation(17),

Requested Traffic Class not Available(18), 

Invalid RAB Parameters Value(19),

Requested Maximum Bit Rate not Available(20),

Requested Maximum Bit Rate for DL not Available(33),

Requested Maximum Bit Rate for UL not Available(34),

Requested Guaranteed Bit Rate not Available(21),

Requested Guaranteed Bit Rate for DL not Available(35),

Requested Guaranteed Bit Rate for UL not Available(36),

Requested Transfer Delay not Achievable(22),

Invalid RAB Parameters Combination(23), 

Condition Violation for SDU Parameters(24), 

Condition Violation for Traffic Handling Priority(25), 

Condition Violation for Guaranteed Bit Rate(26), 

User Plane Versions not Supported(27), 

Iu UP Failure(28),

TRELOCalloc Expiry (7),

Relocation Failure in Target CN/RNC or Target System (29),
Invalid RAB ID(30),

No remaining RAB(31),

Interaction with other procedure(32),

Repeated Integrity Checking Failure(37),
Requested Request Type not supported(38),
Request superseded(39),
Release due to UE generated signalling connection release(40), 
Resource Optimisation Relocation(41),

Requested Information Not Available(42),

Relocation desirable for radio reasons (43),

Relocation not supported in Target RNC or Target system(44),

 Directed Retry (45),

Radio Connection With UE Lost(46)
…,

RNC unable to establish all RFCs  (47) ,

Deciphering Keys Not Available(48),

Dedicated Assistance data Not Available(49),

Relocation Target not allowed(50))
	Value range is 1 – 64.

	>Transport Layer Cause
	
	
	INTEGER
(

Signalling Transport Resource Failure(65),
Iu Transport Connection Failed to Establish(66),

…)
	Value range is 65 – 80.

	>NAS Cause
	
	
	INTEGER
(User Restriction Start Indication(81),

User Restriction End Indication(82),

Normal Release(83),

 …)
	Value range is 81 – 96.

	>Protocol Cause
	
	
	INTEGER
(Transfer Syntax Error(97), 

Semantic Error (98),

Message not compatible with receiver state (99),

Abstract Syntax Error (Reject) (100),

Abstract Syntax Error (Ignore and Notify) (101),
Abstract Syntax Error (Falsely Constructed Message) (102),
…)
	Value range is 97 – 112.

	>Miscellaneous Cause
	
	
	INTEGER
(O&M Intervention(113),

No Resource Available(114),

Unspecified Failure(115),

Network Optimisation(116), 

…)
	Value range is 113 – 128.

	>Non-standard Cause
	
	
	INTEGER

(…)
	Value range is 129 – 256. 
Cause value 256 shall not be used.


The meaning of the different cause values is described in the following table. In general, "not supported" cause values indicate that the concerning capability is missing. On the other hand, "not available" cause values indicate that the concerning capability is present, but insufficient resources were available to perform the requested action.
	Radio Network Layer cause
	Meaning

	Deciphering Keys Not Available
	The action failed because RNC is not able to provide requested deciphering keys.

	Conflict with already existing Integrity protection and/or Ciphering information
	The action was not performed due to that the requested security mode configuration was in conflict with the already existing security mode configuration.

	Condition Violation For Guaranteed Bit Rate
	The action was not performed due to condition violation for guaranteed bit rate.

	Condition Violation For SDU Parameters
	The action was not performed due to condition violation for SDU parameters.

	Condition Violation For Traffic Handling Priority
	The action was not performed due to condition violation for traffic handling priority.

	Dedicated Assistance data Not Available
	The action failed because RNC is not able to successfully deliver the requested dedicated assistance data to the UE.

	Directed Retry
	The reason for action is Directed Retry

	Failure In The Radio Interface Procedure
	Radio interface procedure has failed.

	Interaction With Other Procedure
	Relocation was cancelled due to interaction with other procedure.

	Invalid RAB ID
	The action failed because the RAB ID is unknown in the RNC.

	Invalid RAB Parameters Combination
	The action failed due to invalid RAB parameters combination.

	Invalid RAB Parameters Value
	The action failed due to invalid RAB parameters value.

	Iu UP Failure
	The action failed due to Iu UP failure.

	No remaining RAB
	The reason for the action is no remaining RAB.

	RAB Pre-empted
	The reason for the action is that RAB is pre-empted.

	Radio Connection With UE Lost
	The action is requested due to losing radio connection to the UE

	Release Due To UE Generated Signalling Connection Release
	Release requested due to UE generated signalling connection release.

	Release Due To UTRAN Generated Reason
	Release is initiated due to UTRAN generated reason.

	Relocation Cancelled
	The reason for the action is relocation cancellation.

	Relocation Desirable for Radio Reasons
	The reason for requesting relocation is radio related.

	Relocation Failure In Target CN/RNC Or Target System
	Relocation failed due to a failure in target CN/RNC or target system.

	Relocation Not Supported In Target RNC Or Target System
	Relocation failed because relocation was not supported in target RNC or target system.

	Relocation Target not allowed
	Relocation to the indicated target cell is not allowed for the UE in question.

	Relocation Triggered
	The action failed due to relocation.

	Repeated Integrity Checking Failure
	The action is requested due to repeated failure in integrity checking.

	Request Superseded
	The action failed because there was a second request on the same RAB.

	Requested Ciphering And/Or Integrity Protection Algorithms Not Supported
	The UTRAN or the UE is unable to support the requested ciphering and/or integrity protection algorithms.

	Requested Guaranteed Bit Rate For DL Not Available
	The action failed because requested guaranteed bit rate for DL is not available.

	Requested Guaranteed Bit Rate For UL Not Available
	The action failed because requested guaranteed bit rate for UL is not available.

	Requested Guaranteed Bit Rate Not Available
	The action failed because requested guaranteed bit rate is not available.

	Requested Information Not Available
	The action failed because requested information is not available.

	Requested Maximum Bit Rate For DL Not Available
	The action failed because requested maximum bit rate for DL is not available.

	Requested Maximum Bit Rate For UL Not Available
	The action failed because requested maximum bit rate for UL is not available.

	Requested Maximum Bit Rate Not Available
	The action failed because requested maximum bit rate is not available.

	Requested Request Type Not Supported
	The RNC is not supporting the requested location request type either because it doesn’t support the requested event or it doesn’t support the requested report area.

	Requested Traffic Class Not Available
	The action failed because requested traffic class is not available.

	Requested Transfer Delay Not Achievable
	The action failed because requested transfer delay is not achievable.

	Resource Optimisation Relocation
	The reason for requesting relocation is resource optimisation.

	Successful Relocation
	The reason for the action is completion of successful relocation.

	Time Critical Relocation
	Relocation is requested for time critical reason.

	TQUEUING Expiry
	The action failed due to expiry of the timer TQUEUING.

	TRELOCalloc Expiry
	Relocation Resource Allocation procedure failed due to expiry of the timer TRELOCalloc.

	TRELOCcomplete Expiry
	The reason for the action is expiry of timer TRELOCcomplete.

	TRELOCoverall Expiry
	The reason for the action is expiry of timer TRELOCoverall.

	TRELOCprep Expiry
	Relocation Preparation procedure is cancelled when timer TRELOCprep  expires.

	Unable To Establish During Relocation
	RAB failed to establish during relocation because it cannot be supported in the target RNC.

	Unknown Target RNC
	Relocation rejected because the target RNC is not known to the CN.

	User Inactivity
	The action is requested due to user inactivity.

	User Plane Versions Not Supported
	The action failed because requested user plane versions were not supported.

	RNC unable to establish all RFCs
	RNC couldn’t establish all RAB subflow combinations indicated within the RAB Parameters IE.


	Transport Layer cause
	Meaning

	Iu Transport Connection Failed to Establish
	The action failed because the Iu Transport Network Layer connection could not be established.

	Signalling Transport Resource Failure
	Signalling transport resources have failed (e.g. processor reset).


	NAS cause
	Meaning

	Normal Release
	The release is normal.

	User Restriction Start Indication
	A location report is generated due to entering a classified area set by O&M.

	User Restriction End Indication
	A location report is generated due to leaving a classified area set by O&M.


	Protocol cause
	Meaning

	Abstract Syntax Error (Reject)
	The received message included an abstract syntax error and the concerning criticality indicated "reject".

	Abstract Syntax Error (Ignore And Notify)
	The received message included an abstract syntax error and the concerning criticality indicated "ignore and notify".

	Abstract Syntax Error (Falsely Constructed Message)
	The received message contained IEs or IE groups in wrong order or with too many occurrences.

	Message Not Compatible With Receiver State
	The received message was not compatible with the receiver state.

	Semantic Error
	The received message included a semantic error.

	Transfer Syntax Error
	The received message included a transfer syntax error.


	Miscellaneous cause
	Meaning

	Network Optimisation
	The action is performed for network optimisation.

	No Resource Available
	No requested resource is available.

	O&M Intervention
	The action is due to O&M intervention.

	Unspecified Failure
	Sent when none of the specified cause values applies.


9.3.4
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

RANAP-IEs { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) ranap (0) version1 (1) ranap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

*** unaffected ASN.1 definitions ***
-- C

Cause ::= CHOICE {


radioNetwork


CauseRadioNetwork,


transmissionNetwork

CauseTransmissionNetwork,


nAS



CauseNAS,


protocol


CauseProtocol,


misc



CauseMisc,


non-Standard


CauseNon-Standard,


...

}

CauseMisc ::= INTEGER {


om-intervention (113),


no-resource-available (114),


unspecified-failure (115),


network-optimisation (116)

} (113..128)

CauseNAS ::= INTEGER {


user-restriction-start-indication (81),


user-restriction-end-indication (82),


normal-release (83)

} (81..96)

CauseProtocol ::= INTEGER {


transfer-syntax-error (97),


semantic-error (98),


message-not-compatible-with-receiver-state (99),


abstract-syntax-error-reject (100),


abstract-syntax-error-ignore-and-notify (101),


abstract-syntax-error-falsely-constructed-message (102)

} (97..112)

CauseRadioNetwork ::= INTEGER {


rab-pre-empted (1),


trelocoverall-expiry (2),


trelocprep-expiry (3),


treloccomplete-expiry (4),


tqueing-expiry (5),


relocation-triggered (6),


trellocalloc-expiry(7),


unable-to-establish-during-relocation (8),


unknown-target-rnc (9),


relocation-cancelled (10),


successful-relocation (11),


requested-ciphering-and-or-integrity-protection-algorithms-not-supported (12),


conflict-with-already-existing-integrity-protection-and-or-ciphering-information  (13),


failure-in-the-radio-interface-procedure (14),


release-due-to-utran-generated-reason (15),


user-inactivity (16),


time-critical-relocation (17),


requested-traffic-class-not-available (18),


invalid-rab-parameters-value (19),


requested-maximum-bit-rate-not-available (20),


requested-guaranteed-bit-rate-not-available (21),


requested-transfer-delay-not-achievable (22),


invalid-rab-parameters-combination (23),


condition-violation-for-sdu-parameters (24),


condition-violation-for-traffic-handling-priority (25),


condition-violation-for-guaranteed-bit-rate (26),


user-plane-versions-not-supported (27),


iu-up-failure (28),


relocation-failure-in-target-CN-RNC-or-target-system(29),


invalid-RAB-ID (30),


no-remaining-rab (31),


interaction-with-other-procedure (32),


requested-maximum-bit-rate-for-dl-not-available (33), 


requested-maximum-bit-rate-for-ul-not-available (34), 


requested-guaranteed-bit-rate-for-dl-not-available (35), 


requested-guaranteed-bit-rate-for-ul-not-available (36),


repeated-integrity-checking-failure (37),


requested-request-type-not-supported (38),


request-superseded (39),


release-due-to-UE-generated-signalling-connection-release (40),


resource-optimisation-relocation (41),


requested-information-not-available (42),


relocation-desirable-for-radio-reasons (43),


relocation-not-supported-in-target-RNC-or-target-system (44),


directed-retry (45),


radio-connection-with-UE-Lost (46),


rNC-unable-to-establish-all-RFCs  (47),

deciphering-keys-not-available(48),


dedicated-assistance-data-not-available(49),


relocation-target-not-allowed (50)
} (1..64)

CauseNon-Standard ::= INTEGER (129..256)

-- Cause value 256 shall not be used --
CauseTransmissionNetwork ::= INTEGER {


signalling-transport-resource-failure (65),


iu-transport-connection-failed-to-establish (66)
} (65..80)

*** unaffected ASN.1 definitions ***
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