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1. Overall Description:

At the last RAN and SA plenary meetings, it seems to have been agreed that SA 2 should be requested to study the network aspects of the “handling of early UEs”.

Consequently SA 2 has started work on an “800” series (i.e. 3GPP internal) Technical Report that can help to enable the 3GPP TSG plenaries to decide on the relative merits of the different architectures.

The planned skeleton of the TR is attached. SA 2 aims to finish their work on this TR in time for the December TSG meetings. Hopefully the December TSG meetings will then decide upon a route forward. Depending upon the TSG decision, CRs would then be raised against any necessary specifications and, possibly, the selected architecture would be copied into a new TS or a “900” series TR (i.e. a TR that 3GPP gets published).

In line with SA 2’s duties, SA 2 is considering the benefits and impacts of any changes on the GERAN and the CN as well as on the UTRAN.

The current draft of the “800” series TR is under email review. Once an update is available, SA 2 delegates will distribute it on to your email reflectors.

Questions

1) To RAN 3 and RAN 2

Does UE capability/fault information need to be sent across the Iur interface? If so, does the Iur interface impose any particular requirements?

2) To CN 4

At inter-MSC location updating, can the MAP signalling between MSC/VLRs that obtains the IMSI be easily extended to also obtain an IMEISV stored in the old VLR?

3) To GERAN 2, RAN 2 and RAN 3

For the case of a dual mode GSM/UMTS mobile, how many bytes can be added to the A interface Handover Required and Handover Request messages before the maximum size for A interface messages is reached?

3. Actions:

To: RAN 2, RAN 3, GERAN 2, and CN 4

SA 2 would be pleased if you could answer the above questions by Wednesday 13th November 2002.

To: CN 1 and TSG-RAN:

To note this activity.
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