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9.2.2.b
ACK Power Offset
The ACK Power Offset IE indicates Power offset used in the UL between the HS-DPCCH slot carrying HARQ ACK information and the associated DPCCH. 
	IE/Group Name 
	Presence 
	Range 
	IE type and reference 
	Semantics description 

	ACK Power Offset
	
	
	INTEGER (0..8,…)
	
According to mapping in ref. [9] subclause 4.2.1 


9.2.2.4Ca CQI Power Offset
The CQI Power Offset IE indicates Power offset used in the UL between the HS-DPCCH slots carrying CQI information and the associated DPCCH. 
	IE/Group Name 
	Presence 
	Range 
	IE type and reference 
	Semantics description 

	CQI Power Offset
	
	
	INTEGER (0..8,…)
	
According to mapping in ref. [9] subclause 4.2.1


9.2.2.23a
NACK Power Offset
The NACK Power Offset IE indicates Power offset used in the UL between the HS-DPCCH slot carrying HARQ NACK information and the associated DPCCH. 
	IE/Group Name 
	Presence 
	Range 
	IE type and reference 
	Semantics description 

	NACK Power Offset
	
	
	INTEGER (0..8,…)
	
According to mapping in ref. [9] subclause 4.2.1


9.3.4
Information Elements Definitions

/*Partly omitted*/
-- ==========================================

--
A

-- ==========================================

AckNack-RepetitionFactor ::= INTEGER (1..4,...)

-- Step: 1

Ack-Power-Offset ::= INTEGER (0..8,...)
-- According to mapping in ref. [9] subclause 4.2.1
Acknowledged-PCPCH-access-preambles ::= INTEGER (0..15,...)

-- According to mapping in [22].
Acknowledged-PRACH-preambles-Value ::= INTEGER(0..240,...)
-- According to mapping in [22].

AddorDeleteIndicator ::= ENUMERATED {


add,


delete
}

Active-Pattern-Sequence-Information ::= SEQUENCE {


cMConfigurationChangeCFN







CFN,


transmission-Gap-Pattern-Sequence-Status
Transmission-Gap-Pattern-Sequence-Status-List
OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { {Active-Pattern-Sequence-Information-ExtIEs} } OPTIONAL,


...

}
Active-Pattern-Sequence-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Transmission-Gap-Pattern-Sequence-Status-List ::= SEQUENCE (SIZE (0..maxTGPS)) OF


SEQUENCE {



tGPSID


TGPSID,



tGPRC


TGPRC,



tGCFN


CFN,



iE-Extensions

ProtocolExtensionContainer { { Transmission-Gap-Pattern-Sequence-Status-List-ExtIEs } } OPTIONAL,



...

}

Transmission-Gap-Pattern-Sequence-Status-List-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
AICH-Power ::= INTEGER (-22..5)

-- Offset in dB.
AICH-TransmissionTiming ::= ENUMERATED {


v0,


v1

}

AllocationRetentionPriority ::= SEQUENCE {


priorityLevel



PriorityLevel,


pre-emptionCapability

Pre-emptionCapability,


pre-emptionVulnerability
Pre-emptionVulnerability,


iE-Extensions



ProtocolExtensionContainer { {AllocationRetentionPriority-ExtIEs} } OPTIONAL,


...

}

AllocationRetentionPriority-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Angle-Of-Arrival-Value-LCR ::= SEQUENCE {


aOA-LCR





AOA-LCR,


aOA-LCR-Accuracy-Class

AOA-LCR-Accuracy-Class,


iE-Extensions



ProtocolExtensionContainer { {Angle-Of-Arrival-Value-LCR-ExtIEs} } OPTIONAL,

...

}

Angle-Of-Arrival-Value-LCR-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

AOA-LCR ::= INTEGER (0..719)

-- Angle Of Arrival for 1.28Mcps TDD

AOA-LCR-Accuracy-Class
::= ENUMERATED {a,b,c,d,e,f,g,h,...}
APPreambleSignature ::= INTEGER (0..15)

APSubChannelNumber ::= INTEGER (0..11)
AvailabilityStatus ::= ENUMERATED {

empty,


in-test,


failed,


power-off,


off-line,


off-duty,


dependency,


degraded,


not-installed,


log-full,


...

}

/*Partly omitted*/
-- ==========================================

--
C

-- ==========================================

Cause ::= CHOICE {


radioNetwork


CauseRadioNetwork,


transport


CauseTransport,


protocol



CauseProtocol,


misc




CauseMisc,


...

}
CauseMisc ::= ENUMERATED {


control-processing-overload,


hardware-failure,


oam-intervention,


not-enough-user-plane-processing-resources,


unspecified,


...

}

CauseProtocol ::= ENUMERATED {


transfer-syntax-error,


abstract-syntax-error-reject,


abstract-syntax-error-ignore-and-notify,


message-not-compatible-with-receiver-state,


semantic-error,


unspecified,


abstract-syntax-error-falsely-constructed-message,

...

}

CauseRadioNetwork ::= ENUMERATED {


unknown-C-ID,


cell-not-available,


power-level-not-supported, 


dl-radio-resources-not-available,


ul-radio-resources-not-available,


rl-already-ActivatedOrAllocated,


nodeB-Resources-unavailable,


measurement-not-supported-for-the-object,


combining-resources-not-available,

requested-configuration-not-supported,


synchronisation-failure,


priority-transport-channel-established,


sIB-Origination-in-Node-B-not-Supported,

requested-tx-diversity-mode-not-supported,

unspecified,


bCCH-scheduling-error,

measurement-temporarily-not-available,

invalid-CM-settings,

reconfiguration-CFN-not-elapsed,

number-of-DL-codes-not-supported,

s-cipch-not-supported,


combining-not-supported,


ul-sf—not-supported,


dl-SF-not-supported, 


common-transport-channel-type-not-supported,


dedicated-transport-channel-type-not-supported,


downlink-shared-channel-type-not-supported,


uplink-shared-channel-type-not-supported,


cm-not-supported,


tx-diversity-no-longer-supported,


unknown-Local-Cell-ID,

...,

    number-of-UL-codes-not-supported,

    information-temporarily-not-available,

    information-provision-not-supported-for-the-object,


cell-synchronisation-not-supported,


cell-synchronisation-adjustment-not-supported,


dpc-mode-change-not-supported,

iPDL-already-activated,


iPDL-not-supported,

iPDL-parameters-not-available,

frequency-acquisition-not-supported,


power-balancing-status-not-compatible,

requested-typeofbearer-re-arrangement-not-supported,

signalling-Bearer-Re-arrangement-not-supported,


bearer-Re-arrangement-needed,

delayed-activation-not-supported,

rl-timing-adjustment-not-supported
}

CauseTransport ::= ENUMERATED {


transport-resource-unavailable,


unspecified,


...

}

CCTrCH-ID ::= INTEGER (0..15)

CDSubChannelNumbers ::= BIT STRING {











subCh11(0),











subCh10(1),










 
subCh9(2),










 
subCh8(3),










 
subCh7(4),










 
subCh6(5),










 
subCh5(6),










 
subCh4(7),










 
subCh3(8),










 
subCh2(9),










 
subCh1(10),










 
subCh0(11)











} (SIZE (12))
CellParameterID ::= INTEGER (0..127,...)

CellSyncBurstCode ::= INTEGER(0..7, ...)

CellSyncBurstCodeShift ::= INTEGER(0..7)

CellSyncBurstRepetitionPeriod ::= INTEGER (0..4095)

CellSyncBurstSIR ::= INTEGER (0..31)

CellSyncBurstTiming ::= CHOICE {


initialPhase

INTEGER (0..1048575),


steadyStatePhase

INTEGER (0..255)

}
CellSyncBurstTimingThreshold ::= INTEGER(0..254)
CFN ::= INTEGER (0..255)

Channel-Assignment-Indication ::= ENUMERATED {


cA-Active,


cA-Inactive

}
ChipOffset ::= INTEGER (0..38399)

-- Unit Chip

C-ID ::= INTEGER (0..65535)

Closedlooptimingadjustmentmode
::= ENUMERATED {


adj-1-slot,


adj-2-slot,


...
}
CommonChannelsCapacityConsumptionLaw ::= SEQUENCE (SIZE(1..maxNrOfSF)) OF

SEQUENCE {



dl-Cost

INTEGER (0..65535),



ul-Cost

INTEGER (0..65535),



iE-Extensions

ProtocolExtensionContainer { { CommonChannelsCapacityConsumptionLaw-ExtIEs } }

OPTIONAL,



...
}

CommonChannelsCapacityConsumptionLaw-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
CommonMeasurementAccuracy ::= CHOICE {


tUTRANGPSMeasurementAccuracyClass

TUTRANGPSAccuracyClass,


...

}
CommonMeasurementType ::= ENUMERATED  {


received-total-wide-band-power,


transmitted-carrier-power,


acknowledged-prach-preambles,


ul-timeslot-iscp,

acknowledged-PCPCH-access-preambles,


detected-PCPCH-access-preambles,

...,


uTRAN-GPS-Timing-of-Cell-Frames-for-UE-Positioning, 


sFN-SFN-Observed-Time-Difference
}

CommonMeasurementValue ::= CHOICE {


transmitted-carrier-power



Transmitted-Carrier-Power-Value,


received-total-wide-band-power


Received-total-wide-band-power-Value,


acknowledged-prach-preambles


Acknowledged-PRACH-preambles-Value,


uL-TimeslotISCP






UL-TimeslotISCP-Value,

acknowledged-PCPCH-access-preambles

Acknowledged-PCPCH-access-preambles,


detected-PCPCH-access-preambles


Detected-PCPCH-access-preambles,

...,


extension-CommonMeasurementValue

Extension-CommonMeasurementValue
}

Extension-CommonMeasurementValue
::= ProtocolIE-Single-Container {{ Extension-CommonMeasurementValueIE }}
Extension-CommonMeasurementValueIE NBAP-PROTOCOL-IES ::= {

{ ID id-TUTRANGPSMeasurementValueInformation
CRITICALITY ignore
TYPE TUTRANGPSMeasurementValueInformation
PRESENCE mandatory }|

{ ID id-SFNSFNMeasurementValueInformation
CRITICALITY ignore
TYPE SFNSFNMeasurementValueInformation

PRESENCE mandatory }
}
CommonMeasurementValueInformation ::= CHOICE {


measurementAvailable

CommonMeasurementAvailable,


measurementnotAvailable

CommonMeasurementnotAvailable
}

CommonMeasurementAvailable::= SEQUENCE {


commonmeasurementValue

CommonMeasurementValue,


ie-Extensions




ProtocolExtensionContainer { { CommonMeasurementAvailableItem-ExtIEs} }

OPTIONAL,


...

}

CommonMeasurementAvailableItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CommonMeasurementnotAvailable ::= NULL
CommonPhysicalChannelID ::= INTEGER (0..255)

Common-PhysicalChannel-Status-Information ::= SEQUENCE {


commonPhysicalChannelID


CommonPhysicalChannelID,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  { { Common-PhysicalChannel-Status-Information-ExtIEs} }

OPTIONAL,


...

}

Common-PhysicalChannel-Status-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
CommonTransportChannelID ::= INTEGER (0..255)

CommonTransportChannel-InformationResponse ::= SEQUENCE {


commonTransportChannelID


CommonTransportChannelID,


bindingID






BindingID



OPTIONAL,


transportLayerAddress



TransportLayerAddress
OPTIONAL,


iE-Extensions





ProtocolExtensionContainer  { { CommonTransportChannel-InformationResponse-ExtIEs} }

OPTIONAL,


...

}

CommonTransportChannel-InformationResponse-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Common-TransportChannel-Status-Information ::= SEQUENCE {


commonTransportChannelID


CommonTransportChannelID,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  { { Common-TransportChannel-Status-Information-ExtIEs} }

OPTIONAL,


...

}

Common-TransportChannel-Status-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
CommunicationControlPortID ::= INTEGER (0..65535)

Compressed-Mode-Deactivation-Flag::= ENUMERATED {


deactivate,


maintain-Active

}

ConfigurationGenerationID ::= INTEGER (0..255)

-- Value '0' means "No configuration" 

ConstantValue ::= INTEGER (-10..10,...)

-- -10 dB - +10 dB

-- unit dB

-- step 1 dB
CPCH-Allowed-Total-Rate ::= ENUMERATED {


v15,


v30, 


v60,


v120,


v240,


v480,


v960,


v1920,


v2880,


v3840,


v4800,


v5760,


...

}
CPCHScramblingCodeNumber ::= INTEGER (0..79)

CPCH-UL-DPCCH-SlotFormat ::= INTEGER (0..2,...)
CQI-Feedback-Cycle ::= ENUMERATED {v0, v1, v5, v10, v20, v40, v80,...}

CQI-Power-Offset ::= INTEGER (0..8,...)

-- According to mapping in ref. [9] subclause 4.2.1
CQI-RepetitionFactor ::= INTEGER (1..4,...)

CriticalityDiagnostics ::= SEQUENCE {


procedureID




ProcedureID



OPTIONAL,


triggeringMessage


TriggeringMessage


OPTIONAL,


procedureCriticality

Criticality



OPTIONAL,


transactionID



TransactionID



OPTIONAL,


iEsCriticalityDiagnostics
CriticalityDiagnostics-IE-List
OPTIONAL,


iE-Extensions



ProtocolExtensionContainer { {CriticalityDiagnostics-ExtIEs} }

OPTIONAL,


...

}

CriticalityDiagnostics-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE (1..maxNrOfErrors)) OF


SEQUENCE {



iECriticality

Criticality,



iE-ID



ProtocolIE-ID,



repetitionNumber
RepetitionNumber0

OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {CriticalityDiagnostics-IE-List-ExtIEs} }

OPTIONAL,



...


}

CriticalityDiagnostics-IE-List-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{
ID id-MessageStructure

CRITICALITY ignore

EXTENSION MessageStructure

PRESENCE optional
}|

{
ID id-TypeOfError


CRITICALITY ignore

EXTENSION TypeOfError


PRESENCE mandatory
},

...

}

CRNC-CommunicationContextID ::= INTEGER (0..1048575)

CSBMeasurementID ::= INTEGER (0..65535)

CSBTransmissionID ::= INTEGER (0..65535)
/*Partly omitted*/
-- ==========================================

--
N

-- ==========================================

Nack-Power-Offset ::= INTEGER (0..8,...)

-- According to mapping in ref. [9] subclause 4.2.1
NCyclesPerSFNperiod ::= ENUMERATED {


v1,


v2,


v4,


v8,


...,


v16,


v32,


v64
}
NEOT ::= INTEGER (0..8)

NFmax ::= INTEGER (1..64,...)
NRepetitionsPerCyclePeriod ::= INTEGER (2..10)
N-INSYNC-IND ::= INTEGER (1..256)

N-OUTSYNC-IND ::= INTEGER (1..256)
NeighbouringCellMeasurementInformation ::= SEQUENCE (SIZE (1..maxNrOfMeasNCell)) OF



CHOICE {





neighbouringFDDCellMeasurementInformation

NeighbouringFDDCellMeasurementInformation, -- FDD only





neighbouringTDDCellMeasurementInformation

NeighbouringTDDCellMeasurementInformation,





-- Applicable to 3.84Mcps TDD only




...,





extension-neighbouringCellMeasurementInformation
Extension-neighbouringCellMeasurementInformation



}
Extension-neighbouringCellMeasurementInformation
::=
ProtocolIE-Single-Container {{ Extension-neighbouringCellMeasurementInformationIE }}

Extension-neighbouringCellMeasurementInformationIE NBAP-PROTOCOL-IES ::= {

{ ID id-neighbouringTDDCellMeasurementInformationLCR
CRITICALITY reject
TYPE NeighbouringTDDCellMeasurementInformationLCR
PRESENCE mandatory },
-- Applicable to 1.28Mcps TDD only

...
}
NeighbouringFDDCellMeasurementInformation ::= SEQUENCE {


uC-Id







UC-Id,

uARFCN







UARFCN,


primaryScramblingCode



PrimaryScramblingCode,


iE-Extensions





ProtocolExtensionContainer { { NeighbouringFDDCellMeasurementInformationItem-ExtIEs} } OPTIONAL,


...

}

NeighbouringFDDCellMeasurementInformationItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

NeighbouringTDDCellMeasurementInformation ::= SEQUENCE {


uC-Id







UC-Id,

uARFCN







UARFCN,


cellParameterID





CellParameterID,


timeSlot






TimeSlot





OPTIONAL,


midambleShiftAndBurstType


MidambleShiftAndBurstType

OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { { NeighbouringTDDCellMeasurementInformationItem-ExtIEs} } OPTIONAL,


...

}

NeighbouringTDDCellMeasurementInformationItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
NeighbouringTDDCellMeasurementInformationLCR ::= SEQUENCE {


uC-Id







UC-Id,

uARFCN







UARFCN,


cellParameterID





CellParameterID,


timeSlotLCR






TimeSlotLCR



OPTIONAL,


midambleShiftLCR




MidambleShiftLCR

OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { { NeighbouringTDDCellMeasurementInformationLCRItem-ExtIEs} } OPTIONAL,


...

}

NeighbouringTDDCellMeasurementInformationLCRItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
NodeB-CommunicationContextID ::= INTEGER (0..1048575)

NStartMessage ::= INTEGER (1..8)
NSubCyclesPerCyclePeriod ::= INTEGER (1..16,...)
/*Partly omitted*/
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