Page 1



3GPP TSG RAN WG4 (Radio) Meeting #26                         R4-030151

Madrid, Spain 17 - 22 February, 2003
	CR-Form-v7

	CHANGE REQUEST

	

	(

	25.142
	CR
	164
	(

rev
	
	(

Current version:
	5.3.0
	(


	

	For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	X
	Core Network
	


	

	Title:
(

	Correction to external equipment definition

	
	

	Source:
(

	RAN WG4

	
	

	Work item code:
(

	TEI4
	
	Date: (

	05/03/2003

	
	
	
	
	

	Category:
(

	A
	
	Release: (

	Rel-5

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)

	
	

	Reason for change:
(

	Sections 6.1 and 7.1 in 25.142 are defining the external equipment and test ports A and B. The actual definition " any external apparatus " already covers all possible external devices but the figures limit external devices to external amplifiers and filters only. This leads to an ambiguous definition of test ports.

	
	

	Summary of change:
(

	The definition of external equipment is specified generic in order to include all types of external equipment as “external device” in figures 6.0 and 7.1.

	
	

	Consequences if 
(

not approved:
	Specifications are not harmonised. Requirements may be tested at the incorrect port leading to inconsistent test results.

Isolated impact analysis:

This change does not impact Node-B implementation or Node-B – UE interworking as it specifies the external equipment definition.

	
	

	Clauses affected:
(

	6.1; 7.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	The CR is linked to CR 181 to 25.104, CR 149 to 25.105  and CR 287 to 25.141.

Equivalent CRs in other Releases: CR163 cat. F to 25.142 v4.7.0


How to create CRs using this form:

Comprehensive information and tips about how to create CRs can be found at http://www.3gpp.org/specs/CR.htm.  Below is a brief summary:

1)
Fill out the above form. The symbols above marked (
 contain pop-up help information about the field that they are closest to.

2)
Obtain the latest version for the release of the specification to which the change is proposed. Use the MS Word "revision marks"  feature (also known as "track changes") when making the changes. All 3GPP specifications can be downloaded from the 3GPP server under ftp://ftp.3gpp.org/specs/ For the latest version, look for the directory name with the latest date e.g. 2001-03 contains the specifications resulting from the March 2001 TSG meetings.

3)
With "track changes" disabled, paste the entire CR form (use CTRL-A to select it) into the specification just in front of the clause containing the first piece of changed text.  Delete those parts of the specification which are not relevant to the change request.

6
Transmitter characteristics

6.1
General

Unless otherwise stated, all measurements shall be made at the BS antenna connector (test port A) with a full complement of transceivers for the configuration in normal operating conditions. If any external apparatus such as a TX amplifier, a filter or the combination of such devices is used, the tests according to subclauses 5.14.4 shall be performed to ensure that the requirements are met at test port B.
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Figure 6.1: Transmitter test ports

--- next changed section ---

7
Receiver characteristics

7.1
General

All tests unless otherwise stated in this subclause shall be conducted on Base Station Systems fitted with a full complement of Transceivers for the configuration. The manufacturer shall provide appropriate logical or physical test access to perform all tests in this subclause. Measurements shall include any RX multicoupler.

The tests in clause 7 assume that the receiver is not equipped with diversity. Unless otherwise stated,, the tests for receiver with diversity shall may be performed by applying the specified signals to one of the receiver inputs, and terminating or disabling the other(s). The tests and requirements are otherwise unchanged.

In all the relevant subclauses in this clause all Bit Error Ratio (BER), Residual BER (RBER) and Frame Erasure Ratio (FER) measurements shall be carried out according to the general rules for statistical testing.

Unless detailed the receiver characteristic are specified at each antenna connector of the BS.

Unless otherwise stated, all tests in this clause shall be performed at the BS antenna connector (test port A).If any external apparatus such as a RX amplifier, a filter or the combination of such devices is used, the tests according to subclauses 5.14.4 shall be performed to ensure that the requirements are met at test port B.
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Figure 7.1: Receiver test ports
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