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	MP
	
	
	
	

	>FDD
	
	
	
	
	

	>>Available Signature
	MP
	
	Bit string(16)
	Each bit indicates availability for a signature, where the signatures are numbered "signature 0" up to "signature 15". The value 1 of a bit indicates that the corresponding signature is available and the value 0 that it is not available.
	

	>>Available SF
	MP
	
	Integer (32,64,128,256)
	In chips per symbol

Defines the minimum allowed SF (i.e. the maximum rate)
	

	>>Preamble scrambling code number 
	MP
	
	Integer (0 .. 15)
	Identification of scrambling code see [28]
	

	>>Puncturing Limit
	MP
	
	Real(0.40..1.00 by step of 0.04)
	
	

	>>Available Sub Channel Number
	MP
	
	Bit string(12)
	Each bit indicates availability for a subchannel, where the subchannels are numbered "subchannel 0" to "subchannel 11". The value 1 of a bit indicates that the corresponding subchannel is available and the value 0 indicates that it is not available.
	

	>TDD
	
	
	
	
	

	>>CHOICE TDD option
	MP
	
	
	
	REL-4

	>>>3.84 Mcps TDD
	
	
	
	
	REL-4

	>>>>Timeslot number
	MP
	
	Timeslot number 10.3.6.84
	
	

	>>>>PRACH Channelisation Code List
	MP
	
	PRACH Channelisation Code List 10.3.6.51
	
	

	>>>>PRACH Midamble
	MP
	
	Enumerated (Direct, Direct/Inverted)
	Direct or direct and inverted midamble are used for PRACH
	

	>>>>PNBSCH allocation
	OP
	
	PNBSCH allocation 10.3.8.10a
	Identifies frames used for cell synchronisation purposes
	REL-4

	>>>1.28 Mcps TDD
	
	
	
	
	REL-4

	>>>>SYNC_UL info
	MP
	
	SYNC_UL info 10.3.6.78a
	
	REL-4

	>>>>PRACH Definition
	MP
	1..<maxPRACH_FPACH>
	
	
	REL-4

	>>>>>Timeslot number
	MP
	
	Timeslot number 10.3.6.84
	
	REL-4

	>>>>>PRACH Channelisation Code
	MP
	
	PRACH Channelisation Code 1.28 Mcps TDD 10.3.6.51a
	
	REL-4

	>>>>>Midamble Shift and burst type
	MP
	
	Midamble shift and burst type 10.3.6.41
	
	REL-4

	>>>>>FPACH info
	MP
	
	FPACH info 10.3.6.35a
	
	REL-4

	
	
	
	
	
	


[ASN.1]
SysInfoType5 ::=




SEQUENCE {



sib6indicator




BOOLEAN,


-- Physical channel IEs



pich-PowerOffset



PICH-PowerOffset,



modeSpecificInfo



CHOICE {




fdd







SEQUENCE {





aich-PowerOffset



AICH-PowerOffset




},




tdd







SEQUENCE {


-- If PDSCH/PUSCH is configured for 1.28Mcps TDD, the following IEs should be absent


--   and the info included in the tdd128SpecificInfo instead.





pusch-SysInfoList-SFN


PUSCH-SysInfoList-SFN

OPTIONAL,





pdsch-SysInfoList-SFN


PDSCH-SysInfoList-SFN

OPTIONAL,





openLoopPowerControl-TDD

OpenLoopPowerControl-TDD




}



},



primaryCCPCH-Info



PrimaryCCPCH-Info




OPTIONAL,



prach-SystemInformationList

PRACH-SystemInformationList,



sCCPCH-SystemInformationList
SCCPCH-SystemInformationList,



-- cbs-DRX-Level1Information is conditional on any of the CTCH indicator IEs in



-- sCCPCH-SystemInformationList



cbs-DRX-Level1Information

CBS-DRX-Level1Information


OPTIONAL,


-- Extension mechanism for non- release99 information



v4xyNonCriticalExtensions

SEQUENCE {



sysInfoType5-v4xyext


SysInfoType5-v4xyext-IEs,



-- Extension mechanism for non- rel-4 information




nonCriticalExtensions


SEQUENCE {}





OPTIONAL



}






OPTIONAL

}

SysInfoType5-v4xyext-IEs ::= SEQUENCE {


--The following IE PNBSCH-Allocation-r4 shall be used 3.84Mcps TDD only.
pNBSCH-Allocation-r4 


PNBSCH-Allocation-r4


OPTIONAL,


-- In case of TDD, the following IE is included instead of the


-- IE up-IPDL-Parameter in up-OTDOA-AssistanceData.


openLoopPowerControl-IPDL-TDD
OpenLoopPowerControl-IPDL-TDD-r4
OPTIONAL,

-- If SysInfoType5 is sent to describe a 1.28Mcps TDD cell, the IE PRACH-RACH-Info included in

-- PRACH-SystemInformationList shall be ignored, the IE PRACH-Partitioning and the 

-- IE rach-TransportFormatSet shall be absent and the corresponding IE in the following 

-- PRACH-SystemInformationList-LCR-r4 shall be used


prach-SystemInformationList-LCR-r4
PRACH-SystemInformationList-LCR-r4
OPTIONAL, 

tdd128SpecificInfo



SEQUENCE {



pusch-SysInfoList-SFN


PUSCH-SysInfoList-SFN-LCR-r4
OPTIONAL,



pdsch-SysInfoList-SFN


PDSCH-SysInfoList-SFN-LCR-r4
OPTIONAL,



pCCPCH-LCR-Extensions


PrimaryCCPCH-Info-LCR-r4-ext
OPTIONAL,



sCCPCH-LCR-ExtensionsList

SCCPCH-SystemInformationList-LCR-r4-ext


}















OPTIONAL

}
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