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	Currently, the tabular and ASN.1 descriptions of clauses 9.1.3, 9.1.6, 9.1.7, and 9.1.9 are inconsistent with respect to criticality aspects.

	
	

	Summary of change:
(
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9.1.3
Position Calculation Request

Table 6

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.2.24
	
	YES
	reject

	Transaction ID
	M
	
	9.2.2.28
	
	-
	

	Initial UE Position Estimate
	M
	
	9.2.2.6
	
	YES
	reject

	Measured Results
	
	0..<maxNoOfSets>
	
	
	GLOBAL
	reject

	  >GPS Measured    

    Results
	M
	
	9.2.2.12
	
	-
	


Table 7

	Range bound
	Explanation

	MaxNoOfSets
	Maximum number of sets of GPS Measured Results included in the Position Calculation Request message. The value for maxNoOfSets is 3.


… <NEXT MODIFIED SECTION> …

9.1.6
Information Exchange Initiation Request

Table 10

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.2.24
	
	YES
	reject

	Transaction ID
	M
	
	9.2.2.28
	
	–
	

	Information Exchange ID
	M
	
	9.2.2.19
	
	YES
	reject

	Information Exchange Object Type
	M
	
	9.2.2.20
	
	YES
	reject

	CHOICE Information Exchange Object Type
	M
	
	
	
	YES
	reject

	 >Reference Position
	
	
	
	
	-
	

	>>Reference Position Estimate/UE Initial Position
	M
	
	9.2.2.6
	
	-
	

	Information Type
	M
	
	9.2.2.22
	
	YES
	reject

	Information Report Characteristics
	M
	
	9.2.2.21
	
	YES
	reject

	GPS-UTRAN Time Relationship Uncertainty
	C-GPS
	
	9.2.2.18
	
	YES
	reject


Table 11

	Condition
	Explanation

	GPS
	The IE shall be present if the information requested in the Information Type IE contains GPS-related data


9.1.7
Information Exchange Initiation Response

Table 12

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.2.24
	
	YES
	reject

	Transaction ID
	M
	
	9.2.2.28
	
	-
	

	Information Exchange ID
	M
	
	9.2.2.19
	
	YES
	ignore

	CHOICE Information Exchange Object Type
	M
	
	
	
	YES
	ignore

	 >Reference Position
	
	
	
	
	-
	

	>>Requested Data Value 
	M
	
	9.2.2.26
	
	-
	

	Criticality Diagnostics
	O
	
	9.2.2.4
	
	YES
	ignore


9.1.8
Information Exchange Initiation Failure

Table 13

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.2.24
	
	YES
	reject

	Transaction ID
	M
	
	9.2.2.28
	
	-
	

	Information Exchange ID
	M
	
	9.2.2.19
	
	YES
	ignore

	Cause
	M
	
	9.2.2.3
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.2.4
	
	YES
	ignore


9.1.9
Information Report

Table 14

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.2.24
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.2.28
	
	–
	

	Information Exchange ID
	M
	
	9.2.2.19
	
	YES
	ignore

	CHOICE Information Exchange Object Type
	M
	
	
	
	YES
	ignore

	 >Reference Position
	
	
	
	
	-
	

	    >>Requested Data Value Information
	M
	
	9.2.2.27
	
	-
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