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	Reason for change:
(

	In the procedure text for Synchronised Radio Link Reconfiguration Preparation it is stated that the Node B may modify the HS-SCCH codes corresponding to the HS-DSCH and shall then report the codes, which are used in the new configuration, in HS-SCCH Specific Information Response IE in the RADIO LINK RECONFIGURATION READY message.

HS-SCCH Specific Information Response IE is however not included in the definition of HS-DSCH FDD Information Response IE. Instead the name HS-SCCH Code IE has been used.

To correct the specification it is proposed to change the name HS-SCCH Code IE to HS-SCCH Specific Information Response IE in the definition of HS-DSCH FDD Information Response IE. This is also in line with the current ASN.1 code and 25.423.
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	HS-SCCH Code IE has been replaced with HS-SCCH Specific Information Response IE for HS-DSCH FDD Information Response IE.
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This CR has no impact on the previous version of the specification (same release).
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9.2.2.18E
HS-DSCH FDD Information Response

The HS-DSCH Information Response provides information for HS-DSCH that have been established or modified. 

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	HS-DSCH MAC-d Flow Specific Information Response
	
	1..<maxnoofMACdFlows>
	
	
	–
	

	>HS-DSCH MAC-d Flow ID
	M
	
	9.2.1.31I
	
	–
	

	>Binding ID
	O
	
	9.2.1.4
	
	–
	

	>Transport Layer Address
	O
	
	9.2.1.63
	
	–
	

	>HS-DSCH Initial Capacity Allocation
	O
	
	9.2.1.31Ha
	
	–
	

	HS-SCCH Specific Information Response
	
	1..<maxnoofHSSCCHcodes>
	
	
	–
	

	>Code Number
	M
	
	INTEGER (0..127)
	
	–
	

	CHOICE HARQ Memory Partitioning
	M
	
	
	
	–
	

	>Implicit
	
	
	
	
	–
	

	>>Number of Processes
	M
	
	INTEGER (1..8,...)
	
	–
	

	>Explicit
	
	
	
	
	–
	

	>>HARQ Memory Partitioning Infomation
	
	1..<maxnoofHARQprocesses>
	
	
	–
	

	>>>Process Memory Size
	M
	
	9.2.1.49D
	See [18]
	–
	


	Range Bound
	Explanation

	maxnoofMACdFlows
	Maximum number of HS-DSCH MAC-d flows

	maxnoofHSSCCHcodes
	Maximum number of HS-SCCH codes

	MaxnoofHARQprocesses
	Maximum number of HARQ processes for one UE
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