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	Reason for change:
(

	There is an inconsistency about the start code number of HS-PDSCH between TS25.433 and TS25.212. In TS25.212, it is assumed that Cch,16,0 is not allocated to HS-PDSCH with any number of multi-codes. However, in TS25.433, it is allowed to allocate Cch,16,0. If Cch,16,0 can be used for HS-PDSCH transmission, the multi-code information that is different from the encoded one would be given to the UE. In this case, the UE would not have correct information on the code offset used by the Node B transmitter. See R3-031032.

	
	

	Summary of change:
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	Rev.1

In stead of adding the semantics description, the minimum start code number of HS-PDSCH FDD Code is changed from 0 to 1
Rev.0

The semantics description, which the value 0 shall not be used, is added in the tabular format of the HS-PDSCH FDD Code Information. The same note is added to the corresponding ASN.1 part as well.
Impact Analysis:
Impact assessment towards the previous version of the specification (same release):
This CR has [isolated impact] with the previous version of the specification (same release) because it might affect implementations supporting HSDPA.
This CR has an impact under [functional] point of view.
The impact [can] be considered isolated because the change affects  [one] [system function] namely HSDPA.

	
	

	Consequences if 
(

not approved:
	If this CR is not approved, the inconsistency between TS25.212 and TS25.433 will still remain. As a result, UE would fail to decode HS-PDSCH.
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9.2.2.18F
HS-PDSCH FDD Code Information

This parameter defines the codes which will be assigned for HS-PDSCHs.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Number Of HS-PDSCH Codes
	M
	
	INTEGER (0..maxCodeNumComp-1)
	

	Start Code Number
	C-NumCodes
	
	INTEGER (1..maxCodeNumComp-1)
	


	Condition
	Explanation

	NumCodes
	The IE shall be present if the Number of HS-PDSCH Codes IE is set to a value greater than 0.


	Range Bound
	Explanation

	MaxCodeNumComp
	Maximum number of codes at the defined spreading factor, within the complete code tree


<not affected part is omitted>

9.3.4
Information Elements Definitions

--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

NBAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

<not affected part is omitted>
HS-PDSCH-FDD-Code-Information ::= SEQUENCE {

   number-of-HS-PDSCH-codes





INTEGER (0..maxHS-PDSCHCodeNrComp-1),

   hS-PDSCH-Start-code-number 




HS-PDSCH-Start-code-number

OPTIONAL, 

-- Only included when number of HS-DSCH codes > 0

   ...
}

HS-PDSCH-Start-code-number ::=
INTEGER (1..maxHS-PDSCHCodeNrComp-1)
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