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A.5
DL reference compressed mode parameters

Parameters described in Table A.21 are used in some test specified in TS 25.101 while parameters described in Table A.22 are used in some tests specified in TS 25.133.

Set 1 parameters in Table A.21 are applicable when compressed mode by spreading factor reduction is used in downlink. Set 2 parameters in Table A.21 are applicable when compressed mode by puncturing is used in downlink.

Table A.21: Compressed mode reference pattern 1 parameters

	Parameter
	Set 1
	Set 2
	Note

	TGSN (Transmission Gap Starting Slot Number)
	11
	11
	

	TGL1 (Transmission Gap Length 1) 
	7
	7
	

	TGL2 (Transmission Gap Length 2)
	-
	-
	Only one gap in use.

	TGD (Transmission Gap Distance) 
	0
	0
	Only one gap in use.

	TGPL1 (Transmission Gap Pattern Length) 
	4
	4
	

	TGPL2 (Transmission Gap Pattern Length)
	-
	-
	Only one pattern in use.

	TGPRC (Transmission Gap Pattern Repetition Count) 
	NA
	NA
	Defined by higher layers

	TGCFN (Transmission Gap Connection Frame Number):
	NA
	NA
	Defined by higher layers

	UL/DL compressed mode selection
	DL & UL
	DL & UL
	2 configurations possible DL &UL / DL

	UL compressed mode method
	SF/2
	SF/2
	

	DL compressed mode method
	SF/2
	Puncturing
	

	Downlink frame type and Slot format
	11B
	11A
	

	Scrambling code change
	No
	No
	

	RPP ( Recovery period power control mode)
	0
	0
	

	ITP ( Initial transmission power control mode)
	0
	0
	


Table A.22: Compressed mode reference pattern 2 parameters

	Parameter
	Set 1
	Set 2
	Set 3
	Set 4
	Note

	TGSN (Transmission Gap Starting Slot Number)
	4
	4
	10
	8
	

	TGL1 (Transmission Gap Length 1) 
	7
	7
	10
	14
	

	TGL2 (Transmission Gap Length 2)
	-
	-
	-
	-
	Only one gap in use.

	TGD (Transmission Gap Distance) 
	0
	0
	0
	0
	

	TGPL1 (Transmission Gap Pattern Length) 
	3
	12
	11
	4
	

	TGPL2 (Transmission Gap Pattern Length)
	-
	-
	-
	
	Only one pattern in use.

	TGPRC (Transmission Gap Pattern Repetition Count) 
	NA
	NA
	NA
	NA
	Defined by higher layers

	TGCFN (Transmission Gap Connection Frame Number):
	NA
	NA
	NA
	NA
	Defined by higher layers

	UL/DL compressed mode selection
	DL & UL
	DL & UL
	DL & UL
	DL & UL
	2 configurations possible. DL & UL / DL

	UL compressed mode method
	SF/2
	SF/2
	SF/2
	SF/2
	

	DL compressed mode method
	SF/2
	SF/2
	Puncturing
	SF/2
	

	Downlink frame type and Slot format
	11B
	11B
	11A
	11B
	

	Scrambling code change
	No
	No
	No
	No
	

	RPP (Recovery period power control mode)
	0
	0
	0
	0
	

	ITP (Initial transmission power control mode)
	0
	0
	0
	0
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