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8.2.18
Physical Shared Channel Reconfiguration
8.2.18.1
General

This procedure is used to assign HS-DSCH related resources to the Node B.

[TDD - This procedure is also used for handling PDSCH Sets and PUSCH Sets in the Node B, i.e.

-
Adding new PDSCH Sets and/or PUSCH Sets,

-
Modifying these, and

-
Deleting them.]

8.2.18.2
Successful Operation
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Figure 26: Physical Shared Channel Reconfiguration, Successful Operation

The procedure is initiated with a PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message sent from the CRNC to the Node B using the Node B Control Port.

If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes an SFN IE, the Node B shall activate the new configuration on that specified SFN. If no SFN IE is included Node B shall activate the new configuration immediately.

HS-DSCH Resources:

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes HS-PDSCH and HS-SCCH Total Power IE, the Node B shall not exceed this maximum transmission power on all HS-PDSCH and HS-SCCH codes in the cell. If a value has never been set or if the value of the HS-PDSCH and HS-SCCH Total Power IE is equal to or greater than the maximum transmission power of the cell the Node B may use all unused power for HS-PDSCH and HS-SCCH codes.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes HS-PDSCH and HS-SCCH Scrambling Code IE, the Node B shall use this as the scrambling code for all HS-PDSCHs and HS-SCCHs. If a value has never been set, the Node B shall use the primary scrambling code for all HS-PDSCH and HS-SCCH codes.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes HS-PDSCH FDD Code Information IE, the Node B shall:

-
if the Number Of HS-PDSCH Codes IE is set to "0", delete any existing HS-PDSCH resources from the cell,
-
if the Number Of HS-PDSCH Codes IE is set to any value other than "0" and HS-PDSCH resources are not currently configured in the cell, use this list as the range of codes for HS-PDSCH channels.

-
If the Number Of HS-PDSCH Codes IE is set to any value other than "0" and HS-PDSCH resources are currently configured in the cell, replace the current range of codes with this new range of codes for HS-PDSCH channels.]

[FDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes HS-SCCH FDD Code Information IE, the Node B shall:

-
If the HS-SCCH FDD Code Information IE contains no codes, delete any existing HS-SCCH resources from the cell.

-
If the HS-SCCH FDD Code Information IE contains one or more codes and HS-SCCH resources are not currently configured in the cell, use this list of codes as the list of codes for HS-SCCH channels.

-
If the HS-SCCH FDD Code Information IE contains one or more codes and HS-SCCH resources are currently configured in the cell, replace the current list of codes with this new list of codes for HS-SCCH channels.]

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes HS-PDSCH and HS-SCCH Total Power IE for a particular timeslot, the Node B shall not exceed this maximum transmission power on all HS-PDSCH and HS-SCCH codes in that timeslot. If a value has never been set for that timeslot or if the value of the HS-PDSCH and HS-SCCH Total Power IE for that timeslot is equal to or greater than the maximum transmission power of the cell the Node B may use all unused power in that timeslot for HS-PDSCH and HS-SCCH codes.]

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes HS-PDSCH TDD Information IE, the Node B shall:

-
If the HS-PDSCH TDD Information IE contains no [3.84 Mcps TDD - DL Timeslot and Code Information IE] [1.28 Mcps TDD - DL Timeslot and Code Information LCR IE], delete any existing HS-PDSCH resources from the cell.

-
If the HS-PDSCH TDD Information IE contains [3.84 Mcps TDD - DL Timeslot and Code Information IE]  [1.28 Mcps TDD - DL Timeslot and Code Information LCR IE] and HS-PDSCH resources are not currently configured in the cell, use this IE as the list of timeslots / codes for HS-PDSCH channels.

-
If the HS-PDSCH TDD Information IE contains [3.84 Mcps TDD - DL Timeslot and Code Information IE]  [1.28 Mcps TDD - DL Timeslot and Code Information LCR IE] and HS-PDSCH resources are currently configured in the cell, replace the current list of timeslots / codes with this new list of timeslots / codes for HS-PDSCH channels.]

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes Add to HS-SCCH Resource Pool IE, the Node B shall add this resource to the HS-SCCH resource pool to be used to assign HS-SCCH sets.]

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Modify HS-SCCH Resource Pool IEs and includes any of [3.84Mcps TDD - TDD Channelisation Code IE, Midamble Shift and Burst Type IE, Time Slot IE], [1.28Mcps TDD - First TDD Channelisation Code IE, Second TDD Channelisation Code IE, Midamble Shift LCR IE, Time Slot LCR IE], for either HS-SCCH or HS-SICH channels, the Node B shall apply these as the new values, otherwise the old values specified for this set are still applicable.]

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Modify HS-SCCH Resource Pool IEs and includes theHS-SCCH Maximum Power IE, the Node B shall apply this value for the specified HS-SCCH code otherwise the old value is still applicable.]

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any Delete from HS-SCCH Resource Pool IEs, the Node B shall delete these resources from the HS-SCCH resource pool.]

[TDD - PDSCH/PUSCH Addition]:

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any PDSCH sets or PUSCH sets to be added, the Node B shall add these new sets to its PDSCH/PUSCH configuration.]

[TDD - PDSCH/PUSCH Modification]:

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any PDSCH sets or PUSCH sets to be modified, and includes any of [3.84Mcps TDD - DL/UL Code Information IE, Midamble Shift And Burst Type IE, Time Slot IE], [1.28Mcps TDD - DL/UL Code Information LCR IE, Midamble Shift LCR IE, Time Slot LCR IE], TDD Physical Channel Offset IE, Repetition Period IE, Repetition Length IE, or TFCI Presence IE, the Node B shall apply these as the new values, otherwise the old values specified for this set are still applicable.]
[TDD - PDSCH/PUSCH Deletion]:

[TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message includes any PDSCH sets or PUSCH sets to be deleted the Node B shall delete these sets from its PDSCH/PUSCH configuration.]

[1.28Mcps TDD – Uplink Synchronisation Parameters LCR]:

[1.28Mcps TDD - If the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message contains the Uplink Synchronisation Parameters LCR IE, the Node B shall use the indicated values of Uplink Synchronisation Stepsize IE and Uplink Synchronisation Frequency IE when evaluating the timing of the UL synchronisation.]

Response Message:

HS-DSCH/HS-SCCH Resources:

In the successful case involving HS-PDSCH or HS-SCCH resources, the Node B shall make these resources available to all the current and future HS-DSCH transport channels; and shall respond with PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message.

[TDD - PDSCH/PUSCH Addition/Modification/Deletion]:

[TDD - In the successful case involving PDSCH/PUSCH addition, modification or deletion, the Node B shall add, modify and delete the PDSCH Sets and PUSCH Sets in the Common Transport Channel data base, as requested in the PHYSICAL SHARED CHANNEL RECONFIGURATION REQUEST message, and shall make these available to all the current and future DSCH and USCH transport channels. The  Node B shall respond with the PHYSICAL SHARED CHANNEL RECONFIGURATION RESPONSE message.]

9.2.2.18F
HS-PDSCH FDD Code Information

This parameter defines the codes which will be assigned for HS-PDSCHs.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Number Of HS-PDSCH Codes
	M
	
	INTEGER (0..maxHS‑PDSCHCodeNrComp-1)
	

	Start Code Number
	C-NumCodes
	
	INTEGER (1..maxHS‑PDSCHCodeNrComp-1)
	


	Condition
	Explanation

	NumCodes
	The IE shall be present if the Number Of HS-PDSCH Codes IE is set to a value greater than 0.


	Range Bound
	Explanation

	MaxHS-PDSCHCodeNrComp
	Maximum number of codes at the defined spreading factor, within the complete code tree


9.2.2.18G
HS-SCCH FDD Code Information

This parameter defines the codes which will be assigned for HS-SCCH. The Node B will assign codes for HS-SCCHs among these codes when it sets up a HS-DSCH.
	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	

	
	
	
	
	


	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE replaceremove
	M
	
	
	

	>replace
	
	
	
	

	>>HS-SCCH Code
	
	1..<MaxnoofHSSCCHs>
	
	

	>>>Code Number
	M
	
	INTEGER (0..maxHS‑SCCHCodeNrComp-1)
	

	>remove
	
	
	NULL
	


	Range Bound
	Explanation

	MaxnoofHSSCCHs
	Maximum number of HS-SCCHs for one cell.

	MaxHS-SCCHCodeNrComp
	Maximum number of codes at the defined spreading factor, within the complete code tree


9.3.4
Information Elements Definitions

--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

NBAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-IEs (2) }
UNCHANGED TEXT IS REMOVED
HS-PDSCH-FDD-Code-Information ::= SEQUENCE {


number-of-HS-PDSCH-codes





INTEGER (0..maxHS-PDSCHCodeNrComp-1),


hS-PDSCH-Start-code-number 




HS-PDSCH-Start-code-number

OPTIONAL, 

-- Only included when number of HS-DSCH codes > 0


iE-Extensions



ProtocolExtensionContainer { { HS-PDSCH-FDD-Code-Information-ExtIEs} } OPTIONAL,


...

}

HS-PDSCH-FDD-Code-Information-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UNCHANGED TEXT IS REMOVED
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