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Extracts from tabular – for information

10.2.8
CELL UPDATE CONFIRM

This message confirms the cell update procedure and can be used to reallocate new RNTI information for the UE valid in the new cell.


RLC-SAP: UM


Logical channel: CCCH or DCCH


Direction: UTRAN(UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	

:

	
	
	
	

	RB information elements
	
	
	
	

	RB information to release list
	OP
	1 to <maxRB>
	
	

	>RB information to release
	MP
	
	RB information to release 10.3.4.19
	

	RB information to reconfigure list
	OP
	1 to <maxRB>
	
	

	>RB information to reconfigure
	MP
	
	RB information to reconfigure 10.3.4.18
	

	RB information to be affected list
	OP
	1 to <maxRB>
	
	

	>RB information to be affected
	MP
	
	RB information to be affected 10.3.4.17
	

	Downlink counter synchronisation info
	OP
	
	
	

	>RB with PDCP information list
	OP
	1 to <maxRBallRABs>
	
	This IE is needed for each RB having PDCP in the case of lossless SRNS relocation

	>>RB with PDCP information
	MP
	
	RB with PDCP information

10.3.4.22
	

	

:

	
	
	
	


Next extract – for information

10.2.27
RADIO BEARER RECONFIGURATION

This message is sent from UTRAN to reconfigure parameters related to a change of QoS. This procedure can also change the multiplexing of MAC, reconfigure transport channels and physical channels.


RLC-SAP: AM or UM


Logical channel: DCCH


Direction: UTRAN ( UE

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	

:

	
	
	
	
	

	RB information elements
	
	
	
	
	

	RAB information to reconfigure list
	OP
	1 to < maxRABsetup >
	
	
	

	>RAB information to reconfigure
	MP
	
	RAB information to reconfigure 10.3.4.11
	
	

	RB information to reconfigure list
	MP
	1to <maxRB>
	
	Although this IE is not always required, need is MP to align with ASN.1
	

	
	OP
	
	
	
	REL-4

	>RB information to reconfigure
	MP
	
	RB information to reconfigure 10.3.4.18
	
	

	RB information to be affected list
	OP
	1 to <maxRB>
	
	
	

	>RB information to be affected
	MP
	
	RB information to be affected 10.3.4.17
	
	

	

:

	
	
	
	
	


Next extract – for information

10.3.4.2
PDCP info

The purpose of the PDCP info IE is to indicate which algorithms shall be established and to configure the parameters of each of the algorithms.

	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description
	Version

	Support for lossless SRNS relocation
	CV-LosslessCriteria
	
	Boolean
	TRUE means support
	

	Max PDCP SN window size
	CV-Lossless
	
	Enumerated(sn255, sn65535)
	Maximum PDCP sequence number window size. The handling of sequence number when the Max PDCP SN window size is 255 is specified in [23].
	

	PDCP PDU header
	MD
	
	Enumerated (present, absent)
	Whether a PDCP PDU header is existent or not. Default value is "present"
	

	Header compression information
	OP
	1 to <maxPDCPAlgoType>
	
	
	

	

:

	
	
	
	
	


	Condition
	Explanation

	LosslessCriteria
	This IE is mandatory present if the IE "RLC mode" is "Acknowledged", the IE "In-sequence delivery " is "True" and the IE "SDU Discard Mode" is "No discard" and not needed otherwise.

	Lossless
	This IE is mandatory present if the IE "Support for lossless SRNS relocation" Is TRUE, otherwise it is not needed.


10.3.4.3
PDCP SN info

	Information Element/Group name
	Need
	Multi
	Type and Reference
	Semantics description

	Receive PDCP sequence number
	MP
	
	Integer(0..65535)
	The PDCP sequence number, which the sender of the message is expecting next to be received.


Next extract – for information

10.3.4.18
RB information to reconfigure
	Information Element/Group name
	Need
	Multi
	Type and reference
	Semantics description

	RB identity
	MP
	
	RB identity 10.3.4.16
	

	PDCP info
	OP
	
	PDCP info 10.3.4.2
	

	PDCP SN info
	OP
	
	PDCP SN info

10.3.4.3
	PDCP sequence number info from the network. Present only in case of lossless SRNS relocation.

	RLC info
	OP
	
	RLC info 10.3.4.23
	

	RB mapping info
	OP
	
	RB mapping info 10.3.4.21
	

	RB stop/continue
	OP
	
	Enumerated(stop, continue)
	


ASN.1 corrections and ASN.1 IEs for information

11.3
Information element definitions


:

PDCP-Info ::=





SEQUENCE {


losslessSRNS-RelocSupport


LosslessSRNS-RelocSupport


OPTIONAL,


-- TABULAR: pdcp-PDU-Header is MD in the tabular format and it can be encoded


-- in one bit, so the OPTIONAL is removed for compactness.


pdcp-PDU-Header





PDCP-PDU-Header,


headerCompressionInfoList


HeaderCompressionInfoList


OPTIONAL

}

PDCP-Info-r4 ::=




SEQUENCE {


losslessSRNS-RelocSupport


LosslessSRNS-RelocSupport


OPTIONAL,


-- TABULAR: pdcp-PDU-Header is MD in the tabular format and it can be encoded


-- in one bit, so the OPTIONAL is removed for compactness.


pdcp-PDU-Header





PDCP-PDU-Header,


headerCompressionInfoList


HeaderCompressionInfoList-r4

OPTIONAL

}

PDCP-InfoReconfig ::=



SEQUENCE {


pdcp-Info






PDCP-Info,


-- dummy is not used in this version of the specification and


-- it should be ignored.


dummy







INTEGER (0..65535)

}

PDCP-InfoReconfig-r4 ::=


SEQUENCE {


pdcp-Info






PDCP-Info-r4

}


:

PDCP-SN-Info ::=




INTEGER (0..65535)

:

RB-InformationReconfig ::=


SEQUENCE {


rb-Identity






RB-Identity,


pdcp-Info






PDCP-InfoReconfig




OPTIONAL,


pdcp-SN-Info





PDCP-SN-Info





OPTIONAL,

rlc-Info






RLC-Info






OPTIONAL,


rb-MappingInfo





RB-MappingInfo





OPTIONAL,


rb-StopContinue





RB-StopContinue





OPTIONAL

}

RB-InformationReconfig-r4 ::=

SEQUENCE {


rb-Identity






RB-Identity,


pdcp-Info






PDCP-InfoReconfig-r4



OPTIONAL,


pdcp-SN-Info





PDCP-SN-Info





OPTIONAL,


rlc-Info






RLC-Info






OPTIONAL,


rb-MappingInfo





RB-MappingInfo





OPTIONAL,


rb-StopContinue





RB-StopContinue





OPTIONAL

}

RB-InformationReconfigList ::= 

SEQUENCE (SIZE (1..maxRB)) OF











RB-InformationReconfig

RB-InformationReconfigList-r4 ::= 
SEQUENCE (SIZE (1..maxRB)) OF











RB-InformationReconfig-r4


:




�PAGE \# "'Page: '#'�'"  �� The IE "pdcp-SN-Info" was originally placed here, but it was then replaced by a "dummy" in this position and re-introduced as a separate and optional IE in the IE "RB-InformationReconfig". The corresponding REL-4 changes were not done correctly.
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