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3.3
Abbreviations

For the purposes of the present document, the following abbreviations apply:

A-GPS
Assisted GPS

AICH
Acquisition Indicator Channel

ALCAP
Access Link Control Application Part
AP-AICH
Access Preamble Acquisition Indicator Channel
ASN.1
Abstract Syntax Notation One

BCCH
Broadcast Control Channel

CCPCH
Common Control Physical Channel

CFN
Connection Frame Number

CM
Compressed Mode

CPCH
Common Packet Channel

CPICH
Common Pilot Channel
CRNC
Controlling Radio Network Controller

CSICH
CPCH Status Indicator Channel
DCH
Dedicated Channel

DGPS
Differential GPS

DL
Downlink

DPCCH
Dedicated Physical Control Channel

DPCH
Dedicated Physical Channel

DPDCH
Dedicated Physical Data Channel

DSCH
Downlink Shared Channel

FACH 
Forward Access Channel
FDD
Frequency Division Duplex

FP
Frame Protocol

GPS
Global Positioning System

HSDPA
High Speed Downlink Packet Access

HS-DSCH
High Speed Downlink Shared Channel

HS-PDSCH
High Speed Physical Downlink Shared Channel

HS-SCCH
High Speed Shared Control Channel

HS-SICH
High Speed Shared Information Channel

IP
Internet Protocol

IPDL
Idle Periods in the DownLink

ISCP
Interference Signal Code Power
L1
Layer 1

L2
Layer 2

MIB
Master Information Block
MICH
MBMS Notification Indicator Channel
NBAP
Node B Application Part

NI
MBMS Notification Indicator

O&M
Operation and Maintenance
PCCPCH
Primary Common Control Physical Channel
PCH
Paging Channel
PCPCH
Physical Common Packet Channel

PDSCH
Physical Downlink Shared Channel

PICH
Paging Indication Channel

PUSCH
Physical Uplink Shared Channel

RACH
Random Access Channel
RL
Radio Link

RLS
Radio Link Set

RNC
Radio Network Controller

RRC
Radio Resource Control

SB
Scheduling Block

SCCPCH
Secondary Common Control Physical Channel
SCH
Synchronisation Channel

SCTD
Space Code Transmit Diversity
SIB
System Information Block
SRNC
Serving Radio Network Controller

SSDT
Site Selection Diversity Transmission
STTD
Space Time Transmit Diversity
TDD
Time Division Duplex

TFC
Transport Format Combination

TFCI
Transport Format Combination Indicator

TFCS
Transport Format Combination Set

TFS
Transport Format Set

TPC
Transmit Power Control

TSTD
Time Switched Transmit Diversity
UARFCN
UTRA Absolute Radio Frequency Channel Number

UDP
User Datagram Protocol
UE
User Equipment

UL
Uplink

UMTS
Universal Mobile Telecommunications System
USCH
Uplink Shared Channel

UTRA
Universal Terrestrial Radio Access
UTRAN
Universal Terrestrial Radio Access Network
8.2.1
Common Transport Channel Setup

8.2.1.1
General

This procedure is used for establishing the necessary resources in Node B, regarding Secondary CCPCH, PICH, PRACH, PCPCH [FDD], AICH [FDD], AP_AICH [FDD], CD/CA-ICH [FDD], FACH, PCH, RACH, FPACH [1.28Mcps TDD] and CPCH [FDD].

8.2.1.2
Successful Operation
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Figure 1: Common Transport Channel Setup procedure, Successful Operation

The procedure is initiated with a COMMON TRANSPORT CHANNEL SETUP REQUEST message sent from the CRNC to the Node B using the Node B Control Port.

One message can configure only one of the following combinations:
-
[FDD - one Secondary CCPCH, and FACHs, PCH, PICH and MICH related to that Secondary CCPCH], or
-
[TDD - one CCTrCH consisting of Secondary CCPCHs and FACHs, PCH with the corresponding PICH and MICH related to that group of Secondary CCPCHs], or
-
one [1.28Mcps TDD - or more] PRACH, one RACH and one AICH [FDD] and one FPACH[1.28Mcps TDD] related to that PRACH.

-
[FDD - PCPCHs, one CPCH, one AP_AICH and one CD/CA-ICH related to that group of PCPCHs.]
Secondary CCPCH:

[FDD - When the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the Secondary CCPCH IE, the Node B shall configure and activate the indicated Secondary CCPCH according to the COMMON TRANSPORT CHANNEL SETUP REQUEST message.]
[TDD - When the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the Secondary CCPCH IE, the Node B shall configure and activate the indicated Secondary CCPCH(s) according to the COMMON TRANSPORT CHANNEL SETUP REQUEST message.]
[TDD - FACHs and PCH may be mapped onto a CCTrCH which may consist of several Secondary CCPCHs]

If the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the FACH Parameters IE, the Node B shall configure and activate the indicated FACH(s) according to the COMMON TRANSPORT CHANNEL SETUP REQUEST message.

If the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the PCH Parameters IE, the Node B shall configure and activate the concerned PCH and the associated PICH according to the COMMON TRANSPORT CHANNEL SETUP REQUEST message.

[1.28Mcps TDD - If the PCH Power IE is included in the PCH Parameters IE of the COMMON TRANSPORT CHANNEL SETUP REQUEST, the Node B shall use this value as the power at which the PCH shall be transmitted.]

[TDD - If the TSTD Indicator IE for the S-CCPCH is included and is set to "active" in the COMMON TRANSPORT CHANNEL SETUP REQUEST, the Node B shall activate TSTD diversity for all S-CCPCHs defined in the message that are not beacon channels [19,21]. If the TSTD Indicator IE is not included or is set to "not active" in the COMMON TRANSPORT CHANNEL SETUP REQUEST, the Node B shall not activate TSTD diversity for the S-CCPCHs defined in the message.]

[1.28Mcps TDD - If the TSTD Indicator IE for the PICH is included and is set to "active" in the COMMON TRANSPORT CHANNEL SETUP REQUEST message, the Node B shall activate TSTD diversity for the PICH if it is not a beacon channel [19,21]. If the TSTD Indicator IE is set to "not active" or the TSTD Indicator IE is not included for the PICH in the COMMON TRANSPORT CHANNEL SETUP REQUEST message, the Node B shall not activate TSTD diversity for the PICH.]
If the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the MICH Parameters IE, the Node B shall configure and activate the concerned MICH according to the COMMON TRANSPORT CHANNEL SETUP REQUEST message.

PRACH:

When the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the PRACH IE, the Node B shall configure and activate the indicated PRACH and the associated RACH [FDD - and the associated AICH] according to the COMMON TRANSPORT CHANNEL SETUP REQUEST message.

[1.28Mcps TDD - FPACH]:

If the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the FPACH IE, the Node B shall configure and activate the indicated FPACH according to the COMMON TRANSPORT CHANNEL SETUP REQUEST message.
Where more than one FPACH is defined, the FPACH that Node B should use is defined by the UpPCH signature (SYNC_UL) code that the UE used. The FPACH number = N mod M where N denotes the signature number (0..7) and M denotes the number of FPACHs that are defined in a cell. The FPACH number is in ascending order by Common Physical Channel ID IE contained in the COMMON TRANSPORT CHANNEL SETUP REQUEST message.
[FDD - PCPCHs]:

When the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the CPCH Parameters IE, the Node B shall configure and activate the indicated CPCH and the associated PCPCH(s), AP-AICH and CD/CA-ICH according to the COMMON TRANSPORT CHANNEL SETUP REQUEST message.

If the COMMON TRANSPORT CHANNEL SETUP REQUEST message includes CD Signatures IE, the Node B may use only the given CD signatures on CD/CA-ICH. Otherwise, the Node B may use all the CD signatures on CD/CA-ICH.

If the COMMON TRANSPORT CHANNEL SETUP REQUEST message includes CD Sub Channel Numbers IE, the Node B may use only the given CD Sub Channels on CD/CA-ICH. Otherwise, the Node B may use all the CD Sub Channels on CD/CA-ICH.

If the COMMON TRANSPORT CHANNEL SETUP REQUEST message includes Channel Request Parameters IE, the Node B shall use the parameters to distinguish the PCPCHs.

If the COMMON TRANSPORT CHANNEL SETUP REQUEST message includes AP Sub Channel Number IE in Channel Request Parameters IE, the Node B shall use only these AP sub channel number to distinguish the configured PCPCH. Otherwise all AP subchannel numbers are used to distinguish the configured PCPCH.
If the COMMON TRANSPORT CHANNEL SETUP REQUEST message includes AP Sub Channel Number IE in SF Request Parameters IE, the Node B shall use only these AP sub channel number to distinguish the requested Spreading Factors. Otherwise all AP subchannel numbers are used to distinguish the configured Spreading Factor.
General:

After successfully configuring the requested common transport channels and the common physical channels , the Node B shall store the value of Configuration Generation ID IE and it shall respond with the COMMON TRANSPORT CHANNEL SETUP RESPONSE message with the Common Transport Channel ID IE, the Binding ID IE and the Transport Layer Address IE for the configured common transport channels.

If the COMMON TRANSPORT CHANNEL SETUP REQUEST message includes the Transport Layer Address and Binding ID IEs, the Node B may use the transport layer adress and the binding identifier received from the CRNC when establishing a transport bearer for the indicated common transport channels.

After a successful procedure and once the transport bearers are established, the configured common transport channels and the common physical channels shall adopt the state Enabled [6] in the Node B and the common physical channels exist on the Uu interface.
8.2.1.3
Unsuccessful Operation
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Figure 2: Common Transport Channel Setup procedure, Unsuccessful Operation

If the Node B is not able to support all or part of the configuration, it shall reject the configuration of all the channels in the COMMON TRANSPORT CHANNEL SETUP REQUEST message. The channels in the COMMON TRANSPORT CHANNEL SETUP REQUEST message shall remain in the same state as prior to the procedure. The Cause IE shall be set to an appropriate value. The value of Configuration Generation ID IE from the COMMON TRANSPORT CHANNEL SETUP REQUEST message shall not be stored.

If the configuration was unsuccessful, the Node B shall respond with a COMMON TRANSPORT CHANNEL SETUP FAILURE message.
Typical cause values are as follows:

Radio Network Layer Cause:

-
Cell not available
-
Power level not supported

-
Node B Resources unavailable

-
Requested Tx Diversity Mode not supported
-
UL SF not supported
-
DL SF not supported
-
Common Transport Channel Type not supported

-
MICH not supported

Transport Layer Cause:

-
Transport Resources Unavailable
Miscellaneous Cause:

-
O&M Intervention

-
Control processing overload

-
HW failure
8.2.1.4
Abnormal Conditions
If the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the Secondary CCPCH IE, and that IE contains [FDD - neither the FACH Parameters IE nor the PCH Parameters IE] [TDD – neither the FACH IE nor the PCH IE], the Node B shall reject the procedure using the COMMON TRANSPORT CHANNEL SETUP FAILURE message.

[FDD - If the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the CD Sub Channel Numbers IE, but the CD Signatures IE is not present, then the Node B shall reject the procedure using the COMMON TRANSPORT CHANNEL SETUP FAILURE message.]

[TDD - If the FACH CCTrCH Id IE or the PCH CCTrCH Id IE does not equal the SCCPCH CCTrCH Id IE, the Node B shall regard the Common Transport Channel Setup procedure as having failed and the Node B shall send the COMMON TRANSPORT CHANNEL SETUP FAILURE message to the CRNC.]

[TDD - If the TDD Physical Channel Offset IE, the Repetition Period IE, and the Repetition Length IE are not equal for each SCCPCH configured within the CCTrCH, the Node B shall regard the Common Transport Channel Setup procedure as having failed and the Node B shall send the COMMON TRANSPORT CHANNEL SETUP FAILURE message to the CRNC.]

[1.28Mcps TDD - If the Common Transport Channel ID IE, and the Transport Format Set IE are not equal for each RACH configured in PRACH, the Node B shall regard the Common Transport Channel Setup procedure as having failed and the Node B shall send the COMMON TRANSPORT CHANNEL SETUP FAILURE message to the CRNC.]
If the state is already Enabled or Disabled [6] for at least one channel in the COMMON TRANSPORT CHANNEL SETUP REQUEST message which is received, the Node B shall reject the configuration of all channels with the Cause IE set to "Message not compatible with receiver state".

If the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the Transport Layer Address IE or the Binding ID IE, and not both are present for a transport channel intended to be established, the Node B shall reject the procedure using the COMMON TRANSPORT CHANNEL SETUP FAILURE message.
If the COMMON TRANSPORT CHANNEL SETUP REQUEST message contains the MICH Parameters IE but not the FACH Parameters IE [FDD – for one S-CCPCH], the Node B shall reject the procedure using the COMMON TRANSPORT CHANNEL SETUP FAILURE message.
8.2.2
Common Transport Channel Reconfiguration
8.2.2.1
General

This procedure is used for reconfiguring common transport channels and/or common physical channels, while they still might be in operation.

8.2.2.2
Successful Operation
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Figure 3: Common Transport Channel Reconfiguration, Successful Operation

The procedure is initiated with a COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message sent from the CRNC to the Node B using the Node B Control Port.

One message can configure only one of the following combinations:
-
[FDD - FACHs, one PCH, one PICH and/or one MICH related to one Secondary CCPCH], or
-
[TDD - one CCTrCH consisting of Secondary CCPCHs and FACHs, PCH with the corresponding PICH and MICH related to that group of Secondary CCPCHs], or
-
one RACH and/or one AICH[FDD] )] and/or one FPACH[1.28Mcps TDD] related to one PRACH, or

-
[FDD - one CPCH and/or one AP-AICH and/or one CD/CA-ICH related to one CPCH].

SCCPCH:

[TDD - If the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message includes the SCCPCH Power IE, the Node B shall reconfigure the maximum power that the indicated S-CCPCH shall use.]
FACH:

If the FACH Parameters IE is present, the Node B shall reconfigure the indicated FACH(s).

[FDD - If the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message includes the Max FACH Power IE, the Node B shall reconfigure the maximum power that the indicated FACH may use.]

[1.28Mcps TDD - If the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message includes the Max FACH Power IE, the Node B shall reconfigure the maximum power that the indicated FACH may use.]

If the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message includes the ToAWS IE, the Node B shall reconfigure the time of arrival window startpoint that the indicated FACH shall use.

If the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message includes the ToAWE IE, the Node B shall reconfigure the time of arrival window endpoint that the indicated FACH shall use.

PCH:

If the PCH Parameters IE is present, the Node B shall reconfigure the indicated PCH.

[FDD - If the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message includes the PCH Power IE, the Node B shall reconfigure the power that the PCH shall use.]

[1.28Mcps TDD - If the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message includes the PCH Power IE, the Node B shall reconfigure the power that the PCH shall use.]

If the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message includes the ToAWS IE, the Node B shall reconfigure the time of arrival window startpoint that the PCH shall use.

If the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message includes the ToAWE IE, the Node B shall reconfigure the time of arrival window endpoint that the PCH shall use.

PICH:


If the PICH Parameters IE is present, the Node B shall reconfigure the indicated PICH.

If the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message includes the PICH Power IE, the Node B shall reconfigure the power that the PICH shall use.

MICH:

If the MICH Parameters IE is present, the Node B shall reconfigure the MICH.

If the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message includes the MICH Power IE, the Node B shall reconfigure the power that the MICH shall use.

[FDD - PRACH]:

If the PRACH Parameters IE is present, the Node B shall reconfigure the indicated PRACH(s).

If the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message includes the Preamble Signatures IE, the Node B shall reconfigure the preamble signatures that the indicated PRACH shall use.

If the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message includes the Allowed Slot Format Information IE, the Node B shall reconfigure the slot formats that the indicated PRACH shall use.

If the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message includes the RACH Sub Channel Numbers IE, the Node B shall reconfigure the sub channel numbers that the indicated PRACH shall use.

[FDD - AICH]:

If the AICH Parameters IE is present, the Node B shall reconfigure the indicated AICH(s).

If the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message includes the AICH Power IE, the Node B shall reconfigure the power that the indicated AICH shall use.

[FDD - CPCH]:

If the CPCH Parameters IE is present, the Node B shall reconfigure the indicated CPCH.

If the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message includes the UL SIR IE, the Node B shall reconfigure the UL SIR for the UL power control for the indicated CPCH.
If the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message includes the Initial DL Transmission Power IE, the Node B shall reconfigure the Initial DL Transmission Power for the indicated CPCH.

If the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message includes the Maximum DL Power IE, the Node B shall apply this value to the new configuration of the indicated CPCH and never transmit with a higher power on any DL PCPCHs once the new configuration is being used.

If the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message includes the Minimum DL Power IE, the Node B shall apply this value to the new configuration of the indicated CPCH and never transmit with a lower power on any DL PCPCHs once the new configuration is being used.

[FDD - AP-AICH]:

If the AP-AICH Parameters IE is present, the Node B shall reconfigure the indicated AP-AICH.

If the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message includes the AP-AICH Power IE, the Node B shall reconfigure the power that the AP-AICH shall use.
If the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message includes the CSICH Power IE, the Node B shall reconfigure the power that the CSICH shall use.
[FDD - CD/CA-ICH]:

If the CD/CA-ICH Parameters IE is present, the Node B shall reconfigure the indicated CD/CA-ICH.

If the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message includes the CD/CA-AICH Power IE, the Node B shall reconfigure the power that the CD/CA-AICH shall use.

[1.28Mcps TDD - FPACH]:

If the FPACH Parameters IE is included, the Node B shall reconfigure the indicated FPACH.

If the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message includes the Max FPACH Power IE, the Node B shall reconfigure the power that the FPACH shall use.

General:

After a successful procedure, the channels will have adopted the new configuration in the Node B. The channels in the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message shall remain in the same state as prior to the procedure. The Node B shall store the value of Configuration Generation ID IE and the Node B shall respond with the COMMON TRANSPORT CHANNEL RECONFIGURATION RESPONSE message.

8.2.2.3
Unsuccessful Operation
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Figure 4: Common Transport Channel Reconfiguration procedure, Unsuccessful Operation

If the Node B is not able to support all or part of the configuration, it shall reject the configuration of all the channels in the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message. The channels in the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message shall remain in the same state as prior to the procedure. The Cause IE shall be set to an appropriate value. The value of Configuration Generation ID IE from the COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST message shall not be stored.

If the configuration was unsuccessful, the Node B shall respond with the COMMON TRANSPORT CHANNEL RECONFIGURATION FAILURE message.

Typical cause values are as follows:

Radio Network Layer Cause:

-
Cell not available
-
Power level not supported

-
Node B Resources unavailable
Transport Layer Cause:

-
Transport Resources Unavailable
Miscellaneous Cause:

-
O&M Intervention

-
Control processing overload

-
HW failure
8.2.2.4
Abnormal Conditions

-
8.2.3
Common Transport Channel Deletion
8.2.3.1
General

This procedure is used for deleting common physical channels and common transport channels.

8.2.3.2
Successful Operation
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Figure 5: Common Transport Channel Deletion procedure, Successful Operation

The procedure is initiated with a COMMON TRANSPORT CHANNEL DELETION REQUEST message sent from the CRNC to the Node B using the Node B Control Port.

Secondary CCPCH:

If the Common Physical Channel ID IE contained in the COMMON TRANSPORT CHANNEL DELETION REQUEST message indicates a Secondary CCPCH, the Node B shall delete the indicated channel and the FACHs and PCH supported by that Secondary CCPCH. If there is a PCH that is deleted, the PICH associated with that PCH shall also be deleted. If an S-CCPCH is deleted, the MICH associated with that S-CCPCH shall also be deleted.
PRACH:

If the Common Physical Channel ID IE contained in the COMMON TRANSPORT CHANNEL DELETION REQUEST message indicates a PRACH, the Node B shall delete the indicated channel and the RACH supported by the PRACH. [FDD - The AICH associated with the RACH shall also be deleted.]

[FDD - PCPCHs]:

If the Common Physical Channel ID IE contained in the COMMON TRANSPORT CHANNEL DELETION REQUEST message indicates one of the PCPCHs for a CPCH, the Node B shall delete all PCPCHs associated with the indicated channel and the CPCH supported by these PCPCHs. The AP-AICH and CD/CA-ICH associated with the CPCH shall also be deleted.

General:

[TDD - If the requested common physical channel is a part of a CCTrCH, all common transport channels and all common physical channels associated with this CCTrCH shall be deleted.]

After a successful procedure, the channels are deleted in the Node B. The channels in the COMMON TRANSPORT CHANNEL DELETION REQUEST message shall be set to state Not Existing ref. [6]. The Node B shall store the received value of the Configuration Generation ID IE and respond with the COMMON TRANSPORT CHANNEL DELETION RESPONSE message.

8.2.3.3
Unsuccessful Operation

-

8.2.3.4
Abnormal Conditions

If the C-ID in the COMMON TRANSPORT CHANNEL DELETION REQUEST message is not existing in the Node B or the Common Physical Channel ID does not exist in the Cell, the Node B shall respond with the COMMON TRANSPORT CHANNEL DELETION RESPONSE message.

8.2.x
MBMS Notification Update
8.2.x.1
General

This procedure is used to update the MBMS Notification Indicators to be sent over the MICH.

8.2.x.2
Successful Operation
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Figure x1: MBMS Notification Update procedure, Successful Operation

The procedure is initiated with an MBMS NOTIFICATION UPDATE COMMAND message sent from the CRNC to the Node B using the Node B Control Port.

The Node B shall use the different NIs in the NI Information IE to generate, as specified in ref. [7], the notification indicators it shall transmit on the MICH starting at the next coming MICH CFN equal to the value in the MICH CFN IE and for a duration equal to the Modification Period.
If the Modification Period IE is included in the MBMS NOTIFICATION UPDATE COMMAND message, the Node B shall use this as the new Modification Period starting at the next coming MICH CFN equal to the value in the MICH CFN IE.
8.2.x.3
Abnormal Conditions

-
9.1.3
COMMON TRANSPORT CHANNEL SETUP REQUEST

9.1.3.1
FDD Message 

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	C-ID
	M
	
	9.2.1.9
	
	YES
	reject

	Configuration Generation ID
	M
	
	9.2.1.16
	
	YES
	reject

	CHOICE Common Physical Channel To Be Configured
	M
	
	
	
	YES
	ignore

	>Secondary CCPCH
	
	
	
	
	–
	

	>>Secondary CCPCH
	
	1
	
	
	–
	

	>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>FDD SCCPCH Offset
	M
	
	9.2.2.15
	Corresponds to [7]: S-CCPCH,k 
	–
	

	>>>DL Scrambling Code
	C-PCH
	
	9.2.2.13
	
	–
	

	>>>FDD DL Channelisation Code Number
	M
	
	9.2.2.14
	
	–
	

	>>>TFCS
	M
	
	9.2.1.58
	For the DL.
	–
	

	>>>Secondary CCPCH Slot Format
	M
	
	9.2.2.43
	
	–
	

	>>>TFCI Presence
	C-SlotFormat
	
	9.2.1.57
	Refer to TS [7]
	–
	

	>>>Multiplexing Position
	M
	
	9.2.2.23
	
	–
	

	>>>Power Offset Information
	
	1
	
	
	–
	

	>>>>PO1
	M
	
	Power Offset

9.2.2.29
	Power offset for the TFCI bits
	–
	

	>>>>PO3
	M
	
	Power Offset

9.2.2.29
	Power offset for the pilot bits
	–
	

	>>>STTD Indicator
	M
	
	9.2.2.48
	
	–
	

	>>>FACH Parameters
	
	0..<maxnoofFACHs>
	
	
	GLOBAL
	reject

	>>>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>>>Transport Format Set
	M
	
	9.2.1.59
	For the DL.
	–
	

	>>>>ToAWS
	M
	
	9.2.1.61
	
	–
	

	>>>>ToAWE
	M
	
	9.2.1.60
	
	–
	

	>>>>Max FACH Power
	M
	
	DL Power

9.2.1.21
	Maximum allowed power on the FACH.
	–
	

	>>>>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>PCH Parameters
	
	0..1
	
	
	YES
	reject

	>>>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>>>Transport Format Set
	M
	
	9.2.1.59
	For the DL.
	–
	

	>>>>ToAWS
	M
	
	9.2.1.61
	
	–
	

	>>>>ToAWE
	M
	
	9.2.1.60
	
	–
	

	>>>>PCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>>>>PICH Parameters
	
	1
	
	
	–
	

	>>>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>>>FDD DL Channelisation Code Number
	M
	
	9.2.2.14
	
	–
	

	>>>>>PICH Power
	M
	
	9.2.1.49A
	
	–
	

	>>>>>PICH Mode 
	M
	
	9.2.2.26
	Number of PI per frame
	–
	

	>>>>>STTD Indicator
	M
	
	9.2.2.48
	
	–
	

	>>>>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>MICH Parameters
	
	0..1
	
	
	YES
	reject

	>>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>>FDD DL Channelisation Code Number
	M
	
	9.2.2.14
	
	–
	

	>>>>MICH Power
	M
	
	PICH Power 9.2.1.49A
	
	–
	

	>>>>MICH Mode 
	M
	
	9.2.2.x
	Number of NI per frame
	–
	

	>>>>STTD Indicator
	M
	
	9.2.2.48
	
	–
	

	>PRACH
	
	
	
	
	–
	

	>>PRACH
	
	1
	
	
	–
	

	>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>Scrambling Code Number
	M
	
	9.2.2.42
	
	–
	

	>>>TFCS
	M
	
	9.2.1.58
	For the UL.
	–
	

	>>>Preamble Signatures
	M
	
	9.2.2.31
	
	–
	

	>>>Allowed Slot Format Information
	
	1..<maxnoofSlotFormatsPRACH>
	
	
	–
	

	>>>>RACH Slot Format
	M
	
	9.2.2.37
	
	–
	

	>>>RACH Sub Channel Numbers
	M
	
	9.2.2.38
	
	–
	

	>>>Puncture Limit
	M
	
	9.2.1.50
	For the UL
	–
	

	>>>Preamble Threshold
	M
	
	9.2.2.32
	
	–
	

	>>>RACH Parameters
	
	1
	
	
	YES
	reject

	>>>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>>>Transport Format Set
	M
	
	9.2.1.59
	For the UL.
	–
	

	>>>>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>AICH Parameters
	
	1
	
	
	–
	

	>>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>>AICH Transmission Timing
	M
	
	9.2.2.1
	
	–
	

	>>>>FDD DL Channelisation Code Number
	M
	
	9.2.2.14
	
	–
	

	>>>>AICH Power
	M
	
	9.2.2.D
	
	–
	

	>>>>STTD Indicator
	M
	
	9.2.2.48
	
	–
	

	>PCPCHs
	
	
	
	
	–
	

	>>CPCH Parameters
	
	1
	
	
	–
	

	>>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>>Transport Format Set
	M
	
	9.2.1.59
	For the UL.
	–
	

	>>>AP Preamble Scrambling Code
	M
	
	CPCH Scrambling Code Number
9.2.2.4B
	
	–
	

	>>>CD Preamble Scrambling Code
	M
	
	CPCH Scrambling Code Number
9.2.2.4B
	
	–
	

	>>>TFCS
	M
	
	9.2.1.58
	For the UL
	–
	

	>>>CD Signatures
	O
	
	Preamble Signatures
9.2.2.31
	Note: When not present, all CD signatures are to be used.
	–
	

	>>>CD Sub Channel Numbers
	O
	
	9.2.2.1C
	
	–
	

	>>>Puncture Limit
	M
	
	9.2.1.50
	For the UL
	–
	

	>>>CPCH UL DPCCH Slot Format
	M
	
	9.2.2.4C
	For UL CPCH message control part
	–
	

	>>>UL SIR
	M
	
	9.2.1.67A
	
	–
	

	>>>Initial DL Transmission Power
	M
	
	DL Power
9.2.1.21
	
	–
	

	>>>Maximum DL Power
	M
	
	DL Power
9.2.1.21
	
	–
	

	>>>Minimum DL Power
	M
	
	DL Power
9.2.1.21
	
	–
	

	>>>PO2
	M
	
	Power Offset
9.2.2.29
	Power offset for the TPC bits relative to the pilot bits.
	–
	

	>>>FDD TPC DL Step Size
	M
	
	9.2.2.16
	
	–
	

	>>>N_Start_Message
	M
	
	9.2.2.23C
	
	–
	

	>>>N_EOT
	M
	
	9.2.2.23A
	
	–
	

	>>>Channel Assignment Indication
	M
	
	9.2.2.1D
	
	–
	

	>>>CPCH Allowed Total Rate
	M
	
	9.2.2.4A
	
	–
	

	>>>PCPCH Channel Information
	
	1..<maxnoofPCPCHs>
	
	
	–
	

	>>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>>CPCH Scrambling Code Number
	M
	
	9.2.2.4B
	For UL PCPCH
	–
	

	>>>>DL Scrambling Code
	M
	
	9.2.2.13
	For DL CPCH message part
	–
	

	>>>>FDD DL Channelisation Code Number
	M
	
	9.2.2.14
	For DL CPCH message part
	–
	

	>>>>PCP Length
	M
	
	9.2.2.24A
	
	–
	

	>>>>UCSM Information
	C-NCA
	1
	
	
	–
	

	>>>>>Min UL Channelisation Code Length
	M
	
	9.2.2.22
	
	–
	

	>>>>>NF_max
	M
	
	9.2.2.23B
	
	–
	

	>>>>>Channel Request Parameters
	
	0..<maxAPSigNum>
	
	
	–
	

	>>>>>>AP Preamble Signature
	M
	
	9.2.2.1A
	
	–
	

	>>>>>AP Sub Channel Number
	O
	
	9.2.2.1B
	
	–
	

	>>>VCAM Mapping Information
	C-CA
	1..<maxnoofLen>
	
	Refer to TS [18]
	–
	

	>>>>Min UL Channelisation Code Length
	M
	
	9.2.2.22
	
	–
	

	>>>>NF_max
	M
	
	9.2.2.23B
	
	–
	

	>>>>Max Number of PCPCHs
	M
	
	9.2.2.20A
	
	–
	

	>>>>SF Request Parameters
	
	1..<maxAPSigNum>
	
	
	–
	

	>>>>>AP Preamble Signature
	M
	
	9.2.2.1A
	
	–
	

	>>>>>AP Sub Channel Number
	O
	
	9.2.2.1B
	
	–
	

	>>>AP-AICH Parameters
	
	1
	
	
	–
	

	>>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>>FDD DL Channelisation Code Number
	M
	
	9.2.2.14
	
	–
	

	>>>>AP-AICH Power
	M
	
	AICH Power

9.2.2.D
	
	–
	

	>>>>CSICH Power
	M
	
	AICH Power

9.2.2.D
	For CSICH bits at end of AP-AICH slot
	–
	

	>>>>STTD Indicator
	M
	
	9.2.2.48
	
	–
	

	>>>CD/CA-ICH Parameters
	
	1
	
	
	–
	

	>>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>>FDD DL Channelisation Code Number
	M
	
	9.2.2.14
	
	–
	

	>>>>CD/CA-ICH Power
	M
	
	AICH Power

9.2.2.D
	
	–
	

	>>>>STTD Indicator
	M
	
	9.2.2.48
	
	–
	

	>>>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore


	Condition
	Explanation

	SlotFormat
	The IE shall be present if the Secondary CCPCH Slot Format IE is set to any of the values from 8 to 17.

	CA
	The IE shall be present if the Channel Assignment Indication IE is set to "CA Active".

	NCA
	The IE shall be present if the Channel Assignment Indication IE is set to "CA Inactive".

	PCH
	The IE shall be present if the PCH Parameters IE is not present.


	Range Bound
	Explanation

	maxnoofFACHs
	Maximum number of FACHs that can be defined on a Secondary CCPCH

	maxnoofPCPCHs
	Maximum number of PCPCHs for a CPCH

	maxnoofLen
	Maximum number of Min UL Channelisation Code Length

	maxnoofSlotFormatsPRACH
	Maximum number of SF for a PRACH

	maxAPSigNum
	Maximum number of AP Signatures


9.1.3.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	C-ID
	M
	
	9.2.1.9
	
	YES
	reject

	Configuration Generation ID
	M
	
	9.2.1.16
	
	YES
	reject

	CHOICE Common Physical Channel To Be Configured
	M
	
	
	
	YES
	ignore

	>Secondary CCPCHs
	
	
	
	
	–
	

	>>SCCPCH CCTrCH ID
	M
	
	CCTrCH ID
9.2.3.3
	For DL CCTrCH supporting one or several Secondary CCPCHs
	–
	

	>>TFCS
	M
	
	9.2.1.58
	For DL CCTrCH supporting one or several Secondary CCPCHs
	–
	

	>>TFCI Coding
	M
	
	9.2.3.22
	
	–
	

	>>Puncture Limit
	M
	
	9.2.1.50
	
	–
	

	>>CHOICE HCR or LCR
	M
	
	
	See note 1 below
	–
	

	>>>3.84Mcps TDD
	
	
	
	
	–
	

	>>>>Secondary CCPCH
	
	1..<maxnoofSCCPCHs>
	
	See note 2 below
	GLOBAL
	reject

	>>>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>>>TDD Channelisation Code 
	M
	
	9.2.3.19
	
	–
	

	>>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>>>>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>>>SCCPCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>>>1.28Mcps TDD
	
	
	
	
	–
	

	>>>>Secondary CCPCH LCR
	
	1..<maxnoofSCCPCHsLCR>
	
	See note 2 below
	GLOBAL
	reject

	>>>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>>>TDD Channelisation Code LCR 
	M
	
	9.2.3.19a
	
	–
	

	>>>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>>>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>>>SCCPCH Power
	M
	
	DL Power

9.2.1.21
	
	–
	

	>>>>> SCCPCH Time Slot Format LCR
	M
	
	TDD DL DPCH Time Slot Format LCR 9.2.3.19D
	
	–
	

	>>FACH Parameters
	
	0..<maxnoofFACHs>
	
	
	GLOBAL
	reject

	>>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>>FACH CCTrCH ID
	M
	
	CCTrCH ID
9.2.3.3
	
	–
	

	>>>Transport Format Set
	M
	
	9.2.1.59
	For the DL.
	–
	

	>>>ToAWS
	M
	
	9.2.1.61
	
	–
	

	>>>ToAWE
	M
	
	9.2.1.60
	
	–
	

	>>>Max FACH Power
	O
	
	DL Power 

9.2.1.21
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>>>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>PCH Parameters
	
	0..1
	
	
	YES
	reject

	>>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>>PCH CCTrCH ID
	M
	
	CCTrCH ID
9.2.3.3
	
	–
	

	>>>Transport Format Set
	M
	
	9.2.1.59
	For the DL.
	–
	

	>>>ToAWS
	M
	
	9.2.1.61
	
	–
	

	>>>ToAWE
	M
	
	9.2.1.60
	
	–
	

	>>>CHOICE HCR or LCR
	M
	
	
	See note 1 below
	–
	

	>>>>3.84Mcps TDD
	
	
	
	
	–
	

	>>>>>PICH Parameters
	
	0..1
	
	
	YES
	reject

	>>>>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>>>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>>>>>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>>>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>>>>Paging Indicator Length
	M
	
	9.2.3.8
	
	–
	

	>>>>>>PICH Power
	M
	
	9.2.1.49A
	
	–
	

	>>>>1.28Mcps TDD
	
	
	
	
	–
	

	>>>>>PICH Parameters LCR
	
	1
	
	
	YES
	reject

	>>>>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>>>>TDD Channelisation Code LCR
	M
	
	9.2.3.19a
	
	–
	

	>>>>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>>>>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>>>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>>>>Paging Indicator Length
	M
	
	9.2.3.8
	
	–
	

	>>>>>>PICH Power
	M
	
	9.2.1.49A
	
	–
	

	>>>>>>Second TDD Channelisation Code LCR
	M
	
	TDD Channelisation Code LCR 9.2.3.19a
	
	–
	

	>>>>>>TSTD Indicator
	O
	
	9.2.1.64
	
	YES
	reject

	>>>PCH Power
	O
	
	DL Power 9.2.1.21
	Applicable to 1.28Mcps TDD only
	YES
	reject

	>>>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>TSTD Indicator
	O
	
	9.2.1.64
	
	YES
	reject

	>>MICH Parameters
	
	0..1
	
	
	YES
	reject

	>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>TDD Physical Channel Offset
	M
	
	9.2.3.20
	
	–
	

	>>>Repetition Period
	M
	
	9.2.3.16
	
	–
	

	>>>Repetition Length
	M
	
	9.2.3.15
	
	–
	

	>>>Notification Indicator Length
	M
	
	9.2.3.x
	
	–
	

	>>>MICH Power
	M
	
	PICH Power 9.2.1.49A
	
	–
	

	>>>CHOICE HCR or LCR
	M
	
	
	
	–
	

	>>>>3.84Mcps TDD
	
	
	
	
	–
	

	>>>>>MICH Parameters HCR
	
	1
	
	
	YES
	reject

	>>>>>>TDD Channelisation Code
	M
	
	9.2.3.19
	
	–
	

	>>>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>>>Midamble Shift And Burst Type
	M
	
	9.2.3.7
	
	–
	

	>>>>1.28Mcps TDD
	
	
	
	
	–
	

	>>>>>MICH Parameters LCR
	
	1
	
	
	YES
	reject

	>>>>>>TDD Channelisation Code LCR
	M
	
	9.2.3.19a
	
	–
	

	>>>>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>>>>>Second TDD Channelisation Code LCR
	M
	
	TDD Channelisation Code LCR 9.2.3.19a
	
	–
	

	>>>>>>TSTD Indicator
	M
	
	9.2.1.64
	
	–
	

	>PRACH
	
	
	
	
	–
	

	>>CHOICE HCR or LCR
	M
	
	
	See note 1 below
	–
	

	>>>3.84Mcps TDD
	
	
	
	
	–
	

	>>>>PRACH
	
	1
	
	
	YES
	reject

	>>>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>>>TFCS
	M
	
	9.2.1.58
	
	–
	

	>>>>>Time Slot
	M
	
	9.2.3.23
	
	–
	

	>>>>>TDD Channelisation Code 
	M
	
	9.2.3.19
	
	–
	

	>>>>>Max PRACH Midamble Shifts
	M
	
	9.2.3.6
	
	–
	

	>>>>>PRACH Midamble 
	M
	
	9.2.3.14
	
	–
	

	>>>>>RACH
	
	1
	
	
	YES
	reject

	>>>>>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>>>>>Transport Format Set
	M
	
	9.2.1.59
	For the UL
	–
	

	>>>>>>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>>>>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>1.28Mcps TDD
	
	
	
	
	–
	

	>>>>PRACH LCR
	
	1..<maxnoofPRACHLCRs>
	
	
	GLOBAL
	reject

	>>>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>>>TFCS
	M
	
	9.2.1.58
	
	–
	

	>>>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>>>TDD Channelisation Code LCR
	M
	
	9.2.3.19a
	
	–
	

	>>>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>>>>RACH
	
	1
	
	
	YES
	reject

	>>>>>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>>>>>Transport Format Set
	M
	
	9.2.1.59
	For the UL
	–
	

	>>>>>>Binding ID
	O
	
	9.2.1.4
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>>>>>Transport Layer Address
	O
	
	9.2.1.63
	Shall be ignored if bearer establishment with ALCAP.
	YES
	ignore

	>>FPACH
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD.
	YES
	reject

	>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>TDD Channelisation Code LCR
	M
	
	9.2.3.19a
	
	–
	

	>>>Time Slot LCR
	M
	
	9.2.3.24A
	
	–
	

	>>>Midamble Shift LCR
	M
	
	9.2.3.7A
	
	–
	

	>>>Max FPACH Power
	M
	
	9.2.3.5E
	
	–
	


Note 1: This information element is a simplified representation of the ASN.1. The choice is in reality performed through the use of ProtocolIE-Single-Container within the ASN.1.
Note 2: This information element is a simplified representation of the ASN.1. Repetitions 1 to 8 and repetitions 9 to maxnoofSCCPCHs / maxnoofSCCPCHsLCR are represented by separate ASN.1 structures.

	Range Bound
	Explanation

	maxnoofSCCPCHs
	Maximum number of Secondary CCPCHs per CCTrCH for 3.84Mcps TDD

	maxnoofSCCPCHsLCR
	Maximum number of Secondary CCPCHs per CCTrCH for 1.28Mcps TDD

	maxnoofFACHs
	Maximum number of FACHs that can be defined on a Secondary CCPCH

	maxnoofPRACHLCRs
	Maximum number of PRACHs LCR that can be defined on a RACH for 1.28Mcps TDD


9.1.6
COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST

9.1.6.1
FDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	C-ID
	M
	
	9.2.1.9
	
	YES
	reject

	Configuration Generation ID
	M
	
	9.2.1.16
	
	YES
	reject

	CHOICE Common Physical Channel To Be Configured
	M
	
	
	
	YES
	reject

	>Secondary CCPCH
	
	
	
	
	–
	

	>>FACH Parameters
	
	0..<maxFACHCell>
	
	
	GLOBAL
	reject

	>>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>>Max FACH Power
	O
	
	DL Power

9.2.1.21
	Maximum allowed power on the FACH.
	–
	

	>>>ToAWS
	O
	
	9.2.1.61
	
	–
	

	>>>ToAWE
	O
	
	9.2.1.60
	
	–
	

	>>PCH Parameters
	
	0..1
	
	
	YES
	reject

	>>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>>PCH Power
	O
	
	DL Power

9.2.1.21
	Power to be used on the PCH.
	–
	

	>>>ToAWS
	O
	
	9.2.1.61
	
	–
	

	>>>ToAWE
	O
	
	9.2.1.60
	
	–
	

	>>PICH Parameters
	
	0..1
	
	
	YES
	reject

	>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>PICH Power
	O
	
	9.2.1.49A
	
	–
	

	>>MICH Parameters
	
	0..1
	
	
	YES
	reject

	>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>MICH Power
	O
	
	PICH Power 9.2.1.49A
	
	–
	

	>PRACH
	
	
	
	
	–
	

	>>PRACH Parameters
	
	0..<maxPRACHCell>
	
	
	GLOBAL
	reject

	>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>Preamble Signatures
	O
	
	9.2.2.31
	
	–
	

	>>>Allowed Slot Format Information
	
	0..<maxnoofSlotFormatsPRACH>
	
	
	–
	

	>>>>RACH Slot Format
	M
	
	9.2.2.37
	
	–
	

	>>>RACH Sub Channel Numbers
	O
	
	9.2.2.38
	
	–
	

	>>AICH Parameters
	
	0..<maxPRACHCell>
	
	
	GLOBAL
	reject

	>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>AICH Power
	O
	
	9.2.2.D
	
	–
	

	>CPCH
	
	
	
	
	–
	

	>>CPCH Parameters
	
	0..<maxnoofCPCHs>
	
	
	GLOBAL
	reject

	>>>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>>>UL SIR
	O
	
	9.2.1.67A
	
	–
	

	>>>Initial DL Transmission Power
	O
	
	DL Power
9.2.1.21
	
	–
	

	>>>Maximum DL Power
	O
	
	DL Power
9.2.1.21
	
	–
	

	>>>Minimum DL Power
	O
	
	DL Power
9.2.1.21
	
	–
	

	>>AP-AICH Parameters
	
	0..<maxnoofCPCHs>
	
	
	GLOBAL
	reject

	>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>AP-AICH Power
	O
	
	AICH Power

9.2.2.D
	
	–
	

	>>>CSICH Power
	O
	
	AICH Power

9.2.2.D
	For CSICH bits at end of AP-AICH slot
	–
	

	>>CD/CA-ICH Parameters
	
	0..<maxnoofCPCHs>
	
	
	GLOBAL
	reject

	>>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>>CD/CA-ICH Power
	O
	
	AICH Power

9.2.2.D
	
	–
	


	Range Bound
	Explanation

	maxFACHCell
	Maximum number of FACHs that can be defined in a Cell

	maxnoofCPCHs
	Maximum number of CPCHs that can be defined in a Cell

	maxPRACHCell
	Maximum number of PRACHs and AICHs that can be defined in a Cell

	maxnoofSlotFormatsPRACH
	Maximum number of SF for a PRACH


9.1.6.2
TDD Message

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	C-ID
	M
	
	9.2.1.9
	
	YES
	reject

	Configuration Generation ID
	M
	
	9.2.1.16
	
	YES
	reject

	Secondary CCPCH Parameters
	
	0..1
	
	
	YES
	reject

	>CCTrCH ID
	M
	
	9.2.3.3
	For DL CCTrCH supporting one or several Secondary CCPCHs
	–
	

	>Secondary CCPCHs To Be Configured
	
	0..<maxnoofSCCPCHs>
	
	See note 1 below
	GLOBAL
	reject

	>>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>>SCCPCH Power
	O
	
	DL power
9.2.1.21
	
	–
	

	PICH Parameters
	
	0..1
	
	
	YES
	reject

	>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>PICH Power
	O
	
	9.2.1.49A
	
	–
	

	FACH Parameters
	
	0..<maxnoofFACHs>
	
	
	GLOBAL
	reject

	>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>ToAWS
	O
	
	9.2.1.61
	
	–
	

	>ToAWE
	O
	
	9.2.1.60
	
	
	

	>Max FACH Power
	O
	
	DL Power 

9.2.1.21
	Applicable to 1.28Mcps TDD only
	YES
	reject

	PCH Parameters
	
	0..1
	
	
	YES
	reject

	>Common Transport Channel ID
	M
	
	9.2.1.14
	
	–
	

	>ToAWS
	O
	
	9.2.1.61
	
	–
	

	>ToAWE
	O
	
	9.2.1.60
	
	–
	

	>PCH Power
	O
	
	DL Power 

9.2.1.21
	Applicable to 1.28Mcps TDD only
	YES
	reject

	FPACH Parameters
	
	0..1
	
	Mandatory for 1.28Mcps TDD. Not Applicable to 3.84Mcps TDD.
	YES
	reject

	>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>Max FPACH Power
	O
	
	9.2.3.5E
	
	–
	

	MICH Parameters
	
	0..1
	
	
	YES
	reject

	>Common Physical Channel ID
	M
	
	9.2.1.13
	
	–
	

	>MICH Power
	O
	
	PICH Power 9.2.1.49A
	
	–
	


Note 1: This information element is a simplified representation of the ASN.1. Repetitions 1 to 8 and repetitions 9 to maxnoofSCCPCHs are represented by separate ASN.1 structures. Furthermore, maxnoofSCCPCHs has different values in the ASN.1 for each of the two TDD options.
	Range Bound
	Explanation

	maxnoofSCCPCHs
	Maximum number of SCCPCHs that can be repeated in a Cell

	maxnoofFACHs
	Maximum number of FACHs that can be repeated in a Cell


9.1.17
AUDIT RESPONSE

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	reject

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	End Of Audit Sequence Indicator
	M
	
	9.2.1.29A
	
	YES
	ignore

	Cell Information
	
	0..<maxCellinNodeB>
	
	
	EACH
	ignore

	>C-ID
	M
	
	9.2.1.9
	
	–
	

	>Configuration Generation ID
	M
	
	9.2.1.16
	
	–
	

	>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>Local Cell ID
	M
	
	9.2.1.38
	The local cell that the cell is configured on
	–
	

	>Primary SCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	Applicable to FDD only
	YES
	ignore

	>Secondary SCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	Applicable to FDD only
	YES
	ignore

	>Primary CPICH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	Applicable to FDD only
	YES
	ignore

	>Secondary CPICH Information
	
	0..<maxSCPICHCell>
	
	Applicable to FDD only
	EACH
	ignore

	>>Secondary CPICH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>Primary CCPCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	
	YES
	ignore

	>BCH Information
	O
	
	Common Transport Channel Status Information 9.2.1.14B
	
	YES
	ignore

	>Secondary CCPCH Information
	
	0..<maxSCCPCHCell>
	
	See note 1 below
	EACH
	ignore

	>>Secondary CCPCH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>PCH Information
	O
	
	Common Transport Channel Status Information 9.2.1.14B
	
	YES
	ignore

	>PICH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	
	YES
	ignore

	>FACH Information
	
	0..<maxFACHCell>
	
	
	EACH
	ignore

	>>FACH Individual Information
	M
	
	Common Transport Channel Status Information 9.2.1.14B
	
	–
	

	>PRACH Information
	
	0..<maxPRACHCell>
	
	
	EACH
	ignore

	>>PRACH Individual Information 
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>RACH Information
	
	0..<maxRACHCell> 
	
	
	EACH
	ignore

	>>RACH Individual Information 
	M
	
	Common Transport Channel Status Information 9.2.1.14B
	
	–
	

	>AICH Information
	
	0..<maxPRACHCell> 
	
	Applicable to FDD only
	EACH
	ignore

	>>AICH Individual Information 
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>PCPCH Information
	
	0..<maxPCPCHCell>
	
	Applicable to FDD only
	EACH
	ignore

	>>PCPCH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>CPCH Information
	
	0..<maxCPCHCell> 
	
	Applicable to FDD only
	EACH
	ignore

	>>CPCH Individual Information 
	M
	
	Common Transport Channel Status Information 9.2.1.14B
	
	–
	

	>AP-AICH Information
	
	0..<maxCPCHCell> 
	
	Applicable to FDD only
	EACH
	ignore

	>>AP-AICH Individual Information 
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>CD/CA-ICH Information
	
	0..<maxCPCHCell> 
	
	Applicable to FDD only
	EACH
	ignore

	>>CD/CA-ICH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>SCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	TDD Sync Channel

Applicable to 3.84Mcps TDD only
	YES
	ignore

	>FPACH Information
	
	0..<maxFPACHCell>
	
	Applicable to 1.28Mcps TDD only
	EACH
	ignore

	>>FPACH Individual lnformation
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>DwPCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>HS-DSCH Resources Information
	
	0..1
	
	
	YES
	ignore

	>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>MICH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	
	YES
	ignore

	Communication Control Port Information
	
	0..<maxCCPinNodeB>
	
	
	EACH
	ignore

	>Communication Control Port ID
	M
	
	9.2.1.15
	
	–
	

	>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>Availability Status
	M
	
	9.2.1.2
	
	–
	

	Local Cell Information
	
	0..<maxLocalCellinNodeB>
	
	
	EACH
	ignore

	>Local Cell ID
	M
	
	9.2.1.38
	
	–
	

	>DL Or Global Capacity Credit
	M
	
	9.2.1.20B
	
	–
	

	>UL Capacity Credit
	O
	
	9.2.1.65A
	
	–
	

	>Common Channels Capacity Consumption Law
	M
	
	9.2.1.9A
	
	–
	

	>Dedicated Channels Capacity Consumption Law
	M
	
	9.2.1.20A
	
	–
	

	>Maximum DL Power Capability
	O
	
	9.2.1.39
	
	–
	

	>Minimum Spreading Factor
	O
	
	9.2.1.47
	
	–
	

	>Minimum DL Power Capability
	O
	
	9.2.1.46A
	
	–
	

	>Local Cell Group ID
	O
	
	9.2.1.37A
	
	–
	

	>Reference Clock Availability
	O
	
	9.2.3.14A
	TDD only
	YES
	ignore

	>Power Local Cell Group ID
	O
	
	9.2.1.49B
	
	YES
	ignore

	>HSDPA Capability
	O
	
	9.2.1.31Ga
	
	YES
	ignore

	Local Cell Group Information
	
	0..<maxLocalCellinNodeB>
	
	
	EACH
	ignore

	>Local Cell Group ID
	M
	
	9.2.1.37A
	
	–
	

	>DL Or Global Capacity Credit
	M
	
	9.2.1.20B
	
	–
	

	>UL Capacity Credit
	O
	
	9.2.1.65A
	
	–
	

	>Common Channels Capacity Consumption Law
	M
	
	9.2.1.9A
	
	–
	

	>Dedicated Channels Capacity Consumption Law
	M
	
	9.2.1.20A
	
	–
	

	Criticality Diagnostics
	O
	
	9.2.1.17
	
	YES
	ignore

	Power Local Cell Group Information
	
	0..<maxLocalCellinNodeB>
	
	
	EACH
	ignore

	>Power Local Cell Group ID
	M
	
	9.2.1.49B
	
	–
	

	>Maximum DL Power Capability
	M
	
	9.2.1.39
	
	–
	


Note 1: This information element is a simplified representation of the ASN.1. [TDD – Repetitions 1 to 8 and repetitions 9 to maxSCCPCHCell are represented by separate ASN.1 structures.] Furthermore, maxSCCPCHCell has different values in the ASN.1 for FDD and for each of the two TDD options.
	Range Bound
	Explanation

	maxCellinNodeB
	Maximum number of Cells that can be configured in Node B

	maxCCPinNodeB
	Maximum number of Communication Control Ports that can exist in the Node B

	maxCPCHCell
	Maximum number of CPCHs that can be defined in a Cell

	maxLocalCellinNodeB
	Maximum number of Local Cells that can exist in the Node B

	maxPCPCHCell
	Maximum number of PCPCHs that can be defined in a Cell

	maxSCPICHCell
	Maximum number of Secondary CPICHs that can be defined in a Cell.

	maxSCCPCHCell
	Maximum number of Secondary CCPCHs that can be defined in a Cell.

	maxFACHCell
	Maximum number of FACHs that can be defined in a Cell

	maxPRACHCell
	Maximum number of PRACHs that can be defined in a Cell

	maxRACHCell
	Maximum number of RACHs that can be defined in a Cell

	maxFPACHCell
	Maximum number of FPACHs that can be defined in a Cell


9.1.32
RESOURCE STATUS INDICATION

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	CHOICE Indication Type
	M
	
	
	
	YES
	ignore

	>No Failure
	
	
	
	
	–
	

	>>Local Cell Information
	
	1..<max LocalCellinNodeB>
	
	
	EACH
	ignore

	>>>Local Cell ID
	M
	
	9.2.1.38
	
	–
	

	>>>Add/Delete Indicator
	M
	
	9.2.1.1
	
	–
	

	>>>DL Or Global Capacity Credit
	C-add
	
	9.2.1.20B
	
	–
	

	>>>UL Capacity Credit
	O
	
	9.2.1.65A
	
	–
	

	>>>Common Channels Capacity Consumption Law
	C-add
	
	9.2.1.9A
	
	–
	

	>>>Dedicated Channels Capacity Consumption Law
	C-add
	
	9.2.1.20A
	
	–
	

	>>>Maximum DL Power Capability
	C-add
	
	9.2.1.39
	
	–
	

	>>>Minimum Spreading Factor
	C-add
	
	9.2.1.47
	
	–
	

	>>>Minimum DL Power Capability
	C-add
	
	9.2.1.46A
	
	–
	

	>>>Local Cell Group ID
	O
	
	9.2.1.37A
	
	–
	

	>>>Reference Clock Availability
	O
	
	9.2.3.14A
	TDD only
	YES
	ignore

	>>>Power Local Cell Group ID
	O
	
	9.2.1.49B
	
	YES
	ignore

	>>>HSDPA Capability
	O
	
	9.2.1.31Ga
	
	YES
	ignore

	>>Local Cell Group Information
	
	0..<maxLocalCellinNodeB>
	
	
	EACH
	ignore

	>>>Local Cell Group ID
	M
	
	9.2.1.37A
	
	–
	

	>>>DL Or Global Capacity Credit
	M
	
	9.2.1.20B
	
	–
	

	>>>UL Capacity Credit
	O
	
	9.2.1.65A
	
	–
	

	>>>Common Channels Capacity Consumption Law
	M
	
	9.2.1.9A
	
	–
	

	>>>Dedicated Channels Capacity Consumption Law
	M
	
	9.2.1.20A
	
	–
	

	>>Power Local Cell Group Information
	
	0..<maxLocalCellinNodeB>
	
	
	EACH
	ignore

	>>>Power Local Cell Group ID
	M
	
	9.2.1.49B
	
	–
	

	>>>Maximum DL Power Capability
	M
	
	9.2.1.39
	
	–
	

	>Service Impacting
	
	
	
	
	–
	

	>>Local Cell Information
	
	0..<maxLocalCellinNodeB>
	
	
	EACH
	ignore

	>>>Local Cell ID
	M
	
	9.2.1.38
	
	–
	

	>>>DL Or Global Capacity Credit
	O
	
	9.2.1.20B
	
	–
	

	>>>UL Capacity Credit
	O
	
	9.2.1.65A
	
	–
	

	>>>Common Channels Capacity Consumption Law
	O
	
	9.2.1.9A
	
	–
	

	>>>Dedicated Channels Capacity Consumption Law
	O
	
	9.2.1.20A
	
	–
	

	>>>Maximum DL Power Capability
	O
	
	9.2.1.39
	
	–
	

	>>>Minimum Spreading Factor
	O
	
	9.2.1.47
	
	–
	

	>>>Minimum DL Power Capability
	O
	
	9.2.1.46A
	
	–
	

	>>>Reference Clock Availability
	O
	
	9.2.3.14A
	TDD only
	YES
	ignore

	>>>HSDPA Capability
	O
	
	9.2.1.31Ga
	
	YES
	ignore

	>>Local Cell Group Information
	
	0..<maxLocalCellinNodeB>
	
	
	EACH
	ignore

	>>>Local Cell Group ID
	M
	
	9.2.1.37A
	
	–
	

	>>>DL Or Global Capacity Credit
	O
	
	9.2.1.20B
	
	–
	

	>>>UL Capacity Credit
	O
	
	9.2.1.65A
	
	–
	

	>>>Common Channels Capacity Consumption Law
	O
	
	9.2.1.9A
	
	–
	

	>>>Dedicated Channels Capacity Consumption Law
	O
	
	9.2.1.20A
	
	–
	

	>>Communication Control Port Information
	
	0..<maxCCPinNodeB>


	
	
	EACH
	ignore

	>>>Communication Control Port ID
	M
	
	9.2.1.15
	
	–
	

	>>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>>Cell Information
	
	0..<maxCellinNodeB>
	
	
	EACH
	ignore

	>>>C-ID
	M
	
	9.2.1.9
	
	–
	

	>>>Resource Operational State
	O
	
	9.2.1.52
	
	–
	

	>>>Availability Status
	O
	
	9.2.1.2
	
	–
	

	>>>Primary SCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	FDD only
	YES
	ignore

	>>>Secondary SCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	FDD only
	YES
	ignore

	>>>Primary CPICH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	FDD only
	YES
	ignore

	>>>Secondary CPICH Information
	
	0..<maxSCPICHCell>
	
	FDD only
	EACH
	ignore

	>>>>Secondary CPICH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>Primary CCPCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	
	YES
	ignore

	>>>BCH Information
	O
	
	Common Transport Channel Status Information 9.2.1.14B
	
	YES
	ignore

	>>>Secondary CCPCH Information
	
	0..<maxSCCPCHCell>
	
	See note 1 below
	EACH
	ignore

	>>>>Secondary CCPCH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>PCH Information
	O
	
	Common Transport Channel Status Information 9.2.1.14B
	
	YES
	ignore

	>>>PICH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	
	YES
	ignore

	>>>FACH Information
	
	0..<maxFACHCell>
	
	
	EACH
	ignore

	>>>>FACH Individual Information
	M
	
	Common Transport Channel Status Information 9.2.1.14B
	
	–
	

	>>>PRACH Information
	
	0..<maxPRACHCell>
	
	
	EACH
	ignore

	>>>>PRACH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>RACH Information
	
	0..<maxPRACHCell>
	
	
	EACH
	ignore

	>>>>RACH Individual Information
	M
	
	Common Transport Channel Status Information 9.2.1.14B
	
	–
	

	>>>AICH Information
	
	0..<maxPRACHCell>
	
	FDD only
	EACH
	ignore

	>>>>AICH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>PCPCH Information
	
	0..<maxPCPCHCell>
	
	FDD only
	EACH
	ignore

	>>>>PCPCH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>CPCH Information
	
	0..<maxCPCHCell>
	
	FDD only
	EACH
	ignore

	>>>>CPCH Individual Information
	M
	
	Common Transport Channel Status Information 9.2.1.14B
	
	–
	

	>>>AP-AICH Information
	
	0..<maxCPCHCell>
	
	FDD only
	EACH
	ignore

	>>>>AP-AICH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>CD/CA-ICH Information
	
	0..<maxCPCHCell>
	
	FDD only
	EACH
	ignore

	>>>>CD/CA-ICH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>SCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	Applicable to 3.84Mcps TDD only
	YES
	ignore

	>>>FPACH Information
	
	0..<maxFPACHCell>
	
	Applicable to 1.28Mcps TDD only
	EACH
	ignore

	>>>>FPACH Individual Information
	M
	
	Common Physical Channel Status Information 9.2.1.13A
	
	–
	

	>>>DwPCH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	Applicable to 1.28Mcps TDD only
	YES
	ignore

	>>>HS-DSCH Resources Information
	
	0..1
	
	
	YES
	ignore

	>>>>Resource Operational State
	M
	
	9.2.1.52
	
	–
	

	>>>>Availability Status
	M
	
	9.2.1.2
	
	–
	

	>>>MICH Information
	O
	
	Common Physical Channel Status Information 9.2.1.13A
	
	YES
	ignore

	>>Power Local Cell Group Information
	
	0..<maxLocalCellinNodeB>
	
	
	EACH
	ignore

	>>>Power Local Cell Group ID
	M
	
	9.2.1.49B
	
	–
	

	>>>Maximum DL Power Capability
	M
	
	9.2.1.39
	
	–
	

	Cause
	O
	
	9.2.1.6
	
	YES
	ignore


Note 1: This information element is a simplified representation of the ASN.1. [TDD – Repetitions 1 to 8 and repetitions 9 to maxSCCPCHCell are represented by separate ASN.1 structures.] Furthermore, maxSCCPCHCell has different values in the ASN.1 for FDD and for each of the two TDD options.

	Condition
	Explanation

	add
	The IE shall be present if the Add/Delete Indicator IE is set to ”Add”.


	Range Bound
	Explanation

	maxLocalCellinNodeB
	Maximum number of Local Cells that can exist in the Node B

	maxCellinNodeB
	Maximum number of C-IDs that can be configured in the Node B

	maxCPCHCell
	Maximum number of CPCHs that can be defined in a Cell

	maxSCPICHCell
	Maximum number of Secondary CPICHs that can be defined in a Cell.

	maxSCCPCHCell
	Maximum number of Secondary CCPCHs that can be defined in a Cell.

	maxFACHCell
	Maximum number of FACHs that can be defined in a Cell

	maxPCPCHCell
	Maximum number of PCPCHs that can be defined in a Cell

	maxPRACHCell
	Maximum number of PRACHs and AICHs that can be defined in a Cell

	maxCCPinNodeB
	Maximum number of Communication Control Ports that can exist in the Node B

	maxFPACHCell
	Maximum number of FPACHs that can be defined in a Cell


9.1.x
MBMS NOTIFICATION UPDATE COMMAND
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description
	Criticality
	Assigned Criticality

	Message Discriminator
	M
	
	9.2.1.45
	
	–
	

	Message Type
	M
	
	9.2.1.46
	
	YES
	ignore

	Transaction ID
	M
	
	9.2.1.62
	
	–
	

	C-ID
	M
	
	9.2.1.9
	
	YES
	ignore

	Common Physical Channel ID
	M
	
	9.2.1.13
	
	YES
	ignore

	Modification Period
	O
	
	9.2.1.x3
	
	YES
	ignore

	MICH CFN
	M
	
	9.2.1.x1
	
	YES
	ignore

	NI Information
	
	1..<maxNoofNIs>
	
	
	GLOBAL
	ignore

	>NI
	M
	
	9.2.1.x3
	
	–
	


	Range Bound
	Explanation

	maxNoofNIs
	Maximum number of NIs


9.2.1.6
Cause
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Cause Group
	M
	
	
	

	>Radio Network Layer
	
	
	
	

	>>Radio Network Layer Cause 
	M
	
	ENUMERATED (

unknown C-ID,

Cell not available,
Power level not supported, 

DL radio resources not available,

UL radio resources not available,

RL Already Activated/allocated,

Node B Resources Unavailable,

Measurement not supported for the object,

Combining Resources not available,

Requested configuration not supported,

Synchronization failure,

Priority transport channel established, 

SIB Origination in Node B not Supported,
Requested Tx Diversity Mode not supported,

Unspecified,

BCCH scheduling error,

Measurement Temporarily not Available,

Invalid CM Setting, Reconfiguration CFN not elapsed, 

Number of DL codes not supported, 

S-CPICH not supported,

Combining not supported,

UL SF not supported,

DL SF not supported,

Common Transport Channel Type not supported,

Dedicated Transport Channel Type not supported,

Downlink Shared Channel Type not supported,

Uplink Shared Channel Type not supported,

CM not supported,

Tx diversity no longer supported,

Unknown Local Cell ID,
…,

Number of UL codes not supported,

Information temporarily not available,

Information Provision not supported for the object,

Cell Synchronisation not supported,

Cell Synchronisation Adjustment not supported,

DPC Mode Change not Supported,

IPDL already activated,

IPDL not supported,

IPDL parameters not available,

Frequency Acquisition not supported,

Power Balancing status not compatible,

Requested type of Bearer Re-arrangement not supported, Signalling Bearer Re-arrangement not supported,

Bearer Re-arrangement needed,

Delayed Activation not Supported,

RL Timing Adjustment not supported,

MICH not supported)
	

	>Transport Layer
	
	
	
	

	>>Transport Layer Cause
	M
	
	ENUMERATED (

Transport resource unavailable,

Unspecified,

…)
	

	>Protocol
	
	
	
	

	>>Protocol Cause
	M
	
	ENUMERATED (

Transfer syntax error,

Abstract syntax error (reject),

Abstract syntax error (ignore and notify),

Message not compatible with receiver state,

Semantic error,

Unspecified, 

Abstract syntax error (falsely constructed message),
…)
	

	>Misc
	
	
	
	

	>>Miscellaneous Cause
	M
	
	ENUMERATED (

Control processing overload

Hardware failure,

O&M intervention,

Not enough user plane processing resources,

Unspecified,

…)
	


The meaning of the different cause values is described in the following table. In general, "not supported" cause values indicate that the concerned capability is missing. On the other hand, "not available" cause values indicate that the concerned capability is present, but insufficient resources were available to perform the requested action.

	Radio Network Layer cause
	Meaning

	BCCH scheduling error
	The Node B has detected an illegal BCCH schedule update (see subclause 8.2.16.3).

	Bearer Re-arrangement needed
	The Node B cannot perform the requested Radio Link Reconfiguration without bearer re-arrangement.

	Cell not Available
	The concerned cell or local cell is not available.

	Cell Synchronisation not supported
	The concernedcell(s) do not support Cell Synchronisation.

	Combining not supported
	The Node B does not support RL combining for the concernedcells.

	Combining Resources Not Available
	The value of the received Diversity Control Field IE was set to "Must", but the Node B cannot perform the requested combining.

	CM not supported
	The concerned cell(s) do not support Compressed Mode.

	Common Transport Channel Type not supported
	The concerned cell(s) do not support the RACH and/or FACH and/or CPCH Common Transport Channel Type.

	Dedicated Transport Channel Type not supported
	The concerned cell(s) do not support the Dedicated Transport Channel Type.

	Delayed Activation not Supported
	The concerned cell(s) do not support delayed activation of RLs.

	DL Radio Resources not Available
	The Node B does not have sufficient DL radio resources available.

	DL SF not supported
	The concerned cell(s) do not support the requested DL SF.

	DL Shared Channel Type not supported
	The concerned cell(s) do not support the Downlink Shared Channel Type.

	DPC Mode Change not Supported
	The concerned cells do not support DPC mode changes.

	Frequency Acquisition not supported
	The concerned cell(s) do not support Frequency Acquisition.

	Information Provision not supported for the object
	The requested information provision is not supported for the concerned object types.

	Information temporarily not available
	The requested information can temporarily not be provided.

	Invalid CM Settings
	The concerned cell(s) consider the requested Compressed Mode settings invalid.

	IPDL already activated
	The concerned cell(s) have already active IPDL ongoing.

	IPDL not supported
	The concerned cell(s) do not support the IPDL.

	IPDL parameters not available
	The concerned cell(s) do not have IPDL parameters defining IPDL to be applied.

	Measurement not Supported For The Object
	At least one of the concerned cell(s) does not support the requested measurement on the concerned object type.

	Measurement Temporarily not Available
	The Node B can temporarily not provide the requested measurement value.

	MICH not supported
	The concerned cell does not support MICH.

	Node B resources unavailable
	The Node B does not have sufficient resources available.

	Number of DL codes not supported
	The concerned cell(s) do not support the requested number of DL codes.

	Number of UL codes not supported
	The concerned cell(s) do not support the requested number of UL codes.

	Power Level not Supported
	A DL power level was requested which the concerned cell(s) do not support.

	Power Balancing status not compatible
	The power balancing status in the SRNC is not compatible with that of the Node B.

	Priority transport channel established
	The CRNC cannot perform the requested blocking since a transport channel with a high priority is present.

	RL Timing Adjustment not Supported
	The concerned cell(s) do not support adjustments of the RL timing.

	Reconfiguration CFN not elapsed
	The requested action cannot be performed due to that a RADIO LINK RECONFIGURATION COMMIT message was received previously, but the concerned CFN has not yet elapsed.

	Requested Configuration not Supported
	The concerned cell(s) do not support the requested configuration i.e. power levels, Transport Formats, physical channel parameters.

	Requested Type of Bearer Re-arrangement not supported
	The Node B does not support the requested type of bearer re-arrangement.

	Requested Tx Diversity mode not supported
	The concerned cell(s) do not support the requested transmit diversity mode.

	RL already Activated/ allocated
	The Node B has already allocated an RL with the requested RL-id for this UE context.

	S-CPICH not supported
	The concerned cell(s) do not support S-CPICH.

	SIB Orgination in Node B not Supported
	The Node B does not support the origination of the requested SIB for the concerned cell.

	Signalling Bearer Re-arrangement not supported
	The Node B does not support the Signalling bearer re-arrangement.

	Synchronisation Failure
	Loss of UL Uu synchronisation.

	Cell Synchronisation Adjustment not supported
	The concerned cell(s) do not support Cell Synchronisation Adjustment.

	Tx diversity no longer supported
	Tx diversity can no longer be supported in the concerned cell.

	UL Radio Resources not Available
	The Node B does not have sufficient UL radio resources available.

	UL SF not supported
	The concerned cell(s) do not support the requested minimum UL SF.

	UL Shared Channel Type not supported
	The concerned cell(s) do not support the Uplink Shared Channel Type.

	Unknown C-ID
	The Node B is not aware of a cell with the provided C-ID.

	Unknown Local Cell ID
	The Node B is not aware of a local cell with the provided Local Cell ID

	Unspecified
	Sent when none of the above cause values applies but still the cause is Radio Network layer related.


	Transport Network Layer cause
	Meaning

	Transport resource unavailable
	The required transport resources are not available.

	Unspecified
	Sent when none of the above cause values applies but still the cause is Transport Network layer related.


	Protocol cause
	Meaning

	Abstract Syntax Error (Reject)
	The received message included an abstract syntax error and the concerned criticality indicated "reject" (see subclause 10.3).

	Abstract Syntax Error (Ignore and Notify)
	The received message included an abstract syntax error and the concerned criticality indicated "ignore and notify" (see subclause 10.3).

	Abstract syntax error (falsely constructed message)
	The received message contained IEs in wrong order or with too many occurrences (see subclause 10.3).

	Message not Compatible with Receiver State
	The received message was not compatible with the receiver state (see subclause 10.4).

	Semantic Error
	The received message included a semantic error (see subclause 10.4).

	Transfer Syntax Error
	The received message included a transfer syntax error (see subclause 10.2).

	Unspecified
	Sent when none of the above cause values applies but still the cause is protocol related.


	Miscellaneous cause
	Meaning

	Control Processing Overload
	Node B control processing overload.

	Hardware Failure
	Node B hardware failure.

	Not enough User Plane Processing Resources
	Node B has insufficient user plane processing resources available.

	O&M Intervention
	Operation and Maintenance intervention related to Node B equipment.

	Unspecified
	Sent when none of the above cause values applies and the cause is not related to any of the categories Radio Network Layer, Transport Network Layer or Protocol.


9.2.1.x1
MICH CFN

The MICH CFN indicates the Connection Frame Number for the MICH. It corresponds to the Cell SFN of the frame in which the start of the S-CCPCH frame is located, see ref [7].
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	MICH CFN
	
	
	INTEGER (0..4095)
	


9.2.1.x2
Modification Period
The Modification Period of the MICH, see ref. [18].

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Modification Period
	
	
	ENUMERATED

(5120, 10240,…)
	Unit: ms


9.2.1.46
Message Type

The Message Type uniquely identifies the message being sent.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Procedure ID
	M
	1
	
	

	>Procedure Code
	M
	
	INTEGER (0..255)
	"0" = Audit
"1" = Audit Required
"2" = Block Resource
"3" = Cell Deletion
"4" = Cell Reconfiguration
"5" = Cell Setup
"6" = Common Measurement Failure
"7" = Common Measurement Initiation
"8" = Common Measurement Report
"9" = Common Measurement Termination
"10" = Common Transport Channel Delete
"11" = Common Transport Channel Reconfigure
"12" = Common Transport Channel Setup
"13" = Reset
"14" = Compressed Mode Command
"16" = Dedicated Measurement Failure
"17" = Dedicated Measurement Initiation
"18" = Dedicated Measurement Report
"19" = Dedicated Measurement Termination
"20" = Downlink Power Control
"21" = Error Indication (For Dedicated Procedures)
"23" = Radio Link Addition
"24" = Radio Link Deletion
"25" = Radio Link Failure
"26" = Radio Link Restoration
"27" = Radio Link Setup
"28" = Resource Status Indication
"29" = Synchronised Radio Link Reconfiguration Cancellation
"30" = Synchronised Radio Link Reconfiguration Commit
"31" = Synchronised Radio Link Reconfiguration Preparation
"32" = System Information Update
"33" = Unblock Resource
"34" = Unsynchronised Radio Link Reconfiguration
"35" = Error Indication (For Common Procedures)
"37" = Physical Shared Channel Reconfiguration
"38" = Downlink Power Timeslot Control
"39" = Radio Link Preemption
"40" = Information Exchange Failure
"41" = Information Exchange Initiation
"42" = Information Exchange Termination
"43" = Information Reporting
"44" = Cell Synchronisation Adjustment
"45" = Cell Synchronisation Initiation
"46" = Cell Synchronisation Reconfiguration
"47" = Cell Synchronisation Reporting
"48" = Cell Synchronisation Termination
"49" = Cell Synchronisation Failure
"50" = Bearer Rearrangement
"51" = Radio Link Activation

“52” = Radio Link Parameter Update
"53" = MBMS Notification Update

	>Ddmode
	M
	
	ENUMERATED (

TDD, 

FDD,

Common, 
…)
	Common = common to FDD and TDD.

	Type of Message
	M
	
	ENUMERATED (

Initiating Message, 

Successful Outcome, 

Unsuccessful Outcome, 

Outcome)
	


9.2.1.49A
PICH Power

The PICH Power IE indicates a power level relative to the [FDD - Primary CPICH power] [TDD - Primary CCPCH power] configured in a cell. If Transmit Diversity is applied to the PICH (resp. the MICH), the PICH Power IE indicates the power offset between the linear sum of the power for the PICH (resp. the MICH) on all branches and the [FDD - Primary CPICH power] [TDD - Primary CCPCH power] configured in a cell.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	PICH Power
	
	
	INTEGER (-10..+5)
	Unit: dB

Range: -10 .. +5 dB

Step: 1dB


9.2.1.x3
NI
The NI IE provides a Notification Indicator determined as specified in [xx].

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	NI
	
	
	INTEGER (0..65535)
	


9.2.2.x
MICH Mode

The number of Notification Indicators (NIs) transmitted in a MICH frame.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	MICH Mode
	
	
	ENUMERATED 

(18, 36, 72, 144,…)
	Number of NIs per frame


9.2.3.x
Notification Indicator Length
The Notification Indicator Length indicates the number of symbols for Notification Indication transmitted in one timeslot (see ref [19]).
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Notification Indicator Length
	
	
	ENUMERATED 

(2, 4, 8,…)
	


9.3.2
Elementary Procedure Definitions

-- **************************************************************

--

-- Elementary Procedure definitions

--

-- **************************************************************

NBAP-PDU-Discriptions {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-PDU-Descriptions (0) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Criticality,


ProcedureID,


MessageDiscriminator,


TransactionID

FROM NBAP-CommonDataTypes


CommonTransportChannelSetupRequestFDD,


CommonTransportChannelSetupRequestTDD,


CommonTransportChannelSetupResponse,


CommonTransportChannelSetupFailure,


CommonTransportChannelReconfigurationRequestFDD,


CommonTransportChannelReconfigurationRequestTDD,


CommonTransportChannelReconfigurationResponse,


CommonTransportChannelReconfigurationFailure,


CommonTransportChannelDeletionRequest,


CommonTransportChannelDeletionResponse,


BlockResourceRequest,


BlockResourceResponse,


BlockResourceFailure,


UnblockResourceIndication,


AuditFailure,

AuditRequiredIndication,


AuditRequest,


AuditResponse,


CommonMeasurementInitiationRequest,


CommonMeasurementInitiationResponse,


CommonMeasurementInitiationFailure,

CommonMeasurementReport,


CommonMeasurementTerminationRequest,


CommonMeasurementFailureIndication,


CellSetupRequestFDD,


CellSetupRequestTDD,


CellSetupResponse,


CellSetupFailure,


CellReconfigurationRequestFDD,


CellReconfigurationRequestTDD,


CellReconfigurationResponse,


CellReconfigurationFailure,


CellDeletionRequest,


CellDeletionResponse,


InformationExchangeInitiationRequest,


InformationExchangeInitiationResponse,


InformationExchangeInitiationFailure,


InformationReport,


InformationExchangeTerminationRequest,


InformationExchangeFailureIndication,

BearerRearrangementIndication,

ResourceStatusIndication,


SystemInformationUpdateRequest,


SystemInformationUpdateResponse,


SystemInformationUpdateFailure,


ResetRequest,


ResetResponse,

RadioLinkActivationCommandFDD,


RadioLinkActivationCommandTDD,

RadioLinkPreemptionRequiredIndication,

RadioLinkSetupRequestFDD,


RadioLinkSetupRequestTDD,


RadioLinkSetupResponseFDD,


RadioLinkSetupResponseTDD,


RadioLinkSetupFailureFDD,


RadioLinkSetupFailureTDD,


RadioLinkAdditionRequestFDD,


RadioLinkAdditionRequestTDD,


RadioLinkAdditionResponseFDD,


RadioLinkAdditionResponseTDD,


RadioLinkAdditionFailureFDD,


RadioLinkAdditionFailureTDD,


RadioLinkParameterUpdateIndicationFDD,


RadioLinkParameterUpdateIndicationTDD,

RadioLinkReconfigurationPrepareFDD,


RadioLinkReconfigurationPrepareTDD,


RadioLinkReconfigurationReady,


RadioLinkReconfigurationFailure,


RadioLinkReconfigurationCommit,


RadioLinkReconfigurationCancel,


RadioLinkReconfigurationRequestFDD,


RadioLinkReconfigurationRequestTDD,


RadioLinkReconfigurationResponse,


RadioLinkDeletionRequest,


RadioLinkDeletionResponse,


DL-PowerControlRequest,


DL-PowerTimeslotControlRequest,

DedicatedMeasurementInitiationRequest,


DedicatedMeasurementInitiationResponse,


DedicatedMeasurementInitiationFailure,


DedicatedMeasurementReport,


DedicatedMeasurementTerminationRequest,


DedicatedMeasurementFailureIndication,


RadioLinkFailureIndication,


RadioLinkRestoreIndication,


CompressedModeCommand,


ErrorIndication,


PrivateMessage,


PhysicalSharedChannelReconfigurationRequestTDD,


PhysicalSharedChannelReconfigurationRequestFDD,

PhysicalSharedChannelReconfigurationResponse,


PhysicalSharedChannelReconfigurationFailure,


CellSynchronisationInitiationRequestTDD,


CellSynchronisationInitiationResponseTDD,


CellSynchronisationInitiationFailureTDD,


CellSynchronisationReconfigurationRequestTDD,


CellSynchronisationReconfigurationResponseTDD,


CellSynchronisationReconfigurationFailureTDD,


CellSynchronisationAdjustmentRequestTDD,


CellSynchronisationAdjustmentResponseTDD,


CellSynchronisationAdjustmentFailureTDD,


CellSynchronisationReportTDD,


CellSynchronisationTerminationRequestTDD,


CellSynchronisationFailureIndicationTDD,


MBMSNotificationUpdateCommand
FROM NBAP-PDU-Contents


id-audit,


id-auditRequired,


id-blockResource,


id-cellDeletion,


id-cellReconfiguration,


id-cellSetup,


id-cellSynchronisationInitiation,


id-cellSynchronisationReconfiguration,


id-cellSynchronisationReporting,


id-cellSynchronisationTermination,


id-cellSynchronisationFailure,

id-commonMeasurementFailure,


id-commonMeasurementInitiation,


id-commonMeasurementReport,


id-commonMeasurementTermination,


id-commonTransportChannelDelete,


id-commonTransportChannelReconfigure,

id-commonTransportChannelSetup,


id-compressedModeCommand,


id-dedicatedMeasurementFailure,


id-dedicatedMeasurementInitiation,


id-dedicatedMeasurementReport,


id-dedicatedMeasurementTermination,


id-downlinkPowerControl,


id-downlinkPowerTimeslotControl,

id-errorIndicationForDedicated,


id-errorIndicationForCommon,

id-informationExchangeFailure,

    id-informationExchangeInitiation,

    id-informationReporting,

    id-informationExchangeTermination,

id-BearerRearrangement,

id-mBMSNotificationUpdate,


id-physicalSharedChannelReconfiguration,

id-privateMessageForDedicated,


id-privateMessageForCommon,

id-radioLinkActivation,

id-radioLinkAddition,


id-radioLinkDeletion,


id-radioLinkFailure,


id-radioLinkParameterUpdate,

id-radioLinkPreemption,

id-radioLinkRestoration,


id-radioLinkSetup,


id-reset,

id-resourceStatusIndication,


id-cellSynchronisationAdjustment,

id-synchronisedRadioLinkReconfigurationCancellation,


id-synchronisedRadioLinkReconfigurationCommit,


id-synchronisedRadioLinkReconfigurationPreparation,


id-systemInformationUpdate,


id-unblockResource,


id-unSynchronisedRadioLinkReconfiguration

FROM NBAP-Constants;

UNCHANGED TEXT IS REMOVED
-- **************************************************************

--
-- Interface Elementary Procedure List

--

-- **************************************************************

NBAP-ELEMENTARY-PROCEDURES NBAP-ELEMENTARY-PROCEDURE ::= {


NBAP-ELEMENTARY-PROCEDURES-CLASS-1


|


NBAP-ELEMENTARY-PROCEDURES-CLASS-2


,


...

}

NBAP-ELEMENTARY-PROCEDURES-CLASS-1 NBAP-ELEMENTARY-PROCEDURE ::= {


cellSetupFDD









|


cellSetupTDD









|


cellReconfigurationFDD







|


cellReconfigurationTDD







|


cellDeletion









|


commonTransportChannelSetupFDD





|


commonTransportChannelSetupTDD





|


commonTransportChannelReconfigureFDD



|


commonTransportChannelReconfigureTDD



|


commonTransportChannelDelete





|


audit











|


blockResource









|


radioLinkSetupFDD








|


radioLinkSetupTDD








|


systemInformationUpdate







|


commonMeasurementInitiation






|


radioLinkAdditionFDD







|

radioLinkAdditionTDD







|


radioLinkDeletion








|


reset











|

synchronisedRadioLinkReconfigurationPreparationFDD
|


synchronisedRadioLinkReconfigurationPreparationTDD
|


unSynchronisedRadioLinkReconfigurationFDD


|


unSynchronisedRadioLinkReconfigurationTDD


|


dedicatedMeasurementInitiation





|


physicalSharedChannelReconfigurationTDD



,


...,


informationExchangeInitiation





|


cellSynchronisationInitiationTDD




|


cellSynchronisationReconfigurationTDD



|


cellSynchronisationAdjustmentTDD




|


physicalSharedChannelReconfigurationFDD
}

NBAP-ELEMENTARY-PROCEDURES-CLASS-2 NBAP-ELEMENTARY-PROCEDURE ::= {


resourceStatusIndication






|


auditRequired









|

commonMeasurementReport







|


commonMeasurementTermination





|


commonMeasurementFailure






|


synchronisedRadioLinkReconfigurationCommit


|


synchronisedRadioLinkReconfigurationCancellation
|


radioLinkFailure








|

radioLinkPreemption








|

radioLinkRestoration







|


dedicatedMeasurementReport






|


dedicatedMeasurementTermination





|


dedicatedMeasurementFailure






|


downlinkPowerControlFDD







|

downlinkPowerTimeslotControl





|

compressedModeCommand







|


unblockResource









|


errorIndicationForDedicated






|


errorIndicationForCommon






|

privateMessageForDedicated






|


privateMessageForCommon







,

...,


informationReporting







|


informationExchangeTermination





|


informationExchangeFailure






|


cellSynchronisationReportingTDD





|


cellSynchronisationTerminationTDD




|


cellSynchronisationFailureTDD





|


bearerRearrangement








|


radioLinkActivationFDD







|


radioLinkActivationTDD







|


radioLinkParameterUpdateFDD






|


radioLinkParameterUpdateTDD






|


mBMSNotificationUpdate
}

-- **************************************************************

--

-- Interface Elementary Procedures

--

-- **************************************************************

UNCHANGED TEXT IS REMOVED
-- Class 2

UNCHANGED TEXT IS REMOVED
-- *** RadioLinkParameterUpdate (TDD) ***

radioLinkParameterUpdateTDD NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

RadioLinkParameterUpdateIndicationTDD

MESSAGE DISCRIMINATOR
dedicated


PROCEDURE ID 


{ procedureCode id-radioLinkParameterUpdate, ddMode tdd }


CRITICALITY 


ignore

}
-- *** MBMSNotificationUpdate ***

mBMSNotificationUpdate NBAP-ELEMENTARY-PROCEDURE ::= {


INITIATING MESSAGE

MBMSNotificationUpdateCommand

MESSAGE DISCRIMINATOR
common

PROCEDURE ID 


{ procedureCode id-mBMSNotificationUpdate, ddMode common }


CRITICALITY 


ignore

}
END

9.3.3
PDU Definitions

-- **************************************************************

--

-- PDU definitions for NBAP.
--

-- **************************************************************

NBAP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-PDU-Contents (1) }
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


Active-Pattern-Sequence-Information,

AddorDeleteIndicator,


AICH-Power,

AICH-TransmissionTiming,

AllocationRetentionPriority,

APPreambleSignature,


APSubChannelNumber,

AvailabilityStatus,


BCCH-ModificationTime,

BindingID,


BlockingPriorityIndicator,


SCTD-Indicator,


Cause,

CCTrCH-ID,


CDSubChannelNumbers,

CellParameterID,


CellPortionID,


CellSyncBurstCode,


CellSyncBurstCodeShift,


CellSyncBurstRepetitionPeriod,


CellSyncBurstSIR,


CellSyncBurstTiming,


CellSyncBurstTimingThreshold,

CFN,


Channel-Assignment-Indication,

ChipOffset,


C-ID,

Closedlooptimingadjustmentmode,

CommonChannelsCapacityConsumptionLaw,


Compressed-Mode-Deactivation-Flag,

CommonMeasurementAccuracy,


CommonMeasurementType,


CommonMeasurementValue,

CommonMeasurementValueInformation,


CommonPhysicalChannelID,

Common-PhysicalChannel-Status-Information,


Common-TransportChannel-Status-Information,


CommonTransportChannelID,

CommonTransportChannel-InformationResponse,


CommunicationControlPortID,

ConfigurationGenerationID,


ConstantValue,

CriticalityDiagnostics,


CPCH-Allowed-Total-Rate,


CPCHScramblingCodeNumber,


CPCH-UL-DPCCH-SlotFormat,

CRNC-CommunicationContextID,

CSBMeasurementID,


CSBTransmissionID,

DCH-FDD-Information,


DCH-InformationResponse,


DCH-ID,

FDD-DCHs-to-Modify,


TDD-DCHs-to-Modify,


DCH-TDD-Information,


DedicatedChannelsCapacityConsumptionLaw,


DedicatedMeasurementType,


DedicatedMeasurementValue,

DedicatedMeasurementValueInformation,


DelayedActivation,


DelayedActivationUpdate,

DiversityControlField,


DiversityMode,

DL-DPCH-SlotFormat,


DL-DPCH-TimingAdjustment,

DL-or-Global-CapacityCredit,

DL-Power,


DL-PowerBalancing-Information,


DL-PowerBalancing-ActivationIndicator,

DLPowerAveragingWindowSize,

DL-PowerBalancing-UpdatedIndicator,

DL-ScramblingCode,


DL-TimeslotISCP,


DL-Timeslot-Information,


DL-TimeslotLCR-Information,


DL-TimeslotISCPInfo,


DL-TimeslotISCPInfoLCR,


DL-TPC-Pattern01Count,

DPC-Mode,

DPCH-ID,


DSCH-ID,

DSCH-FDD-Common-Information,

DSCH-FDD-Information,


DSCH-InformationResponse,


DSCH-TDD-Information,


DwPCH-Power,

End-Of-Audit-Sequence-Indicator,

EnhancedDSCHPC,


EnhancedDSCHPCCounter,


EnhancedDSCHPCIndicator,


EnhancedDSCHPCWnd,


EnhancedDSCHPowerOffset,

FDD-DL-ChannelisationCodeNumber,


FDD-DL-CodeInformation,


FDD-S-CCPCH-Offset,


FDD-TPC-DownlinkStepSize,


FirstRLS-Indicator,
    FNReportingIndicator,

FPACH-Power,

FrameAdjustmentValue,

FrameHandlingPriority,


FrameOffset,


HSDPA-Capability,


HS-PDSCH-FDD-Code-Information,


HS-SCCH-ID,

HS-SCCH-FDD-Code-Information,


HS-SICH-ID,


IB-OC-ID,

IB-SG-DATA,


IB-SG-POS,


IB-SG-REP,


IB-Type,

InformationExchangeID,


InformationReportCharacteristics,


InformationType,

InnerLoopDLPCStatus,

IPDL-FDD-Parameters,


IPDL-TDD-Parameters,


IPDL-Indicator,

IPDL-TDD-Parameters-LCR,

LimitedPowerIncrease,

Local-Cell-ID,


MaximumDL-PowerCapability,


Maximum-PDSCH-Power,

MaximumTransmissionPower,


Max-Number-of-PCPCHes,


MaxNrOfUL-DPDCHs,


MaxPRACH-MidambleShifts,

MeasurementFilterCoefficient,


MeasurementID,


MeasurementRecoveryBehavior,


MeasurementRecoveryReportingIndicator,


MeasurementRecoverySupportIndicator,

MICH-CFN,


MICH-Mode,

MidambleAllocationMode,

MidambleShiftAndBurstType,

MidambleShiftLCR,

MinimumDL-PowerCapability,

MinSpreadingFactor,

MinUL-ChannelisationCodeLength,


Modification-Period,


MultiplexingPosition,

NEOT,


NCyclesPerSFNperiod,

NFmax,

NRepetitionsPerCyclePeriod,

N-INSYNC-IND,


N-OUTSYNC-IND,

NeighbouringCellMeasurementInformation,


NeighbouringFDDCellMeasurementInformation,


NeighbouringTDDCellMeasurementInformation,

NI-Information,


NodeB-CommunicationContextID,


NotificationIndicatorLength,


NumberOfReportedCellPortions,


NStartMessage,

NSubCyclesPerCyclePeriod,

PagingIndicatorLength,

PayloadCRC-PresenceIndicator,


PCCPCH-Power,


PCP-Length,

PDSCH-CodeMapping,

PDSCHSet-ID,

PDSCH-ID,

PICH-Mode,

PICH-Power,

PowerAdjustmentType,

PowerOffset,


PowerRaiseLimit,

PRACH-Midamble,

PreambleSignatures,


PreambleThreshold,

PredictedSFNSFNDeviationLimit,

PredictedTUTRANGPSDeviationLimit,

PrimaryCPICH-Power,


Primary-CPICH-Usage-for-Channel-Estimation,

PrimaryScramblingCode,


PropagationDelay,


SCH-TimeSlot,


PunctureLimit,


PUSCHSet-ID,

PUSCH-ID,

QE-Selector,


Qth-Parameter,


RACH-SlotFormat,


RACH-SubChannelNumbers,


ReferenceClockAvailability,


ReferenceSFNoffset,
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id-RL-InformationItem-DM-Rprt,

id-RL-InformationItem-DM-Rqst,

id-RL-InformationItem-DM-Rsp,

id-RL-InformationItem-RL-AdditionRqstFDD,

id-RL-informationItem-RL-DeletionRqst,

id-RL-InformationItem-RL-FailureInd,


id-RL-InformationItem-RL-PreemptRequiredInd,

id-RL-InformationItem-RL-ReconfPrepFDD,


id-RL-InformationItem-RL-ReconfRqstFDD,


id-RL-InformationItem-RL-RestoreInd,
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id-S-CPICH-Information,

id-SCH-Information,


id-S-SCH-Information,
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id-TimeSlot,


id-TimeSlotConfigurationList-LCR-Cell-ReconfRqstTDD,


id-TimeSlotConfigurationList-LCR-Cell-SetupRqstTDD,


id-TimeslotISCP-LCR-InfoList-RL-SetupRqstTDD,


id-TimeSlotLCR-CM-Rqst,


id-UL-DPCH-LCR-Information-RL-SetupRqstTDD,

id-DL-DPCH-InformationItem-LCR-RL-AdditionRqstTDD,


id-UL-DPCH-InformationItem-LCR-RL-AdditionRqstTDD,


id-TimeslotISCP-InformationList-LCR-RL-AdditionRqstTDD,


id-DL-DPCH-LCR-InformationAddList-RL-ReconfPrepTDD,


id-DL-DPCH-LCR-InformationModify-AddList-RL-ReconfPrepTDD,


id-DL-Timeslot-LCR-InformationModify-ModifyList-RL-ReconfPrepTDD,


id-TimeslotISCPInfoList-LCR-DL-PC-RqstTDD,


id-UL-DPCH-LCR-InformationAddListIE-RL-ReconfPrepTDD,


id-UL-DPCH-LCR-InformationModify-AddList,


id-UL-TimeslotLCR-Information-RL-ReconfPrepTDD,


id-UL-SIRTarget,

id-PDSCH-AddInformation-LCR-PSCH-ReconfRqst,


id-PDSCH-AddInformation-LCR-AddListIE-PSCH-ReconfRqst,


id-PDSCH-ModifyInformation-LCR-PSCH-ReconfRqst,


id-PDSCH-ModifyInformation-LCR-ModifyListIE-PSCH-ReconfRqst,


id-PUSCH-AddInformation-LCR-PSCH-ReconfRqst,


id-PUSCH-AddInformation-LCR-AddListIE-PSCH-ReconfRqst,


id-PUSCH-ModifyInformation-LCR-PSCH-ReconfRqst,


id-PUSCH-ModifyInformation-LCR-ModifyListIE-PSCH-ReconfRqst,

id-PUSCH-Info-DM-Rqst,


id-PUSCH-Info-DM-Rsp,


id-PUSCH-Info-DM-Rprt,


id-RL-InformationResponse-LCR-RL-AdditionRspTDD,

id-IPDLParameter-Information-LCR-Cell-SetupRqstTDD,


id-IPDLParameter-Information-LCR-Cell-ReconfRqstTDD,

id-HS-PDSCH-HS-SCCH-MaxPower-PSCH-ReconfRqst,


id-HS-PDSCH-HS-SCCH-ScramblingCode-PSCH-ReconfRqst,


id-HS-PDSCH-FDD-Code-Information-PSCH-ReconfRqst,


id-HS-SCCH-FDD-Code-Information-PSCH-ReconfRqst,


id-HS-PDSCH-TDD-Information-PSCH-ReconfRqst,


id-Add-To-HS-SCCH-Resource-Pool-PSCH-ReconfRqst,


id-Modify-HS-SCCH-Resource-Pool-PSCH-ReconfRqst,


id-Delete-From-HS-SCCH-Resource-Pool-PSCH-ReconfRqst,

id-SYNCDlCodeId-TransInitLCR-CellSyncInitiationRqstTDD,


id-SYNCDlCodeId-MeasureInitLCR-CellSyncInitiationRqstTDD,


id-SYNCDlCodeIdTransReconfInfoLCR-CellSyncReconfRqstTDD,


id-SYNCDlCodeIdMeasReconfigurationLCR-CellSyncReconfRqstTDD,


id-SYNCDlCodeIdMeasInfoList-CellSyncReconfRqstTDD,


id-SyncDLCodeIdsMeasInfoList-CellSyncReprtTDD,


id-NSubCyclesPerCyclePeriod-CellSyncReconfRqstTDD,


id-DwPCH-Power,

id-AccumulatedClockupdate-CellSyncReprtTDD,


id-HSDPA-Capability,


id-HSDSCH-FDD-Information,


id-HSDSCH-FDD-Information-Response,


id-HSDSCH-Information-to-Modify,


id-HSDSCH-Information-to-Modify-Unsynchronised,


id-HSDSCH-MACdFlows-to-Add,


id-HSDSCH-MACdFlows-to-Delete,


id-HSDSCH-RearrangeList-Bearer-RearrangeInd,


id-HSDSCH-Resources-Information-AuditRsp,


id-HSDSCH-Resources-Information-ResourceStatusInd,

id-HSDSCH-RNTI,


id-HSDSCH-TDD-Information,


id-HSDSCH-TDD-Information-Response,


id-HSPDSCH-RL-ID,


id-HSSICH-Info-DM-Rprt,


id-HSSICH-Info-DM-Rqst,

id-HSSICH-Info-DM-Rsp,


id-PrimCCPCH-RSCP-DL-PC-RqstTDD,

id-HSDSCH-FDD-Update-Information,


id-HSDSCH-TDD-Update-Information,

id-UL-Synchronisation-Parameters-LCR,


id-DL-DPCH-TimeSlotFormat-LCR-ModifyItem-RL-ReconfPrepTDD,


id-UL-DPCH-TimeSlotFormat-LCR-ModifyItem-RL-ReconfPrepTDD,

id-CCTrCH-Maximum-DL-Power-RL-SetupRqstTDD,


id-CCTrCH-Minimum-DL-Power-RL-SetupRqstTDD,


id-CCTrCH-Maximum-DL-Power-RL-AdditionRqstTDD,


id-CCTrCH-Minimum-DL-Power-RL-AdditionRqstTDD,


id-CCTrCH-Maximum-DL-Power-InformationAdd-RL-ReconfPrepTDD,


id-CCTrCH-Minimum-DL-Power-InformationAdd-RL-ReconfPrepTDD, 

id-CCTrCH-Maximum-DL-Power-InformationModify-RL-ReconfPrepTDD,


id-CCTrCH-Minimum-DL-Power-InformationModify-RL-ReconfPrepTDD,


id-Maximum-DL-Power-Modify-LCR-InformationModify-RL-ReconfPrepTDD,


id-Minimum-DL-Power-Modify-LCR-InformationModify-RL-ReconfPrepTDD,


id-DL-DPCH-LCR-InformationModify-ModifyList-RL-ReconfRqstTDD,


id-CCTrCH-Maximum-DL-Power-InformationModify-RL-ReconfRqstTDD,


id-CCTrCH-Minimum-DL-Power-InformationModify-RL-ReconfRqstTDD,

id-TDD-TPC-UplinkStepSize-LCR-RL-SetupRqstTDD,


id-TDD-TPC-UplinkStepSize-LCR-RL-AdditionRqstTDD,


id-TDD-TPC-DownlinkStepSize-RL-AdditionRqstTDD,


id-TDD-TPC-UplinkStepSize-InformationAdd-LCR-RL-ReconfPrepTDD,


id-TDD-TPC-UplinkStepSize-InformationModify-LCR-RL-ReconfPrepTDD,


id-TDD-TPC-DownlinkStepSize-InformationModify-RL-ReconfPrepTDD,


id-TDD-TPC-DownlinkStepSize-InformationAdd-RL-ReconfPrepTDD,

id-TimeslotISCP-LCR-InfoList-RL-ReconfPrepTDD,


id-TimingAdjustmentValueLCR,

id-PrimaryCCPCH-RSCP-Delta,

maxNrOfCCTrCHs,

maxNrOfCellSyncBursts,

maxNrOfCodes,


maxNrOfCPCHs,

maxNrOfDCHs,

maxNrOfDLTSs,

maxNrOfDLTSLCRs,

maxNrOfDPCHs,


maxNrOfDPCHLCRs,


maxNrOfDSCHs,


maxNrOfFACHs,


maxNrOfRLs,


maxNrOfRLs-1,


maxNrOfRLs-2,


maxNrOfRLSets,


maxNrOfPCPCHs,

maxNrOfPDSCHs,

maxNrOfPUSCHs,

maxNrOfPRACHLCRs,


maxNrOfPDSCHSets,

maxNrOfPUSCHSets,


maxNrOfReceptsPerSyncFrame,

maxNrOfSCCPCHs,

maxNrOfSCCPCHsinExt,

maxNrOfSCCPCHLCRs,

maxNrOfSCCPCHsLCRinExt,

maxNrOfULTSs,

maxNrOfULTSLCRs,


maxNrOfUSCHs,


maxAPSigNum,


maxCPCHCell,

maxFACHCell,

maxFPACHCell,

maxNoofLen,

maxRACHCell,


maxPCPCHCell,

maxPRACHCell,


maxSCCPCHCell,


maxSCCPCHCellinExt,


maxSCCPCHCellinExtLCR,


maxSCPICHCell,


maxCellinNodeB,


maxCCPinNodeB,


maxCommunicationContext,

maxLocalCellinNodeB,


maxNrOfSlotFormatsPRACH,


maxIB,


maxIBSEG,

maxNrOfCellPortionsPerCell,


maxNrOfHSSCCHs,

maxNrOfHSSICHs,


maxNrOfHSPDSCHs,

maxNrOfSyncFramesLCR,


maxNrOfReceptionsperSyncFrameLCR,


maxNrOfSyncDLCodesLCR,

maxNrOfMACdFlows
FROM NBAP-Constants;

-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL SETUP REQUEST FDD
--

-- **************************************************************

CommonTransportChannelSetupRequestFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonTransportChannelSetupRequestFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonTransportChannelSetupRequestFDD-Extensions}}     OPTIONAL,


...

}

CommonTransportChannelSetupRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

CommonTransportChannelSetupRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-C-ID











CRITICALITY reject

TYPE
C-ID



PRESENCE mandatory
}|


{ ID
id-ConfigurationGenerationID





CRITICALITY reject

TYPE
ConfigurationGenerationID

PRESENCE mandatory
}|


{ ID
id-CommonPhysicalChannelType-CTCH-SetupRqstFDD

CRITICALITY ignore

TYPE
CommonPhysicalChannelType-CTCH-SetupRqstFDD

PRESENCE 
mandatory
},


...

}

CommonPhysicalChannelType-CTCH-SetupRqstFDD ::= CHOICE {


secondary-CCPCH-parameters

Secondary-CCPCH-CTCH-SetupRqstFDD,


pRACH-parameters



PRACH-CTCH-SetupRqstFDD,


pCPCHes-parameters



PCPCH-CTCH-SetupRqstFDD,

...

}

Secondary-CCPCH-CTCH-SetupRqstFDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


fdd-S-CCPCH-Offset





FDD-S-CCPCH-Offset,


dl-ScramblingCode





DL-ScramblingCode
OPTIONAL,


-- This IE shall be present if the PCH Parameters IE is not present


fdd-DL-ChannelisationCodeNumber


FDD-DL-ChannelisationCodeNumber,


tFCS








TFCS,


secondary-CCPCH-SlotFormat



SecondaryCCPCH-SlotFormat,


tFCI-Presence






TFCI-Presence
OPTIONAL,


-- This IE shall be present if the Secondary CCPCH Slot Format is set to any of the values from 8 to 17


multiplexingPosition




MultiplexingPosition,


powerOffsetInformation




PowerOffsetInformation-CTCH-SetupRqstFDD,

sTTD-Indicator






STTD-Indicator,


fACH-Parameters






FACH-ParametersList-CTCH-SetupRqstFDD

OPTIONAL,


pCH-Parameters






PCH-Parameters-CTCH-SetupRqstFDD


OPTIONAL,


iE-Extensions






ProtocolExtensionContainer  { { Secondary-CCPCHItem-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

Secondary-CCPCHItem-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-MICH-Parameters-CTCH-SetupRqstFDD

CRITICALITY reject
EXTENSION MICH-Parameters-CTCH-SetupRqstFDD

PRESENCE optional
},


...

}

PowerOffsetInformation-CTCH-SetupRqstFDD ::= SEQUENCE {


pO1-ForTFCI-Bits





PowerOffset,


pO3-ForPilotBits





PowerOffset,


iE-Extensions






ProtocolExtensionContainer { { PowerOffsetInformation-CTCH-SetupRqstFDD-ExtIEs} }
OPTIONAL,


...

}

PowerOffsetInformation-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
FACH-ParametersList-CTCH-SetupRqstFDD ::= ProtocolIE-Single-Container {{ FACH-ParametersListIEs-CTCH-SetupRqstFDD }}

FACH-ParametersListIEs-CTCH-SetupRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-FACH-ParametersListIE-CTCH-SetupRqstFDD   CRITICALITY reject
TYPE FACH-ParametersListIE-CTCH-SetupRqstFDD
PRESENCE mandatory }
}
FACH-ParametersListIE-CTCH-SetupRqstFDD ::= SEQUENCE (SIZE (1..maxNrOfFACHs)) OF FACH-ParametersItem-CTCH-SetupRqstFDD
FACH-ParametersItem-CTCH-SetupRqstFDD ::= SEQUENCE {


commonTransportChannelID


CommonTransportChannelID,


transportFormatSet




TransportFormatSet,


toAWS







ToAWS,


toAWE







ToAWE,

maxFACH-Power





DL-Power,


iE-Extensions





ProtocolExtensionContainer  { { FACH-ParametersItem-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

FACH-ParametersItem-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

{ ID
id-bindingID





CRITICALITY
ignore

EXTENSION 
BindingID


PRESENCE 
optional
}|
{ ID
id-transportlayeraddress


CRITICALITY
ignore

EXTENSION 
TransportLayerAddress
PRESENCE 
optional
},


...

}

PCH-Parameters-CTCH-SetupRqstFDD ::= ProtocolIE-Single-Container {{ PCH-ParametersIE-CTCH-SetupRqstFDD }}

PCH-ParametersIE-CTCH-SetupRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-PCH-ParametersItem-CTCH-SetupRqstFDD   CRITICALITY reject
TYPE PCH-ParametersItem-CTCH-SetupRqstFDD
PRESENCE mandatory }
}
PCH-ParametersItem-CTCH-SetupRqstFDD ::= SEQUENCE {


commonTransportChannelID


CommonTransportChannelID,


transportFormatSet




TransportFormatSet,


toAWS







ToAWS,


toAWE







ToAWE,



pCH-Power






DL-Power,

pICH-Parameters





PICH-Parameters-CTCH-SetupRqstFDD,

iE-Extensions





ProtocolExtensionContainer  { { PCH-ParametersItem-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

PCH-ParametersItem-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-bindingID





CRITICALITY
ignore

EXTENSION 
BindingID

PRESENCE 
optional
}|

{ ID
id-transportlayeraddress


CRITICALITY
ignore

EXTENSION 
TransportLayerAddress
PRESENCE 
optional
},


...

}
PICH-Parameters-CTCH-SetupRqstFDD ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


fdd-dl-ChannelisationCodeNumber



FDD-DL-ChannelisationCodeNumber,


pICH-Power








PICH-Power,


pICH-Mode








PICH-Mode,



sTTD-Indicator







STTD-Indicator,


iE-Extensions







ProtocolExtensionContainer { { PICH-Parameters-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

PICH-Parameters-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

MICH-Parameters-CTCH-SetupRqstFDD ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


fdd-dl-ChannelisationCodeNumber



FDD-DL-ChannelisationCodeNumber,


mICH-Power








PICH-Power,


mICH-Mode








MICH-Mode,

sTTD-Indicator







STTD-Indicator,

iE-Extensions







ProtocolExtensionContainer { { PICH-Parameters-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

PICH-Parameters-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PRACH-CTCH-SetupRqstFDD ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


scramblingCodeNumber





ScramblingCodeNumber,


tFCS









TFCS,


preambleSignatures






PreambleSignatures,

allowedSlotFormatInformation



AllowedSlotFormatInformationList-CTCH-SetupRqstFDD,

rACH-SubChannelNumbers





RACH-SubChannelNumbers,


ul-punctureLimit






PunctureLimit,


preambleThreshold






PreambleThreshold,


rACH-Parameters







RACH-Parameters-CTCH-SetupRqstFDD,

    aICH-Parameters                             AICH-Parameters-CTCH-SetupRqstFDD,

iE-Extensions







ProtocolExtensionContainer { { PRACHItem-CTCH-SetupRqstFDD-ExtIEs} }

OPTIONAL,


...
}

PRACHItem-CTCH-SetupRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

UNCHANGED TEXT IS REMOVED
-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL SETUP REQUEST TDD

--

-- **************************************************************

CommonTransportChannelSetupRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonTransportChannelSetupRequestTDD-IEs}},


protocolExtensions 

ProtocolExtensionContainer
{{CommonTransportChannelSetupRequestTDD-Extensions}}

OPTIONAL,

...

}

CommonTransportChannelSetupRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID
id-C-ID










CRITICALITY reject
TYPE C-ID




PRESENCE mandatory
}|


{ ID
id-ConfigurationGenerationID




CRITICALITY reject
TYPE ConfigurationGenerationID


PRESENCE mandatory
}|


{ ID
id-CommonPhysicalChannelType-CTCH-SetupRqstTDD
CRITICALITY ignore
TYPE CommonPhysicalChannelType-CTCH-SetupRqstTDD

PRESENCE 
mandatory
},


...

}

CommonTransportChannelSetupRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

CommonPhysicalChannelType-CTCH-SetupRqstTDD ::= CHOICE {


secondary-CCPCH-parameters




Secondary-CCPCH-CTCH-SetupRqstTDD,


pRACH-parameters






PRACH-CTCH-SetupRqstTDD,


...

}

Secondary-CCPCH-CTCH-SetupRqstTDD ::= SEQUENCE {


sCCPCH-CCTrCH-ID






CCTrCH-ID,
-- For DL CCTrCH supporting one or several Secondary CCPCHs

tFCS









TFCS,

-- For DL CCTrCH supporting one or several Secondary CCPCHs

tFCI-Coding








TFCI-Coding,


punctureLimit







PunctureLimit,

secondaryCCPCH-parameterList



Secondary-CCPCH-parameterList-CTCH-SetupRqstTDD,


fACH-ParametersList






FACH-ParametersList-CTCH-SetupRqstTDD

OPTIONAL,


pCH-Parameters







PCH-Parameters-CTCH-SetupRqstTDD


OPTIONAL,


iE-Extensions







ProtocolExtensionContainer
{{Secondary-CCPCHItem-CTCH-SetupRqstTDD-ExtIEs}}

OPTIONAL,


...
}

Secondary-CCPCHItem-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Tstd-indicator







CRITICALITY reject
EXTENSION TSTD-Indicator



PRESENCE optional
}|

{ ID id-MICH-Parameters-CTCH-SetupRqstTDD


CRITICALITY reject
EXTENSION MICH-Parameters-CTCH-SetupRqstTDD

PRESENCE optional
}|

{ ID id-Additional-S-CCPCH-Parameters-CTCH-SetupRqstTDD


CRITICALITY reject
EXTENSION Secondary-CCPCH-parameterExtendedList-CTCH-SetupRqstTDD

PRESENCE optional
}|

-- Applicable to 3.84Mcps TDD only, used when more than maxNrOfSCCPCHs SCCPCHs are to be established.


{ ID id-Additional-S-CCPCH-LCR-Parameters-CTCH-SetupRqstTDD

CRITICALITY reject
EXTENSION Secondary-CCPCH-LCR-parameterExtendedList-CTCH-SetupRqstTDD

PRESENCE optional
},


-- Applicable to 1.28Mcps TDD only, used when more than maxNrOfSCCPCHLCRs SCCPCHs are to be established.

...

}
Secondary-CCPCH-parameterList-CTCH-SetupRqstTDD ::= ProtocolIE-Single-Container {{ Secondary-CCPCH-parameterListIEs-CTCH-SetupRqstTDD }}

Secondary-CCPCH-parameterListIEs-CTCH-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-Secondary-CCPCH-parameterListIE-CTCH-SetupRqstTDD
CRITICALITY reject
TYPE Secondary-CCPCH-parameterListIE-CTCH-SetupRqstTDD

PRESENCE optional }|


{ ID id-Secondary-CCPCH-LCR-parameterList-CTCH-SetupRqstTDD
CRITICALITY reject
TYPE Secondary-CCPCH-LCR-parameterList-CTCH-SetupRqstTDD
PRESENCE optional }
}

Secondary-CCPCH-parameterListIE-CTCH-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfSCCPCHs)) OF Secondary-CCPCH-parameterItem-CTCH-SetupRqstTDD
Secondary-CCPCH-parameterItem-CTCH-SetupRqstTDD ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


tdd-ChannelisationCode





TDD-ChannelisationCode,


timeslot








TimeSlot,


midambleShiftandBurstType




MidambleShiftAndBurstType,


tdd-PhysicalChannelOffset




TDD-PhysicalChannelOffset,

repetitionPeriod






RepetitionPeriod,


repetitionLength






RepetitionLength,


s-CCPCH-Power







DL-Power,


iE-Extensions







ProtocolExtensionContainer { { Secondary-CCPCH-parameterItem-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

Secondary-CCPCH-parameterItem-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

FACH-ParametersList-CTCH-SetupRqstTDD ::= ProtocolIE-Single-Container {{ FACH-ParametersListIEs-CTCH-SetupRqstTDD }}

FACH-ParametersListIEs-CTCH-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-FACH-ParametersListIE-CTCH-SetupRqstTDD   CRITICALITY reject
TYPE FACH-ParametersListIE-CTCH-SetupRqstTDD
PRESENCE mandatory }
}

FACH-ParametersListIE-CTCH-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfFACHs)) OF FACH-ParametersItem-CTCH-SetupRqstTDD
FACH-ParametersItem-CTCH-SetupRqstTDD ::= SEQUENCE {


commonTransportChannelID



CommonTransportChannelID,


fACH-CCTrCH-ID






CCTrCH-ID,

dl-TransportFormatSet




TransportFormatSet,


toAWS








ToAWS,


toAWE








ToAWE,


iE-Extensions






ProtocolExtensionContainer  { { FACH-ParametersItem-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

FACH-ParametersItem-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-maxFACH-Power-LCR-CTCH-SetupRqstTDD
CRITICALITY
reject
EXTENSION DL-Power


PRESENCE optional
}|


-- Applicable to 1.28Mcps TDD only

{ ID
id-bindingID






CRITICALITY
ignore
EXTENSION BindingID


PRESENCE optional
}|

-- Shall be ignored if bearer establishment with ALCAP.

{ ID
id-transportlayeraddress



CRITICALITY
ignore
EXTENSION TransportLayerAddress
PRESENCE optional
},

-- Shall be ignored if bearer establishment with ALCAP.

...

}

PCH-Parameters-CTCH-SetupRqstTDD ::= ProtocolIE-Single-Container {{ PCH-ParametersIE-CTCH-SetupRqstTDD }}

PCH-ParametersIE-CTCH-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-PCH-ParametersItem-CTCH-SetupRqstTDD   CRITICALITY reject
TYPE PCH-ParametersItem-CTCH-SetupRqstTDD
PRESENCE mandatory }
}

PCH-ParametersItem-CTCH-SetupRqstTDD ::= SEQUENCE {


commonTransportChannelID



CommonTransportChannelID,


pCH-CCTrCH-ID






CCTrCH-ID,

dl-TransportFormatSet




TransportFormatSet,
-- For the DL.

toAWS








ToAWS,


toAWE








ToAWE,


pICH-Parameters






PICH-Parameters-CTCH-SetupRqstTDD,


iE-Extensions






ProtocolExtensionContainer  { { PCH-ParametersItem-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

PCH-ParametersItem-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-PCH-Power-LCR-CTCH-SetupRqstTDD


CRITICALITY
reject
EXTENSION DL-Power

PRESENCE optional
}|

{ ID
id-bindingID







CRITICALITY
ignore
EXTENSION BindingID

PRESENCE optional
}|

-- Shall be ignored if bearer establishment with ALCAP.

{ ID
id-transportlayeraddress




CRITICALITY
ignore
EXTENSION TransportLayerAddress
PRESENCE optional
},

-- Shall be ignored if bearer establishment with ALCAP.

...

}

PICH-Parameters-CTCH-SetupRqstTDD ::= ProtocolIE-Single-Container {{ PICH-ParametersIE-CTCH-SetupRqstTDD }}

PICH-ParametersIE-CTCH-SetupRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-PICH-ParametersItem-CTCH-SetupRqstTDD
CRITICALITY reject
TYPE PICH-ParametersItem-CTCH-SetupRqstTDD
PRESENCE optional }|


{ ID id-PICH-LCR-Parameters-CTCH-SetupRqstTDD
CRITICALITY reject
TYPE PICH-LCR-Parameters-CTCH-SetupRqstTDD
PRESENCE optional }

}
PICH-ParametersItem-CTCH-SetupRqstTDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,

 
tdd-ChannelisationCode




TDD-ChannelisationCode,

 
timeSlot  







TimeSlot,

midambleshiftAndBurstType



MidambleShiftAndBurstType,

 
tdd-PhysicalChannelOffset



TDD-PhysicalChannelOffset,

 
repetitionPeriod





RepetitionPeriod,

 
repetitionLength





RepetitionLength,

 
pagingIndicatorLength




PagingIndicatorLength,


pICH-Power







PICH-Power,


iE-Extensions






ProtocolExtensionContainer  { { PICH-ParametersItem-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,

...

}

PICH-ParametersItem-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
PICH-LCR-Parameters-CTCH-SetupRqstTDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,

 
tdd-ChannelisationCodeLCR



TDD-ChannelisationCodeLCR,

 
timeSlotLCR  






TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR,

tdd-PhysicalChannelOffset



TDD-PhysicalChannelOffset,

 
repetitionPeriod





RepetitionPeriod,

 
repetitionLength





RepetitionLength,

 
pagingIndicatorLength




PagingIndicatorLength,


pICH-Power







PICH-Power,


second-TDD-ChannelisationCodeLCR

TDD-ChannelisationCodeLCR,

iE-Extensions






ProtocolExtensionContainer  { { PICH-LCR-ParametersItem-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,

...

}

PICH-LCR-ParametersItem-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {

{ ID
id-Tstd-indicator


CRITICALITY
reject

EXTENSION 
TSTD-Indicator

PRESENCE 
optional
},


-- Applicable to 1.28 Mcps TDD only

...

}
Secondary-CCPCH-LCR-parameterList-CTCH-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfSCCPCHLCRs)) OF Secondary-CCPCH-LCR-parameterItem-CTCH-SetupRqstTDD
Secondary-CCPCH-LCR-parameterItem-CTCH-SetupRqstTDD ::= SEQUENCE {


commonPhysicalChannelID





CommonPhysicalChannelID,


tdd-ChannelisationCodeLCR




TDD-ChannelisationCodeLCR,


timeslotLCR








TimeSlotLCR,


midambleShiftLCR






MidambleShiftLCR,


tdd-PhysicalChannelOffset




TDD-PhysicalChannelOffset,

repetitionPeriod






RepetitionPeriod,


repetitionLength






RepetitionLength,


s-CCPCH-Power







DL-Power,


s-CCPCH-TimeSlotFormat-LCR




TDD-DL-DPCH-TimeSlotFormat-LCR,

iE-Extensions







ProtocolExtensionContainer { { Secondary-CCPCH-LCR-parameterItem-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,


...
}

Secondary-CCPCH-LCR-parameterItem-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
MICH-Parameters-CTCH-SetupRqstTDD ::= SEQUENCE {


commonPhysicalChannelID




CommonPhysicalChannelID,


tdd-PhysicalChannelOffset



TDD-PhysicalChannelOffset,


repetitionPeriod





RepetitionPeriod,


repetitionLength





RepetitionLength,


notificationIndicatorLength



NotificationIndicatorLength,


mICH-Power







PICH-Power,


mICH-TDDOption-Specific-Parameters

MICH-TDDOption-Specific-Parameters-CTCH-SetupRqstTDD,


iE-Extensions






ProtocolExtensionContainer  { { MICH-Parameters-CTCH-SetupRqstTDD-ExtIEs} }

OPTIONAL,

...

}

MICH-Parameters-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
MICH-TDDOption-Specific-Parameters-CTCH-SetupRqstTDD ::= CHOICE {


hCR-TDD








MICH-HCR-Parameters-CTCH-SetupRqstTDD,


lCR-TDD








MICH-LCR-Parameters-CTCH-SetupRqstTDD,


...

}
MICH-HCR-Parameters-CTCH-SetupRqstTDD ::= SEQUENCE {

tdd-ChannelisationCode




TDD-ChannelisationCode,


timeSlot







TimeSlot,

midambleshiftAndBurstType



MidambleShiftAndBurstType,


iE-Extensions






ProtocolExtensionContainer { { MICH-HCR-Parameters-CTCH-SetupRqstTDD-ExtIEs } }

OPTIONAL,


...
}
MICH-HCR-Parameters-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
MICH-LCR-Parameters-CTCH-SetupRqstTDD ::= SEQUENCE {

tdd-ChannelisationCodeLCR



TDD-ChannelisationCodeLCR,


timeSlotLCR







TimeSlotLCR,


midambleShiftLCR





MidambleShiftLCR,

second-TDD-ChannelisationCodeLCR

TDD-ChannelisationCodeLCR,

tSTD-Indicator






TSTD-Indicator,


iE-Extensions






ProtocolExtensionContainer { { MICH-LCR-Parameters-CTCH-SetupRqstTDD-ExtIEs } }

OPTIONAL,


...
}
MICH-LCR-Parameters-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Secondary-CCPCH-parameterExtendedList-CTCH-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfSCCPCHsinExt)) OF Secondary-CCPCH-parameterItem-CTCH-SetupRqstTDD

-- Applicable to 3.84Mcps TDD only, used when more than maxNrOfSCCPCHs SCCPCHs are to be established.

Secondary-CCPCH-LCR-parameterExtendedList-CTCH-SetupRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfSCCPCHsLCRinExt)) OF Secondary-CCPCH-LCR-parameterItem-CTCH-SetupRqstTDD

-- Applicable to 1.28Mcps TDD only, used when more than maxNrOfSCCPCHLCRs SCCPCHs are to be established.

PRACH-CTCH-SetupRqstTDD ::= SEQUENCE {

pRACH-Parameters-CTCH-SetupRqstTDD


PRACH-Parameters-CTCH-SetupRqstTDD,


iE-Extensions







ProtocolExtensionContainer  { { PRACH-CTCH-SetupRqstTDD-ExtIEs } }

OPTIONAL,


...
}
PRACH-CTCH-SetupRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-FPACH-LCR-Parameters-CTCH-SetupRqstTDD
CRITICALITY reject
EXTENSION FPACH-LCR-Parameters-CTCH-SetupRqstTDD
PRESENCE optional
},


-- Mandatory for 1.28Mcps TDD, Not Applicable to 3.84Mcps TDD

...

}
UNCHANGED TEXT IS REMOVED
-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST FDD

--

-- **************************************************************

CommonTransportChannelReconfigurationRequestFDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonTransportChannelReconfigurationRequestFDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonTransportChannelReconfigurationRequestFDD-Extensions}}

OPTIONAL,


...

}

CommonTransportChannelReconfigurationRequestFDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-C-ID










CRITICALITY reject
TYPE C-ID






PRESENCE mandatory }|

{ ID id-ConfigurationGenerationID





CRITICALITY reject
TYPE ConfigurationGenerationID




PRESENCE mandatory }|


{ ID id-CommonPhysicalChannelType-CTCH-ReconfRqstFDD
CRITICALITY reject
TYPE CommonPhysicalChannelType-CTCH-ReconfRqstFDD
PRESENCE mandatory },

...

}

CommonTransportChannelReconfigurationRequestFDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

CommonPhysicalChannelType-CTCH-ReconfRqstFDD ::= CHOICE {


secondary-CCPCH-parameters

Secondary-CCPCHList-CTCH-ReconfRqstFDD,


pRACH-parameters



PRACHList-CTCH-ReconfRqstFDD,


cPCH-parameters




CPCHList-CTCH-ReconfRqstFDD,


...

}
Secondary-CCPCHList-CTCH-ReconfRqstFDD ::= SEQUENCE {


fACH-ParametersList-CTCH-ReconfRqstFDD

FACH-ParametersList-CTCH-ReconfRqstFDD
OPTIONAL,


pCH-Parameters-CTCH-ReconfRqstFDD


PCH-Parameters-CTCH-ReconfRqstFDD

OPTIONAL,


pICH-Parameters-CTCH-ReconfRqstFDD


PICH-Parameters-CTCH-ReconfRqstFDD

OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { Secondary-CCPCH-CTCH-ReconfRqstFDD-ExtIEs} } OPTIONAL,


...

}
Secondary-CCPCH-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-MICH-Parameters-CTCH-ReconfRqstFDD

CRITICALITY reject
EXTENSION MICH-Parameters-CTCH-ReconfRqstFDD


PRESENCE optional
},


...

}
FACH-ParametersList-CTCH-ReconfRqstFDD ::= ProtocolIE-Single-Container {{ FACH-ParametersListIEs-CTCH-ReconfRqstFDD }}

FACH-ParametersListIEs-CTCH-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-FACH-ParametersListIE-CTCH-ReconfRqstFDD
CRITICALITY reject
TYPE FACH-ParametersListIE-CTCH-ReconfRqstFDD 
PRESENCE
mandatory }
}
FACH-ParametersListIE-CTCH-ReconfRqstFDD ::= SEQUENCE (SIZE (1..maxFACHCell)) OF FACH-ParametersItem-CTCH-ReconfRqstFDD

FACH-ParametersItem-CTCH-ReconfRqstFDD ::= SEQUENCE {


commonTransportChannelID



CommonTransportChannelID,


maxFACH-Power






DL-Power

OPTIONAL,


toAWS








ToAWS


OPTIONAL,


toAWE








ToAWE


OPTIONAL,


iE-Extensions






ProtocolExtensionContainer  { { FACH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
}

FACH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PCH-Parameters-CTCH-ReconfRqstFDD ::= ProtocolIE-Single-Container {{ PCH-ParametersIE-CTCH-ReconfRqstFDD }}

PCH-ParametersIE-CTCH-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-PCH-ParametersItem-CTCH-ReconfRqstFDD
CRITICALITY reject
TYPE PCH-ParametersItem-CTCH-ReconfRqstFDD 
PRESENCE
mandatory }
}
PCH-ParametersItem-CTCH-ReconfRqstFDD ::= SEQUENCE {


commonTransportChannelID



CommonTransportChannelID,


pCH-Power







DL-Power

OPTIONAL,


toAWS








ToAWS


OPTIONAL,


toAWE








ToAWE


OPTIONAL,


iE-Extensions






ProtocolExtensionContainer  { { PCH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs} }


OPTIONAL,


...
}

PCH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PICH-Parameters-CTCH-ReconfRqstFDD ::= ProtocolIE-Single-Container {{ PICH-ParametersIE-CTCH-ReconfRqstFDD }}

PICH-ParametersIE-CTCH-ReconfRqstFDD NBAP-PROTOCOL-IES ::= {


{ ID id-PICH-ParametersItem-CTCH-ReconfRqstFDD
CRITICALITY reject
TYPE PICH-ParametersItem-CTCH-ReconfRqstFDD 
PRESENCE
mandatory }
}
PICH-ParametersItem-CTCH-ReconfRqstFDD ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


pICH-Power






PICH-Power

OPTIONAL,


iE-Extensions





ProtocolExtensionContainer  { { PICH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
}

PICH-ParametersItem-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

MICH-Parameters-CTCH-ReconfRqstFDD ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


mICH-Power






PICH-Power














OPTIONAL,


iE-Extensions





ProtocolExtensionContainer  { { MICH-Parameters-CTCH-ReconfRqstFDD-ExtIEs} }

OPTIONAL,


...
}

MICH-Parameters-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PRACHList-CTCH-ReconfRqstFDD ::= SEQUENCE {


pRACH-ParametersList-CTCH-ReconfRqstFDD

PRACH-ParametersList-CTCH-ReconfRqstFDD
OPTIONAL,


aICH-ParametersList-CTCH-ReconfRqstFDD

AICH-ParametersList-CTCH-ReconfRqstFDD
OPTIONAL,


iE-Extensions







ProtocolExtensionContainer { { PRACH-CTCH-ReconfRqstFDD-ExtIEs} } OPTIONAL,


...

}
PRACH-CTCH-ReconfRqstFDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
UNCHANGED TEXT IS REMOVED
-- **************************************************************

--

-- COMMON TRANSPORT CHANNEL RECONFIGURATION REQUEST TDD

--

-- **************************************************************

CommonTransportChannelReconfigurationRequestTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{CommonTransportChannelReconfigurationRequestTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{CommonTransportChannelReconfigurationRequestTDD-Extensions}}

OPTIONAL,


...

}

CommonTransportChannelReconfigurationRequestTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-C-ID








CRITICALITY reject
TYPE C-ID





PRESENCE mandatory }|


{ ID id-ConfigurationGenerationID



CRITICALITY reject
TYPE ConfigurationGenerationID

PRESENCE mandatory }|


{ ID id-Secondary-CCPCH-Parameters-CTCH-ReconfRqstTDD
CRITICALITY reject
TYPE Secondary-CCPCH-Parameters-CTCH-ReconfRqstTDD

PRESENCE optional
}|


{ ID id-PICH-Parameters-CTCH-ReconfRqstTDD

CRITICALITY reject
TYPE PICH-Parameters-CTCH-ReconfRqstTDD

PRESENCE optional }|

{ ID id-FACH-ParametersList-CTCH-ReconfRqstTDD
CRITICALITY reject
TYPE FACH-ParametersList-CTCH-ReconfRqstTDD

PRESENCE optional }|

{ ID id-PCH-Parameters-CTCH-ReconfRqstTDD

CRITICALITY reject
TYPE PCH-Parameters-CTCH-ReconfRqstTDD

PRESENCE optional },

...

}

CommonTransportChannelReconfigurationRequestTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-FPACH-LCR-Parameters-CTCH-ReconfRqstTDD

CRITICALITY reject
EXTENSION FPACH-LCR-Parameters-CTCH-ReconfRqstTDD
PRESENCE optional
}|

-- Mandatory For 1.28Mcps TDD, Not Applicable to 3.84Mcps TDD

{ ID id-MICH-Parameters-CTCH-ReconfRqstTDD


CRITICALITY reject
EXTENSION MICH-Parameters-CTCH-ReconfRqstTDD


PRESENCE optional
},

...

}

Secondary-CCPCH-Parameters-CTCH-ReconfRqstTDD::= SEQUENCE {


cCTrCH-ID





CCTrCH-ID,


secondaryCCPCHList



Secondary-CCPCHList-CTCH-ReconfRqstTDD


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer  { { Secondary-CCPCH-CTCH-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

Secondary-CCPCH-CTCH-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Additional-S-CCPCH-Parameters-CTCH-ReconfRqstTDD


CRITICALITY reject
EXTENSION Secondary-CCPCH-parameterExtendedList-CTCH-ReconfRqstTDD

PRESENCE optional
}|

-- Applicable to 3.84Mcps TDD only, used when more than maxNrOfSCCPCHs SCCPCHs are to be reconfigured.


{ ID id-Additional-S-CCPCH-LCR-Parameters-CTCH-ReconfRqstTDD

CRITICALITY reject
EXTENSION Secondary-CCPCH-LCR-parameterExtendedList-CTCH-ReconfRqstTDD

PRESENCE optional
},


-- Applicable to 1.28Mcps TDD only, used when more than maxNrOfSCCPCHs SCCPCHs are to be reconfigured.


...

}

Secondary-CCPCHList-CTCH-ReconfRqstTDD ::= ProtocolIE-Single-Container {{ Secondary-CCPCHListIEs-CTCH-ReconfRqstTDD }}

Secondary-CCPCHListIEs-CTCH-ReconfRqstTDD NBAP-PROTOCOL-IES ::= {


{ ID id-Secondary-CCPCHListIE-CTCH-ReconfRqstTDD
CRITICALITY reject
TYPE Secondary-CCPCHListIE-CTCH-ReconfRqstTDD 
PRESENCE
mandatory }
}

Secondary-CCPCHListIE-CTCH-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfSCCPCHs)) OF Secondary-CCPCHItem-CTCH-ReconfRqstTDD
Secondary-CCPCHItem-CTCH-ReconfRqstTDD ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,

sCCPCH-Power





DL-Power

OPTIONAL,


iE-Extensions





ProtocolExtensionContainer  { { Secondary-CCPCHItem-CTCH-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

Secondary-CCPCHItem-CTCH-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

PICH-Parameters-CTCH-ReconfRqstTDD
 ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


pICH-Power






PICH-Power

OPTIONAL,


iE-Extensions





ProtocolExtensionContainer  { { PICH-Parameters-CTCH-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...

}

PICH-Parameters-CTCH-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

FACH-ParametersList-CTCH-ReconfRqstTDD ::= SEQUENCE (SIZE (0..maxNrOfFACHs)) OF FACH-ParametersItem-CTCH-ReconfRqstTDD
FACH-ParametersItem-CTCH-ReconfRqstTDD ::= SEQUENCE {

 
commonTransportChannelID

CommonTransportChannelID,


toAWS






ToAWS


OPTIONAL,

 
toAWE






ToAWE


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer  { { FACH-ParametersItem-CTCH-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

FACH-ParametersItem-CTCH-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-maxFACH-Power-LCR-CTCH-ReconfRqstTDD


CRITICALITY
reject

EXTENSION 
DL-Power

PRESENCE 
optional
},

--  Applicable to 1.28Mcps TDD only

...

}

PCH-Parameters-CTCH-ReconfRqstTDD ::= SEQUENCE {


commonTransportChannelID

CommonTransportChannelID,


toAWS






ToAWS


OPTIONAL,


toAWE






ToAWE


OPTIONAL,


iE-Extensions




ProtocolExtensionContainer  { { PCH-Parameters-CTCH-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

PCH-Parameters-CTCH-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-PCH-Power-LCR-CTCH-ReconfRqstTDD

CRITICALITY reject

EXTENSION DL-Power

PRESENCE optional },

...
-- Applicable to 1.28Mcps TDD only
}
FPACH-LCR-Parameters-CTCH-ReconfRqstTDD ::= SEQUENCE {


commonPhysicalChannelId


CommonPhysicalChannelID,


fPACHPower





FPACH-Power

OPTIONAL,


iE-Extensions




ProtocolExtensionContainer  { { FPACH-LCR-Parameters-CTCH-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...

}
FPACH-LCR-Parameters-CTCH-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
MICH-Parameters-CTCH-ReconfRqstTDD ::= SEQUENCE {


commonPhysicalChannelID



CommonPhysicalChannelID,


mICH-Power






PICH-Power














OPTIONAL,


iE-Extensions





ProtocolExtensionContainer  { { MICH-Parameters-CTCH-ReconfRqstTDD-ExtIEs} }

OPTIONAL,


...
}

MICH-Parameters-CTCH-ReconfRqstTDD-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Secondary-CCPCH-parameterExtendedList-CTCH-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfSCCPCHsinExt)) OF Secondary-CCPCHItem-CTCH-ReconfRqstTDD

-- Applicable to 3.84Mcps TDD only, used when more than maxNrOfSCCPCHs SCCPCHs are to be reconfigured.

Secondary-CCPCH-LCR-parameterExtendedList-CTCH-ReconfRqstTDD ::= SEQUENCE (SIZE (1..maxNrOfSCCPCHsLCRinExt)) OF S Secondary-CCPCHItem-CTCH-ReconfRqstTDD

-- Applicable to 1.28Mcps TDD only, used when more than maxNrOfSCCPCHs SCCPCHs are to be reconfigured.

UNCHANGED TEXT IS REMOVED
-- **************************************************************

--

-- AUDIT RESPONSE

--

-- **************************************************************

AuditResponse ::= SEQUENCE {


protocolIEs




ProtocolIE-Container
{{AuditResponse-IEs}},


protocolExtensions


ProtocolExtensionContainer
{{AuditResponse-Extensions}}

OPTIONAL,


...

}

AuditResponse-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-End-Of-Audit-Sequence-Indicator



CRITICALITY ignore
TYPE End-Of-Audit-Sequence-Indicator



PRESENCE mandatory }|

{ ID id-Cell-InformationList-AuditRsp



CRITICALITY ignore
TYPE Cell-InformationList-AuditRsp



PRESENCE optional }|


{ ID id-CCP-InformationList-AuditRsp



CRITICALITY ignore
TYPE CCP-InformationList-AuditRsp



PRESENCE optional }|


-- CCP (Communication Control Port) --

{ ID id-Local-Cell-InformationList-AuditRsp


CRITICALITY ignore
TYPE Local-Cell-InformationList-AuditRsp


PRESENCE optional }|


{ ID id-Local-Cell-Group-InformationList-AuditRsp
CRITICALITY ignore
TYPE Local-Cell-Group-InformationList-AuditRsp
PRESENCE optional }|

{ ID id-CriticalityDiagnostics





CRITICALITY ignore
TYPE CriticalityDiagnostics



PRESENCE optional },

...

}

AuditResponse-Extensions NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-Power-Local-Cell-Group-InformationList-AuditRsp
CRITICALITY ignore
EXTENSION Power-Local-Cell-Group-InformationList-AuditRsp

PRESENCE optional },

...

}

Cell-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxCellinNodeB)) OF ProtocolIE-Single-Container {{ Cell-InformationItemIE-AuditRsp}}

Cell-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID
id-Cell-InformationItem-AuditRsp

CRITICALITY ignore

TYPE Cell-InformationItem-AuditRsp


PRESENCE optional
}
}

Cell-InformationItem-AuditRsp ::= SEQUENCE {


c-ID








C-ID,


configurationGenerationID



ConfigurationGenerationID,

resourceOperationalState



ResourceOperationalState,


availabilityStatus





AvailabilityStatus,


local-Cell-ID






Local-Cell-ID,


primary-SCH-Information




P-SCH-Information-AuditRsp




OPTIONAL,


secondary-SCH-Information



S-SCH-Information-AuditRsp




OPTIONAL,


primary-CPICH-Information



P-CPICH-Information-AuditRsp



OPTIONAL,


secondary-CPICH-InformationList


S-CPICH-InformationList-AuditRsp


OPTIONAL,


primary-CCPCH-Information



P-CCPCH-Information-AuditRsp



OPTIONAL,


bCH-Information






BCH-Information-AuditRsp




OPTIONAL,


secondary-CCPCH-InformationList


S-CCPCH-InformationList-AuditRsp


OPTIONAL,


pCH-Information






PCH-Information-AuditRsp




OPTIONAL,


pICH-Information





PICH-Information-AuditRsp




OPTIONAL,


fACH-InformationList




FACH-InformationList-AuditRsp



OPTIONAL,


pRACH-InformationList




PRACH-InformationList-AuditRsp



OPTIONAL,


rACH-InformationList




RACH-InformationList-AuditRsp



OPTIONAL,


aICH-InformationList




AICH-InformationList-AuditRsp



OPTIONAL,


pCPCH-InformationList




PCPCH-InformationList-AuditRsp



OPTIONAL,


cPCH-InformationList




CPCH-InformationList-AuditRsp



OPTIONAL,


aP-AICH-InformationList




AP-AICH-InformationList-AuditRsp


OPTIONAL,


cDCA-ICH-InformationList



CDCA-ICH-InformationList-AuditRsp


OPTIONAL,

sCH-Information






SCH-Information-AuditRsp




OPTIONAL,


iE-Extensions






ProtocolExtensionContainer  { { Cell-InformationItem-AuditRsp-ExtIEs} }

OPTIONAL,


...
}

Cell-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-FPACH-LCR-InformationList-AuditRsp

CRITICALITY ignore
EXTENSION FPACH-LCR-InformationList-AuditRsp


PRESENCE optional }|


-- Applicable to 1.28Mcps TDD only

{ ID id-DwPCH-LCR-InformationList-AuditRsp

CRITICALITY ignore
EXTENSION Common-PhysicalChannel-Status-Information
PRESENCE optional }|

-- Applicable to 1.28Mcps TDD only


{ ID id-HSDSCH-Resources-Information-AuditRsp
CRITICALITY ignore
EXTENSION HS-DSCH-Resources-Information-AuditRsp

PRESENCE optional }|


{ ID id-MICH-Information-AuditRsp



CRITICALITY ignore
EXTENSION Common-PhysicalChannel-Status-Information
PRESENCE optional }|


{ ID id-S-CCPCH-InformationListExt-AuditRsp

CRITICALITY ignore
EXTENSION S-CCPCH-InformationListExt-AuditRsp


PRESENCE optional }|


-- Applicable to 3.84Mcps TDD only, used when there are more than maxSCCPCHCell SCCPCHs in the cell.

{ ID id-S-CCPCH-LCR-InformationListExt-AuditRsp
CRITICALITY ignore
EXTENSION S-CCPCH-LCR-InformationListExt-AuditRsp

PRESENCE optional },


-- Applicable to 1.28Mcps TDD only, used when there are more than maxSCCPCHCell SCCPCHs in the cell.

...

}

P-SCH-Information-AuditRsp ::= ProtocolIE-Single-Container {{ P-SCH-InformationIE-AuditRsp }}

P-SCH-InformationIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-P-SCH-Information
CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information 
PRESENCE
mandatory }
}

S-SCH-Information-AuditRsp ::= ProtocolIE-Single-Container {{ S-SCH-InformationIE-AuditRsp }}

S-SCH-InformationIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-S-SCH-Information
CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information 
PRESENCE
mandatory }
}
P-CPICH-Information-AuditRsp ::= ProtocolIE-Single-Container {{ P-CPICH-InformationIE-AuditRsp }}

P-CPICH-InformationIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-P-CPICH-Information
CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information 
PRESENCE
mandatory }
}
S-CPICH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxSCPICHCell)) OF ProtocolIE-Single-Container {{ S-CPICH-InformationItemIE-AuditRsp }}

S-CPICH-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-S-CPICH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}
P-CCPCH-Information-AuditRsp ::= ProtocolIE-Single-Container {{ P-CCPCH-InformationIE-AuditRsp }}

P-CCPCH-InformationIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-P-CCPCH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}

BCH-Information-AuditRsp ::= ProtocolIE-Single-Container {{ BCH-InformationIE-AuditRsp }}

BCH-InformationIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-BCH-Information   CRITICALITY ignore
TYPE Common-TransportChannel-Status-Information

PRESENCE mandatory }
}
S-CCPCH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxSCCPCHCell)) OF ProtocolIE-Single-Container {{ S-CCPCH-InformationItemIE-AuditRsp }}

S-CCPCH-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-S-CCPCH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}
PCH-Information-AuditRsp ::= ProtocolIE-Single-Container {{ PCH-InformationIE-AuditRsp }}

PCH-InformationIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-PCH-Information   CRITICALITY ignore
TYPE Common-TransportChannel-Status-Information

PRESENCE mandatory }
}
PICH-Information-AuditRsp ::= ProtocolIE-Single-Container {{ PICH-InformationIE-AuditRsp }}

PICH-InformationIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-PICH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}

FACH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxFACHCell)) OF ProtocolIE-Single-Container {{ FACH-InformationItemIE-AuditRsp }}

FACH-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-FACH-Information   CRITICALITY ignore
TYPE Common-TransportChannel-Status-Information

PRESENCE mandatory }
}
PRACH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxPRACHCell)) OF ProtocolIE-Single-Container {{ PRACH-InformationItemIE-AuditRsp }}

PRACH-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-PRACH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}
RACH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxRACHCell)) OF ProtocolIE-Single-Container {{ RACH-InformationItemIE-AuditRsp }}

RACH-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-RACH-Information   CRITICALITY ignore
TYPE Common-TransportChannel-Status-Information

PRESENCE mandatory }
}
AICH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxPRACHCell)) OF ProtocolIE-Single-Container {{ AICH-InformationItemIE-AuditRsp }}

AICH-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-AICH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}
PCPCH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxPCPCHCell)) OF ProtocolIE-Single-Container {{ PCPCH-InformationItemIE-AuditRsp }}

PCPCH-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-PCPCH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE optional }
}

CPCH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxCPCHCell)) OF ProtocolIE-Single-Container {{ CPCH-InformationItemIE-AuditRsp }}

CPCH-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-CPCH-Information   CRITICALITY ignore
TYPE Common-TransportChannel-Status-Information

PRESENCE optional }
}

AP-AICH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxCPCHCell)) OF ProtocolIE-Single-Container {{ AP-AICH-InformationItemIE-AuditRsp }}

AP-AICH-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-AP-AICH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}

CDCA-ICH-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxCPCHCell)) OF ProtocolIE-Single-Container {{ CDCA-ICH-InformationItemIE-AuditRsp }}

CDCA-ICH-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-CDCA-ICH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}

SCH-Information-AuditRsp ::= ProtocolIE-Single-Container {{ SCH-InformationIE-AuditRsp }}

SCH-InformationIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-SCH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}

CCP-InformationList-AuditRsp ::=SEQUENCE (SIZE (1..maxCCPinNodeB)) OF ProtocolIE-Single-Container {{ CCP-InformationItemIE-AuditRsp }}

CCP-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ID
id-CCP-InformationItem-AuditRsp


CRITICALITY

ignore


TYPE
CCP-InformationItem-AuditRsp


PRESENCE
mandatory}
}


CCP-InformationItem-AuditRsp ::= SEQUENCE {


communicationControlPortID


CommunicationControlPortID,


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  {{ CCP-InformationItem-AuditRsp-ExtIEs }}

OPTIONAL,

...

}

CCP-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

FPACH-LCR-InformationList-AuditRsp ::= SEQUENCE (SIZE (1..maxFPACHCell)) OF ProtocolIE-Single-Container {{ FPACH-LCR-InformationItemIE-AuditRsp }}

FPACH-LCR-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-FPACH-LCR-Information-AuditRsp   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}

HS-DSCH-Resources-Information-AuditRsp ::= SEQUENCE {


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  {{ HS-DSCH-Resources-Information-AuditRsp-ExtIEs }}

OPTIONAL,

...

}

HS-DSCH-Resources-Information-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

S-CCPCH-InformationListExt-AuditRsp ::= SEQUENCE (SIZE (1..maxSCCPCHCellinExt)) OF ProtocolIE-Single-Container {{ S-CCPCH-InformationItemIE-AuditRsp }}

S-CCPCH-LCR-InformationListExt-AuditRsp ::= SEQUENCE (SIZE (1..maxSCCPCHCellinExtLCR)) OF ProtocolIE-Single-Container {{ S-CCPCH-InformationItemIE-AuditRsp }}

Local-Cell-InformationList-AuditRsp
 ::=SEQUENCE (SIZE (1..maxLocalCellinNodeB)) OF ProtocolIE-Single-Container {{ Local-Cell-InformationItemIE-AuditRsp }}

Local-Cell-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-Local-Cell-InformationItem-AuditRsp

CRITICALITY ignore
TYPE Local-Cell-InformationItem-AuditRsp
PRESENCE
mandatory}
}

Local-Cell-InformationItem-AuditRsp ::= SEQUENCE {


local-Cell-ID







Local-Cell-ID,


dl-or-global-capacityCredit




DL-or-Global-CapacityCredit,


ul-capacityCredit






UL-CapacityCredit












OPTIONAL,


commonChannelsCapacityConsumptionLaw 

CommonChannelsCapacityConsumptionLaw,


dedicatedChannelsCapacityConsumptionLaw 
DedicatedChannelsCapacityConsumptionLaw,

maximumDL-PowerCapability




MaximumDL-PowerCapability










OPTIONAL,


minSpreadingFactor






MinSpreadingFactor












OPTIONAL,

minimumDL-PowerCapability




MinimumDL-PowerCapability










OPTIONAL,

local-Cell-Group-ID






Local-Cell-ID













OPTIONAL,

iE-Extensions







ProtocolExtensionContainer  {{ Local-Cell-InformationItem-AuditRsp-ExtIEs}}

OPTIONAL,


...
}

Local-Cell-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-ReferenceClockAvailability

CRITICALITY ignore


EXTENSION ReferenceClockAvailability


PRESENCE
optional }|


{ ID
id-Power-Local-Cell-Group-ID

CRITICALITY ignore


EXTENSION Local-Cell-ID


PRESENCE
optional }|


{ ID
id-HSDPA-Capability




CRITICALITY ignore


EXTENSION HSDPA-Capability


PRESENCE
optional },


...

}

Local-Cell-Group-InformationList-AuditRsp
 ::= SEQUENCE (SIZE (1..maxLocalCellinNodeB)) OF ProtocolIE-Single-Container {{ Local-Cell-Group-InformationItemIE-AuditRsp }}

Local-Cell-Group-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID id-Local-Cell-Group-InformationItem-AuditRsp
CRITICALITY ignore
TYPE Local-Cell-Group-InformationItem-AuditRsp
PRESENCE mandatory}
}

Local-Cell-Group-InformationItem-AuditRsp ::= SEQUENCE {


local-Cell-Group-ID






Local-Cell-ID,


dl-or-global-capacityCredit




DL-or-Global-CapacityCredit,


ul-capacityCredit






UL-CapacityCredit





OPTIONAL,


commonChannelsCapacityConsumptionLaw 

CommonChannelsCapacityConsumptionLaw,


dedicatedChannelsCapacityConsumptionLaw 
DedicatedChannelsCapacityConsumptionLaw,

iE-Extensions







ProtocolExtensionContainer  {{ Local-Cell-Group-InformationItem-AuditRsp-ExtIEs}}

OPTIONAL,


...
}

Local-Cell-Group-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Power-Local-Cell-Group-InformationList-AuditRsp
 ::= SEQUENCE (SIZE (1..maxLocalCellinNodeB)) OF ProtocolIE-Single-Container {{ Power-Local-Cell-Group-InformationItemIE-AuditRsp }}

Power-Local-Cell-Group-InformationItemIE-AuditRsp NBAP-PROTOCOL-IES ::= {


{ ID
id-Power-Local-Cell-Group-InformationItem-AuditRsp


CRITICALITY

ignore


TYPE
Power-Local-Cell-Group-InformationItem-AuditRsp

PRESENCE
mandatory}
}

Power-Local-Cell-Group-InformationItem-AuditRsp ::= SEQUENCE {


power-Local-Cell-Group-ID




Local-Cell-ID,


maximumDL-PowerCapability




MaximumDL-PowerCapability,


iE-Extensions







ProtocolExtensionContainer  {{ Power-Local-Cell-Group-InformationItem-AuditRsp-ExtIEs}}

OPTIONAL,


...
}

Power-Local-Cell-Group-InformationItem-AuditRsp-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
UNCHANGED TEXT IS REMOVED
-- **************************************************************

--

-- RESOURCE STATUS INDICATION

--

-- **************************************************************

ResourceStatusIndication ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{ResourceStatusIndication-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{ResourceStatusIndication-Extensions}}

OPTIONAL,

...

}

ResourceStatusIndication-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-IndicationType-ResourceStatusInd
CRITICALITY ignore
TYPE IndicationType-ResourceStatusInd

PRESENCE mandatory }|


{ ID id-Cause







CRITICALITY ignore
TYPE Cause






PRESENCE optional },


...

}

ResourceStatusIndication-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}

IndicationType-ResourceStatusInd ::= CHOICE {


no-Failure







No-Failure-ResourceStatusInd,


serviceImpacting





ServiceImpacting-ResourceStatusInd,


...

}

No-Failure-ResourceStatusInd ::= SEQUENCE {


local-Cell-InformationList



Local-Cell-InformationList-ResourceStatusInd,


local-Cell-Group-InformationList

Local-Cell-Group-InformationList-ResourceStatusInd
OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { No-FailureItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...
}

No-FailureItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-Power-Local-Cell-Group-InformationList-ResourceStatusInd

CRITICALITY

ignore


EXTENSION
Power-Local-Cell-Group-InformationList-ResourceStatusInd

PRESENCE
optional
},

...

}

Local-Cell-InformationList-ResourceStatusInd ::= SEQUENCE(SIZE (1..maxLocalCellinNodeB)) OF ProtocolIE-Single-Container {{ Local-Cell-InformationItemIE-ResourceStatusInd }}

Local-Cell-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-Local-Cell-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE Local-Cell-InformationItem-ResourceStatusInd

PRESENCE mandatory }
}
Local-Cell-InformationItem-ResourceStatusInd ::= SEQUENCE {


local-CellID







Local-Cell-ID,


addorDeleteIndicator





AddorDeleteIndicator,


dl-or-global-capacityCredit




DL-or-Global-CapacityCredit




OPTIONAL,


-- This IE shall be present if AddorDeleteIndicator IE is set to “add”

ul-capacityCredit






UL-CapacityCredit






OPTIONAL,


commonChannelsCapacityConsumptionLaw 

CommonChannelsCapacityConsumptionLaw

OPTIONAL,


-- This IE shall be present if AddorDeleteIndicator IE is set to “add”

dedicatedChannelsCapacityConsumptionLaw 
DedicatedChannelsCapacityConsumptionLaw

OPTIONAL,

-- This IE shall be present if AddorDeleteIndicator IE is set to “add”

maximumDL-PowerCapability




MaximumDL-PowerCapability




OPTIONAL,


-- This IE shall be present if AddorDeleteIndicator IE is set to “add”

minSpreadingFactor






MinSpreadingFactor






OPTIONAL,


-- This IE shall be present if AddorDeleteIndicator IE is set to “add”

minimumDL-PowerCapability




MinimumDL-PowerCapability




OPTIONAL,

-- This IE shall be present if AddorDeleteIndicator IE is set to “add”

local-Cell-Group-ID






Local-Cell-ID







OPTIONAL,

iE-Extensions







ProtocolExtensionContainer { { Local-Cell-InformationItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...
}

Local-Cell-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-ReferenceClockAvailability

CRITICALITY

ignore


EXTENSION ReferenceClockAvailability


PRESENCE
optional }|


-- This IE shall be present if AddorDeleteIndicator IE is set to “add“ and the Local Cell is related to a TDD cell

{ ID
id-Power-Local-Cell-Group-ID

CRITICALITY

ignore


EXTENSION
Local-Cell-ID



PRESENCE
optional }|


{ ID
id-HSDPA-Capability




CRITICALITY

ignore


EXTENSION
HSDPA-Capability



PRESENCE
optional },


...

}

Local-Cell-Group-InformationList-ResourceStatusInd ::= SEQUENCE(SIZE (1..maxLocalCellinNodeB)) OF ProtocolIE-Single-Container {{ Local-Cell-Group-InformationItemIE-ResourceStatusInd }}

Local-Cell-Group-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-Local-Cell-Group-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE Local-Cell-Group-InformationItem-ResourceStatusInd

PRESENCE mandatory }
}
Local-Cell-Group-InformationItem-ResourceStatusInd::= SEQUENCE {


local-Cell-Group-ID






Local-Cell-ID,


dl-or-global-capacityCredit




DL-or-Global-CapacityCredit,


ul-capacityCredit






UL-CapacityCredit

OPTIONAL,


commonChannelsCapacityConsumptionLaw 

CommonChannelsCapacityConsumptionLaw,


dedicatedChannelsCapacityConsumptionLaw 
DedicatedChannelsCapacityConsumptionLaw,

iE-Extensions







ProtocolExtensionContainer { { Local-Cell-Group-InformationItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...
}

Local-Cell-Group-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Power-Local-Cell-Group-InformationList-ResourceStatusInd ::= SEQUENCE(SIZE (1..maxLocalCellinNodeB)) OF ProtocolIE-Single-Container {{ Power-Local-Cell-Group-InformationItemIE-ResourceStatusInd }}

Power-Local-Cell-Group-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID
id-Power-Local-Cell-Group-InformationItem-ResourceStatusInd
CRITICALITY ignore
TYPE
Power-Local-Cell-Group-InformationItem-ResourceStatusInd

PRESENCE
mandatory
}
}
Power-Local-Cell-Group-InformationItem-ResourceStatusInd::= SEQUENCE {


power-Local-Cell-Group-ID




Local-Cell-ID,


maximumDL-PowerCapability




MaximumDL-PowerCapability,


iE-Extensions







ProtocolExtensionContainer { { Power-Local-Cell-Group-InformationItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...
}

Power-Local-Cell-Group-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
ServiceImpacting-ResourceStatusInd ::= SEQUENCE {


local-Cell-InformationList



Local-Cell-InformationList2-ResourceStatusInd
OPTIONAL,


local-Cell-Group-InformationList

Local-Cell-Group-InformationList2-ResourceStatusInd
OPTIONAL,

cCP-InformationList





CCP-InformationList-ResourceStatusInd 


OPTIONAL,


cell-InformationList




Cell-InformationList-ResourceStatusInd 


OPTIONAL,


iE-Extensions






ProtocolExtensionContainer { { ServiceImpactingItem-ResourceStatusInd-ExtIEs} }

OPTIONAL,


...
}

ServiceImpactingItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-Power-Local-Cell-Group-InformationList2-ResourceStatusInd

CRITICALITY

ignore


EXTENSION
Power-Local-Cell-Group-InformationList2-ResourceStatusInd

PRESENCE
optional
},

...

}

Local-Cell-InformationList2-ResourceStatusInd ::= SEQUENCE(SIZE (1..maxLocalCellinNodeB)) OF ProtocolIE-Single-Container {{ Local-Cell-InformationItemIE2-ResourceStatusInd }}

Local-Cell-InformationItemIE2-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-Local-Cell-InformationItem2-ResourceStatusInd   CRITICALITY ignore
TYPE Local-Cell-InformationItem2-ResourceStatusInd

PRESENCE mandatory }
}
Local-Cell-InformationItem2-ResourceStatusInd ::= SEQUENCE {


local-Cell-ID







Local-Cell-ID,


dl-or-global-capacityCredit




DL-or-Global-CapacityCredit



OPTIONAL,


ul-capacityCredit






UL-CapacityCredit





OPTIONAL,

commonChannelsCapacityConsumptionLaw

CommonChannelsCapacityConsumptionLaw
OPTIONAL,


dedicatedChannelsCapacityConsumptionLaw

DedicatedChannelsCapacityConsumptionLaw
OPTIONAL,

maximum-DL-PowerCapability




MaximumDL-PowerCapability



OPTIONAL,


minSpreadingFactor






MinSpreadingFactor





OPTIONAL,


minimumDL-PowerCapability




MinimumDL-PowerCapability



OPTIONAL,

iE-Extensions






ProtocolExtensionContainer { { Local-Cell-InformationItem2-ResourceStatusInd-ExtIEs} }

OPTIONAL,


...
}

Local-Cell-InformationItem2-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID
id-ReferenceClockAvailability

CRITICALITY

ignore


EXTENSION ReferenceClockAvailability


PRESENCE
optional }|


{ ID
id-HSDPA-Capability




CRITICALITY

ignore


EXTENSION
HSDPA-Capability



PRESENCE
optional },


...

}

Local-Cell-Group-InformationList2-ResourceStatusInd ::= SEQUENCE(SIZE (1..maxLocalCellinNodeB)) OF ProtocolIE-Single-Container {{ Local-Cell-Group-InformationItemIE2-ResourceStatusInd }}

Local-Cell-Group-InformationItemIE2-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-Local-Cell-Group-InformationItem2-ResourceStatusInd   CRITICALITY ignore
TYPE Local-Cell-Group-InformationItem2-ResourceStatusInd

PRESENCE mandatory }
}
Local-Cell-Group-InformationItem2-ResourceStatusInd ::= SEQUENCE {


local-Cell-Group-ID






Local-Cell-ID,


dl-or-global-capacityCredit




DL-or-Global-CapacityCredit




OPTIONAL,


ul-capacityCredit






UL-CapacityCredit






OPTIONAL,

commonChannelsCapacityConsumptionLaw

CommonChannelsCapacityConsumptionLaw

OPTIONAL,


dedicatedChannelsCapacityConsumptionLaw

DedicatedChannelsCapacityConsumptionLaw

OPTIONAL,

iE-Extensions






ProtocolExtensionContainer { { Local-Cell-Group-InformationItem2-ResourceStatusInd-ExtIEs} }

OPTIONAL,


...
}

Local-Cell-Group-InformationItem2-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
Power-Local-Cell-Group-InformationList2-ResourceStatusInd ::= SEQUENCE(SIZE (1..maxLocalCellinNodeB)) OF ProtocolIE-Single-Container {{ Power-Local-Cell-Group-InformationItemIE2-ResourceStatusInd }}

Power-Local-Cell-Group-InformationItemIE2-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID
id-Power-Local-Cell-Group-InformationItem2-ResourceStatusInd
CRITICALITY ignore
TYPE
Power-Local-Cell-Group-InformationItem2-ResourceStatusInd

PRESENCE
mandatory
}
}
Power-Local-Cell-Group-InformationItem2-ResourceStatusInd::= SEQUENCE {


power-Local-Cell-Group-ID




Local-Cell-ID,


maximumDL-PowerCapability




MaximumDL-PowerCapability,


iE-Extensions







ProtocolExtensionContainer { { Power-Local-Cell-Group-InformationItem2-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...
}

Power-Local-Cell-Group-InformationItem2-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
CCP-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxCCPinNodeB)) OF ProtocolIE-Single-Container {{ CCP-InformationItemIE-ResourceStatusInd }}

CCP-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-CCP-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE CCP-InformationItem-ResourceStatusInd

PRESENCE mandatory }
}
CCP-InformationItem-ResourceStatusInd ::= SEQUENCE {


communicationControlPortID



CommunicationControlPortID,


resourceOperationalState



ResourceOperationalState,


availabilityStatus





AvailabilityStatus,


iE-Extensions






ProtocolExtensionContainer { { CCP-InformationItem-ResourceStatusInd-ExtIEs} }

OPTIONAL,

...

}

CCP-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

Cell-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxCellinNodeB)) OF ProtocolIE-Single-Container {{ Cell-InformationItemIE-ResourceStatusInd }}

Cell-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-Cell-InformationItem-ResourceStatusInd   CRITICALITY ignore
TYPE Cell-InformationItem-ResourceStatusInd

PRESENCE mandatory }
}
Cell-InformationItem-ResourceStatusInd  ::= SEQUENCE {


c-ID








C-ID,


resourceOperationalState 



ResourceOperationalState





OPTIONAL,


availabilityStatus





AvailabilityStatus







OPTIONAL,

primary-SCH-Information




P-SCH-Information-ResourceStatusInd



OPTIONAL, -- FDD only

secondary-SCH-Information



S-SCH-Information-ResourceStatusInd



OPTIONAL, -- FDD only

primary-CPICH-Information



P-CPICH-Information-ResourceStatusInd


OPTIONAL, -- FDD only

secondary-CPICH-Information



S-CPICH-InformationList-ResourceStatusInd

OPTIONAL, -- FDD only

primary-CCPCH-Information



P-CCPCH-Information-ResourceStatusInd


OPTIONAL,


bCH-Information






BCH-Information-ResourceStatusInd 



OPTIONAL,


secondary-CCPCH-InformationList


S-CCPCH-InformationList-ResourceStatusInd

OPTIONAL,


pCH-Information






PCH-Information-ResourceStatusInd 



OPTIONAL,


pICH-Information





PICH-Information-ResourceStatusInd



OPTIONAL,


fACH-InformationList




FACH-InformationList-ResourceStatusInd 


OPTIONAL,


pRACH-InformationList




PRACH-InformationList-ResourceStatusInd


OPTIONAL,


rACH-InformationList




RACH-InformationList-ResourceStatusInd 


OPTIONAL,


aICH-InformationList




AICH-InformationList-ResourceStatusInd 


OPTIONAL, -- FDD only

pCPCH-InformationList




PCPCH-InformationList-ResourceStatusInd


OPTIONAL, -- FDD only

cPCH-InformationList




CPCH-InformationList-ResourceStatusInd 


OPTIONAL, -- FDD only

aP-AICH-InformationList




AP-AICH-InformationList-ResourceStatusInd 

OPTIONAL, -- FDD only

cDCA-ICH-InformationList



CDCA-ICH-InformationList-ResourceStatusInd 

OPTIONAL, -- FDD only

sCH-Information






SCH-Information-ResourceStatusInd 



OPTIONAL, -- Applicable to 3.84Mcps TDD only

iE-Extensions






ProtocolExtensionContainer { { Cell-InformationItem-ResourceStatusInd-ExtIEs} }
OPTIONAL,


...
}

Cell-InformationItem-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


{ ID id-FPACH-LCR-InformationList-ResourceStatusInd


CRITICALITY ignore
EXTENSION FPACH-LCR-InformationList-ResourceStatusInd


PRESENCE optional
}|
-- Applicable to 1.28Mcps TDD only

{ ID id-DwPCH-LCR-Information-ResourceStatusInd



CRITICALITY ignore
EXTENSION DwPCH-LCR-Information-ResourceStatusInd




PRESENCE optional
}|
-- Applicable to 1.28Mcps TDD only


{ ID id-HSDSCH-Resources-Information-ResourceStatusInd

CRITICALITY ignore
EXTENSION HS-DSCH-Resources-Information-ResourceStatusInd


PRESENCE optional
}

{ ID id-MICH-Information-ResourceStatusInd




CRITICALITY ignore
EXTENSION Common-PhysicalChannel-Status-Information



PRESENCE optional
}|


{ ID id-S-CCPCH-InformationListExt-ResourceStatusInd

CRITICALITY ignore
EXTENSION S-CCPCH-InformationListExt-ResourceStatusInd


PRESENCE optional }|


-- Applicable to 3.84Mcps TDD only, used when there are more than maxSCCPCHCell SCCPCHs in the message.

{ ID id-S-CCPCH-LCR-InformationListExt-ResourceStatusInd
CRITICALITY ignore
EXTENSION S-CCPCH-LCR-InformationListExt-ResourceStatusInd

PRESENCE optional },


-- Applicable to 1.28Mcps TDD only, used when there are more than maxSCCPCHCell SCCPCHs in the message.

...

}

P-SCH-Information-ResourceStatusInd ::= ProtocolIE-Single-Container {{ P-SCH-InformationIE-ResourceStatusInd }}

P-SCH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-P-SCH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}

S-SCH-Information-ResourceStatusInd ::= ProtocolIE-Single-Container {{ S-SCH-InformationIE-ResourceStatusInd }}

S-SCH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-S-SCH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}

P-CPICH-Information-ResourceStatusInd ::= ProtocolIE-Single-Container {{ P-CPICH-InformationIE-ResourceStatusInd }}

P-CPICH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-P-CPICH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}

S-CPICH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxSCPICHCell)) OF ProtocolIE-Single-Container {{ S-CPICH-InformationItemIE-ResourceStatusInd }}

S-CPICH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-S-CPICH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}
P-CCPCH-Information-ResourceStatusInd ::= ProtocolIE-Single-Container {{ P-CCPCH-InformationIE-ResourceStatusInd }}

P-CCPCH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-P-CCPCH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}

BCH-Information-ResourceStatusInd ::= ProtocolIE-Single-Container {{ BCH-InformationIE-ResourceStatusInd }}

BCH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-BCH-Information   CRITICALITY ignore
TYPE Common-TransportChannel-Status-Information

PRESENCE mandatory }
}

S-CCPCH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxSCCPCHCell)) OF ProtocolIE-Single-Container {{ S-CCPCH-InformationItemIE-ResourceStatusInd }}

S-CCPCH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-S-CCPCH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}
PCH-Information-ResourceStatusInd ::= ProtocolIE-Single-Container {{ PCH-InformationIE-ResourceStatusInd }}

PCH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-PCH-Information   CRITICALITY ignore
TYPE Common-TransportChannel-Status-Information

PRESENCE mandatory }
}

PICH-Information-ResourceStatusInd ::= ProtocolIE-Single-Container {{ PICH-InformationIE-ResourceStatusInd }}

PICH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-PICH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}

FACH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxFACHCell)) OF ProtocolIE-Single-Container {{ FACH-InformationItemIE-ResourceStatusInd }}

FACH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-FACH-Information   CRITICALITY ignore
TYPE Common-TransportChannel-Status-Information

PRESENCE mandatory }
}
PRACH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxPRACHCell)) OF ProtocolIE-Single-Container {{ PRACH-InformationItemIE-ResourceStatusInd }}

PRACH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-PRACH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}
RACH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxPRACHCell)) OF ProtocolIE-Single-Container {{ RACH-InformationItemIE-ResourceStatusInd }}

RACH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-RACH-Information   CRITICALITY ignore
TYPE Common-TransportChannel-Status-Information

PRESENCE mandatory }
}
AICH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxPRACHCell)) OF ProtocolIE-Single-Container {{ AICH-InformationItemIE-ResourceStatusInd }}

AICH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-AICH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}
PCPCH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxPCPCHCell)) OF ProtocolIE-Single-Container {{ PCPCH-InformationItemIE-ResourceStatusInd }}

PCPCH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-PCPCH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE optional }
}

CPCH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxCPCHCell)) OF ProtocolIE-Single-Container {{ CPCH-InformationItemIE-ResourceStatusInd }}

CPCH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-CPCH-Information   CRITICALITY ignore
TYPE Common-TransportChannel-Status-Information

PRESENCE optional }
}

AP-AICH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxCPCHCell)) OF ProtocolIE-Single-Container {{ AP-AICH-InformationItemIE-ResourceStatusInd }}

AP-AICH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-AP-AICH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE optional }
}

CDCA-ICH-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxCPCHCell)) OF ProtocolIE-Single-Container {{ CDCA-ICH-InformationItemIE-ResourceStatusInd }}

CDCA-ICH-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-CDCA-ICH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE optional }
}

SCH-Information-ResourceStatusInd ::= ProtocolIE-Single-Container {{ SCH-InformationIE-ResourceStatusInd }}

SCH-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-SCH-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}

FPACH-LCR-InformationList-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxFPACHCell)) OF ProtocolIE-Single-Container {{ FPACH-LCR-InformationItemIE-ResourceStatusInd }}

FPACH-LCR-InformationItemIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-FPACH-LCR-Information  CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}

DwPCH-LCR-Information-ResourceStatusInd ::= ProtocolIE-Single-Container {{ DwPCH-LCR-InformationIE-ResourceStatusInd }}

DwPCH-LCR-InformationIE-ResourceStatusInd NBAP-PROTOCOL-IES ::= {


{ ID id-DwPCH-LCR-Information   CRITICALITY ignore
TYPE Common-PhysicalChannel-Status-Information

PRESENCE mandatory }
}
HS-DSCH-Resources-Information-ResourceStatusInd ::= SEQUENCE {


resourceOperationalState


ResourceOperationalState,


availabilityStatus




AvailabilityStatus,


iE-Extensions





ProtocolExtensionContainer  {{ HS-DSCH-Resources-Information-ResourceStatusInd-ExtIEs }}

OPTIONAL,

...

}

HS-DSCH-Resources-Information-ResourceStatusInd-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

S-CCPCH-InformationListExt-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxSCCPCHCellinExt)) OF ProtocolIE-Single-Container {{ S-CCPCH-InformationItemIE-ResourceStatusInd }}

S-CCPCH-LCR-InformationListExt-ResourceStatusInd ::= SEQUENCE (SIZE (1..maxSCCPCHCellinExtLCR)) OF ProtocolIE-Single-Container {{ S-CCPCH-InformationItemIE-ResourceStatusInd }}

UNCHANGED TEXT IS REMOVED
-- **************************************************************

--

-- RADIO LINK PARAMETER UPDATE INDICATION TDD

--

-- **************************************************************

RadioLinkParameterUpdateIndicationTDD ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{RadioLinkParameterUpdateIndicationTDD-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{RadioLinkParameterUpdateIndicationTDD-Extensions}}

OPTIONAL,


...

}

RadioLinkParameterUpdateIndicationTDD-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-CRNC-CommunicationContextID


CRITICALITY

ignore

TYPE
CRNC-CommunicationContextID


PRESENCE
mandatory
} |

{ ID id-HSDSCH-TDD-Update-Information

CRITICALITY

ignore

TYPE
HSDSCH-TDD-Update-Information


PRESENCE
optional
},

...

}

RadioLinkParameterUpdateIndicationTDD-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- MBMS NOTIFICATION UPDATE COMMAND
--

-- **************************************************************

MBMSNotificationUpdateCommand ::= SEQUENCE {


protocolIEs



ProtocolIE-Container
{{ MBMSNotificationUpdateCommand-IEs}},


protocolExtensions

ProtocolExtensionContainer
{{ MBMSNotificationUpdateCommand-Extensions}}

OPTIONAL,


...

}

MBMSNotificationUpdateCommand-IEs NBAP-PROTOCOL-IES ::= {


{ ID id-C-ID







CRITICALITY ignore
TYPE C-ID







PRESENCE mandatory
}|

{ ID id-CommonPhysicalChannelID



CRITICALITY ignore
TYPE CommonPhysicalChannelID


PRESENCE mandatory
}|


{ ID id-Modification-Period




CRITICALITY ignore
TYPE Modification-Period



PRESENCE optional

}|

{ ID id-MICH-CFN






CRITICALITY ignore
TYPE MICH-CFN






PRESENCE mandatory
}|


{ ID id-NI-Information-NotifUpdateCmd

CRITICALITY ignore
TYPE NI-Information





PRESENCE mandatory
},

...

}

MBMSNotificationUpdateCommand-Extensions NBAP-PROTOCOL-EXTENSION ::= {


...

}
END
9.3.4
Information Element Definitions

--******************************************************************************

--

-- Information Element Definitions

--

--******************************************************************************

NBAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-IEs (2) }
DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


maxNrOfRLs,

maxNrOfTFCs,


maxNrOfErrors,


maxCTFC,


maxNrOfTFs,


maxTTI-count,


maxRateMatching,


maxCodeNrComp-1,

maxHS-PDSCHCodeNrComp-1,


maxHS-SCCHCodeNrComp-1,


maxNrOfCellSyncBursts,

maxNrOfCodeGroups,


maxNrOfMeasNCell,


maxNrOfMeasNCell-1,

maxNrOfReceptsPerSyncFrame,

maxNrOfTFCIGroups,


maxNrOfTFCI1Combs,


maxNrOfTFCI2Combs,


maxNrOfTFCI2Combs-1,

maxNrOfSF,


maxTGPS,

maxNrOfUSCHs,


maxNrOfULTSs,


maxNrOfULTSLCRs,


maxNrOfDPCHs,


maxNrOfDPCHLCRs,


maxNrOfCodes,


maxNrOfDSCHs,


maxNrOfDLTSs,


maxNrOfDLTSLCRs,


maxNrOfDCHs,


maxNrOfLevels,

maxNoGPSItems,


maxNoSat,

maxNrOfCellPortionsPerCell,


maxNrOfCellPortionsPerCell-1,


maxNrOfHSSCCHs,

maxNrOfHSSCCHCodes,


maxNrOfMACdFlows,


maxNrOfMACdFlows-1,


maxNrOfMACdPDUIndexes,


maxNrOfMACdPDUIndexes-1,


maxNrOfNIs,


maxNrOfPriorityQueues,


maxNrOfPriorityQueues-1,


maxNrOfHARQProcesses,

maxNrOfSyncDLCodesLCR,


maxNrOfSyncFramesLCR,

maxNrOfContextsOnUeList,


maxNrOfPriorityClasses,


maxNrOfSatAlmanac-maxNoSat,

id-MessageStructure,

id-ReportCharacteristicsType-OnModification,

id-Rx-Timing-Deviation-Value-LCR,

id-SFNSFNMeasurementValueInformation,

id-SFNSFNMeasurementThresholdInformation,


id-TUTRANGPSMeasurementValueInformation,

id-TUTRANGPSMeasurementThresholdInformation,


id-TypeOfError,

id-transportlayeraddress,


id-bindingID,

id-Angle-Of-Arrival-Value-LCR,

id-SyncDLCodeIdThreInfoLCR,


id-neighbouringTDDCellMeasurementInformationLCR,


id-HS-SICH-Reception-Quality,


id-HS-SICH-Reception-Quality-Measurement-Value,


id-Initial-DL-Power-TimeslotLCR-InformationItem,


id-Maximum-DL-Power-TimeslotLCR-InformationItem,


id-Minimum-DL-Power-TimeslotLCR-InformationItem,


id-Received-total-wide-band-power-For-CellPortion,


id-Received-total-wide-band-power-For-CellPortion-Value,


id-Transmitted-Carrier-Power-For-CellPortion,


id-Transmitted-Carrier-Power-For-CellPortion-Value,


id-TransmittedCarrierPowerOfAllCodesNotUsedForHS-PDSCHOrHS-SCCHTransmission,


id-TransmittedCarrierPowerOfAllCodesNotUsedForHS-PDSCHOrHS-SCCHTransmissionCellPortion,


id-TransmittedCarrierPowerOfAllCodesNotUsedForHS-PDSCHOrHS-SCCHTransmissionCellPortionValue,


id-HS-DSCHRequiredPowerValueInformation,


id-HS-DSCHProvidedBitRateValueInformation,


id-HS-DSCHRequiredPowerValue,


id-Best-Cell-Portions-Value,


id-Unidirectional-DCH-Indicator,


id-SAT-Info-Almanac-ExtItem,


id-TnlQos,


id-UpPTSInterferenceValue
FROM NBAP-Constants

Criticality,


ProcedureID,


ProtocolIE-ID,


TransactionID,


TriggeringMessage

FROM NBAP-CommonDataTypes


NBAP-PROTOCOL-IES,


ProtocolExtensionContainer{},


ProtocolIE-Single-Container{},

NBAP-PROTOCOL-EXTENSION



FROM NBAP-Containers;

UNCHANGED TEXT IS REMOVED
-- ==========================================

--
C

-- ==========================================

Cause ::= CHOICE {


radioNetwork


CauseRadioNetwork,


transport


CauseTransport,


protocol



CauseProtocol,


misc




CauseMisc,


...

}
CauseMisc ::= ENUMERATED {


control-processing-overload,


hardware-failure,


oam-intervention,


not-enough-user-plane-processing-resources,


unspecified,


...

}

CauseProtocol ::= ENUMERATED {


transfer-syntax-error,


abstract-syntax-error-reject,


abstract-syntax-error-ignore-and-notify,


message-not-compatible-with-receiver-state,


semantic-error,


unspecified,


abstract-syntax-error-falsely-constructed-message,

...

}

CauseRadioNetwork ::= ENUMERATED {


unknown-C-ID,


cell-not-available,


power-level-not-supported, 


dl-radio-resources-not-available,


ul-radio-resources-not-available,


rl-already-ActivatedOrAllocated,


nodeB-Resources-unavailable,


measurement-not-supported-for-the-object,


combining-resources-not-available,

requested-configuration-not-supported,


synchronisation-failure,


priority-transport-channel-established,


sIB-Origination-in-Node-B-not-Supported,

requested-tx-diversity-mode-not-supported,

unspecified,


bCCH-scheduling-error,

measurement-temporarily-not-available,

invalid-CM-settings,

reconfiguration-CFN-not-elapsed,

number-of-DL-codes-not-supported,

s-cipch-not-supported,


combining-not-supported,


ul-sf-not-supported,


dl-SF-not-supported, 


common-transport-channel-type-not-supported,


dedicated-transport-channel-type-not-supported,


downlink-shared-channel-type-not-supported,


uplink-shared-channel-type-not-supported,


cm-not-supported,


tx-diversity-no-longer-supported,


unknown-Local-Cell-ID,

...,

    number-of-UL-codes-not-supported,

    information-temporarily-not-available,

    information-provision-not-supported-for-the-object,


cell-synchronisation-not-supported,


cell-synchronisation-adjustment-not-supported,


dpc-mode-change-not-supported,

iPDL-already-activated,


iPDL-not-supported,

iPDL-parameters-not-available,


frequency-acquisition-not-supported,


power-balancing-status-not-compatible,


requested-typeofbearer-re-arrangement-not-supported,

signalling-Bearer-Re-arrangement-not-supported,


bearer-Re-arrangement-needed,


delayed-activation-not-supported,

rl-timing-adjustment-not-supported,


mich-not-supported
}

UNCHANGED TEXT IS REMOVED
-- ==========================================

--
M

-- ==========================================

UNCHANGED TEXT IS REMOVED
MessageStructure ::= SEQUENCE (SIZE (1..maxNrOfLevels)) OF


SEQUENCE { 


iE-ID




ProtocolIE-ID,



repetitionNumber

RepetitionNumber1

OPTIONAL,



iE-Extensions


ProtocolExtensionContainer { {MessageStructure-ExtIEs} } OPTIONAL,



...


}

MessageStructure-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
MICH-CFN ::= INTEGER (0..4095)
MICH-Mode ::= ENUMERATED {


v18,

v36,

v72,


v144,


...

}
MidambleConfigurationLCR ::=
ENUMERATED {v2, v4, v6, v8, v10, v12, v14, v16, ...}
MidambleConfigurationBurstType1And3 ::=

ENUMERATED {v4, v8, v16}
MidambleConfigurationBurstType2 ::=

ENUMERATED {v3, v6}

MidambleShiftAndBurstType ::=

CHOICE {



type1







SEQUENCE {



midambleConfigurationBurstType1And3
MidambleConfigurationBurstType1And3,



midambleAllocationMode 



CHOICE {




defaultMidamble





NULL,




commonMidamble





NULL,




ueSpecificMidamble




MidambleShiftLong,




...



},


...


},


type2







SEQUENCE {



midambleConfigurationBurstType2

MidambleConfigurationBurstType2,



midambleAllocationMode 



CHOICE {




defaultMidamble





NULL,




commonMidamble





NULL,




ueSpecificMidamble




MidambleShiftShort,




...



},



...


},


type3







SEQUENCE {



midambleConfigurationBurstType1And3
MidambleConfigurationBurstType1And3,



midambleAllocationMode 



CHOICE {




defaultMidamble





NULL,




ueSpecificMidamble




MidambleShiftLong,



...



},



...


},


...

}

MidambleShiftLong ::=



INTEGER (0..15)

MidambleShiftShort ::=



INTEGER (0..5)
MidambleShiftLCR ::= SEQUENCE {


midambleAllocationMode

MidambleAllocationMode,


midambleShift



MidambleShiftLong

OPTIONAL,


-- The IE shall be present if the Midamble Allocation Mode IE is set to "UE specific midamble".

midambleConfigurationLCR

MidambleConfigurationLCR,

iE-Extensions



ProtocolExtensionContainer { {MidambleShiftLCR-ExtIEs} }

OPTIONAL,


...


}

MidambleAllocationMode ::= ENUMERATED {


defaultMidamble,


commonMidamble,


uESpecificMidamble, 


...


}

MidambleShiftLCR-ExtIEs  NBAP-PROTOCOL-EXTENSION ::= {


...

}
MinimumDL-PowerCapability ::=  INTEGER(0..800)

-- Unit dBm, Range -30dBm .. 50dBm, Step +0.1dB
MinSpreadingFactor ::= ENUMERATED {



v4,



v8,



v16,



v32,



v64,



v128,



v256,



v512
}

--  TDD Mapping scheme for the minimum spreading factor 1 and 2: "256" means 1, "512" means 2

Modification-Period ::= ENUMERATED {v5120, v10240,...}
ModifyPriorityQueue ::= CHOICE {


addPriorityQueue


PriorityQueue-InfoItem-to-Add,


modifyPriorityQueue


PriorityQueue-InfoItem-to-Modify,


deletePriorityQueue


PriorityQueue-Id,


...
}
Modulation ::= ENUMERATED {


qPSK,


eightPSK,


...

}
MinUL-ChannelisationCodeLength ::= ENUMERATED {

v4,


v8,


v16,


v32,


v64,


v128,

v256,


...

}

MultiplexingPosition ::= ENUMERATED {


fixed,


flexible
}

UNCHANGED TEXT IS REMOVED
-- ==========================================

--
N
-- ==========================================

UNCHANGED TEXT IS REMOVED
Nack-Power-Offset ::= INTEGER (0..8,...)

-- According to mapping in ref. [9] subclause 4.2.1
NCyclesPerSFNperiod ::= ENUMERATED {


v1,


v2,


v4,


v8,


...,


v16,


v32,


v64
}
NEOT ::= INTEGER (0..8)

NFmax ::= INTEGER (1..64,...)
NRepetitionsPerCyclePeriod ::= INTEGER (2..10)
N-INSYNC-IND ::= INTEGER (1..256)

N-OUTSYNC-IND ::= INTEGER (1..256)
NeighbouringCellMeasurementInformation ::= SEQUENCE (SIZE (1..maxNrOfMeasNCell)) OF



CHOICE {





neighbouringFDDCellMeasurementInformation

NeighbouringFDDCellMeasurementInformation, -- FDD only





neighbouringTDDCellMeasurementInformation

NeighbouringTDDCellMeasurementInformation,





-- Applicable to 3.84Mcps TDD only




...,





extension-neighbouringCellMeasurementInformation
Extension-neighbouringCellMeasurementInformation



}
Extension-neighbouringCellMeasurementInformation
::=
ProtocolIE-Single-Container {{ Extension-neighbouringCellMeasurementInformationIE }}

Extension-neighbouringCellMeasurementInformationIE NBAP-PROTOCOL-IES ::= {

{ ID id-neighbouringTDDCellMeasurementInformationLCR
CRITICALITY reject
TYPE NeighbouringTDDCellMeasurementInformationLCR
PRESENCE mandatory },
-- Applicable to 1.28Mcps TDD only

...
}
NeighbouringFDDCellMeasurementInformation ::= SEQUENCE {


uC-Id







UC-Id,

uARFCN







UARFCN,


primaryScramblingCode



PrimaryScramblingCode,


iE-Extensions





ProtocolExtensionContainer { { NeighbouringFDDCellMeasurementInformationItem-ExtIEs} } OPTIONAL,


...

}

NeighbouringFDDCellMeasurementInformationItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}

NeighbouringTDDCellMeasurementInformation ::= SEQUENCE {


uC-Id







UC-Id,

uARFCN







UARFCN,


cellParameterID





CellParameterID,


timeSlot






TimeSlot





OPTIONAL,


midambleShiftAndBurstType


MidambleShiftAndBurstType

OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { { NeighbouringTDDCellMeasurementInformationItem-ExtIEs} } OPTIONAL,


...

}

NeighbouringTDDCellMeasurementInformationItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
NeighbouringTDDCellMeasurementInformationLCR ::= SEQUENCE {


uC-Id







UC-Id,

uARFCN







UARFCN,


cellParameterID





CellParameterID,


timeSlotLCR






TimeSlotLCR



OPTIONAL,


midambleShiftLCR




MidambleShiftLCR

OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { { NeighbouringTDDCellMeasurementInformationLCRItem-ExtIEs} } OPTIONAL,


...

}

NeighbouringTDDCellMeasurementInformationLCRItem-ExtIEs NBAP-PROTOCOL-EXTENSION ::= {


...

}
NI-Information ::= SEQUENCE (SIZE (1..maxNrOfNIs)) OF Notification-Indicator
Notification-Indicator ::= INTEGER (0..65535)
NodeB-CommunicationContextID ::= INTEGER (0..1048575)

NotificationIndicatorLength :: ENUMERATED {


v2,


v4,


v8,


...

}

NumberOfReportedCellPortions ::= INTEGER (1..maxNrOfCellPortionsPerCell,...)
NStartMessage ::= INTEGER (1..8)
NSubCyclesPerCyclePeriod ::= INTEGER (1..16,...)
UNCHANGED TEXT IS REMOVED
9.3.6
Constant Definitions
-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NBAP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

umts-Access (20) modules (3) nbap (2) version1 (1) nbap-Constants (4)}
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


ProcedureCode,


ProtocolIE-ID

FROM NBAP-CommonDataTypes;
-- **************************************************************

--

-- Elementary Procedures

--

-- **************************************************************

id-audit 











ProcedureCode ::= 0

id-auditRequired 









ProcedureCode ::= 1

id-blockResource 









ProcedureCode ::= 2

id-cellDeletion 









ProcedureCode ::= 3

id-cellReconfiguration 








ProcedureCode ::= 4

id-cellSetup 










ProcedureCode ::= 5

id-cellSynchronisationInitiation





ProcedureCode ::= 45

id-cellSynchronisationReconfiguration




ProcedureCode ::= 46

id-cellSynchronisationReporting






ProcedureCode ::= 47

id-cellSynchronisationTermination





ProcedureCode ::= 48

id-cellSynchronisationFailure






ProcedureCode ::= 49

id-commonMeasurementFailure 






ProcedureCode ::= 6

id-commonMeasurementInitiation 






ProcedureCode ::= 7

id-commonMeasurementReport 







ProcedureCode ::= 8

id-commonMeasurementTermination 





ProcedureCode ::= 9

id-commonTransportChannelDelete 





ProcedureCode ::= 10

id-commonTransportChannelReconfigure 




ProcedureCode ::= 11

id-commonTransportChannelSetup 






ProcedureCode ::= 12

id-compressedModeCommand 







ProcedureCode ::= 14

id-dedicatedMeasurementFailure 






ProcedureCode ::= 16

id-dedicatedMeasurementInitiation 





ProcedureCode ::= 17

id-dedicatedMeasurementReport 






ProcedureCode ::= 18

id-dedicatedMeasurementTermination 





ProcedureCode ::= 19

id-downlinkPowerControl 







ProcedureCode ::= 20
id-downlinkPowerTimeslotControl 





ProcedureCode ::= 38
id-errorIndicationForCommon







ProcedureCode ::= 35
id-errorIndicationForDedicated






ProcedureCode ::= 21

id-informationExchangeFailure






ProcedureCode ::= 40

id-informationExchangeInitiation





ProcedureCode ::= 41

id-informationExchangeTermination





ProcedureCode ::= 42

id-informationReporting








ProcedureCode ::= 43
id-BearerRearrangement








ProcedureCode ::= 50
id-mBMSNotificationUpdate







ProcedureCode ::= 53
id-physicalSharedChannelReconfiguration 



ProcedureCode ::= 37

id-privateMessageForCommon







ProcedureCode ::= 36
id-privateMessageForDedicated






ProcedureCode ::= 22
id-radioLinkAddition 








ProcedureCode ::= 23

id-radioLinkDeletion 








ProcedureCode ::= 24

id-radioLinkFailure 








ProcedureCode ::= 25

id-radioLinkPreemption








ProcedureCode ::= 39
id-radioLinkRestoration 







ProcedureCode ::= 26

id-radioLinkSetup 









ProcedureCode ::= 27

id-reset











ProcedureCode ::= 13
id-resourceStatusIndication 






ProcedureCode ::= 28

id-cellSynchronisationAdjustment





ProcedureCode ::= 44
id-synchronisedRadioLinkReconfigurationCancellation

ProcedureCode ::= 29

id-synchronisedRadioLinkReconfigurationCommit


ProcedureCode ::= 30
id-synchronisedRadioLinkReconfigurationPreparation 

ProcedureCode ::= 31

id-systemInformationUpdate 







ProcedureCode ::= 32

id-unblockResource 









ProcedureCode ::= 33

id-unSynchronisedRadioLinkReconfiguration 



ProcedureCode ::= 34

id-radioLinkActivation








ProcedureCode ::= 51
id-radioLinkParameterUpdate







ProcedureCode ::= 52
-- **************************************************************

--

-- Lists

--

-- **************************************************************

maxNrOfCodes



INTEGER ::= 10
maxNrOfDLTSs



INTEGER ::= 15
maxNrOfDLTSLCRs



INTEGER ::= 6
maxNrOfErrors



INTEGER ::= 256

maxNrOfTFs




INTEGER ::= 32

maxNrOfTFCs




INTEGER ::= 1024

maxNrOfRLs




INTEGER ::= 16

maxNrOfRLs-1



INTEGER ::= 15
-- maxNrOfRLs – 1

maxNrOfRLs-2



INTEGER ::= 14
-- maxNrOfRLs – 2
maxNrOfRLSets



INTEGER ::= maxNrOfRLs
maxNrOfDPCHs



INTEGER ::= 240

maxNrOfDPCHLCRs



INTEGER ::= 240

maxNrOfSCCPCHs



INTEGER ::= 8

maxNrOfSCCPCHsinExt


INTEGER ::= 232
maxNrOfCPCHs



INTEGER ::= 16

maxNrOfPCPCHs



INTEGER ::= 64
maxNrOfDCHs




INTEGER ::= 128

maxNrOfDSCHs



INTEGER ::= 32

maxNrOfFACHs



INTEGER ::= 8

maxNrOfCCTrCHs



INTEGER ::= 16

maxNrOfPDSCHs



INTEGER ::= 256
maxNrOfHSPDSCHs



INTEGER ::= 16
maxNrOfPUSCHs



INTEGER ::= 256

maxNrOfPDSCHSets


INTEGER ::= 256

maxNrOfPRACHLCRs


INTEGER ::= 8
maxNrOfPUSCHSets


INTEGER ::= 256

maxNrOfSCCPCHLCRs


INTEGER ::= 8
maxNrOfSCCPCHsLCRinExt

INTEGER ::= 88
maxNrOfULTSs



INTEGER ::= 15
maxNrOfULTSLCRs



INTEGER ::= 6

maxNrOfUSCHs



INTEGER ::= 32

maxAPSigNum




INTEGER ::= 16
maxNrOfSlotFormatsPRACH

INTEGER ::= 8

maxCellinNodeB



INTEGER ::= 256

maxCCPinNodeB



INTEGER ::= 256

maxCPCHCell




INTEGER ::= maxNrOfCPCHs
maxCTFC





INTEGER ::= 16777215
maxLocalCellinNodeB


INTEGER ::= maxCellinNodeB
maxNoofLen




INTEGER ::= 7
maxFPACHCell



INTEGER ::= 8
maxRACHCell




INTEGER ::= maxPRACHCell
maxPRACHCell



INTEGER ::= 16

maxPCPCHCell



INTEGER ::= 64
maxSCCPCHCell



INTEGER ::= 32

maxSCCPCHCellinExt


INTEGER ::= 208
-- maxNrOfSCCPCHs + maxNrOfSCCPCHsinExt - maxSCCPCHCell
maxSCCPCHCellinExtLCR

INTEGER ::= 64
-- maxNrOfSCCPCHLCRs + maxNrOfSCCPCHsLCRinExt - maxSCCPCHCell
maxSCPICHCell



INTEGER ::= 32

maxTTI-count



INTEGER ::= 4

maxIBSEG




INTEGER ::= 16

maxIB





INTEGER ::= 64

maxFACHCell 



INTEGER ::= 256
-- maxNrOfFACHs * maxSCCPCHCell
maxRateMatching



INTEGER ::= 256

maxCodeNrComp-1



INTEGER ::= 256
maxHS-PDSCHCodeNrComp-1

INTEGER ::= 15
maxHS-SCCHCodeNrComp-1

INTEGER ::= 127
maxNrOfCellSyncBursts

INTEGER ::= 10
maxNrOfCodeGroups


INTEGER ::= 256

maxNrOfReceptsPerSyncFrame
INTEGER ::= 16
maxNrOfMeasNCell


INTEGER ::= 96

maxNrOfMeasNCell-1


INTEGER ::= 95
-- maxNrOfMeasNCell – 1
maxNrOfTFCIGroups


INTEGER ::= 256

maxNrOfTFCI1Combs


INTEGER ::= 512

maxNrOfTFCI2Combs


INTEGER ::= 1024

maxNrOfTFCI2Combs-1


INTEGER ::= 1023
maxNrOfSF




INTEGER ::= 8

maxTGPS





INTEGER ::= 6
maxCommunicationContext

INTEGER ::= 1048575
maxNrOfLevels



INTEGER ::= 256
maxNoSat




INTEGER ::= 16

maxNoGPSItems



INTEGER ::= 8
maxNrOfHSSCCHs



INTEGER ::= 32

maxNrOfHSSICHs



INTEGER ::= 4

maxNrOfSyncFramesLCR

INTEGER ::= 512

maxNrOfReceptionsperSyncFrameLCR
INTEGER ::=
8
maxNrOfSyncDLCodesLCR

INTEGER ::= 32
maxNrOfHSSCCHCodes


INTEGER ::= 4

maxNrOfMACdFlows


INTEGER ::= 8

maxNrOfMACdFlows-1


INTEGER ::= 7
-- maxNrOfMACdFlows - 1

maxNrOfMACdPDUIndexes

INTEGER ::= 8

maxNrOfMACdPDUIndexes-1

INTEGER ::= 7
-- maxNoOfMACdPDUIndexes - 1

maxNrOfNIs




INTEGER ::= 256
maxNrOfPriorityQueues

INTEGER ::= 8

maxNrOfPriorityQueues-1

INTEGER ::= 7
-- maxNoOfPriorityQueues - 1

maxNrOfHARQProcesses

INTEGER ::= 8

maxNrOfContextsOnUeList

INTEGER ::= 16

maxNrOfCellPortionsPerCell

INTEGER ::= 64
maxNrOfCellPortionsPerCell-1
INTEGER ::= 63

maxNrOfPriorityClasses


INTEGER ::= 16

maxNrOfSatAlmanac-maxNoSat

INTEGER ::= 16  -- maxNrofSatAlmanac - maxNoSat
-- **************************************************************

--

-- IEs

--

-- **************************************************************
UNCHANGED TEXT IS REMOVED
id-Secondary-CPICH-Information









ProtocolIE-ID ::= 600

id-Received-total-wide-band-power-For-CellPortion




ProtocolIE-ID ::= 601
id-Unidirectional-DCH-Indicator









ProtocolIE-ID ::= 602

id-TimingAdjustmentValueLCR










ProtocolIE-ID ::= 603

id-multipleRL-dl-DPCH-InformationList







ProtocolIE-ID ::= 604

id-multipleRL-dl-DPCH-InformationModifyList






ProtocolIE-ID ::= 605

id-multipleRL-ul-DPCH-InformationList







ProtocolIE-ID ::= 606

id-multipleRL-ul-DPCH-InformationModifyList






ProtocolIE-ID ::= 607

id-RL-ID














ProtocolIE-ID ::= 608
id-SAT-Info-Almanac-ExtItem










ProtocolIE-ID ::= 609

id-HSDPA-Capability












ProtocolIE-ID ::= 610
id-HSDSCH-Resources-Information-AuditRsp






ProtocolIE-ID ::= 611
id-HSDSCH-Resources-Information-ResourceStatusInd




ProtocolIE-ID ::= 612
id-HSDSCH-MACdFlows-to-Add










ProtocolIE-ID ::= 613
id-HSDSCH-MACdFlows-to-Delete









ProtocolIE-ID ::= 614

id-HSDSCH-Information-to-Modify-Unsynchronised





ProtocolIE-ID ::= 615
id-TnlQos














ProtocolIE-ID ::= 616

id-Received-total-wide-band-power-For-CellPortion-Value



ProtocolIE-ID ::= 617
id-Transmitted-Carrier-Power-For-CellPortion





ProtocolIE-ID ::= 618
id-Transmitted-Carrier-Power-For-CellPortion-Value 




ProtocolIE-ID ::= 619

id-TransmittedCarrierPowerOfAllCodesNotUsedForHS-PDSCHOrHS-SCCHTransmissionCellPortion

ProtocolIE-ID ::= 620
id-TransmittedCarrierPowerOfAllCodesNotUsedForHS-PDSCHOrHS-SCCHTransmissionCellPortionValue
ProtocolIE-ID ::= 621
id-UpPTSInterferenceValue










ProtocolIE-ID ::= 622
id-PrimaryCCPCH-RSCP-Delta










ProtocolIE-ID ::= 623
id-MeasurementRecoveryBehavior









ProtocolIE-ID ::= 624

id-MeasurementRecoveryReportingIndicator






ProtocolIE-ID ::= 625

id-MeasurementRecoverySupportIndicator







ProtocolIE-ID ::= 626
id-Tstd-indicator












ProtocolIE-ID ::= 627

id-Additional-S-CCPCH-Parameters-CTCH-ReconfRqstTDD




ProtocolIE-ID ::= 633
id-Additional-S-CCPCH-Parameters-CTCH-SetupRqstTDD




ProtocolIE-ID ::= 634
id-Additional-S-CCPCH-LCR-Parameters-CTCH-ReconfRqstTDD



ProtocolIE-ID ::= 635
id-Additional-S-CCPCH-LCR-Parameters-CTCH-SetupRqstTDD



ProtocolIE-ID ::= 636
id-MICH-CFN














ProtocolIE-ID ::= 637
id-MICH-Information-AuditRsp









ProtocolIE-ID ::= 638
id-MICH-Information-ResourceStatusInd







ProtocolIE-ID ::= 639
id-MICH-Parameters-CTCH-ReconfRqstFDD







ProtocolIE-ID ::= 640
id-MICH-Parameters-CTCH-ReconfRqstTDD







ProtocolIE-ID ::= 641
id-MICH-Parameters-CTCH-SetupRqstFDD







ProtocolIE-ID ::= 642
id-MICH-Parameters-CTCH-SetupRqstTDD







ProtocolIE-ID ::= 643
id-Modification-Period











ProtocolIE-ID ::= 644
id-NI-Information-NotifUpdateCmd








ProtocolIE-ID ::= 645
id-S-CCPCH-InformationListExt-AuditRsp







ProtocolIE-ID ::= 646
id-S-CCPCH-InformationListExt-ResourceStatusInd





ProtocolIE-ID ::= 647
id-S-CCPCH-LCR-InformationListExt-AuditRsp






ProtocolIE-ID ::= 648
id-S-CCPCH-LCR-InformationListExt-ResourceStatusInd




ProtocolIE-ID ::= 649
END
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