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3
Symbols and abbreviations

3.1
Symbols
Ndata1 
The number of data bits per downlink slot in Data1 field.

Ndata2
The number of data bits per downlink slot in Data2 field. If the slot format does not contain a Data2 field, Ndata2 = 0.

3.2
Abbreviations
For the purposes of the present document, the following abbreviations apply:

16QAM
16 Quadrature Amplitude Modulation

AI
Acquisition Indicator 

AICH
Acquisition Indicator Channel

AP
Access Preamble

AP-AICH
Access Preamble Acquisition Indicator Channel

API
Access Preamble Indicator

BCH
Broadcast Channel

CA
Channel Assignment

CAI
Channel Assignment Indicator

CCC
CPCH Control Command

CCPCH
Common Control Physical Channel

CCTrCH
Coded Composite Transport Channel

CD
Collision Detection

CD/CA-ICH
Collision Detection/Channel Assignment Indicator Channel

CDI
Collision Detection Indicator

CPCH
Common Packet Channel

CPICH
Common Pilot Channel

CQI
Channel Quality Indicator

CSICH
CPCH Status Indicator Channel

DCH
Dedicated Channel

DPCCH
Dedicated Physical Control Channel

DPCH
Dedicated Physical Channel

DPDCH
Dedicated Physical Data Channel

DSCH
Downlink Shared Channel

DSMA-CD
Digital Sense Multiple Access - Collison Detection

DTX
Discontinuous Transmission

E-AGCH
E-DCH Absolute Grant Channel

E-DCH
Enhanced Dedicated Channel

E-DPCCH
E-DCH Dedicated Physical Control Channel

E-DPDCH
E-DCH Dedicated Physical Data Channel

E-HICH
E-DCH Hybrid ARQ Indicator Channel

E-RGCH
E-DCH Relative Grant Channel

FACH
Forward Access Channel

FBI
Feedback Information
F-DPCH
Fractional Dedicated Physical Channel
FSW
Frame Synchronization Word

HS-DPCCH
Dedicated Physical Control Channel (uplink) for HS-DSCH

HS-DSCH
High Speed Downlink Shared Channel

HS-PDSCH
High Speed Physical Downlink Shared Channel

HS-SCCH
Shared Control Channel for HS-DSCH
ICH
Indicator Channel

MICH
MBMS Indicator Channel

MUI
Mobile User Identifier

NI
MBMS Notification Indicator

PCH
Paging Channel

P-CCPCH
Primary Common Control Physical Channel

PCPCH
Physical Common Packet Channel

PDSCH
Physical Downlink Shared Channel

5.3
Downlink physical channels

5.3.1
Downlink transmit diversity

Table 10 summarises the possible application of open and closed loop transmit diversity modes on different downlink physical channel types. Simultaneous use of STTD and closed loop modes on the same physical channel is not allowed. In addition, if Tx diversity is applied on any of the downlink physical channels it shall also be applied on P-CCPCH and SCH. Regarding CPICH transmission in case of transmit diversity, see subclause 5.3.3.1.

With respect to the usage of Tx diversity for DPCH on different radio links within an active set, the following rules apply:

-
Different Tx diversity modes (STTD and closed loop) shall not be used on the radio links within one active set.

-
No Tx diversity on one or more radio links shall not prevent UTRAN to use Tx diversity on other radio links within the same active set.
- 
If STTD is activated on one or several radio links in the active set, the UE shall operate STTD on only those radio links where STTD has been activated. Higher layers inform the UE about the usage of STTD on the individual radio links in the active set.
- 
If closed loop TX diversity is activated on one or several radio links in the active set, the UE shall operate closed loop TX diversity on only those radio links where closed loop TX diversity has been activated. Higher layers inform the UE about the usage of closed loop TX diversity on the individual radio links in the active set.

Furthermore, the transmit diversity mode used for a PDSCH frame shall be the same as the transmit diversity mode used for the DPCH associated with this PDSCH frame. The transmit diversity mode on the associated DPCH may not change during a PDSCH frame and within the slot prior to the PDSCH frame. This includes any change between no Tx diversity, open loop, closed loop mode 1 or closed loop mode 2.

Also, if a DPCH is associated with an HS-PDSCH subframe, the transmit diversity mode used for the HS-PDSCH subframe shall be the same as the transmit diversity mode used for the DPCH associated with this HS-PDSCH subframe. If a F-DPCH is associated with an HS-PDSCH subframe, the transmit diversity mode used for the HS-PDSCH subframe shall be the same as the transmit diversity mode signalled for the F-DPCH associated with this HS-PDSCH subframe. If the DPCH associated with an HS-SCCH subframe is using either open or closed loop transmit diversity on the radio link transmitted from the HS-DSCH serving cell, the HS-SCCH subframe from this cell shall be transmitted using STTD, otherwise no transmit diversity shall be used for this HS-SCCH subframe. If a F-DPCH for which STTD is signalled is associated with an HS-SCCH subframe, the HS-SCCH subframe shall be transmitted using STTD, otherwise no transmit diversity shall be used for this HS-SCCH subframe. The transmit diversity mode on the associated DPCH or F-DPCH may not change during a HS-SCCH and or HS-PDSCH subframe and within the slot prior to the HS-SCCH subframe. This includes any change between no Tx diversity and either open loop or closed loop mode.

If the UE is receiving a DPCH on which transmit diversity is used from a cell, or if the UE is receiving a F-DPCH for which STTD is signalled from a cell, the UE shall assume that the E-AGCH, E-RGCH, and E-HICH from the same cell are transmitted using STTD.

Table 10: Application of Tx diversity modes on downlink physical channel types
"X" – can be applied, "–" – not applied

	Physical channel type
	Open loop mode
	Closed loop mode

	
	TSTD
	STTD
	Mode 1
	Mode 2

	P-CCPCH
	–
	X
	–
	–

	SCH
	X
	–
	–
	–

	S-CCPCH
	–
	X
	–
	–

	DPCH
	–
	X
	X
	X

	F-DPCH
	–
	X
	–
	–

	PICH
	–
	X
	–
	–

	MICH
	–
	X
	–
	–

	PDSCH
	–
	X
	X
	X

	HS-PDSCH
	–
	X
	X
	–

	HS-SCCH
	–
	X
	–
	–

	E-AGCH
	–
	X
	–
	–

	E_RGCH
	–
	X
	–
	–

	E-HICH
	–
	X
	–
	–

	AICH
	–
	X
	–
	–

	CSICH
	–
	X
	–
	–

	AP-AICH
	–
	X
	–
	–

	CD/CA-ICH
	–
	X
	–
	–

	DL-DPCCH for CPCH
	–
	X
	X
	X


5.3.1.1
Open loop transmit diversity

5.3.1.1.1
Space time block coding based transmit antenna diversity (STTD)

The open loop downlink transmit diversity employs a space time block coding based transmit diversity (STTD).

The STTD encoding is optional in UTRAN. STTD support is mandatory at the UE.

If higher layers signal that neither P-CPICH nor S-CPICH can be used as phase reference for the downlink DPCH for a radio link in a cell, the UE shall assume that STTD is not used for the downlink DPCH (and the associated PDSCH if applicable) in that cell.

A block diagram of a generic STTD encoder is shown in the figure 8 and figure 8A below. Channel coding, rate matching and interleaving are done as in the non-diversity mode. For QPSK, the STTD encoder operates on 4 symbols b0, b1, b2, b3 as shown in figure 8. For AICH, E-RGCH, E-HICH, AP-AICH and CD/CA-ICH, the 
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Figure 8: Generic block diagram of the STTD encoder for QPSK

For 16QAM, STTD operates on blocks of 8 consecutive symbols b0, b1, b2, b3, b4, b5, b6, b7 as shown in figure 8A below.
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Figure 8A: Generic block diagram of the STTD encoder for 16QAM

5.3.1.1.2
Time Switched Transmit Diversity for SCH (TSTD)

Transmit diversity, in the form of Time Switched Transmit Diversity (TSTD), can be applied to the SCH. TSTD for the SCH is optional in UTRAN, while TSTD support is mandatory in the UE. TSTD for the SCH is described in subclause 5.3.3.5.1.

5.3.1.2
Closed loop transmit diversity

Closed loop transmit diversity is described in [5]. Both closed loop transmit diversity modes shall be supported at the UE and may be supported in the UTRAN.

5.3.2
Dedicated downlink physical channels

There are four types of downlink dedicated physical channels, the Downlink Dedicated Physical Channel (downlink DPCH), the Fractional Dedicated Physical Channel (F-DPCH), the E-DCH Relative Grant Channel (E-RGCH), and the E-DCH Hybrid ARQ Indicator Channel (E-HICH). 
The F-DPCH is described in subclause 5.3.2.6.
Within one downlink DPCH, dedicated data generated at Layer 2 and above, i.e. the dedicated transport channel (DCH), is transmitted in time-multiplex with control information generated at Layer 1 (known pilot bits, TPC commands, and an optional TFCI). The downlink DPCH can thus be seen as a time multiplex of a downlink DPDCH and a downlink DPCCH, compare subclause 5.2.1.

Figure 9 shows the frame structure of the downlink DPCH. Each frame of length 10 ms is split into 15 slots, each of length Tslot = 2560 chips, corresponding to one power-control period.

[image: image14.wmf]One radio frame, 

T

f

 = 10 ms

TPC

 N

TPC

 bits

Slot #0

Slot #1

Slot #i

Slot #14

T

slot

 = 2560 chips, 10*2

k

 bits (k=0..7)

Data2

N

data2

 bits

DPDCH

TFCI

 N

TFCI

 bits

Pilot

 N

pilot

 bits

Data1

N

data1

 bits

DPDCH

DPCCH

DPCCH


Figure 9: Frame structure for downlink DPCH

The parameter k in figure 9 determines the total number of bits per downlink DPCH slot. It is related to the spreading factor SF of the physical channel as SF = 512/2k. The spreading factor may thus range from 512 down to 4. 

The exact number of bits of the different downlink DPCH fields (Npilot, NTPC, NTFCI, Ndata1 and Ndata2) is given in table 11. What slot format to use is configured by higher layers and can also be reconfigured by higher layers.

There are basically two types of downlink Dedicated Physical Channels; those that include TFCI (e.g. for several simultaneous services) and those that do not include TFCI (e.g. for fixed-rate services). These types are reflected by the duplicated rows of table 11. It is the UTRAN that determines if a TFCI should be transmitted and it is mandatory for all UEs to support the use of TFCI in the downlink. The mapping of TFCI bits onto slots is described in [3].

In compressed frames, a different slot format is used compared to normal mode. There are two possible compressed slot formats that are labelled A and B. Slot format B shall be used in frames compressed by spreading factor reduction and slot format A shall be used in frames compressed by puncturing or higher layer scheduling. The channel bit and symbol rates given in table 11 are the rates immediately before spreading.

Table 11: DPDCH and DPCCH fields

	Slot Format #i
	Channel Bit Rate (kbps)
	Channel Symbol Rate (ksps)
	SF
	Bits/ Slot
	DPDCH Bits/Slot
	DPCCH
Bits/Slot
	Transmitted slots per radio frame

NTr

	
	
	
	
	
	NData1
	NData2
	NTPC
	NTFCI
	NPilot
	

	0
	15
	7.5
	512
	10
	0
	4
	2
	0
	4
	15

	0A
	15
	7.5
	512
	10
	0
	4
	2
	0
	4
	8-14

	0B
	30
	15
	256
	20
	0
	8
	4
	0
	8
	8-14

	1
	15
	7.5
	512
	10
	0
	2
	2
	2
	4
	15

	1B
	30
	15
	256
	20
	0
	4
	4
	4
	8
	8-14

	2
	30
	15
	256
	20
	2
	14
	2
	0
	2
	15

	2A
	30
	15
	256
	20
	2
	14
	2
	0
	2
	8-14

	2B
	60
	30
	128
	40
	4
	28
	4
	0
	4
	8-14

	3
	30
	15
	256
	20
	2
	12
	2
	2
	2
	15

	3A
	30
	15
	256
	20
	2
	10
	2
	4
	2
	8-14

	3B
	60
	30
	128
	40
	4
	24
	4
	4
	4
	8-14

	4
	30
	15
	256
	20
	2
	12
	2
	0
	4
	15

	4A
	30
	15
	256
	20
	2
	12
	2
	0
	4
	8-14

	4B
	60
	30
	128
	40
	4
	24
	4
	0
	8
	8-14

	5
	30
	15
	256
	20
	2
	10
	2
	2
	4
	15

	5A
	30
	15
	256
	20
	2
	8
	2
	4
	4
	8-14

	5B
	60
	30
	128
	40
	4
	20
	4
	4
	8
	8-14

	6
	30
	15
	256
	20
	2
	8
	2
	0
	8
	15

	6A
	30
	15
	256
	20
	2
	8
	2
	0
	8
	8-14

	6B
	60
	30
	128
	40
	4
	16
	4
	0
	16
	8-14

	7
	30
	15
	256
	20
	2
	6
	2
	2
	8
	15

	7A
	30
	15
	256
	20
	2
	4
	2
	4
	8
	8-14

	7B
	60
	30
	128
	40
	4
	12
	4
	4
	16
	8-14

	8
	60
	30
	128
	40
	6
	28
	2
	0
	4
	15

	8A
	60
	30
	128
	40
	6
	28
	2
	0
	4
	8-14

	8B
	120
	60
	64
	80
	12
	56
	4
	0
	8
	8-14

	9
	60
	30
	128
	40
	6
	26
	2
	2
	4
	15

	9A
	60
	30
	128
	40
	6
	24
	2
	4
	4
	8-14

	9B
	120
	60
	64
	80
	12
	52
	4
	4
	8
	8-14

	10
	60
	30
	128
	40
	6
	24
	2
	0
	8
	15

	10A
	60
	30
	128
	40
	6
	24
	2
	0
	8
	8-14

	10B
	120
	60
	64
	80
	12
	48
	4
	0
	16
	8-14

	11
	60
	30
	128
	40
	6
	22
	2
	2
	8
	15

	11A
	60
	30
	128
	40
	6
	20
	2
	4
	8
	8-14

	11B
	120
	60
	64
	80
	12
	44
	4
	4
	16
	8-14

	12
	120
	60
	64
	80
	12
	48
	4
	8*
	8
	15

	12A
	120
	60
	64
	80
	12
	40
	4
	16*
	8
	8-14

	12B
	240
	120
	32
	160
	24
	96
	8
	16*
	16
	8-14

	13
	240
	120
	32
	160
	28
	112
	4
	8*
	8
	15

	13A
	240
	120
	32
	160
	28
	104
	4
	16*
	8
	8-14

	13B
	480
	240
	16
	320
	56
	224
	8
	16*
	16
	8-14

	14
	480
	240
	16
	320
	56
	232
	8
	8*
	16
	15

	14A
	480
	240
	16
	320
	56
	224
	8
	16*
	16
	8-14

	14B
	960
	480
	8
	640
	112
	464
	16
	16*
	32
	8-14

	15
	960
	480
	8
	640
	120
	488
	8
	8*
	16
	15

	15A
	960
	480
	8
	640
	120
	480
	8
	16*
	16
	8-14

	15B
	1920
	960
	4
	1280
	240
	976
	16
	16*
	32
	8-14

	16
	1920
	960
	4
	1280
	248
	1000
	8
	8*
	16
	15

	16A
	1920
	960
	4
	1280
	248
	992
	8
	16*
	16
	8-14


* If TFCI bits are not used, then DTX shall be used in TFCI field.

NOTE 1:
Compressed mode is only supported through spreading factor reduction for SF=512 with TFCI.

NOTE 2:
Compressed mode by spreading factor reduction is not supported for SF=4. 

NOTE 3:
If the Node B receives an invalid combination of data frames for downlink transmission, the procedure specified in [15], sub-clause 5.1.2,may require the use of DTX in both the DPDCH and theTFCI field of the DPCCH.

The pilot bit patterns are described in table 12. The shadowed column part of pilot bit pattern is defined as FSW and FSWs can be used to confirm frame synchronization. (The value of the pilot bit pattern other than FSWs shall be "11".) In table 12, the transmission order is from left to right.
In downlink compressed mode through spreading factor reduction, the number of bits in the TPC and Pilot fields are doubled. Symbol repetition is used to fill up the fields. Denote the bits in one of these fields in normal mode by x1, x2, x3, …, xX. In compressed mode the following bit sequence is sent in corresponding field: x1, x2, x1, x2, x3, x4, x3, x4,…, xX,.
Table 12: Pilot bit patterns for downlink DPCCH with Npilot = 2, 4, 8 and 16

	
	Npilot = 2
	Npilot = 4 (*1)
	Npilot = 8
(*2)
	Npilot = 16

(*3)

	Symbol #
	0
	0
	1
	0
	1
	2
	3
	0
	1
	2
	3
	4
	5
	6
	7

	Slot #0

1

2

3

4

5

6

7

8

9

10

11

12

13

14
	11

00

01

00

10

11

11

10

01

11

01

10

10

00

00
	11

11

11

11

11

11

11

11

11

11

11

11

11

11

11
	11

00

01

00

10

11

11

10

01

11

01

10

10

00

00
	11

11

11

11

11

11

11

11

11

11

11

11

11

11

11
	11

00

01

00

10

11

11

10

01

11

01

10

10

00

00
	11

11

11

11

11

11

11

11

11

11

11

11

11

11

11
	10

10

01

00

01

10

00

00

10

11

01

11

00

11

11
	11

11

11

11

11

11

11

11

11

11

11

11

11

11

11
	11

00

01

00

10

11

11

10

01

11

01

10

10

00

00
	11

11

11

11

11

11

11

11

11

11

11

11

11

11

11
	10

10

01

00

01

10

00

00

10

11

01

11

00

11

11
	11

11

11

11

11

11

11

11

11

11

11

11

11

11

11
	11

11

10

01

11

01

10

10

00

00

11

00

01

00

10
	11

11

11

11

11

11

11

11

11

11

11

11

11

11

11
	10

00

00

10

11

01

11

00

11

11

10

10

01

00

01


NOTE *1:

This pattern is used except slot formats 2B and 3B.

NOTE *2:

This pattern is used except slot formats 0B, 1B, 4B, 5B, 8B, and 9B.

NOTE *3:

This pattern is used except slot formats 6B, 7B, 10B, 11B, 12B, and 13B.

NOTE:

For slot format nB where n = 0, …, 15, the pilot bit pattern corresponding to Npilot/2 is to be used and symbol repetition shall be applied.
The relationship between the TPC symbol and the transmitter power control command is presented in table 13.

Table 13: TPC Bit Pattern

	TPC Bit Pattern
	Transmitter power control command

	NTPC = 2
	NTPC = 4
	NTPC = 8
	

	11
00
	1111

0000
	11111111

00000000
	1

0


Multicode transmission may be employed in the downlink, i.e. the CCTrCH (see [3]) is mapped onto several parallel downlink DPCHs using the same spreading factor. In this case, the Layer 1 control information is transmitted only on the first downlink DPCH. DTX bits are transmitted during the corresponding time period for the additional downlink DPCHs, see figure 10.

In case there are several CCTrCHs mapped to different DPCHs transmitted to the same UE different spreading factors can be used on DPCHs to which different CCTrCHs are mapped. Also in this case, Layer 1 control information is only transmitted on the first DPCH while DTX bits are transmitted during the corresponding time period for the additional DPCHs. 

Note :
support of multiple CCTrChs of dedicated type is not part of the current release.
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Figure 10: Downlink slot format in case of multi-code transmission

5.3.2.1
STTD for DPCH and F-DPCH
The pilot bit pattern for the DPCH channel transmitted on antenna 2 is given in table 14.
-
For Npilot = 8, 16 the shadowed part indicates pilot bits that are obtained by STTD encoding the corresponding (shadowed) bits in Table 12. The non-shadowed pilot bit pattern is orthogonal to the corresponding (non-shadowed) pilot bit pattern in table 12. 
-
For Npilot = 4, the diversity antenna pilot bit pattern is obtained by STTD encoding both the shadowed and non-shadowed pilot bits in table 12.
-
For Npilot  = 2, the diversity antenna pilot pattern is obtained by STTD encoding the two pilot bits in table 12 with the last two bits (data or DTX) of the second data field (data2) of the slot. Thus for Npilot = 2 case, the last two bits of the second data field (data 2) after STTD encoding, follow the diversity antenna pilot bits in Table 14.
STTD encoding for the DPDCH, TPC, and TFCI fields is done as described in subclause 5.3.1.1.1. For the SF=512 DPCH, the first two bits in each slot, i.e. TPC bits, are not STTD encoded and the same bits are transmitted with equal power from the two antennas. The remaining four bits are STTD encoded.
For F-DPCH, the TPC bits are not STTD encoded and the same bits are transmitted with equal power from the two antennas.
For compressed mode through spreading factor reduction and for Npilot > 4, symbol repetition shall be applied to the pilot bit patterns of table 14, in the same manner as described in 5.3.2. For slot formats 2B and 3B, i.e. compressed mode through spreading factor reduction and Npilot = 4, the pilot bits transmitted on antenna 2 are STTD encoded, and thus the pilot bit pattern is as shown in the most right set of table 14.
Table 14: Pilot bit patterns of downlink DPCCH for antenna 2 using STTD

	
	Npilot = 2 (*1)
	Npilot = 4 (*2)
	Npilot = 8
(*3)
	Npilot = 16

(*4)
	Npilot = 4 (*5)

	Symbol #
	0
	0
	1
	0
	1
	2
	3
	0
	1
	2
	3
	4
	5
	6
	7
	0
	1

	Slot #0

1

2

3

4

5

6

7

8

9

10

11

12

13

14
	01

10

11

10

00

01

01

00

11

01

11

00

00

10

10
	01

10

11

10

00

01

01

00

11

01

11

00

00

10

10
	10

10

10

10

10

10

10

10

10

10

10

10

10

10

10
	11

11

11

11

11

11

11

11

11

11

11

11

11

11

11
	00

00

11

10

11

00

10

10

00

01

11

01

10

01

01
	00

00

00

00

00

00

00

00

00

00

00

00

00

00

00
	10

01

00

01

11

10

10

11

00

10

00

11

11

01

01
	11

11

11

11

11

11

11

11

11

11

11

11

11

11

11
	00

00

11

10

11

00

10

10

00

01

11

01

10

01

01
	00

00

00

00

00

00

00

00

00

00

00

00

00

00

00
	10

01

00

01

11

10

10

11

00

10

00

11

11

01

01
	11

11

11

11

11

11

11

11

11

11

11

11

11

11

11
	00

10

10

00

01

11

01

10

01

01

00

00

11

10

11
	00

00

00

00

00

00

00

00

00

00

00

00

00

00

00
	10

10

11

00

10

00

11

11

01

01

10

01

00

01

11
	01

10

11

10

00

01

01

00

11

01

11

00

00

10

10
	10
01
00
01
11
10

10

11
00
10

00
11
11
01
01


NOTE *1:
The pilot bits precede the last two bits of the data2 field.

NOTE *2:
This pattern is used except slot formats 2B and 3B.

NOTE *3:
This pattern is used except slot formats 0B, 1B, 4B, 5B, 8B, and 9B.

NOTE *4:
This pattern is used except slot formats 6B, 7B, 10B, 11B, 12B, and 13B.

NOTE *5:
This pattern is used for slot formats 2B and 3B.

NOTE:
For slot format nB where n = 0, 1, 4, 5, 6, …, 15, the pilot bit pattern corresponding to Npilot/2 is to be used and symbol repetition shall be applied.
5.3.2.6
Fractional Dedicated Physical Channel (F-DPCH)

The F-DPCH carries control information generated at layer 1 (TPC commands). It is a special case of downlink DPCCH.

Figure 12B shows the frame structure of the F-DPCH. Each frame of length 10ms is split into 15 slots, each of length Tslot = 2560 chips, corresponding to one power-control period.
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Figure 12B: Frame structure for F-DPCH

The exact number of bits of the F-DPCH fields (NTPC) is described in table 16B.

Table 16B: F-DPCH fields

	Slot Format #i
	Channel Bit Rate (kbps)
	Channel Symbol Rate (ksps)
	SF
	Bits/ Slot
	F-DPCH
Bits/Slot

	
	
	
	
	
	NTPC

	0
	3
	1.5
	256
	2
	2


In compressed frames, F-DPCH is not transmitted in downlink transmission gaps given by transmission gap pattern sequences signalled by higher layers.

The relationship between the TPC symbol and the transmitter power control command is according to table 13.

5.3.3
Common downlink physical channels

5.3.3.1
Common Pilot Channel (CPICH)

The CPICH is a fixed rate (30 kbps, SF=256) downlink physical channel that carries a pre-defined bit sequence. Figure 13 shows the frame structure of the CPICH. 
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Figure 13: Frame structure for Common Pilot Channel

In case transmit diversity (open or closed loop) is used on any downlink channel in the cell, the CPICH shall be transmitted from both antennas using the same channelization and scrambling code. In this case, the pre-defined bit sequence of the CPICH is different for Antenna 1 and Antenna 2, see figure 14. In case of no transmit diversity, the bit sequence of Antenna 1 in figure 14 is used.
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Figure 14: Modulation pattern for Common Pilot Channel

There are two types of Common pilot channels, the Primary and Secondary CPICH. They differ in their use and the limitations placed on their physical features.

5.3.3.1.1
Primary Common Pilot Channel (P-CPICH)

The Primary Common Pilot Channel (P-CPICH) has the following characteristics:

-
The same channelization code is always used for the P-CPICH, see [4];

-
The P-CPICH is scrambled by the primary scrambling code, see [4];

-
There is one and only one P-CPICH per cell;

-
The P-CPICH is broadcast over the entire cell.

The Primary CPICH is a phase reference for the following downlink channels: SCH, Primary CCPCH, AICH, PICH AP-AICH, CD/CA-ICH, CSICH, DL-DPCCH for CPCH and the S-CCPCH. By default, the Primary CPICH is also a phase reference for downlink DPCH or F-DPCH and any associated PDSCH, HS-PDSCH and HS-SCCH. The UE is informed by higher layer signalling if the P-CPICH is not a phase reference for a downlink DPCH or F-DPCH and any associated PDSCH, HS-PDSCH and HS-SCCH.

5.3.3.1.2
Secondary Common Pilot Channel (S-CPICH)

A Secondary Common Pilot Channel (S-CPICH) has the following characteristics:

-
An arbitrary channelization code of SF=256 is used for the S-CPICH, see [4];

-
A S-CPICH is scrambled by either the primary or a secondary scrambling code, see [4];

-
There may be zero, one, or several S-CPICH per cell;

-
A S-CPICH may be transmitted over the entire cell or only over a part of the cell;
A Secondary CPICH may be a phase reference for a downlink DPCH or F-DPCH. If this is the case, the UE is informed about this by higher-layer signalling.

The Secondary CPICH can be a phase reference for a downlink physical channel using open loop or closed loop TX diversity, instead of the Primary CPICH being a phase reference.

Note that it is possible that neither the P-CPICH nor any S-CPICH is a phase reference for a downlink DPCH.

5.3.3.2
Downlink phase reference

Table 17 summarizes the possible phase references usable on different downlink physical channel types. 

Table 17: Application of phase references on downlink physical channel types
"X" – can be applied, "–" – not applied

	Physical channel type
	 Primary-CPICH
	Secondary-CPICH
	Dedicated pilot

	P-CCPCH
	X
	–
	–

	SCH
	X
	–
	–

	S-CCPCH
	X
	–
	–

	DPCH
	X
	X
	X

	F-DPCH
	X
	X
	–

	PICH
	X
	–
	–

	MICH
	X
	–
	–

	PDSCH*
	X 
	X
	X 

	HS-PDSCH*
	X
	X
	X

	HS-SCCH*
	X
	X
	X

	E-AGCH*
	X
	X
	X

	E-RGCH*
	X
	X
	X

	E-HICH*
	X
	X
	X

	AICH
	X 
	–
	–

	CSICH
	X 
	–
	–

	DL-DPCCH for CPCH
	X
	–
	–


Note *:
The same phase reference as with the associated DPCH or F-DPCH shall be used. The support for dedicated pilots as phase reference for HS-PDSCH, HS-SCCH, E-AGCH, E-RGCH and E-HICH is optional for the UE.

Furthermore, during a PDSCH frame, and within the slot prior to that PDSCH frame, the phase reference on the associated DPCH shall not change. During a DPCH or F-DPCH frame overlapping with any part of an associated HS-DSCH or HS-SCCH subframe, the phase reference on this DPCH or F-DPCH shall not change.

6
Mapping and association of physical channels

6.1
Mapping of transport channels onto physical channels

Figure 27 summarises the mapping of transport channels onto physical channels. 
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Figure 27: Transport-channel to physical-channel mapping

The DCHs are coded and multiplexed as described in [3], and the resulting data stream is mapped sequentially (first-in-first-mapped) directly to the physical channel(s). The mapping of BCH and FACH/PCH is equally straightforward, where the data stream after coding and interleaving is mapped sequentially to the Primary and Secondary CCPCH respectively. Also for the RACH, the coded and interleaved bits are sequentially mapped to the physical channel, in this case the message part of the PRACH. The E-DCH is coded as described in [3], and the resulting data stream is mapped sequentially (first-in-first-mapped) directly to the physical channel(s).

6.2
Association of physical channels and physical signals

Figure 28 illustrates the association between physical channels and physical signals.
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Figure 28: Physical channel and physical signal association

7
Timing relationship between physical channels

7.1
General

The P-CCPCH, on which the cell SFN is transmitted, is used as timing reference for all the physical channels, directly for downlink and indirectly for uplink.

Figure 29 below describes the frame timing of the downlink physical channels. For the AICH the access slot timing is included. Transmission timing for uplink physical channels is given by the received timing of downlink physical channels, as described in the following subclauses.
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Figure 29: Radio frame timing and access slot timing of downlink physical channels

The following applies:

-
SCH (primary and secondary), CPICH (primary and secondary), P-CCPCH, and PDSCH have identical frame timings.

-
The S-CCPCH timing may be different for different S-CCPCHs, but the offset from the P-CCPCH frame timing is a multiple of 256 chips, i.e. S-CCPCH,k = Tk ( 256 chip, Tk ( {0, 1, …, 149}.

-
The PICH timing is PICH = 7680 chips prior to its corresponding S-CCPCH frame timing, i.e. the timing of the S-CCPCH carrying the PCH transport channel with the corresponding paging information, see also subclause 7.2.

-
AICH access slots #0 starts the same time as P-CCPCH frames with (SFN modulo 2) = 0. The AICH/PRACH and AICH/PCPCH timing is described in subclauses 7.3 and 7.4 respectively.

-
The relative timing of associated PDSCH and DPCH is described in subclause 7.5.

-
The DPCH timing may be different for different DPCHs, but the offset from the P-CCPCH frame timing is a multiple of 256 chips, i.e. DPCH,n = Tn ( 256 chip, Tn ( {0, 1, …, 149}. The DPCH (DPCCH/DPDCH) timing relation with uplink DPCCH/DPDCHs is described in subclause 7.6.

-
The F-DPCH timing may be different for different F-DPCHs, but the offset from the P-CCPCH frame timing is a multiple of 256 chips, i.e. F-DPCH,p = Tp ( 256 chip, Tp ( {0, 1, …, 149}. The F-DPCH timing relation with uplink DPCCH/DPDCHs is described in subclause 7.6.

-
The start of HS-SCCH subframe #0 is aligned with the start of the P-CCPCH frames. The relative timing between a HS-PDSCH and the corresponding HS-SCCH is described in subclause 7.8.

-
The E-DPCCH and all E-DPDCHs transmitted from one UE have the same frame timing as the DPCCH.

7.6
DPCCH/DPDCH timing relations

7.6.1
Uplink

In uplink the DPCCH and all the DPDCHs transmitted from one UE have the same frame timing.

7.6.2
Downlink

In downlink, the DPCCH and all the DPDCHs carrying CCTrCHs of dedicated type to one UE have the same frame timing. 

Note:
support of multiple CCTrChs of dedicated type is not part of the current release.

7.6.3
Uplink/downlink timing at UE

At the UE, the uplink DPCCH/DPDCH frame transmission takes place approximately T0 chips after the reception of the first detected path (in time) of the corresponding downlink DPCCH/DPDCH or F-DPCH frame. T0 is a constant defined to be 1024 chips. The first detected path (in time) is defined implicitly by the relevant tests in [14]. More information about the uplink/downlink timing relation and meaning of T0 can be found in [5].

7.7
Uplink DPCCH/HS-DPCCH/HS-PDSCH timing at the UE
Figure 34 shows the timing offset between the uplink DPCH, the HS-PDSCH and the HS-DPCCH at the UE. An HS-DPCCH sub-frame starts 
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 chips after the start of an uplink DPCH frame that corresponds to the DL DPCH or F-DPCH frame from the HS-DSCH serving cell containing the beginning of the related HS-PDSCH subframe with m calculated as 

m = (TTX_diff /256 ) + 101
where TTX_diff is the difference in chips (TTX_diff =0, 256, ....., 38144), between 

· the transmit timing of the start of the related HS-PDSCH subframe (see sub-clauses 7.8 and 7.1) 

and 

· the transmit timing of the start of the downlink DPCH or F-DPCH frame from the HS-DSCH serving cell that contains the beginning of the HS-PDSCH subframe (see sub-clause 7.1).
At any one time, m therefore takes one of a set of five possible values according to the transmission timing of HS-DSCH sub-frame timings relative to the DPCH or F-DPCH frame boundary. The UE and Node B shall only update the set of values of m in connection to UTRAN reconfiguration of downlink timing.
More information about uplink timing adjustments can be found in [5].
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Figure 34: Timing structure at the UE for HS-DPCCH control signalling
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