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6.5.3.4.7
Co-existence with services in adjacent frequency bands

This requirement may be applied for the protection in bands adjacent to bands I, II, III or VII, as defined in clause 3.4.1 in geographic areas in which both an adjacent band service and UTRA FDD are deployed.

6.5.3.4.7.1
Minimum requirement

The power of any spurious emission shall not exceed.

Table 6.32: BS spurious emissions limits for protection of adjacent band services

	Operating Band
	Band
	Maximum Level
	Measurement Bandwidth
	Note

	I
	2100-2105 MHz
	-30 + 3.4 ( (f - 2100 MHz) dBm
	1 MHz 
	

	
	2175-2180 MHz
	-30 + 3.4 ( (2180 MHz - f) dBm
	1 MHz
	

	II
	1920-1925 MHz
	-30 + 3.4 ( (f ‑ 1920 MHz) dBm
	1 MHz
	

	
	1995-2000 MHz
	-30 +3.4 ( (2000 MHz ‑ f) dBm
	1 MHz
	

	III
	1795-1800 MHz
	-30 + 3.4 ( (f ‑ 1795 MHz) dBm
	1MHz
	

	
	1885-1890 MHz
	-30 +3.4 ( (1890 MHz ‑ f) dBm
	1MHz
	

	VII
	2610-2615 MHz
	-30 + 3.4 ( (f - 2610 MHz) dBm
	1 MHz
	

	
	2695-2700 MHz
	-30 +3.4 ( (2700 MHz ‑ f) dBm
	1 MHz
	


Note: This requirement for the frequency range 2610-2615 MHz may be applied to geographic areas in which both UTRA-TDD and UTRA-FDD are deployed.

6.5.3.7.7
Co-existence with services in adjacent frequency bands

Table 6.43: BS spurious emissions limits for protection of adjacent band services

	Operating Band
	Band
	Maximum Level
	Measurement Bandwidth
	Note

	I
	2100-2105 MHz
	-30 + 3.4 ( (f - 2100 MHz) dBm
	1 MHz 
	

	
	2175-2180 MHz
	-30 + 3.4 ( (2180 MHz - f) dBm
	1 MHz
	

	II
	1920-1925 MHz
	-30 + 3.4 ( (f ‑ 1920 MHz) dBm
	1 MHz
	

	
	1995-2000 MHz
	-30 +3.4 ( (2000 MHz ‑ f) dBm
	1 MHz
	

	III
	1795-1800 MHz
	-30 + 3.4 ( (f ‑ 1795 MHz) dBm
	1MHz
	

	
	1885-1890 MHz
	-30 +3.4 ( (1890 MHz ‑ f) dBm
	1MHz
	

	VII
	2610-2615 MHz
	-30 + 3.4 ( (f - 2610 MHz) dBm
	1 MHz
	

	
	2695-2700 MHz
	-30 +3.4 ( (2700 MHz ‑ f) dBm
	1 MHz
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